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National foreword

This British Standard is the official English language version 
of EN 13740-2:2003.

The UK participation in its preparation was entrusted to Technical Committee 
AGE/32, Agricultural implements and trailers, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 21 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This document (EN 13740-2:2003) has been prepared by Technical Committee CEN/TC 144 “Tractors and
machinery for agriculture and forestry”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by October 2003, and conflicting national standards shall be withdrawn at the latest
by October 2003.This standard consists of the following parts under the general title: Agricultural machinery – Solid
fertilizer line-distributors – Environmental protection:

¾  Part 1: Requirements

¾  Part 2: Test methods

Annex A is normative and concerns the identification of the physical properties of fertilizer used in the test.

Annex B is informative and gives an example of the format for the test report.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies methods to test mounted, trailed and self-propelled solid fertilizer line-distributors
including such machines attached to a basic machine, used in agriculture and horticulture.

This European Standard does not apply to machines which are:

¾  equipment for distributing liquid fertilizer; or

¾  equipment for distributing liquid or granulated pesticides; or

¾  solid fertilizer broadcasters and full width distributors (which are dealt with in EN 13739-1:2003 and
EN 13739-2:2003).

NOTE The standard is also applicable to drilling machines if it is stated by the machine manufacturer that the machine is
suitable for fertilizer application.

If the term "machine" is used, it covers both drilling and spreading line-distributors.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revision of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 1235, Solid fertilizers – Test sieving (ISO 8397:1988 modified).

EN 1236, Fertilizers – Determination of bulk density (loose) (ISO 3944:1992 modified).

EN 13299, Fertilizers – Determination of flow rate.

EN 13740-1:2003, Agricultural machines – Solid fertilizer line-distributors – Environmental protection – Part 1:
Requirements.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 13740-1:2003 apply.

4 Test conditions

4.1 Machine for test

During the tests the machine shall be used according to the instruction handbook.

Static tests (tests with the feed mechanism running but the machine is standing still) shall be performed
corresponding to a forward speed of 8 km/h within the range of –  0,4 km/h.

Mobile tests (tests with the feed mechanism and the machine running) shall be performed at a forward driving
speed of 8 km/h within the range of –  0,4 km/h if nothing else is stated in the test method specification.

If the machine is not designed to be used at a forward speed of 8 km/h, the forward test speed shall be the speed,
nearest to this value, as recommended by the manufacturer.

In static and mobile tests the adjusted speed shall not vary by more than –  0,1 km/h.
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The forward speed, the ratio between the drive speed and the discs speed shall be stated in the test report.

The distributing mechanism shall be at the height above the collecting containers (the upper edge of the
containers) equal to that recommended by the manufacturer for work above the ground or the crop. For drilling
fertilizer distributors the coulters are allowed to be fixed to get the fertilizer outlet just above the upper edge of the
containers.

The angle of the fertilizer tubes or any conduits shall remain equal to the angle in the actual working position.

4.2 Test materials

Unless the instruction handbook states otherwise, test materials shall be used from the following groups and as
specified in 6.3 to 6.9:

a) a granular fertilizer with bulk density > 0,9 kg/dm3;

b) a granular fertilizer with bulk density £  0,9 kg/dm3;

c) a prilled fertilizer with bulk density > 0,9 kg/dm3;

d) a prilled fertilizer bulk density £  0,9 kg/dm3;

e) a compacted fertilizer.

NOTE Crystalline fertilizers will be considered during the next revision when they have been used more regularly so that
experts can agree on their physical properties.

The physical properties for the test material to be used shall be within the limits given in Table A.1.

The physical properties of the test material used shall be specified in the test report.

4.3 Application rates

Unless the instruction handbook states otherwise, the following adjustments calculated for 8 km/h shall be used as
selected in 6.3 to 6.9:

¾  rate 1: a flow rate corresponding to a minimum application rate for the test material depending on the
nutrient content, according to Table 1;

¾  rate 2: a flow rate corresponding to a maximum application rate for the test material depending on the
nutrient content , according to Table 1;

¾  rate 3: a flow rate in between, corresponding to (rate 1 + rate 2)/2.

The machine shall be adjusted to give the flow rate of the test material within ± 5 kg/min for flow rates < 100 kg/min
and ± 5 % for flow rates ‡  100 kg/min. The flow rates are calculated from application rates and working widths at
the forward driving speed determined in 4.1.
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Table 1 — Minimum and maximum application rates depending on nutrient content

Nutrient Application rate

kg/ha

minimum maximum

N 20 120

P2O5  (P) 30  (13) 150  (65)

K2O  (K) 40  (33) 300  (249)

MgO  (Mg) 25  (15) 100  (60)
NOTE The application rate (kg/ha) is calculated on the basis of the nitrogen (N)
content for the test materials which include nitrogen and on the basis of the phosphor (P)
content for test materials which include phosphor but no nitrogen.

If there is no (N) or (P), the application rate shall be calculated on the basis of (K) or
(K2O), and if no (K), on (Mg) or (MgO).

5 Test equipment

5.1 Accuracy in weighing measurements

The minimum accuracy for the weighing of the samples of test materials shall be:

¾  ± 0,1 g for the tests of 6.7;

¾  ± 1,0 g for the tests of 6.5.2, 6.6;

¾  ± 500 g for the tests of 6.2; 6.3; 6.5.1; 6.8; 6.9.

5.2 Devices for receiving test materials from transverse distribution of fertilizer outlets

For static tests the test material shall be collected in containers placed under either the feed mechanisms, the
coulters or the fertilizer outlets, with one container placed under each fertilizer outlet. The size of the containers
shall be chosen to collect all test material at each outlet without disturbances with the application rates according to
4.3.

The feed mechanism shall be operated by a device to correspond to the forward speed as specified in 4.1.

5.3 Test site

The tests shall be carried out on an even, horizontal and hard surface. The air velocity shall be less than 2 m/s
during the tests. The air humidity shall be less than 65 % and the temperature 10 °C to 25 °C.

The actual values of air humidity, temperature and air velocity shall be stated in the test report. If tests are done
outdoors, this shall also be stated in the test report.

Precautions shall be taken to eliminate ricochets from the ground into the collecting containers.

The test shall be fully described in the report.
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