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UK interests informed,;
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promulgate them in the UK.
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request to its secretary.
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Foreword

This document (EN 13757-1:2002) has been prepared by Technical Committee CEN /TC 294, "Communication
systems for meters and remote reading of meters", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by June 2003, and conflicting national standards shall be withdrawn at the latest by
June 2003.

Annexes A and C are normative. Annex B is informative.
According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This document describes the data exchange and communications for meters and remote reading of meters in a
generic way. ltis part 1 of the EN 13757 Standard. Additional parts are:

EN 13757 part 2: Physical and link layer, twisted pair baseband (M-Bus)
EN 13757 part 3: Dedicated application layer (M-Bus)
EN 13757 part 4: Wireless meter readout

The main use of part 1 is to provide a protocol specification for the Application Layer for meters.

Remark: Electricity meters are not covered with this standard, as the standardisation of remote readout of electricity
meters is a task for IEC/CENELEC.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 834, Heat cost allocators for the determination of the consumption of room heating radiators - Appliances with
electrical energy supply.

EN 1434-1, Heat meters - Part 1 : General requirements.
EN 1434-2, Heat meters - Part 2 : Constructional requirements.
EN 12405, Gas meters - Gas volume electronic conversion devices..

prEN 13757-2:2002, Communication systems for and remote reading of meters - Part 2 : Physical and link layer,
twisted pair baseband (M-Bus).

EN 60870-5-2, Telecontrol equipment and systems - Part 5 : Transmission protocols - Section 2 : Link transmission
procedures (IEC 60870-5-2:1992).

EN 61334-4-1 Distribution automation using distribution line carrier systems - Part4 : Data communication
protocols - Section 1 : Reference model of the communication system (IEC 61334-4-1:1996).

EN 61334-4-41 Distribution automation using distribution line carrier systems - Part 4 : Data communication
protocols - Section 41 : Application protocols - Distribution line message specification (IEC 61334-4-41:1996).

EN 61334-6, Distribution automation using distribution line carrier systems - Part 6 : A-XDR encoding rule (IEC
61334-6:2000)

IEC 62056-21: 2000, Electricity metering - Data exchange for meter reading, tariff and load control - Part 21 : Direct
local data exchange.

EN 62056-31:2000, Electricity metering - Data exchange for meter reading, tariff and load control - Part 31 : Use of
local area networks on twisted pair with carrier signalling (IEC 62056-31:1999).
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IEC 62056-42, Electricity metering - Data exchange for meter reading, tariff and load control — Part 42 : Physical
layer services and procedures for connection-oriented asynchronous data exchange.

IEC 62056-46:2002, Electricity metering - Data exchange for meter reading, tariff and load control - Part 46 : Data
link layer using HDLC - protocol.

IEC 62056-53:2002, Electricity metering - Data exchange for meter reading, tariff and load control —
Part 53 : COSEM application layer.

IEC 62056-61:2002, Electricity metering - Data exchange for meter reading, tariff and load control —
Part 61 : Object Identification System (OBIS).

IEC 62056-62:2002, Electricity metering - Data exchange for meter reading, tariff and load control —
Part 62 : Interface classes.

ISO 1155; Information processing -- Use of longitudinal parity to detect errors in information messages.

ISO 1177; Information processing -- Character structure for start/stop and synchronous character oriented
fransmission.

ISO 1745; Information processing -- Basic mode control procedures for data communication systems.

ISO 7498-1, Information technology - Open Systems Interconnection - Basic Reference Model : The Basic Model.
ISO 9506-1, Industrial automation systems - Manufacturing Message Specification - Part 1 : Service Definition.
ISO/IEC 646; Information technology — ISO 7-bit coded character set for information interchange.

ISO/IEC 8649; Information technology - Open Systems Interconnection - Service definition for the Association
Control Service Element.

ISO/IEC 8650-1; Information technology - Open Systems Interconnection - Connection-oriented protocol for the
Association Control Service Element: Protocol specification.

ISO/IEC 8802-2, Information technology - Telecommunications and information exchange between systems - Local
and metropolitan area networks - Specific requirements - Part 2 : Logical link control.

ISO/IEC 8824-1, Information technology - Abstract Syntax Notation One (ASN.1) : Specification of basic notation.

ISO/IEC 13239, Information technology - Telecommunications and information exchange between systems - High-
level data link control (HDLC) procedures.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions for remote readout of meters can be found in
annex C of this document.

4 General description

Here follows a description of the environment that this standard is applicable to, i.e. remote readout from a
metering unit in a network using a non-routed approach.
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4.1 Basic vocabulary

All communications involve two sets of equipment represented by the terms Caller system and Called system. The
Caller is the system that decides to initiate a communication with a remote system known as the Called party;
these denominations remain valid throughout the duration of the communication.

A communication is broken down into a certain number of transactions. Each transaction is represented by a
transmission from the Transmitter to the Receiver. During the sequence of transactions, the Caller and Called
systems take turns to act as Transmitter and Receiver.

The terms Client and Server have the same meanings as in the DLMS model EN 61334-4-41. The Server is the
system (meter) that acts as a VDE for the submission of all special service requests. The Client is the system
(collecting system) that uses the Server for a specific purpose by means of one or more service requests.

The situation involving a Caller Client and a Called Server is undoubtedly the most frequent case, but a

communication based on a Caller Server and a Called Client is also possible, in particular to report the
occurrence of an urgent alarm.

4.2 Layered protocols

The purpose of this subclause is to explain, in a summarised way, the layered approach as proposed by
CEN/TC 294.

In order to perform automatic reading of meters, CEN/TC 294 assumes a protocol stack approach. A protocol stack
is divided into layers, in order to reduce the complexity of the communicating system. Each layer provides services
to the layer above on the basis of the layer below.

The layered model chosen by TC/294 is the IEC 3-layer model EN 61334-4-1, which is derived from ISO - OSI 7-
layer model ISO 7498-1.

The three layers of the IEC model are shown on the page below :

Layer 7 Application

Layer 2 Data link

Layer 1 Physical

Figure 1 — IEC 3-layer model
NOTE The layer numbers refers to the numbering in the ISO-OSI 7 layer model.
Layers 1 & 2 depend on the connection method used (Power Line Carrier-Low Voltage (PLC - LV), Public Switched
Telephone Network (PSTN), HF radio, Twisted Pair cable (TP)). In order to have a uniform view of all types of

meters, TC/294 has chosen an Application Layer that is independent of the connection method used. As a
consequence, the protocol architecture, as shown below is used :
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Application Layer Common, method independent layer
: I[EC 62056 - | | IEC 60870 - [ | [EC 62056 - |, ,,
Link Layer 46 5 46 ?
IEC 62056 -
Physical Layer 21 12;%’;_2 PSTN  [ee- ?
Connection Optical Twisted pair  Directtele-  Other methods
method port baseband phone (to be defined)

Figure 2 — Connection method independent Application Layer
This architecture allows for multiple different connection methods, while at the same time keeping a common
connection method independent Application Layer. This is important as different connection methods are suited for

different operating environments. The common Application Layer lowers the overall cost and complexity of a
remote readout metering system.

4.3 Application Layer for Metering
The Application Layer specification is sub-divided into two parts : DLMS and LLAC.

DLMS (Distribution Line Message Specification) EN 61334-4-41 is an Application Layer specification. It permits a
formal description of the communications system, in terms of its functionalities, in an object-oriented way.

DLMS

LLAC

Figure 3 — Subdivision of the Application Layer
LLAC (Logical Link Access Control) specifies the remainder of the connecting method independent part of
communications system. It specifies tasks like security management, handling of multiple applications, and

segmentation of large data into multiple packet at lower levels. This corresponds to the Transport, Session and
Presentation layers in the ISO-OSI 7-layer model ISO 7498-1.

4.4 Companion Specification

A Companion Specification (CS) is an extension to a generic standard. It may contain extension to the existing
standard, as well as operating rules within the scope of the existing standard.
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Operating rules inside scopg | Extensions not compatible
of the existing standard with the existing standard

Figure 4 — Scope of Companion Specifications

DLMS is a powerful messaging system, derived from MMS, ISO 9506-1 (Manufacturing Messaging System). In
order to fully adapt DLMS to the metering application, the COSEM Application Layer is based on an extended
version of DLMS. These extensions are made such that there is no conflict with the current version of DLMS. This
can be viewed as a Companion Specification (CS). The CS can be seen as a set of additional rules to DLMS,
which are semantically and syntactically compatible with the DLMS kernel.

Extensions can be found in IEC 62056-53 (COSEM Application Layer).

A Companion Specification may go beyond pure data communication. It specifies the functionality of an
application, as seen through the communication system. In the current context, this is the functionality, of the meter
or meters, defined in terms of the objects contained within them (e.g. Index, ID, meter type, manufacturer, date and
time, rate and even communication entities such as a phone number). This standard bases its generic functional
application requirements on IEC 62056-62 , Companion Specification for Energy Metering, approach. COSEM has
been developed by DLMS Users Association.

Companion Specification
for Energy Metering

DLMS

LLAC

Figure 5 — Companion Specification

4.5 COSEM Basic Principles

This section describes the basic principles on which the COSEM interface classes are built. It also gives a short
overview on how interface objects (instantiations of the interface classes) are used for communication purposes.
Meters, support tools and other system components that follow these specifications can communicate with each
other in an interoperable way.

Object modelling: For specification purposes this document uses the technique of object modelling. An object is a
collection of attributes and methods.

The information of an object is organised in attributes. They represent the characteristics of an object by means of

attribute values. The value of an attribute may affect the behaviour of an object. The first attribute in any object is
the “logical_name”. It is one part of the identification of the object.
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An object offers a number of methods to either examine or modify the values of the attributes. Objects that share
common characteristics are generalised as an interface class with a class_id. Within a specific class the common
characteristics (attributes and methods) are described once for all objects. Instantiations of an interface class are
called COSEM objects.

Figure 6 below illustrates these terms by means of an example :

Class identifier Instantiation Object

Class
-»| Register class_id=3
i ) Energy, current
Aftributes logical_name : octet-string P value, total: Register
value : instance_specific logical_name =[5.0.1.0.0.FF]
7| value = 1845
Methods
~—¥»| reset (data, ...)

Flow temperature,
current value: Register
logical_name = [5.0.A.0.FF.FF]
value =76

Figure 6 — An interface class and its instances

The interface class “Register” is formed by combining the features necessary to model the behaviour of a generic
register (containing measured or “static” information) as seen from the client (central unit, hand held terminal). The
contents of the register are identified by the attribute “logical_name”. The logical_name contains an OBIS identifier
(comp.IEC 62056-61). The actual (dynamic) content of the register is carried by its “value” attribute.

Defining a specific meter means defining several specific instances of COSEM interface objects. In the example of
Figure 6 the meter contains 2 registers; i.e. two specific COSEM objects of the class “Register” are instantiated.
This means that specific values are assigned to the different attributes. Through the instantiation one COSEM
object becomes an “Energy, current value, total register” whereas the other becomes a “Flow temperature, current
value register”.

Remark

The COSEM objects (instances of interface classes) represent the behaviour of the meter as seen from the
“outside”. Therefore only externally initiated changes of the value of an attribute are described (e.g. resetting the
value of a register). Internally initiated changes of the attributes are not described in this model (e.g. updating the
value of a register).

The fact that the external behavior of the meter is modelled in an object oriented way, does not result in a
requirement of an object oriented design or implementation of actual meters.

4.6 Management of a COSEM Device

One physical unit may contain or represent multiple metering units or logical devices. Such a physical unit will have
one physical communications interface but multiple metering applications. This calls for a management application
inside the unit that performs communications management. This is handled by COSEM as well.

The COSEM Logical Device is a set of COSEM objects. Each Physical Device shall contain a Management Logical
Device. The mandatory contents of the Management Logical Device are :
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COSEM Logical Device Name ;
Current Association (LN or SN) object.

The Management Logical Device shall support an Application Association with lowest security level to a Public
Client.

The addressing of the COSEM Logical Devices shall be provided by the addressing scheme of the lower layers of
the protocols used.

4.7 Lower layers

The Lower layers cover the Physical Layer and the Link Layer. The need for multiple communications methods,
causes the need for multiple different lower layers. All of the lower layers consist of a Physical Layer and a Link
Layer. The requirements for the Link Layer is very often closely related to a specific Physical Layer.

In order to define full protocol stacks, which are needed for meter interchangeability, the lower layers have to be
specified / selected as well. Some lower layers have been selected / adopted, and new lower layers will be added
as amendments in the future when new technologies mature.

An overall diagram with all of the elements needed and their relationships is shown in Figure 7 (below).

Application
qu:\%tlion;Iity Companion Specification for Energy Metering
Application DLMS
Layer LLAC

. IEC 62056 -| |IEC 60870 -| |IEC 62056 -
Link Layer 46 5 46 e

IEC 62056 - EN

Physical Layer o 57570 PSTN | see
Connection Optical Twisted pair, Directtele-  Other methods
method port baseband phone (to be defined)

Figure 7 — Full protocol stack

As can be seen from the figure above, the Application Layer and the Application functionality remain unchanged,
even if the connection method changes.

5 Network Architecture

5.1 General

This section presents a simplified architecture for remote reading of meters, concerning only the basic metering
LAN.

This architecture should permit the quick introduction and installation of communicating meters, as well as the
ability to extend the system afterwards. Therefore, some rules are given.
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The main decisions proposed in this section are the following :

to have one unique access point for the metering LAN ;

to allow several autorised parties to access the system using this unique access point ;

to have a metering LAN with a logical tree structure ;
to have a system that does not need a network layer ;
to have a self configurable system ;

to allow the use of a Hand Held Unit ;

to allow media independence.

This architecture shall facilitate the fast installation and operation of meters and their associated communications
onto a metering LAN. The potential for extending the architecture is a prime requirement.

The implementation of a physical architecture is determined by the media used.

This document focuses only on the system architecture, in order to accommodate all types of physical media

required by the CEN/TC 294 system.

5.2 Basic architecture

The following figure shows a typical basic architecture based on a tree topology and the corresponding physical

architecture.

Meter
LAN

Access Point /

TC294
Compliant
O meter

Authorised party 1 Authorised party 2
Central Station Central Station

System Architecture

TETaL O Ive
~ O K\’O
Q fe ¥ oo ]
K .

Access Point

PLC

P

MV/LV
Station

|

PSTN

=

A

Physical Architecture

Figure 8 — System and physical architecture
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C1, C2 and C3 are optional nodes (data concentrators) of the system that may be used to help access meters.

The access point B is the unique way to remotely access the system. Several authorised parties may access the
system using access point B, providing they have access to the WAN connection.

5.3 Metering Architecture

The metering architecture may be analysed in terms of the systems architecture and physical architecture, as
shown in Figure 8. The system architecture represents the key elements of the metering network, showing data
flow, and providing the connectivity from the meter to the authorised party central station via the wide area network.
The physical architecture represents the practical implementation of the system. In the example given in Figure 8,
the meters are connected via H.F. radio to the concentrator, followed by the low voltage line to the MV/LV
substation and finally via the telephone line to the central station. Although three media are used in this example, it
may be more economical to use a single media throughout the system.

~ ™

Meter Meter
LAN LAN
B | Access Point \ |—§L| Access Point /

TC294 TC294
Compliant Compliant
O meter O meter

Authorised party 1 Authorised party 2 Authorised party 1 Authorised party 2
Central Station Central Station Central Station Central Station
Figure 9 a) Figure 9 b)

Figure 9 — Metering architecture

A system architecture with a single master station and a number of meters connected to a physical bus (Figure 9 a)
is an example of a network where the concentrators have been integrated into the access point.

A system with a single meter connected via the WAN to the integrated collection system (Figure 9 b) is an example
of a system where the whole LAN has been integrated into the access point - combined with the meter.

The structure shall conform to the following rules :
the architecture is a tree structure ;
there is only one access point per LAN ;

the unique access point (B) may have zero or more meters connected ;
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the access point (B) may have zero or more 'concentrators' connected ;
a 'concentrator' may have zero or more meters attached ;

a 'concentrator' may have zero or more 'concentrators' attached ;

a CEN/TC 294 meter may not communicate with another meter ;

concentrators have no external access point apart from zero or more data collection computers that may use
the access point of (B).

5.4 One unique access point at any time : a tree structure
An economic and easy to manage system may be achieved by having only one unique access point. A system with

one unique access point is feasible with a tree structure. The actual physical structure depends on the actual
physical layer used. A loop or a ring would be acceptable.

5.5 Self configurable network
The proposed hierarchical architecture allows self configuration of a meter in a network. Self configuration is

managed, because each device needs to indicate to only one unique device that it is present and unassigned. This
configuration is the responsibility of the Management Application in the meter.

5.6 Hand Held Unit for local access

The requirement to be able to interrogate a device on the LAN using a Hand Held Unit (HHU) makes a temporary
modification to the connectivity in order to maintain the network topology. The device disconnects itself from its
master, conducts the dialog with the HHU as required and then reconnects to the system.

If a HHU is connected to a concentrator, the equipment itself and all the equipments under it will be made

temporarily unavailable for the remote system (for the local operation duration), and be controlled by the HHU. In
this case, there still is one unique access point to the local network at a given time.

5.7 Network layers
There is no network layer required in the meter (in any configuration).

If one or more independent concentrators are in the LAN, the protocol stack interconnecting the concentrators
requires a network layer.

The collapsed models shown in Figure 9 b), does not require a network layer.

The consequential cost of a network layer is offset by the benefits of a concentrator. (e.g. to improve physical
distance).

5.8 Multiple access

The access point to the network is unique, but different communication channels may connect from the upper side.
Several access networks are allowed, but not simultaneously, depending on the capabilities of the access point.

Priority will be handled by the access point.
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6 Data exchange using local connections

6.1 General

This clause handles lower level protocols using direct local data exchange as specified in IEC 62056-21 This
standard specifies the physical connection adopted between meter and reading device :

an optical interface ;

an electrical current loop interface ;

an electrical V.24/V.28 interface.
All interfaces use the same protocol. Data is exchanged using a character oriented protocol (ASCII). Different
communication modes are described in IEC 62056-21. Modes A to D use ASCII transfer only, Mode E is able to

switch over to a HDLC oriented binary data exchange. Provisions for battery operated devices are given in B.1 and
B.2 of IEC 62056-21:2000.

6.2 Physical layer

6.2.1 Optical interface
This is a very common interface for Hand Held Units. It supports one meter at a time using half-duplex

communication. It communicates with the meter using IR light via a standardised optical reading head, to be
plugged magnetically to the meter. An interface of this type shall fulfil the requirements of IEC 62056-21:2000, 4.3.

6.2.2 Electrical current loop interface
This interface is the 'classical' 20 mA current loop. Two- as well as four-wire configurations are available. One

master unit may support up to eight meters. An interface of this type shall fulfil the requirements of IEC 62056-
21:2000, 4.1.

6.2.3 Electrical V.24/V.28 interface

This interface is the well known “RS232 port” in a three-wire configuration (Rx, Tx, GND). An interface of this type
shall fulfil the requirements of IEC 62056-21:2000, 4.2.

6.3 Link Layer

The requirements of IEC 62056-21 apply. Although no explicit layering is mentioned in this standard, the following
relevant standards are referenced :

The ASClI-oriented Link Layer uses :
the 1ISO 7-bit coded character set as defined in ISO/IEC 646 ;
the use of longitudinal parity (7E1) as defined in ISO 1155 ;
the start/stop character-oriented transmission as defined in ISO 1177 ;
the basic mode control procedures as defined in ISO 1745.
Binary data exchange (mode E) is based on :

IEC 62056-46 Data Link layer using HDLC protocol (see annex E of IEC 62056-21:2000).
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7 Data exchange using local area network (LAN)
This clause handles the reading of meters connected to a local area network. The network has a single master

station, and one or more slave stations. Two types of interfaces have been adopted. They are specified
independently in the following subclauses.

7.1 Twisted pair, baseband signalling
This type of interface is standardised by prEN 13757-2. It is a 'multi-drop’ type connection with one master unit and

one or more slave units. The master unit in the network can support energy to the interface part of the slave unit. A
network may have up to 250 meters connected. The meter shall be a slave unit.

7.1.1 Physical layer
An interface of this type shall fulfil the following requirements at the physical layer :

a) all the requirements of prEN 13757-2:2002, 4.1.

7.1.2 Link layer
An interface of this type shall fulfil the following requirements at the link layer :

a) all the requirements of prEN 13757-2:2002, clause 5.

7.2 Twisted pair, carrier signalling
This interface is adopted from EN 62056-31. It is a multi-drop connection with one master unit and one or more

slave units. A master unit is named a Primary Station. A slave unit is named a Secondary Station. The meter shall
be a Secondary Station. The network is able to supply energy to the interface part of the slave unit.

7.2.1 Physical layer
An interface of this type shall fulfil the following requirements at the physical layer :

a) all the requirements of EN 62056-31:2000, 4.1 related to the Secondary Station.

7.2.2 Link layer
An interface of this type shall fulfil the following requirements at the link layer :
a) all the requirements of EN 62056-31:2000, 4.2 related to the Secondary Station ;

b) in addition to this, the link layer frame format as specified in EN 62056-31:2000, 2.5.

8 Data exchange using wide area network (WAN)

8.1 General

So far only one set of standards suitable for this purpose has been identified. This set of standards is based on
communication across the Public Switched Telephone Network (PSTN).

The set of standards is IEC 62056-42 and IEC 62056-46 for the lower layers. They are parts of the COSEM

(Companion Specification for Energy Metering) three-layer connected oriented profile for asynchronous data
communication. Normal asynchronous MODEM connection is used, based on intelligent Hayes modems.
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8.2 Physical Layer IEC 62056-42

From the external point of view, the physical layer provides the interface between the Data Terminal Equipment
(DTE) and the Data Communication Equipment (DCE), see Figure 11. Figure 10 shows a typical configuration for
data exchange through a Wide Area Network, for example the PSTN.

COSEM Client COSEM Server

DTE DTE
DCE DCE

Transit Network

DTE to DCE DCE to DTE

ITU-T V. Series {TU-T V. Series
EIA RS232, RS485 EIA RS232, RS485
Hayes, efc... Hayes, etc...

Figure 10 - Typical PSTN configuration

From the physical connection point of view, all communications involve two sets of equipment represented by the
terms Caller system and Called system, as defined in 4.1.

From the data link point of view the central station normally acts as a master, taking the initiative and controlling the
data flow. The tariff device is the slave, responding to the master station.

From the application point of view the central station normally acts as a client asking for services, and the tariff
device acts as a server delivering the requested services.

For the purposes of local data exchange, two DTEs can be directly connected using appropriate connections.

To allow using a wide variety of media, this standard does not specify the physical layer signals and their
characteristics. However, the following assumptions are made :

the communication is point to point or point to multipoint ;
both half-duplex and full-duplex connections are possible ;
asynchronous transmission with 1 start bit, 8 data bits, no parity and 1 stop bit (8N1) ;

from the internal point of view, the physical layer is the lowest layer in the protocol stack.
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COSEM Client COSEM Server

| DTE DTE

— | E—

| Client || | . Server

15 Application | ‘ Application ||
? - Application | I ; Application | i *
= | Layer | | . Transit Network | f | Layer || L
8 " Datalink Data | : ~ Data St 8
8 || Datalink | Comm p < | Comm. . Datalink | &
& | Layer Equipment | Equipment ‘ Lo Laver S

i Physical | . (DCE) (DCE) || Physical Q
v | Layer [ | I  Layer v

Figure 11 - The location of the Physical Layer

This standard defines the services of the physical layer towards its peer layer(s) and the upper layers, and the
protocol of the physical layer.

8.3 Link Layer IEC 62056-46

8.3.1 Introduction

This part of IEC 62056 specifies the Data Link Layer for a connection-oriented, HDLC-based, asynchronous
communication profile.

In order to ensure a coherent Data Link Layer service specification for both connection-oriented and connectionless
operation modes, the Data Link Layer is divided into two sub-layers: the Logical Link Control (LLC) sub-layer and
the Medium Access Control (MAC) sub-layer.

This specification supports the following communication environments :

point-to-point and point-to-multipoint configurations ;

dedicated and switched data transmission facilities ;

half-duplex and full-duplex connections ;

asynchronous start/stop transmission, with 1 start bit, 8 data bits, no parity, 1 stop bit.
Two special procedures are also defined :

transferring of separately received Service User layer PDU parts from the Server to the Client in a transparent
manner. The Server side Service User layer can give its PDU to the Data Link layer in fragments and the Data
Link layer can hide this fragmentation from the Client ;

event reporting, by sending Ul frames from the secondary station to the primary station.
8.3.2 The LLC sub-layer

In the connection-oriented profile the only role of the LLC sub-layer is to ensure consistent Data Link Addressing. It
can be considered that the LLC sub-layer, defined in ISO/IEC 8802-2 is used in an extended Class | operation,
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where the LLC sub-layer provides the standard connectionless data services via a connection-oriented MAC
sub-layer.

The LLC sub-layer provides Data Link (DL) connection/disconnection services to the Service User layer, but it uses
the services of the MAC sub-layer to execute these services.

The LLC sub-layer is specified in IEC 62056-46:2002, clause 5.

8.3.3 The MAC sub-layer

The MAC sub-layer — the major part of this Data Link Layer specification — is based on ISO/IEC 13239 concerning
high-level data link control (HDLC) procedures.

This standard includes a number of enhancements compared to the original HDLC, for example in the areas of
addressing, error protection and segmentation. These enhancements have been incorporated in a new frame
format, which meets the requirements of the environment found in telemetry applications for electricity metering
and similar industries.

The MAC sub-layer is specified in IEC 62056-46:2002, clause 6.

8.3.4 Specification method

Both sub-layers of the Data Link Layer are specified in terms of services and protocol.

Service specifications cover the services required of, or by, the given sub-layer at the logical interfaces with the
neighbouring other sub-layer or layer, using connection oriented procedures. Services are the standard way to
specify communications between protocol layers. Through the use of four types of transactions, commonly known
as service primitives (Request, Indication, Response and Confirm) the service provider co-ordinates and manages
the communication between the users. Using service primitives is an abstract, implementation-independent way to
specify the transactions between protocol layers. Given this abstract nature of the primitives, their use makes good
sense for the following reasons :

they permit a common convention to be used between layers, without regard to specific operating systems and
specific languages ;

they give the implementers a choice of how to implement the service primitives on a specific machine.
Service primitives include service parameters. There are three classes of service parameters :

parameters transmitted to the peer layer, becoming part of the transmitted frame, e.g. addresses, control
information ;

parameters which have only local significance (e.g. Physical_Connection_Type) ;

parameters which are transmitted transparently across the data link layer to the user of the data link layer.
This document specifies values for parameters of the first category only.
The protocol specification for a protocol layer includes :

the specification of the procedures for the transmission of the set of messages exchanged between peer-
layer ;

the procedures for the correct interpretation of protocol control information ;
the layer behaviour.

The protocol specification for a protocol layer does not include :
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the structure and the meaning of the information which is transmitted by means of the layer (Information
Field) ;

the identity of the Service User layer ;

the manner in which the Service User layer operation is accomplished as a result of exchanging Data Link
messages ;

the interactions that are the result of using the protocol layer.

9 Data exchange using radio communication

This clause is a placeholder for references to a future part of EN 13757 covering the use of a radio
communications.

10 Upper Layer Protocols

10.1 Introduction

This clause covers the Application Layer of the 3-layer communication model, as explained in clause 4. The
requirements are split into the following sub-layers :

transport ;
presentation ;

application.
10.2 Transport sub-layer

10.2.1 Introduction

The Transport sub-layer is the first one to handle direct connections between the systems at the ends of the links.
All the connections set up at this level and those at higher levels can be considered as end-to-end links. This end-
to-end notion indicates that the transport entities offer services completely independent of the physical networks.

The most important properties of the Transport sub-layer are; end-to-end transport (mentioned above),
transparency (any binary configuration shall be accepted by the transport protocol and delivered without
modification, whatever its format or size, this may require segmenting/reassembling functionality in the sub-layer)
and application layer addressing (multiplexing of multiple logical connections on one physical connection).

The Transport sub-layer accepts the messages from the Application sub-layer. As the size of these messages is
dictated by the application, the Transport sub-layer shall be able to segment them into packets (called TPDUs,
transport protocol data units) with a size supported by the lower layers and transmit them to the corresponding
Transport sub-layer at the other end. Reciprocally, it shall be able to receive the packets from the corresponding
Transport sub-layer and assemble them into coherent messages for the Application sub-layer.

The Transport sub-layer protocol shall be able to transmit data simultaneously in both directions, Caller-Called and
Called-Caller. Moreover, the multiplexing of transport connections on the same virtual circuit means that several
application associations can coexist in a given communication.

Whatever their origin, the Transport Protocol Data Units, TPDUs are transmitted using the services of the Data Link
Layer. Of course, the Data Link is not aware of the multiplexing implemented at the higher level.
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