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BS EN 13799:2022 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 13799:2022. It
supersedes BS EN 13799:2012, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PVE/19, LPG containers and their associated fittings.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022
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BRITISH STANDARD BS EN 13799:2022

ICS 23.020.01; 23.020.35

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2022.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 13799
NORME EUROPEENNE
EUROPAISCHE NORM October 2022

ICS 23.020.01 Supersedes EN 13799:2012

English Version

LPG equipment and accessories - Contents gauges for
Liquefied Petroleum Gas (LPG) pressure vessels

Equipements pour GPL et leurs accessoires Fliissiggas-Gerate und Ausriistungsteile
- Jauges de niveau pour les réservoirs - Fiillstandsanzeiger fiir Druckbehalter
de gaz de pétrole liquéfié (GPL) fir Flissiggas (LPG)

This European Standard was approved by CEN on 8 August 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Tlirkiye and United Kingdom.

-

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN All rights of exploitation in any form and by any means reserved Ref. No. EN 13799:2022: E
worldwide for CEN national Members

Documents

Document Sharing Hub

Full document details: BS EN 13799:2022


http://www.avadocuments.com/doc/bs-en-13799-2022
http://www.avadocuments.com/doc/bs-en-13799-2022

BS EN 13799:2022
EN 13799:2022 (E)

Annex ZA
(informative)

Relationship between this European Standard and the essential
requirements of EU Directive 2014 /68 /EU aimed to be covered

This European Standard has been prepared under a Commission’s standardization request M/071 to
provide one voluntary means of conforming to essential requirements of Directive 2014/68/EU [1] of
the European Parliament and of the Council of 15 May 2014 on the harmonization of the laws of the
Member States relating to the making available on the market of pressure equipment.

Once this standard is cited in the Official Journal of the European Union under that Directive, compliance
with the normative clauses of this standard given in Table ZA.1 confers, within the limits of the scope
of this standard, a presumption of conformity with the corresponding essential requirements of that
Directive, and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Annex I of

Directive 2014/68/EU

Essential Requirements of Direc- |Clause(s)/subclause(s) of this EN |Remarks/Notes

tive 2014/68/EU

2.2.1 8.9 Design for adequate strength. (cor-
rosion and erosion, fatigue)

2.2.2 8.8 Design for adequate strength

2.2.4 8.1.3,8.3,8.8 Experimental design method is sup-
ported by the following three clauses;
e Check of the dimensions in accord-
ance with 8.1.3;
e Leak testing the contents gauge at
low temperature, ambient temperature
and high temperature limits. Carrying
out the leak testing at low pressure
and the high pressure limit;
Inspection of any failure mechanisms
following the pressure strength test.

2.3 5.1.4,73.3¢€),8 Safe handling and operation

2.5 7.3.3 Means of draining and venting

2.6 8.9,8.14 Corrosion and other chemical attack

2.7 8.6,7.2 Wear

3.21 C.2 Final inspection

3.3 a) 10 Marking and labelling

4.1a) 5.2.3 Materials - properties for operating
conditions

4.1Db) 5.2.1,5.2.7,5.2.11,5.3.1,5.3.2, 5.3.3 |Materials - chemical resistance of
pressurized parts

WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European Standard

is maintained in the list published in the Official Journal of the European Union. Users of this standard should
consult frequently the latest list published in the Official Journal of the European Union.

WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the scope of
this standard. Documents
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European foreword
This document (EN 13799:2022) has been prepared by Technical Committee CEN/TC 286 “Liquefied
petroleum gas equipment and accessories”, the secretariat of which is held by NSAL

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2023, and conflicting national standards shall be
withdrawn at the latest by April 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13799:2012.

The main changes compared to the previous edition include:

— revision to operational conditions;

— introduction of requirements for rubber material;

— introduction of telemetry requirements;

— introduction of an accuracy test;

— introduction of gauge repeatability requirements.

This document has been submitted for reference in:

— the RID [2]; and

— the technical annexes of the ADR [3].

NOTE These regulations take precedence over any clause of this document. It is emphasized that RID/ADR
are being revised regularly at intervals of two years which might lead to temporary non-compliances with the

clauses of this document.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU
Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral
part of this document.

For the purposes of this document, contents gauges are considered a pressure accessory in accordance
with the Pressure Equipment Directive 2014/68/EU [1] in that they have a function additional to that of
containing pressure.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.
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Introduction

Provisions are restricted to a general guidance. Limit values are specified in national laws. It is
recommended that companies using this document develop an environmental management policy. For
guidance see the ISO 14000 series.

Protection of the environment is a key political issue in Europe and elsewhere. For TC 286 this is
covered in CEN/TS 16765 [4] LPG equipment and accessories - Environmental considerations for CEN/TC
286 standards, and this Technical Specification should be read in conjunction with this document. This
Technical Specification provides guidance on the environmental aspects to be considered regarding
equipment and accessories produced for the LPG industry and the following is addressed:

a) design;

b) manufacture;

c) packaging;

d) useand operation; and
e) disposal.

In this document the unit bar is used, due to its universal use in the field of technical gases. It should,
however, be noted that bar is not an SI unit, and that the corresponding SI unit for pressure is Pa
(1 bar = 105 Pa = 105 N/m?2).

NOTE Pressure values given in this document are given as gauge pressure (pressure exceeding atmospheric
pressure) unless otherwise stated.
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1 Scope

This document specifies minimum requirements for design and testing of contents gauges, which are
directly connected to LPG transportable pressure vessels, LPG drums, LPG cylinders and static LPG
pressure vessels above 0,5 | water capacity excluding those used for automotive containers.

This document includes minimum requirements for the safe interchangeability of telemetry equipment,
which is either integral in or additional to the contents gauge.

This document does not apply to refineries or other process plants.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 549:2019, Rubber materials for seals and diaphragms for gas appliances and gas equipment

EN 751-1:1996, Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases
and hot water — Part 1: Anaerobic jointing compounds

EN 751-2:1996, Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases
and hot water — Part 2: Non-hardening jointing compounds

EN 751-3:1996, Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases
and hot water — Part 3: Unsintered PTFE tapes

EN 1092-1:2018, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN
designated — Part 1: Steel flanges

EN 1563:2018, Founding — Spheroidal graphite cast irons

EN 1774:1997, Zinc and zinc alloys — Alloys for foundry purposes — Ingot and liquid
EN 12164:2016, Copper and copper alloys — Rod for free machining purposes

EN 12165:2016, Copper and copper alloys — Wrought and unwrought forging stock
EN 12420:2014, Copper and copper alloys — Forgings

EN 12516-1:2014+A1:2018, Industrial valves — Shell design strength — Part 1: Tabulation method for
steel valve shells

EN 12516-4:2014+A1:2018, Industrial valves — Shell design strength — Part 4: Calculation method for
valve shells manufactured in metallic materials other than steel

EN 13445-2:2021, Unfired pressure vessels — Part 2: Materials

EN 13906-1:2013, Cylindrical helical springs made from round wire and bar — Calculation and design —
Part 1: Compression springs

EN IEC 60079-0:2018,YExplosive atmospheres — Part 0: Equipment — General requirements
(IEC 60079-0:2017/COR1:2020)

EN ISO 7049:2011, Cross-recessed pan head tapping screws (1SO/FDIS 7049:2011)

EN ISO 11114-1:2020, Gas cylinders — Compatibility of cylinder and valve materials with gas contents —
Part 1: Metallic materials (ISO 11114-1:2020)

1) This document is impacted by EN IEC 60079-0:2018/AC:2020-02. Documents
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EN ISO 11114-2:2021, Gas cylinders — Compatibility of cylinder and valve materials with gas contents —
Part 2: Non-metallic materials (1SO 11114-2:2021)

IS0 301:2006, Zinc alloy ingots intended for castings
[SO 1817:2015, Rubber, vulcanized or thermoplastic — Determination of the effect of liquids

[SO 2859-1:1999, Sampling procedures for inspection by attributes — Part 1: Sampling schemes indexed by
acceptance quality limit (AQL) for lot-by-lot inspection

IS0 6957:1988, Copper alloys — Ammonia test for stress corrosion resistance

ANSI/ASME B1.20.1 - 2013, Pipe threads, general purpose (inch); issued by American National Standards
Institute in 2013

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

[SO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

liquefied petroleum gas

LPG

low pressure gas composed of one or more light hydrocarbons which are assigned to UN 1011, UN 1075,
UN 1965, UN 1969 or UN 1978 only and which consists mainly of propane, propene, butane, butane
isomers, butene with traces of other hydrocarbon gases

3.2
contents gauge
device to indicate the liquid level or contents in a pressure vessel

3.21
float gauge
device to indicate the content of a vessel by means of a float on the liquid surface within the vessel

3.2.2

rotary gauge

device which operates through a rotating action in order to assess the liquid level in a vessel by means of
temporarily venting a limited amount of LPG, whereupon the change from liquid to vapour is detected

3.2.3

fixed liquid level gauge

control device which indicates the predetermined liquid level when there is a change in vented LPG
from vapour to liquid

EXAMPLE A dip tube in combination with a vent valve.

3.2.4

slip tube

device which operates through a linear action in order to assess the liquid level in a pressure vessel
by means of temporarily venting a limited amount of LPG, where upon the change from liquid to
vapour is detected

3.3
external leak tightness
resistance to leakage through the fitting to or from the atmosphere
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