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National foreword

This British Standard is the official English language version 
of EN 13828:2003.

The UK participation in its preparation was entrusted by Technical Committee 
B/504,Water supply, to Subcommittee B/504/7, Control and safety devices, 
which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 21 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword

This document (EN 13828:2003) has been prepared by Technical Committee CEN/TC 164 “Water supply”, the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by March 2004, and conflicting national standards shall be withdrawn at the latest by
March 2004.

The requirements with regard to the drinking water quality are specified in national regulations.

This document includes a Bibliography.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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Introduction

In respect of potential adverse effects on the quality of water intended for human consumption, caused by the
product covered by this standard:

1) this standard provides no information as to whether the product may be used without restriction in any of
the member states of the EU or EFTA;

2) it should be noted that, while awaiting the adoption of the verifiable European criteria, existing national
regulations concerning the use and/or the characteristics of this product remain in force.
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1 Scope

This European standard applies primarily to copper alloy ball valves, dimensions DN 8 to DN 100, for potable water
supply in buildings up to PN 10 and a distribution temperature of 65 °C. Occasional excursions up to 90 °C are
permitted for a period of 1 h maximum.

This standard applies also to ball valves in combination with other components in the same body.

This standard specifies:

 the requirements of the materials and the design of ball valves;

 the mechanical, hydraulic and acoustic requirements of ball valves;

 the test methods to verify the requirements of ball valves;

 the marking requirements of ball valves.

Ball valves in combination with other valves should fulfil the same requirements.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN ISO 3822-1, Acoustics — Laboratory tests on noise emission from appliances and equipment used in water
supply installations — Part 1: Method of measurement (ISO 3822-1:1999).

EN ISO 3822-3, Acoustics — Laboratory tests on noise emission from appliances and equipment used in water
supply installations — Part 3: Mounting and operating conditions for in-line valves and appliances (ISO 3822-
3:1997).

EN ISO 6509, Corrosion of metals and alloys — Determination of dezincification resistance of brass
(ISO 6509:1981).

EN ISO 6708, Pipework components — Definition and selection of DN (nominal size) (ISO 6708:1995).

ISO 65, Carbon steel tubes suitable for screwing in accordance with ISO 7-1.

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.

3.1
ball valves
valves in which a manually operated ball rotates about an axis at right angle to the direction of flow and in the open
position, the flow passes through the ball in a straight or angled line and with a normal operating position of either
fully open or fully closed. Ball valves will be opened or closed by a single turn through 90°

They ensure the complete prevention of flow in a water pipe.

The following types are covered:
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 straight pattern ball valves (see Figure 1);

 angle pattern ball valves (see Figure 2).

3.2
nominal size (DN)
nominal sizes of ball valves, corresponding to EN ISO 6708

3.3
end connections
typical end connections defined in 5.2 (see Table 3)

Figure 1 — Example Straight pattern (S) Figure 2 — Example: Angle pattern (A)

4 Designation

The designation of a ball valve comprises:

 its type and material;

 its nominal size (DN);

 its bore, whether full or reduced;

 its end connections;

 its acoustic group;

 number of this standard, i.e. EN 13828.

EXAMPLE Straight pattern ball valve (S) of copper alloy, DN 25, with threads Rp 1 on both sides, acoustic group 1,
according to EN 13828.
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