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National foreword

This British Standard is the official English language version of
EN 13893:2002.

The UK participation in its preparation was entrusted to Technical Committee
PRI/60, Resilient floor coverings, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 10, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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EUROPEAN STANDARD EN 13893
NORME EUROPEENNE

EU ROPAISCHE NORM November 2002

ICS 59.080.60; 97.150

English version

Resilient, laminate and textile floor coverings - Measurement of
dynamic coefficient of friction on dry floor surfaces

Revétements de sol résilients, stratifiés et textiles - Elastische, laminierte und textile Bodenbelage - Messung
Détermination du coefficient de frottement dynamique sur des Gleitreibungskoeffizienten von trockenen
la surface des sols secs Bodenbelagsoberfldchen

This European Standard was approved by CEN on 26 August 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2002 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 13893:2002 E
worldwide for CEN national Members.
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EN 13893:2002 (E)

Foreword

This document (EN 13893:2002) has been prepared by Technical Committee CEN/TC 134 "Resilient, textile and
laminate floor coverings", the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by May 2003, and conflicting national standards shall be withdrawn at the latest by
May 2003.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association.

In this European Standard the annex A is normative.
According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

Dynamic friction testing is a means of assessing the slipperiness of floors. Many test devices have been
constructed but these give different results since the design and construction methods differ and because different
test parameters are chosen.

CEN/TC 134 therefore decided not to standardize a particular device for testing slipperiness properties of floor

coverings. The aim is to fix and standardize the principle of testing and specify the parameters to be followed when
designing a test device and when testing with it.
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