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National foreword

This British Standard is the official English language version of

EN 13906-1:2002. It partially supersedes [BS 1726-1:1987.

The UK participation in its preparation was entrusted to Technical Committee
GME/15, Mechanical springs, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 33 and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

This document (EN 13906-1:2002) has been prepared by CEN/CS SUBSECTOR M18, the secretariat of which is
held by CMC.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by October 2002, and conflicting national standards shall be withdrawn at the latest
by October 2002.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.

This European Standard has been prepared by the initiative of the Association of the European Spring Federation

ESF and is based on the German Standard DIN 2089- 1 - «Helical compression springs out of round wire and rod;
calculation and design» edition 1984-12, which is known and used in many European countries.
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1 Scope

This standard specifies the calculation and design of cylindrical helical compression springs with a linear
characteristic, made from round wire and bar of constant diameter with values according to Table 1, and in respect
of which the principal loading is applied in the direction of the spring axis.

Table 1
Characteristic Cold coiled Hot coiled comPression Hot coiled
compression spring spring " compression spring 2

Wire or bar diameter d<17 mm 8 mm <d <60 mm 9mMm<d<18mm
Coil diameter D <200 mm D <460 mm D <180 mm
Length of unloaded Lo <630 mm Lo <800 mm Ly<600 mm
spring

Number of active coils n>2 n>3 5<n<12
Spring index 4<w<20 3<w<12 6<w<12

1) Batch size < 5000 parts

2) Batch size > 5000 parts

NOTE Quality Standards for compression springs will be developed later.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 10270-1:2001|, Steel wire for mechanical springs - Part 1: Patented cold drawn unalloyed steel spring wire.

EN 10270-2:2001|, Steel wire for mechanical springs - Part 2: Oil hardened and tempered spring steel wire.

EN 10270-3:2001|, Steel wire for mechanical springs - Part 3: Stainless spring steel wire.

N 12168, Copper and copper alloys - Wire for general purposes.

%N ISO_2162-1:1996, Technical product documentation - Springs - Part 1: Simplified representation
SO 2162-1:1993).

EN ISO 2162-3:1996, Technical product documentation - Springs - Part 3: Vocabulary (ISO 2162-3:1993).

prEN 10089:2000, Hot-rolled steels for quenched and tempered springs — Technical delivery conditions.
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3 Terms, definitions, symbols, units and abbreviated terms

3.1 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

3.1.1

spring

mechanical device designed to store energy when deflected and to return the equivalent amount of energy when
released.[2.1 from EN ISO 2162-3:1996 ]

3.1.2
compression spring
spring that offers resistance to a compressive force applied axially.[2.3 from EN ISO 2162-3: 1996]

3.13

helical compression spring

compression spring made from wire of circular, square or rectangular cross-section wound around an axis with
distances between its coils.

Helical compression springs are available in cylindrical or other forms, e.g. conical, double- conical (convex: barrel
spring; concave: wasted spring) or tapered. [2.9 from EN ISO 2162-3:1996]

NOTE In the following text of this Standard the term spring is used with the meaning of helical compression spring
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3.2 Symbols, units and abbreviated terms

Table 2 contains the symbols, units and abbreviated terms used in this standard.

Table 2
Symbols Units Terms
ap mm gap between active coils of the unloaded spring
D Dg+D; | MM mean diameter of coil
2
De mm outside diameter of the spring
ADg mm increase of outside diameter of the spring, when loaded
D; mm inside diameter of the spring
d mm nominal diameter of wire (or bar)
dmax mm upper deviation of d
E N/mm?2 modulus of elasticity (or Young’s modulus)
F N spring force
Fy,F>... N spring forces, for the spring lengths L4, L,... (at ambient temperature of 20°C)
Fein N theoretical spring force at solid length L
NOTE The actual spring force at the solid length is as a rule greater than the theoretical
force
Fk N buckling force
Fn N spring force for the minimum permissible spring length L,
Fq N spring force perpendicular to the spring axis (transverse spring force)
fe s’ (Hz) | natural frequency of the first order of the spring (fundamental frequency)
G N/mm?2 | modulus of rigidity
- stress correction factor (depending on D/d )
L mm spring length
Ly mm nominal free length of spring
L1, Lo... mm spring lengths for the spring forces Fjy, Fo...
L mm solid length
Lk mm buckling length
Ln mm minimum permissible spring length (depending upon S,)
m mm mean distance between centres of adjacent coils in the unloaded condition (pitch)
- number of cycles up to rupture
n - number of active coils
n - total number of coils
R N/mm spring rate
R N/mm?2 minimum value of tensile strength Document?
- ing Hub
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Table 2 (concluded)

Symbols Units Terms

Rq N/mm transverse spring rate

Sa mm sum of the minimum gaps between adjacent active coils at spring length L,

s mm spring deflection

S1y 82 ... mm spring deflections, for the spring forces Fy, F> ...

Sc mm spring deflection, for the solid length, L,

Sh mm deflection of spring (stroke ) between two positions

SK mm spring deflection, for the buckling force F (buckling spring deflection)

Sn mm spring deflection, for the spring force Fj

sqQ mm transverse spring deflection, for the transverse force Fq

Vst m/s impact speed

4 N mm spring work,

D - spring index

v

n - spring rate ratio

A - slenderness ratio

& - relative spring deflection

v - seating coefficient

p kg/dm?3 density

T N/mm? uncorrected torsional stress (without the influence of the wire curvature being taken
into account)

Ty, T2 .. N/mm?2 uncorrected torsional stress, for the spring forces Fy, Fo ...

Te N/mm? uncorrected torsional stress, for the solid length L,

Tk N/mm?2 | corrected torsional stress (according to the stress correction factor k)

Tkiy T2 --- N/mm? corrected torsional stress, for the spring forces Fy, F> ...

Tkh N/mm? corrected torsional stress range, for the stroke sy,

ThH () N/mm? corrected torsional stress range in fatigue, with the subscript specifying the number of
cycles to rupture or the number of ultimate cycles

Tkn N/mm?2 corrected torsional stress, for the spring force F,

TkO (..) N/mm? corrected maximum torsional stress in fatigue, with the subscript specifying the
number of cycles to rupture or the number of ultimate cycles.

ThU () N/mm? corrected minimum torsional stress in fatigue, with the subscript specifying the number
of cycles to rupture or the number of ultimate cycles

Tn N/mm?2 uncorrected torsional stress, for the spring force F,

Tst N/mm?2 impact stress

Taul N/mm2 | permissible torsional stress Documents
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4 Theoretical compression spring diagram

The illustration of the compression spring corresponds to Figure 4.1 from EN ISO 2162-1|: 1996.

The theoretical compression spring diagram is given in Figure 1.

Fetn
Fa

Fhe

s L
Sh
Sz LZ
Sn Ln
A
Sc L

Figure 1 — Theoretical compression spring diagram

5 Design principles

Before carrying out design calculations for a spring, the requirements to be met shall be considered, particularly
taking into account and defining:

— a spring force and corresponding spring deflection or two spring forces and corresponding stroke or a spring
force, the stroke and the spring rate,

— loading as a function of time: is static or dynamic,

— in the case of dynamic loading the total number of cycles, N, to rupture,
— operating temperature and permissible relaxation,

— transverse loading, buckling, impact loading,

— other factors (e.g. resonance vibration, corrosion)

NOTE In order to optimise the dimensions of the spring by taking the requirements into account sufficient working space
should be provided when designing the product in which the spring will work.
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6 Types of Loading

NOTE Before carrying out design calculations it should be specified whether they will be subjected to static loading, quasi-
static loading, or dynamic loading.

6.1 Static and/or quasi-static loading
A static loading is:

— aloading constant in time

A quasi-static loading is:

— a loading variable with time with a negligibly small torsional stress range (stroke stress) (e.g. torsional stress
range up to 0,1 x fatigue strength)

— avariable loading with greater torsional stress range but only a number of cycles of up to 10*

6.2 Dynamic loading
In the case of compression springs dynamic loading is:

Loading variable with time with a number of loading cycles over 10* and torsional stress range greater than
0,1 x fatigue strength at

a) constant torsional stress range
b) variable torsional stress range

Depending on the required number of cycles N up to rupture it is necessary to differentiate the two cases as
follows:

a) infinite life fatigue in which the number of cycles

— N =10’ for cold coiled springs

— N >2x 10° for hot coiled springs

In this case the torsional stress range is lower than the infinite life fatigue limit.
b) limited life fatigue in which

— N <107 for cold coiled springs

— N <2 x10° for hot coiled springs

In this case the torsional stress range is greater than the infinite life fatigue limit but smaller than the low cycle
fatigue limit.

In the case of springs with a time- variable torsional stress range and mean torsional stress, (set of torsional stress
combinations) the maximum values of which are situated above the infinite fatigue life limit, the service life can be

calculated as a rough approximation with the aid of cumulative damage hypotheses. In such circumstances the
service life shall be verified by means of a fatigue test.

6.3 Operating temperature

The data relating to the permissible loading of the materials used as given in clause 10 apply at ambient

temperature.
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