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National foreword

This British Standard is the official English language version of
EN 140401-801:2002, including amendment A1:2003.

The start and finish of text introduced or altered by amendment is indicated in
the text by tags (. Tags indicating changes to CENELEC text carry the
number of the CENELEC amendment. For example, text altered by CENELEC
amendment Al is indicated by &1.

The UK participation in its preparation was entrusted by Technical Committee
EPL/40, Capacitors and resistors for electronic equipment, to Subcommittee
EPL/40/2, Resistors, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 26 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

14647 9 December 2003 |See national foreword
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English version

Detail Specification:
Fixed low power non wire-wound surface mount (SMD) resistors -
Rectangular -
Stability classes 0,1; 0,25; 0,5; 1
(includes amendment A1:2003)

Spécification particuliére: Bauartspezifikation:

Résistances fixes non bobinées Oberflachenmontierbare nichtdracht-
a faible dissipation pour montage gewickelte Festwiderstande (SMD)
en surface (CMS) - niedriger Belastbarkeit -
Rectangulaires - Rechteckig -

Cateégories de stabilité 0,1; 0,25; 0,5; 1 Stabilitatsklassen 0,1; 0,25; 0,5; 1
(inclut F'amendement A1:2003) (enthalt Anderung A1:2003)

This European Standard was approved by CENELEC on 2001-12-01; amendment A1 was approved by
CENELEC on 2003-04-01. CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard the status of a national
standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Hungary, Greece, Iceland, Ireland, Italy, Luxembourg, Malta,
Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 40XB, Resistors.

The text of the draft was submitted to the Unique Acceptance Procedure and was approved by CENELEC as
EN 140401-801 on 2001-12-01.

This European Standard supersedes CECC 40 401-801:1998.
The following dates were fixed:
- latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2003-03-01

- latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-12-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.
In this standard, annexes A and C are normative and annex B is informative.

This specification is part of four documents describing fixed resistors for surface mount technology as follows:

EN 60115-1 Fixed resistors for use in electronic equipment — Part 1: Generic Specification
(IEC 60115-1, mod.)

EN 140400 Sectional Specification: Fixed low power surface mount (SMD) resistors
EN 140401 Blank Detail Specification: Fixed low power non wire-wound surface mount (SMD) resistors

EN 140401-801  Detail specification: Fixed low power non wire-wound surface mount (SMD) resistors -
Chip, rectangular - Stability classes 0,1; 0,25; 0,5; 1

Foreword to amendment A1

This amendment was prepared by the Technical Committee CENELEC TC 40XB, Resistors.

This amendment results from two draft amendments which were submitted to the Unique Acceptance Procedure
(prAl and prAA) and were approved by CENELEC as amendment Al to EN 140401-801:2002 on 2003-04-01.

The following dates were fixed:

- latest date by which the amendment has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2004-04-01
- latest date by which the national standards conflicting
with the amendment have to be withdrawn (dow) 2006-04-01
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Specification available from EN 140401-801 :
CENELEC Central Secretariat, 35, Rue de Stassart, B-Brussels,
or from the National Committees members of CENELEC c
Electronic components of assessed quality Issue 2
in accordance with: May 2002
EN 60115-1:2001
EN 140400:200X
EN 140401:2002
rlj film side [—% Fixed low power non wire-wound chip
resistors with rectangular base without leads
q QAs / for surface mounting.
Style: RR
Ceramic substrate with protected, insulated,
a resistance film and solder terminations,
termination | typically thin film
T I T arca Assessment level EZ*
Version A: with 100 %-test
Other shapes are permitted within the given dimensions. Version E: with failure rate level
and 100 %-test
Figure 1 - Outline and dimensions (see Table 1) Stability classes 0,1; 0,25; 0,5 and 1

* For explanations on assessment level EZ see 2.1.1.

1 Characteristics and ratings

Various parameters of this component are precisely specified in this specification. Unspecified parameters may vary
from one component to another.

1.1 Dimensions and ratings

Table 1 — Style and dimensions

Style Length L Width W Height H Termination 7 Weight®
mm mm mm mm mg
metric inch min. max. min. max. min. max. min. max. max.
RR 1005M RR 0402 0,95 1,10 0,45 0,60 0,25 0,40 0,050, 10,35 0,8
RR 1608M RR 0603 | 1,50 1,70 0,75 0,95 0,35 0,55 0,10 0,50 2,1
RR 2012M RR 0805 | 1,85 2,15 1,10 1,40 0,35 0,65 0,15 0,60 6,0
RR 3216M RR 1206 |2,90 3,35 1,45 1,75 0,35 0,65 0,25 0,75 10,0
RR 5025M |RR 2010 [4,80 5,20 2,30 2,70 0,35 0,75 0,35 0,85 30,0
* For information only.
® First figure indicates the termination width on the film side, second figure on the reverse side.
Termination: Wr=0,75-W
Thickness: 0,005 to 0,05 mm

Table 2a — Ratings for stability classes 1; 0,5; 0,25

Style Stability Rated dissipation Limiting element voltage Insulation voltage
class Py d.c. or a.c. (r.m.s) U d.c. or a.c. (peak) Uy,
mW v v
1 min continuous

RR 1005M 1;0,5; 0,25 63 50 75 75
RR 1608M 1;0,5; 0,25 100 75 100 75
RR 2012M 1;0,5; 0,25 125 150 200 75
RR 3216M 1;0,5; 0,25 250 200 300 75
RR 5025M | 1; 0,5; 0,25 330 300 300 75
Information about manufacturers who have components qualified to this detail specification is available in the
current CECC 00 200: Register of Approvals
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Table 2b — Ratings for stability class 0,1

EN 140401-801:2002

Style Stabilit Rated dissipation Limiting element voltage Insulation voltage
y class Py d.c. or a.c. (r.m.s) Uy, d.c. or a.c. (peak) U,
mW A\ \%
1 min continuous
RR 1005M 0,1 16 12,5 75 75
RR 1608M 0,1 32 25 100 75
RR 2012M 0,1 50 35 200 75
RR 3216M 0,1 100 50 300 75
RR 5025M 0,1 150 100 300 75
Table 2¢ — Ratings for 0 Q resistors
Style Maximum current Maximum resistance value® Insulation voltage
j . Rpax d.c. or a.c. (peak) Uy,
A mQ \%
1 min continuous
RR 1005M 0,63 20 75 75
RR 1608M 1 20 100 75
RR 2012M 1,5 20 200 75
RR 3216M 2,0 20 300 75
RR 5025M 3 20 300 75
? The resistance value shall be measured on the film side.
1.2 Derating curve
Resistors covered by this specification are derated according to the following diagram:
100% . »
5 i |
T 75% : :
2 | |
: |
© I [}
ko] 1 1
2 | |
© I |
o« 50% T T
(o] 1 1
() 1 1
© | |
S | |
3 25% : ;
0% L : L L L !l L L L L L P L . W
1-50°C ' 0°C 50°C 70°C 100°C '
-55°C -10°C +85°C +125°C
Lower category Upper category
temperature (LCT) Ambient Temperature sa temperature (UCT)
Figure 2 — Derating curve
For the category temperatures of stability classes refer to Table 6.
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1.3 Resistance range and tolerance on rated resistance

Version A:

The following combinations of temperature coefficient, tolerance on rated resistance shall be used for qualification
approval according to 2.2.1 and quality conformance inspection according to 2.3. Resistance values of E-series
according to IEC 60063 shall be used.

The qualification of resistance values below or beyond the specified resistance values is permitted, if they fulfil the
requirements of the closest stability class ( e.g. RR 1608M 1 % >1 MQ shall fulfil the requirements of stability class 1).

Table 3a — Resistance range, tolerance on rated resistance for version A

Style Tolerance on Temperature Resistance range Stability class
rated coefficient
resistance
% | Codé® ppm/K
RR 1005M +1 F +50; +£25 10 Q to 33,2 kQ 0,5
>332 kQto 1 MQ 1
+0,5 D +50; +£25 10 Q to 33,2 kQ 0,5
>332 kQto 1 MQ 1
+0,25 C +25;+15;£10 43 Q to 33,2 kQ 0,25
100 Q to 10 kQ 0,1
+0,1 B +25;+15;£10 100 Q to 33,2 kQ 0,25
100 Q to 10 kQ 0,1
RR 1608M +1 F +50; +£ 25 1Qto<10Q 1
10 Q to 100 kQ 0,5
>100 kQ to 1 MQ 1
+0,5 D +50; +25 10 Q to 100 kQ 0,5
>100 kQ to IMQ 1
+0,25 C +25;+15;+10 43 Q to 100 kQ 0,25
100 Q to 10 kQ 0,1
+0,1 B +25;+£15;£10 100 Q to 100 kQ 0,25
100 Q to 10 kQ 0,1
RR 2012M +1 F +50; +£25 1 Qto<10Q 1
10 Q to 221 kQ 0,5
>221 kQ to 1 MQ 1
+0,5 D +50; +£25 10 Q to 221 kQ 0,5
>221 kQ to 1 MQ 1
+0,25 C +25;+15;£10 43 Q to 221 kQ 0,25
100 Q to 47,5 kQ 0,1
+0,1 B +£25;+15;+£10 100 Q2 to 100 kO 0,25
100 Q to 47,5 kQ 0,1
RR 3216M +1 F +50; +25 1 Qto<10Q 1
10 Q to 332 kQ 0,5
>332 kQ to 1 MQ 1
+0,5 D +50; +£25 1Qto<10Q 1
10 Q to 332 kQ 0,5
>332 kQ to 1 MQ 1
+0,25 C +25;+15;+10 43 Q to 332 kQ 0,25
43 Q to 332 kQ 0,1
+0,1 B +25;+£15;£10 43 Q to 332 kQ 0,25
43 Q to 332 kQ 0,1
0 Q-resistors according to Table 2c¢ for all styles.
* Code letters according to EN 60062.

Documents

Document Sharing Hub

Full document details: BS EN 140401-801:2002


http://www.avadocuments.com/doc/bs-en-140401-801-2002
http://www.avadocuments.com/doc/bs-en-140401-801-2002

B EN 140401-801:2002

Table 3a — Resistance range, tolerance on rated resistance for version A (continued)

Style Tolerance on Temperature Resistance range Stability class
rated coefficient
resistance
% | Codé® ppm/K
[%) RR 5025M | +1 F +50; £25 1Qto<10Q 1
10 Q to 332 kQ 0,5
>332 kQ to 3 MQ 1
+0,5 D +50; £25 1Qto<10Q 1
10 Q to 332 kQQ 0,5
>332 kQ to 3 MQ 1
+0,25 C +25;+15;£10 43 Q to 3 MQ 0,25
43 Q to 3 MQ 0,1
+0,1 B +25;+15;£10 43 Q to 3 MQ 0,25
43 Q to 3 MQ 0,1
0 Q-resistors according to Table 2c for all styles.
* Code letters according to EN 60062.

Version E:

The following combinations of temperature coefficient, tolerance on rated resistance and E-series according to
IEC 60063 shall be used for qualification approval according to 2.2.2 and quality conformance inspection according to
2.3 and are permitted only:
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