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Foreword

This document (EN 14043:2014) has been prepared by Technical Committee CEN/TC 192 “Fire and rescue
service equipment”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by July 2014, and conflicting national standards shall be withdrawn at the
latest by July 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14043:2005+A1:20009.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

The significant changes with respect to the previous edition of are listed below:

a) ladder class > 30 to 56 added;

b) terms and definitions for turntable ladder with combined movements, rescue height, supported boundary,
jacking width and load per person reworded, for dead man's device, working position and boundary
added and for special boundary of use deleted;

c) calculation of the working load and of diverse force revised;

d) fatigue stress analysis completely revised;

e) static stability revised and depends on the jacking width with defined residual forces;

f)  verification of static stability and dynamic stability revised;

g) functional requirements revised;

h) requirement for audible alarm at low battery voltage added;

i)  verification relating to the strength of the turntable ladder at the boundary of free-standing use with .«
revised,;

j)  verification relating to the strength of the turntable ladder at the boundary of free-standing use (without or
with rescue cage) deleted;

k) verification relating to turntable ladders constructed to be operated only with the rear axle suspension
fully or partially locked revised,;

I) requirement that loaded ladder shall maintain its position for 10 min with a variation less than 150 mm
added;

m) at least 100 mm difference at relative positions for the suspension locking device added;

n) static tilt angle added;
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0) requirements on hand and guard-rails of the rescue cage revised and a requirement relating to aperture
size added;

p) requirements for anchoring points in the rescue cage for personal protective equipment against falling
added;

gq) requirements relating to access doors and door locking devices in the rescue cage fully revised;

r) requirements and verification revised relating to attachment systems for turntable ladders with a
removable rescue cage;

s) working light requirements revised;

t) safety related parts of the control system according to category 1 or 2 of EN 954-1 changed to
performance level (PL) according to EN ISO 13849-1];

u) general normative reference to CEN/TS 15989 for the symbols on the control console added and all
figures and tables with symbols deleted;

v) requirements for the main control console added, that movement via the control lever of the rescue cage
control console shall only take place after unlocking the emergency stop control in the rescue cage;

w) indicator (e. g. display) to show the actual values of ladder length, ladder extension and elevation angle
together with the maximum achievable values added;

X) requirement revised relating to access from the ground to the ladder set (either directly (e.g. access
ladder) or indirectly (e.g. deck));

y) voice communication revised;
z) rung alignment revised;

aa) requirement revised relating to transmission systems (safety factors) and cable drums (grooves or
devices preventing the cable running off the drum);

bb) safety requirements related to electromagnetic phenomena and requirements relating to noise revised;
cc) recommendation to use dependability management systems added;

dd) precision of designation;

ee) instruction handbook revised;

ff) list of all known nominal reaches in several European countries applicable to turntable ladders in Annex C
added;

gg) list of verification and reception tests in Annex D with short description of requirement/test added;

hh) Annex ZA deleted relating to the relationship between this European Standard and the Essential
Requirements of the replaced EU Directive 98/37/EC;

i) Normative references revised: withdrawn standards EN 418, EN 457, EN 954-1, EN 982, EN 105,
EN ISO 12100-1:2003, EN ISO 121 00-2:2003 have been deleted:; CEN/TS 15989, EN SO 4413,
EN ISO 7731, EN 1SO 12100:2010, EN 1SO 13849-1, EN ISO 13850 have been added, and EN 1846 (all
parts) as well as have been updated regarding dated reference;

jj) Bibliography revised;

Documents
Document Sharingd—lub

Full document details: BS EN 14043:2014


http://dx.doi.org/10.3403/01048553U
http://dx.doi.org/10.3403/30086351U
http://dx.doi.org/10.3403/30288854U
http://dx.doi.org/10.3403/00275876U
http://dx.doi.org/10.3403/00267658U
http://dx.doi.org/10.3403/01048553U
http://dx.doi.org/10.3403/00835614U
http://dx.doi.org/10.3403/00982093U
http://dx.doi.org/10.3403/02925544
http://dx.doi.org/10.3403/02925556
http://dx.doi.org/10.3403/30288854U
http://dx.doi.org/10.3403/30186853U
http://dx.doi.org/10.3403/03205335U
http://dx.doi.org/10.3403/30201665
http://dx.doi.org/10.3403/30086351U
http://dx.doi.org/10.3403/30160951U
http://dx.doi.org/10.3403/00295095U
http://www.avadocuments.com/doc/bs-en-14043-2014
http://www.avadocuments.com/doc/bs-en-14043-2014

BS EN 14043:2014
EN 14043:2014 (E)

kk) content of standard editorially revised.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This European Standard is a type C standard as stated in EN ISO 12100.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are
indicated in the scope of this European Standard.

When provisions of this type C standard are different from those which are stated in type A or B standards, the

provisions of this type C standard take precedence over the provisions of the other standards, for machines
that have been designed and built according to the provisions of this type C standard.
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1 Scope

11 This European Standard specifies the safety and performance requirements and test methods
applicable to turntable ladders with combined movements of classes 18, 24, 30 and > 30 to 56, as defined in
3.13, under the control of fire-fighters and intended for fire fighting and rescuing people.

NOTE This European Standard is intended to be used in conjunction with EN 1846-1, EN 1846-2 and EN 1846-3.

Turntable ladder vehicles comprise a chassis, bodywork and a powered extending structure unit in the form of
a ladder with or without a rescue cage.

Turntable ladder vehicles covered by this European Standard have a self-propelled chassis, the motor of
which supplies the power necessary for the operation of the ladder and permits all of the operational
movements to be made simultaneously, with no restriction on the angle of the slewing movement.

1.2 This European Standard deals with the technical safety requirements to minimize the hazards listed in
Clause 4 which can arise during commissioning, operational use, routine checking and maintenance of
turntable ladders when carried out in accordance with the specifications given by the manufacturer or the
manufacturer's authorized representative.

1.3 This European Standard deals with the use of turntable ladder vehicles within an ambient temperature
range from —-15 °C to +35 °C and with a wind velocity on the ladder set < 12,5 m/s. Additional measures can
be necessary for use outside this range. Special designs for use under special climatic conditions should be
agreed between the manufacturer and the purchaser. Any additional requirements are outside the scope of
the standard.

1.4 This European Standard does not deal with the design of a standard automotive chassis with regard to
hazards resulting from or due to use as a road vehicle.

1.5 This European Standard is not applicable to turntable ladder vehicles with combined movements which
are manufactured before the date of publication of this European Standard by CEN.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N _1846-1|, Firefighting and rescue service vehicles - Part 1: Nomenclature and designation

EN 1846-2:2009+A1:2013, Firefighting and rescue service vehicles - Part 2: Common requirements - Safety
and performance

N 1846-3, Firefighting and rescue service vehicles - Part 3: Permanently installed equipment - Safety and
performance

EN/TS 15989, Firefighting vehicles and equipment - Symbols for operator controls and other displays

EN 60204-1:2006, Safety of machinery - Electrical equipment of machines - Part 1: General requirements
(IEC 60204-1:2005, modified)

N 60529, Degrees of protection provided by enclosures (IP Code) (JEC 60529
N 61310-1, Safety of machinery - Indication, marking and actuation - Part 1: Requirements for visual,
EC 61310-

acoustic and tactile signals
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EN SO 4413, Hydraulic fluid power - General rules and safety requirements for systems and their
components (JISO 4413)

N ISO 7731, Ergonomics - Danger signals for public and work areas - Auditory danger signals (|SO 773

N ISO 12100:2010, Safety of machinery - General principles for design - Risk assessment and risk reduction
SO 12100:2010

EN 1SO 13849-1|, Safety of machinery - Safety-related parts of control systems - Part 1. General principles for
design (|ISO _13849-

EN 1SO 13850:2008, Safety of machinery - Emergency stop - Principles for design (ISO_13850:2006)

3 Terms and definitions, symbols and abbreviated terms

For the purposes of this document, the terms and definitions given in EN ISO 12100, EN 1846-1, EN 1846-2
and the following apply.

3.1

turntable ladder with combined movements

machine with an extending structure in the form of a ladder set mounted on a self-propelled chassis with no
restriction on the angle of the slewing movement, where the chassis engine supplies the power necessary for
operation and where at least the raising/lowering, extending/retracting and the slewing right/left are
simultaneously feasible under the continuous control of the operator

3.2

turntable ladder equipment

entire assembly of the mobile components mounted on the chassis which can carry at its upper extent, fixed
or removable rescue equipment

Note 1 to entry: The jacking system is part of the turntable ladder equipment.

3.3

ladder set

part of turntable ladder comprising several ladder sections which are connected together so as to extend
telescopically

3.4

extended ladder set length

L

distance between the extreme points of the extended ladder

Note 1 to entry: The length is expressed in metres.

3.5

rescue cage

fixed or removable complementary device principally used for firefighting, rescuing people and other
operational services

3.6

angle of elevation

a

angle between the longitudinal axis of the last (downmost) ladder section and the horizontal

Note 1 to entry: The angle is expressed in degrees.
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3.7
camber angle

B

angle in the transverse direction to the longitudinal axis of the vehicle between the horizontal and the ground
surface

Note 1 to entry: The angle is expressed in degrees.

3.8
gradient angle

/4
angle in the longitudinal axis of the vehicle between the horizontal and the ground surface
Note 1 to entry: The angle is expressed in degrees.

3.9

slewing angle

g

angle determined clockwise from the straight ahead position between the longitudinal axis of the vehicle and
the longitudinal axis of the last ladder section projection

Note 1 to entry: The angle is expressed in degrees.

Note 2 to entry: The zero degrees position corresponds to the longitudinal axis of the vehicle facing towards the
driver's cab.

3.10

rescue height

h

vertical height from the horizontal ground surface to the base floor of the rescue cage without loading and in
the case of turntable ladders without rescue cage the height of the topmost ladder rung

Note 1 to entry: The length is expressed in metres.
3.1

nominal rescue height

hn

specified rescue height at nominal reach

Note 1 to entry: The length is expressed in metres.
Note 2 to entry: Measured on level ground.

3.12

maximum rescue height

hm

rescue height at the maximum angle of elevation and the maximum extension distance
Note 1 to entry: The length is expressed in metres.
Note 2 to entry: Measured on level ground.

3.13

ladder's class
identification of a turntable ladder which corresponds to the value equal or immediately less than the nominal
rescue height

Note 1 to entry: The value is expressed in metres.
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3.14

horizontal projection

)

distance from the outer edge of the vehicle to the perpendicular dropped from the outer edge of the base of
the rescue cage or the working platform or the projection from the outer edge of the vehicle to perpendicular
from the topmost rung

Note 1 to entry: The distance is expressed in metres.

Note 2 to entry: The measurement is taken at right angles to the longitudinal axis of the vehicle on horizontal terrain
without loading.

Note 3 to entry: If the jacks extend beyond the maximum width of the vehicle, the distance is measured from the outer
edge of the most extended jack.

3.15

nominal rescue projection

In

specified horizontal projection at nominal rescue height

Note 1 to entry: The projection is expressed in metres and measured in accordance with nominal rescue height (see
3.11).

3.16

nominal reach

hn/ N

<high rise aerial appliances> coordinates derived from nominal rescue height and nominal horizontal
projection

Note 1 to entry: Values for the nominal reaches may be specified in the regulations in force in each country (see
5.2.2).

3.17

nominal load

Py

<high rise aerial appliances> specified load with which a rescue cage or the tip of the turntable ladder may be
loaded vertically within the corresponding range of free-standing use

Note 1 to entry: The load is expressed in hewtons.

3.18

test loads

Pp

<high rise aerial appliances> loads applied in tests for stability, overload, and proper functioning, etc. of the
turntable ladder

3.19

supplementary load

Pz

load in addition to the nominal load, e.g. loose equipment

3.20

maximum working load

Py

<high rise aerial appliances> greatest load with which the turntable ladder may be loaded

Note 1 to entry: P .=Pn+ Pz
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3.21

residual force

Fr

force (at any ladder position and loading within the range of use) which is transferred to the bearing surface on
the unloaded side of the vehicle during operation of the turntable ladder

Note 1 to entry: See also Figure 4.

3.22
range of use
space within which the turntable ladder may be operated without endangering stability

3.22.1

range of free-standing use

space in which movement at the maximum working load P_ for this range does not endanger the stability of
the turntable ladder, the head of the ladder set being unsupported

3.22.2

range of supported use

space in which the movement without loading does not endanger stability of the turntable ladder and within
this space, the head of the turntable ladder set is supported, at the object, before applying the load

3.23
boundary
<high rise aerial appliances> range of free standing boundary and supported boundary

Note 1 to entry: See Figure 1.

3.231

free standing boundary

boundary in the range of free-standing use within which movement is permitted with the load PL permitted for
this range

3.23.2

supported boundary

boundary in the range of supported use within which movement in this area is permitted, without load and with
or without rescue cage
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Key
/ horizontal projection
h rescue height
1t03 free standing boundary (1 to 3 persons, with rescue cage)
4 supported boundary of use, with rescue cage and without load
5 free standing boundary with 1 person, without rescue cage
6 supported boundary of use, without load and without rescue cage

Figure 1 — Example of boundary

3.24

jacking width

b

distance at right angles between two imaginary parallel lines to be drawn on either side of the central axis of
the vehicle at the outer edges of the furthest extended and lowered jacks including base plates

Note 1 to entry: See Figure 2.

[ 1
I

I
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i

T

b)
Key
b  jacking width

Figure 2 — Jacking width

3.25

operating time

R

<high rise aerial appliances> time to reach, from the travel position, the maximum rescue height (at 90° to the
longitudinal axis of the chassis)

Note 1 to entry: If appropriate the operating time ¢z includes the time for attaching the rescue cage and making it ready
for use with the ladder stabilized at maximum jacking width by the vehicle.

3.26

static stability test

verification of a turntable ladder’s ability to resist tipping or rolling over with the ladder set not being permitted
to move under load

Note 1 to entry: The static stability test is not an overload test.

3.27

dynamic stability test

verification of a turntable ladder’s ability to resist tipping or rolling over with the ladder set being permitted to
move under load

3.28
static overload test
static test of the turntable ladder for permanent deformation

Note 1 to entry: The static overload test is not a stability test.
3.29

test of fitness for purpose
test to confirm the correct functioning of all the functions of a turntable ladder and its special equipment

3.30

forces and loads for calculations

Note 1 to entry: Forces are expressed in newtons and are measured in the direction in which they act.

Note 2 to entry: Loads are forces resulting from the mass of the components and are expressed in newtons. Their

direction is the direction of the gravity.
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3.301

static loads

<high rise aerial appliances> forces resulting from the masses which are not moved during operation of the
turntable ladder

Note 1 to entry: The loads are expressed in kilograms.

3.30.2

dynamic loads

<high rise aerial appliances> forces resulting from masses which are moved during operation of the turntable
ladder, including equipment moved with them, e.g. rescue cage

Note 1 to entry: The loads are expressed in kilograms.

3.30.3
load per person
load resulting from an assumed mass of 90 kg per person

3.30.4
wind loads
wind forces acting on the turntable ladder equipment and persons

Note 1 to entry: The forces are expressed in newtons.

3.30.5

diverse forces

forces exerted by persons on the rescue cage or the turntable ladder equipment and forces resulting from any
particular action during ladder operation

EXAMPLE Manual forces in rescue cage or reaction forces from water jets.
Note 1 to entry: The forces are expressed in newtons.

3.30.6

dead weight load

Fe

forces resulting from the vehicle without ladder set

Note 1 to entry: The forces are expressed in newtons.
Note 2 to entry: See also Figure 4 and Table 2.
3.30.7

unloaded ladder load

Fe

forces caused by the dead weight of unloaded ladder set and a possibly attached rescue cage
Note 1 to entry: The forces are expressed in newtons.
Note 2 to entry: See also Figure 4 and Table 2.
3.30.8

inertial forces of the extended ladder

Fq

forces resulting from the inertia of the extended ladder

Note 1 to entry: The forces are expressed in newtons.
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3.31

useful area of the rescue cage

A

area of the floor minus the area occupied by the fixed equipment located completely or partially within the
rescue cage or its perpendicular projection with the exception of the handrail and dead man's device if this is
located on the floor

3.32
levelling (rungs)
<high rise aerial appliances> movement which enables the ladder rungs to be maintained horizontally

3.33

levelling (rescue cage floor)

<high rise aerial appliances> movement which enables the rescue cage floor to be maintained horizontally
whatever may be its position on the ladder set

3.34

transport position (ladder with rescue cage)

specific position in which the jacks are housed, the ladder set being fully housed and resting on its gantry and
the power supply to the ladder set being isolated and the rescue cage in working position

Note 1 to entry: This position enables the vehicle to be moved a short distance.

3.35

travel position

<high rise aerial appliances> same conditions as the transport position with the exception that the rescue
cage is housed or stowed

3.36

ladder set sections

ladder set comprises a first section (upper), a last section (lower) fixed to the cradle, and the intermediate
sections (second section, third section, etc.) counted from the first section towards the last

Note 1 to entry: See Figure 3.

1

Z%A

TN

/.
=

X+1

V.
Key
1 to X+1 section number
A first (upper) section
B intermediate sections (second section, third section, etc.)
C last (lower) section
Figure 3 — Designation of ladder set sections
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3.37

dead man's device

<high rise aerial appliances> hold to run control device that requires continuous actuation to maintain
movement

EXAMPLE Foot pedal.

3.38

working position

<high rise aerial appliances> condition of the vehicle after successful jacking and/or levelling when the rescue
cage is operational and when it is possible to move/use the ladder set under normal operation

3.39

stabilizing the vehicle

stabilization procedure in the area of the under-carriage by extending and lowering of the jacking system left
and right with the jacking plates firmly on the ground, according to manufacturer’s instructions, and activation
of the ready-to-operate signal for the upper-carriage

3.40
under-carriage
components under the slewing ring like subframe, bodywork, jacking system, chassis

3.41
upper-carriage
components above the subframe like slewing ring, turntable, main control stand and the ladder set

4 List of significant hazards

Table 1 describes all the significant hazards, hazardous situations and events, as far as they are dealt with in
this European Standard, identified by risk assessment as significant for this type of machinery and which
necessitates action to eliminate or reduce the risk.

The significant hazards are based on the principles of EN ISO 12100:2010, Annex B. Also shown are the sub-
clause references to the safety requirements and/or protective measures in this document.

Table 1 — List of significant hazards

Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
Mechanical hazards
+ 515211
+ 515215
Moving the jack
oving the jacks « 51552
+ Clause7
+ 51552
1.1 Crushing hazard Jacks _ + 515212
Pressure of the jacks on . 515213
the ground
+ 515214
* Clause7
Uncontrolled movement
(lifting of the base plate) 5.1.5.2.14
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
Re-establishing ground
contact with the tyres .
. | during return to travel 51.5.2.15
Suspensions locking | hosition
device X ;
Defect in the suspension |, 515.2.1
locking device on T
activation *  Clause7
Crushing by the slewing
drive mechanism 5.1.5.7.1
Cradle/turret Crushing by the turretin |+ 5.1.5.7.1
motion + 51572
Crushing by the cradle in |, 51571
motion T
Crushing between the © 91553
Ladder set rungs during extending + 51.5.8.1
and housing + Clause7
Crushing by mobile parts |
during levelling correction 51548
+ 51543
« 515412
) « 515414
Impact against an . 51553
obstacle e
+ 51555
+ 51584
+ Clause7
Rescue cage —
Fitting/removal of the . 51546
rescue cage
Movement in the rescue
cage 5.1.5.4.13
« 515412
] . + 51553
Crushing a person outside 51554
the rescue cage
+ 5.1.5.8.1
+ Clause7
Cradle/turret Crughmg by the cradie in 5.1.5.7.1
motion
Crushing between the .« 51553
1.2 Shearing hazard Ladder set rungs during extending o
and housing ° 5.1.5.8.1
Rescue cage ershmg by'moblle pa.rts 51548
during levelling correction
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
. 5.1.5.4.12
Impact against an 515.5.3
obstacle
5.15.5.5
13 Cutting or severing | General EN 1846-2
) hazard Ladder set Damaged wire ropes 5.1.5.8.2
5.1.5.7.1
General All moving parts 5.1.5.8.2
Clause 7
5.1.5.2.11
5.1.5.2.14
Jacks Movement of the jacks 5.1.5.2.15
5.1.5.5.2
Clause 7
Entanglement b
1.4 Entanglement hazard pinions/gcrown Y 9.1.5.7.2
Cradle/turret « 51553
Entqnglement by the 51571
moving turret
« 51572
Rescue cage Rescue cage deployment 51554
9 control T
Entanglement by pulley
Ladder set and chains and 5.1.5.8.2
entanglement by the
winding drum
Drawing-in or Presence of a person in
1.5 trapping hazard General the working area 5.1.5.56
+ 51552
Movement of the jacks « 515214
*+ Clause7
Jacks
Put th + 51552
ut pressure on the .
ground 5.1.5.2.14
+ Clause7
1.6 Impact hazard Re-establishing ground
Neutralization contact with the tyres
. . 5.1.5.2.15
suspension during return to travel
position
5.1.5.5.3
Crushing by the turret in 5.1.5.71
Cradle/turret motion 515702
Clause 7
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
+ 51543
« 515412
) « 515414
Rescue cage Impact against an « 51553
obstacle
+ 51555
+ 51584
+ Clause7
Moving parts « 51573
Couplings, etc. « 5159
1.8 Friction or abrasion General «  Wire ropes
hazard * Linkages
9 + Clause7
* All hydraulic
components
High pressure fluid 1\, o griye | IMiury andfor . 5159
1.9 injection or ejection svstems contamination by leakage
hazard y or rupture * Clause7
2 Electrical hazards
Contact of persons
21 with live parts (direct | Overall design General measures . N 60204-1
contact)
Contact of persons
with parts which have
2.2 become live under Overall design General measures . N 60204-1
faulty conditions
(indirect contact)
Approach to live parts Contact with overhead + 515210
2.3 under high voltage Ladder set electrical conductors e Clause 7
24 Electrostatic hazard General « 515.2.10
Hazard generated by noise
Interference with
speech
communication, .
acoustic signals, Communications 5.1.5.84
hearing loss, tinnitus,
41 etc.
+ 51584
« 516
Ladder Normal operation « EN 1846-2:2009+A1:
2013, Annexes E
and F
Hazards generated by radiation
6.1 Low frequency, radio | General Normal operation « 515.16
frequency radiation,
micro waves
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
8 Hazards generated by neglecting ergonomic principles in turntable ladder with combined
movement design
Rescue
* access
ladder/chassis deck |* 5.1.5.8.3
8.1 Unhealthy postures or | Ladder set +  access « 515112
) excessive effort ladder/ground level e 51234
*  Emergency operating
system
Rescue cage Fitting/removal + 51546
+ 51551
Jack control le | Jack trol
ack control console | Jack contro . 51552
Cradle/turret control | Cradle/turret movement [*  5.1.5.5.1
console control « 51553
Ladder set control | Ladder set movement ¢ 5.1.5.51
Inadequate console control « 51553
consideration of
8.2 .
hand-arm or foot-leg || gqder set Access 5.1.5.11.2
anatomy « 515115
Ladder/cradle/turret + 5.1.5.51
Rescue cage control | movement + 51555
console o
Good visibility of the . 51555
movement
Main control console | Access + 51553
Neglected use of
8.3 personal protection General « Clause7
equipment
Control consoles Use of consoles « 51551
8.4 Inadequate local A o th :
lighting ccess o Ihe main | ;qe of consoles . 51553
control console
+ 51551
8.5 Mental overload and| , = - . Use of controls without|* 5.1.5.5.2
’ underload, stress error « 51553
+ 51555
Operating .« 5155
8.6 Eeu:; 3?o:rrr°r’ human Control consoles controls/reading of T
information * Clause7
10 Unexpected start-up, unexpected overrun/overspeed (or any similar malfunction)
General operation « 515
The whole ladder Intentional stop or failure [+ 5.1.2.3.4
of the main power supply |« 51.2.35
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
External influences Electrical
10.3 on electrical | circuits and General measures « 51510
equipment components
10.5 Errors in the software | Software e 51512
13 Failure of the power supply
General operation + 51234
The whole ladder Intentional stop or failure
. 51234
of the main power supply
Rupture of the power .
Jacks supply of the components 5.1.5.2.5
Suspension locking Rupture of the power + 51525
supply of the components
Cradle/turret Failure of the power . 5.15.13.1
supply of the components
Ladder set Rupture of the power « 515131
supply of the components
Rupture of the power .
Rescue cage supply of the components 5.1.5.13.1
Insufficient supply and/or |+ 5.1.5.12.3
Software failure . 515128
14 Failure of the control circuit
Failure in the control| 51512
Jacks software
Restarting + 51551
. . Failure in the control| 51512
Suspension locking | Software
Restarting + 51551
Failure in the control
software 51.5.12
Restarting + 51551
Cradle/turret
. ) « 515131
Failure of a drive or load |, 515132
retaining element
« 515133
Failure in the control . 51512
software
Restarting + 51551
Ladder set e 512
Failure of a drive orload |* 5.1.5.13.1
retaining element « 51513.2
« 515133
Rescue cage Failure in the control|, 51512
software
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
Restarting 5.1.5.5.1
] . 5.1.5.4.1
Fallgrg of a drive or load 51547
retaining element
5.1.5.5.1
5.1.5.12.6
Analogical detect N I ti
nalogical detectors | Normal operation 5.15.12.7
5.1.5.12.3
Logical detectors Normal operation 5.1.512.5
J P 5.1.5.12.7
Clause 7
Normal operation 5123
Management of the : -
stability Operation without safety 51235
measures I
15 Errors of fitting
Rescue cage Fitting of the rescue cage 5.1.5.4.6
9 to the tip of the ladder set 51547
17 Falling or ejected objects or fluids
5.1.5.9
G I
enera Clause 7
Drive  hydraulic| WYY andlor|, 5459
svstems contamination by leakage
¥ or rupture Clause 7
. 51543
Rescue cage Elements falling from the 51545
rescue cage
5.1.5.4.11
18 Loss of stability/overturning of vehicle
5.1.1
General All movements 51.2
5.1.5.217
5.1.56.212
Unsuitabl d
nsuitable groun Clause 7
Movement of the vehicle 5.1.5.1
Jacks Variation of jacking width 5.1.5.2
5.1.5.2.6
Unevenness of the ground 5.15.2.7
5.1.5.2.8
5.1.5.2.2
Jacking Ground pressure failure 51553
Clause 7
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
Technical defect « 511
Inadvertent operation « 51524
Damage to thg jacks due | 515211
to external action
Suspension locking | Normal operation + 51.5.2.16
Technical defect « 511
Cradle/turret
Exterior impact « 51572
. | 512
Exgeedmg the stability | 51533
limits
+ 51534
Overload « 513
Ladder set External influence by wind |+ 5.1.5.6
load + Clause7
Exceeding the limits of
free standing use in order |* 5.1.2.3.2
to attain the Ilimits of|. Clause7
supported use
R Overload in the rescue|*® 95.1.5.4.13
escue cage
cage + Clause7
19 Slip, trip and fall of persons (related to machinery)
« 515111
Vehicle deck Standi i
ehicle dec anding or moving . 515113
+ 5.1.53.1
Ladder set Rungs + 51585
« 515114
Defective horizontal |, 515472
alignment of the rescue C.Ia.us.,e.7
Rescue cage cage floor
Access rescue cage /|, s4g4q9
ladder
21 Hazards linked to the work position
« 515112
Getting up and down « 515115
Fall of persons during | Vehicle deck © 515116
211 access to (0|: .atlfrom) Standing or moving on the |*  5.1.5.11.1
the work position platform surface « 515113
Cradle/turret Access 'to main control |, 51553
console if required
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Clause/subclause in
Process/Function/ this European
No. Hazard Assembly Cause Standard/reference to
applicable standards
« 51583
Ladder set Access
« Clause7
Rescue cage Access to rescue cage/|, 51549
ladder
21.8 Noise at the work Ladder Normal operation « EN1846-2
position
35 Falling of person from person carrier
. + 51543
Rescue cage Falling from the rescue |, 51544
cage
« Clause7
37 Human error, human behaviour
« 5153
Operating controls + 5155
Control consoles + Clause7
« 5155
Reading of information
9 « Clause7

5 Requirements

5.1 Safety requirements and/or measures

5.1.1 General

Turntable ladders for fire and rescue service use shall comply with the safety requirements and/or protective
measures of this clause. In addition, they shall be designed according to the principles of EN ISO 12100Q for

hazards relevant but not significant, which are not dealt with by this European Standard (e.g. sharp edges).

For hazards which are to be reduced by the application of nd a B-level standard such as
EN 60204-1, EN 1SO 4413, EN ISO 7731, EN 1SO 13849-1 and EN ISO 13850, the manufacturer should carry
out a risk assessment to establish the requirements of the B-standard which are to be applied. This specific
risk assessment should be part of the general risk assessment of the turntable ladder.

Where the means of reducing the risk is by a safe system of operating the turntable ladder, the instruction
handbook shall include details of the system and of the elements of training necessary for the operating
personnel.

Proven methods of calculation shall be used, including consideration for fatigue, which have been verified by
analysis or test.

Turntable ladders shall comply with the relevant clauses of EN 1846-2 and EN_1846-3.

Unless otherwise specified, for the performance of the tests, the mass of the vehicle shall be the unladen
mass.
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5.1.2 Requirements in respect of stability
5.1.2.1 Theoretical requirements: Calculation
51211 General

The manufacturer shall define the various positions of the turntable ladder and the combinations of loads and
forces which together represent the conditions for minimum stability.

Calculations shall be carried out for establishing that in all positions of the turntable ladder the calculated
stabilizing moment will be greater than the calculated tipping moment taking into account the safety factors in
accordance with 5.1.2.1.5 (see Table 2).

Forces shall be calculated for the least favourable extended and/or housed positions of the turntable ladder
with respect to the maximum camber the turntable ladder vehicle is intended for.

The rules for the determination of the forces and loads are described in 5.1.2.1.2 to 5.1.2.1.5.

All loads and forces which may act simultaneously shall be calculated in their least favourable combination
(see example in Figure 4).

The following shall be included in the calculation:

a) pitching inaccuracies as specified in 5.1.2.1.5.8 (see Table 2);

b) variations resulting from manufacturing inaccuracies in the components;
c) tolerances for the mechanical linkages in the ladder set;

d) elastic deformation resulting from applied forces.

Enumeration points b), c) and d) may be determined by experiment.
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