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National foreword

This British Standard is the official English language version of
EN 14201:2004.

The UK participation in its preparation was entrusted by Technical Committee
B/538, Doors, windows, shutters, hardware and curtain walling, to
Subcommittee B/538/3, Domestic shutters and blinds, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CEN on 11 December 2003.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
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Foreword

This document (EN 14201:2004) has been prepared by Technical Committee CEN/TC 33 “Doors, windows,
shutters, building hardware and curtain walling”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by August 2004, and conflicting national standards shall be withdrawn at
the latest by August 2004.

It is part of a series of standards dealing with blinds and shutters for buildings as defined in EN 12216

The methods of testing are linked to the performances requirements for internal blinds, external blinds and
shutters, as specified in prEN 13120, prEN 13561 and prEN 13659.

No existing European Standard is superseded.

Annex A is normative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania,

Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.
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1 Scope

This European Standard specifies the tests to be carried out to determine the mechanical endurance of
products comprising :

— internal blinds,
— external blinds,
— shutters,

according to a defined number of extension/retraction cycles of the curtain and tilting of the laths (for blinds
and shutters with tilting laths).

It applies to complete products e.g. those equipped with their hardware and operating mechanisms in normal
operating conditions.

Manual override mechanisms for use in case of mechanical breakdown are excluded when they form part of
motorized blinds and shutters.

2 Normative references
This European Standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text, and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to
this European Standard only when incorporated in it by amendment or revision. For undated references, the
latest edition of the publication referred to applies (including amendments).

N 12216:2003, Shutters, external blinds, internal blinds - Terminology, glossary and definitions.
prEN 13120:1997, Internal blinds - Performance requirements.

N 13527:1999, Shutters and blinds - Measurement of operating force - Test methods.

prEN 13561:1999, External blinds - Performance requirements including safety.

prEN 13659:1999, Shutters — Performance requirements including safety.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN_12216:2009, prEN
13120:1997, prEN 13561:1999, prEN 13659:1999 and the following apply.

3.1
override operation
manual operation available on power operated shutters and blinds in the case of power failure
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3.2
reference velocity
according to the product :
— speed of the operating mechanism :
- speed of rotation in the case of rotation of the operating mechanism, expressed in rpm ;
- linear speed in the case of one direction or endless operation of the operating mechanism, expressed in
m/min ;
- speed of rotation of drive for power operated operation, expressed in rpm .
— speed of movement of the closing "edge" of the curtain or the bottom lath or tilting lath in the case of direct
operation :
- tangential speed of pivoting products (wing shutter, venetian shutter, lever), expressed in m/min ;
- linear speed for products extending or retracting in a plane (concertina shutter, flat closing concertina
shutter, sliding shutter, panel shutter and awning), expressed in m/min.
3.3
effect of inertia
effect obtained with linear operations of the operating mechanism allowing the curtain by its inertia, to
complete its travel after stopping the operation before reaching the fully extended or retracted position

3.4

phase ( retraction / extension)

movement of the curtain from a fully extended or retracted position to a fully opposing retracted or extended
position

3.5
rest time
period of immobilisation between phases and / or cycles

NOTE The rest time is given in second(s).

3.6

retraction / extension cycle

consists of a retraction phase, of an extension phase and of the rest times. The operations of locking and
unlocking when these are not automatic are excluded from the cycle

3.7

tilting laths cycle

full cycle of the mechanism for tilting the laths from an extreme position (laths closed) then returning to the
extreme position. In the case of operation by monocommand, the tilting lath cycle is included in the cycle of
retraction / extension

3.8
drive
motor and other components which control the movement of the curtain

NOTE Examples of components are gears, controls and brakes.
3.9

rated torque
torque assigned to the drive by the manufacturer of the drive

NOTE The torque is expressed in Nm.
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