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National foreword

This British Standard is the official English language version of
EN 14209:2005.

The UK participation in its preparation was entrusted by Technical Committee
B/544, Plastering, rendering, dry lining, to Subcommittee B/544/5, External
rendering, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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Foreword

This European Standard (EN 14209:2005) has been prepared by Technical Committee CEN/TC 241 “Gypsum
and gypsum based products”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2006, and conflicting national standards shall be withdrawn at the
latest by August 2007.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.
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Introduction

Preformed plasterboard cornices are composed of gypsum plaster encased in and firmly bonded to strong
durable paper liners in the shape of narrow lengths with various face profiles.

The composition and finish is identical to that of gypsum plasterboard which makes them particularly suitable
for use in situations where a compatible product is required to aesthetically enhance the junction between
gypsum plasterboard lined or gypsum plastered walls and ceilings. As well as concealing unsightly cracks
they can be used to provide a permanent and effective seal. They can also be used for decorative and
acoustic purposes.

Preformed plasterboard cornices are installed with gypsum adhesive or mechanically fixed and can be
finished with direct surface decoration.

Diagrams 1 and 2 show the relationship between this standard and the package of standards prepared to
support the families of gypsum and ancillary products.

Raw gypsum

A1 - Gypsum binders for direct use or futher processing

A2 - Direct use on site A3 - Futher processing
l
| |

Gypsum plasters: Gypsum plasters for special Manufactured elements, e.g.:
purposes:

B1 - Gypsum building plaster - plasterboards ;
C1 - Gypsum plaster for

B2 - Gypsum based building plaster fibrous plasterworks - gypsum blocks ;

C2 - Gypsum bricklaying

B3-G i buildi last
ypsum-lime building plaster plaster

- fibrous plaster products ;

B4 - Lightweight gypsum buildin - ceiling tiles.
plasterg P ’ C3 - Acoustic plaster ceiling tiles

C4 - Thermal insulation

BS - Lightweight gypsum based
plaster

building plaster

B6 - Lightweight gypsum-lime C5 - Fire protection plaster

building plaster .
C6 - Thin coat plaster

B7 - Gypsum plaster with enhanced

surface hardness

Diagram 1 — Family of gypsum products
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EN 520
Gypsum Plasterboards

Products from secondary processing

prEN 13950
Thermal/acoustic

composites panels

EN 14190

Products from reprocessing
(tiles, panels, thin laminates, etc.) panels

prEN 13815
Prefabricated partition

Ancillary products

Gypsum based
adhesives
EN 14496

Full document details: BS EN 14209:2005

Preformed
cornices
EN 14209

Jointing
materials
preN 13963

Metal framing
components
EN 14195

Metal beads and Mechanical
feature profiles fasteners
prEN 14353 prEN 14566

Diagram 2 — Family of ancillary products
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1 Scope

This European standard specifies the characteristics and performance of preformed plasterboard cornices
intended to be used in building construction works either as part of the original specification or subsequently
for improved decorative enrichment of the wall/ceiling angle in rooms.

This standard covers the performance characteristics: reaction to fire and flexural strength.

This standard covers also additional technical characteristics that are of importance for the use and
acceptance of the product by the Construction Industry and the reference tests for these characteristics.

It provides for the evaluation of conformity of the product to this European standard.

This standard does not cover plain plaster and gypsum fibrous plasterwork cornices.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

, Gypsum plasterboards - Definitions, requirements and test methods

N_13501-1|, Fire classification of construction products and building elements — Part 1: Classification using
test data from reaction to fire tests

N 13823, Reaction to fire tests for building products - Building products excluding floorings exposed to the
thermal attack by a single burning item

N 14496, Gypsum based adhesives for thermal/acoustic insulation composite panels and plasterboards -
Definitions, requirements and test methods

3 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

31
plasterboard cornice
preformed paper covered gypsum section with profiled face supported by shoulders

3.2
face
exposed surface usually concave, or partially concave with further contours to add embellishment

3.3
edge
boundary between the face and back angle which defines thickness (AC, see Figure 1)

3.4
back angle
return from edge, preset at a nominal 90° to facilitate positioning during application

3.5
end
cut section of length
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3.6
girth
dimension measured indicating the projection of the profile at 90° (XC, see Figure 1)

Figure 1 — Example of profile

4 Requirements

4.1 Reaction to fire

Where subject to regulatory requirements, preformed plasterboard cornices shall be tested and classified in
accordance with EN 13501-1|.

Preformed plasterboard cornices tested according to EN_13823 (SBI test) shall be mounted and fixed in
accordance with Annex B or wfhen the producer wishes to claim performance for a specific intended use, the
mounting and fixing shall be representative of that intended use.

4.2 Flexural strength (expressed as bending behaviour)

Individual lengths shall be capable of being handled and installed using recommended practice. When tested
in accordance with 5.4. the cornice shall not fracture.

4.3 Dangerous substances

Materials used in products shall not release any dangerous substances in excess of the maximum permitted
levels specified in a relevant European Standard for the material or permitted in the national regulations of the
member state of destination.

4.4 Composition

Preformed plasterboard cornices shall have constituents common to gypsum plasterboard to . The
paper shall be suitable to receive decoration or be pre-finished. The abutting paper edges on the back of the
cornice are, usually, concealed and secured by a self-adhesive paper tape. The core may contain additives,
aggregates and/or fibres.
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