
Full document 
BRITISH STANDARD
 BS EN
14227-13:2006
Hydraulically bound 
mixtures — 
Specifications —

Part 13: Soil treated by hydraulic road 
binder
The European Standard EN 14227-13:2006 has the status of a 
British Standard

ICS 93.080.20
���������	�
����
����������������������������������������������	�����


details: BS EN 14227-13:2006

http://www.avadocuments.com/doc/bs-en-14227-13-2006
http://www.avadocuments.com/doc/bs-en-14227-13-2006


BS EN 14227-13:2006

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee 
on 30 June 2006

© BSI 2006
ISBN 0 580 48684 2
ull document details: BS EN 14227-
National foreword

This British Standard is the official English language version of  
EN 14227-13:2006.

The UK participation in its preparation was entrusted by Technical Committee 
B/510, Road materials, to Subcommittee B/510/4, Cementitious bound 
materials, unbound granular materials, waste materials and marginal 
materials, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international or European 
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under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep UK 
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— monitor related international and European developments and 
promulgate them in the UK.
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Foreword 

This European Standard (EN 14227-13:2006) has been prepared by Technical Committee CEN/TC 227 
“Road materials”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by November 2006, and conflicting national standards shall be withdrawn 
at the latest by November 2006. 

This European Standard is one of a series of standards for hydraulically bound mixtures: 

EN 14227-1, Hydraulically bound mixtures — Specifications — Part 1: Cement bound granular mixtures. 

EN 14227-2, Hydraulically bound mixtures — Specifications — Part 2: Slag bound mixtures. 

EN 14227-3, Hydraulically bound mixtures — Specifications — Part 3: Fly ash bound mixtures. 

EN 14227-4, Hydraulically bound mixtures — Specifications — Part 4: Fly ash for hydraulically bound mixtures. 

EN 14227-5, Hydraulically bound mixtures — Specifications — Part 5: Hydraulic road binder bound mixtures. 

EN 14227-10, Hydraulically bound mixtures — Specifications — Part 10: Soil treated by cement. 

EN 14227-11, Hydraulically bound mixtures — Specifications — Part 11: Soil treated by lime. 

EN 14227-12, Hydraulically bound mixtures — Specifications — Part 12: Soil treated by slag. 

EN 14227-13, Hydraulically bound mixtures — Specifications — Part 13: Soil treated by hydraulic road binder. 

EN 14227-14, Hydraulically bound mixtures — Specifications — Part 14: Soil treated by fly ash. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 
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1 Scope 

This European Standard specifies soils treated by hydraulic road binder for roads, airfields and other trafficked 
areas and specifies the requirements for their constituents, composition and laboratory performance 
classification. 

2 Normative references 

The following referenced documents are indispensable for the application of this European Standard. For 
dated references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 933-1, Tests for geometrical properties of aggregates — Part 1: Determination of particle size 
distribution — Sieving method 

ENV 13282, Hydraulic road binders — Composition, specifications and conformity criteria 

EN 13286-2, Unbound and hydraulically bound mixtures — Part 2: Test methods for the determination of the 
laboratory reference density and water content — Proctor compaction 

EN 13286-3, Unbound and hydraulically bound mixtures — Part 3: Test methods for laboratory reference 
density and water content — Vibrocompression with controlled parameters 

EN 13286-4, Unbound and hydraulically bound mixtures — Part 4: Test methods for laboratory reference 
density and water content — Vibrating hammer 

EN 13286-5, Unbound and hydraulically bound mixtures — Part 5: Test methods for laboratory reference 
density and water content — Vibrating table 

EN 13286-40, Unbound and hydraulically bound mixtures — Part 40: Test method for the determination of the 
direct tensile strength of hydraulically bound mixtures 

EN 13286-41, Unbound and hydraulically bound mixtures — Part 41: Test method for the determination of the 
compressive strength of hydraulically bound mixtures 

EN 13286-42, Unbound and hydraulically bound mixtures — Part 42: Test method for the determination of the 
indirect tensile strength of hydraulically bound mixtures 

EN 13286-43, Unbound and hydraulically bound mixtures — Part 43: Test method for the determination of the 
modulus of elasticity of hydraulically bound mixtures 

EN 13286-45, Unbound and hydraulically bound mixtures — Part 45: Test method for the determination of the 
workability period of hydraulically bound mixtures 

EN 13286-46, Unbound and hydraulically bound mixtures — Part 46: Test method for the determination of the 
moisture condition value 

EN 13286-47, Unbound and hydraulically bound mixtures — Part 47: Test method for the determination of the 
California bearing Ratio, immediate bearing index and linear swelling 

EN 13286-48, Unbound and hydraulically bound mixtures — Part 48: Test method for the determination of the 
degree of pulverisation 

EN 13286-49, Unbound and hydraulically bound mixtures — Part 49: Accelerated swelling test for of soil 
treated by lime and/or hydraulic binder 
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EN 13286-50, Unbound and hydraulically bound mixtures — Part 50: Method for the manufacture of test 
specimens of hydraulically bound mixtures using Proctor equipment or vibrating table compaction 

EN 13286-51, Unbound and hydraulically bound mixtures — Part 51: Method for the manufacture of test 
specimens of hydraulically bound mixtures using vibrating hammer compaction 

EN 13286-52, Unbound and hydraulically bound mixtures — Part 52: Method for the manufacture of test 
specimens of hydraulically bound mixtures using vibrocompression 

EN 13286-53, Unbound and hydraulically bound mixtures — Part 53: Methods for the manufacture of test 
specimens of hydraulically bound mixtures using axial compression 

EN 14227-11, Hydraulically bound mixtures — Specifications — Part 11: Soil treated by lime 

3 Terms and definitions 

For the purpose of this European Standard, the following terms and definitions apply. 

3.1 
soil 
natural, artificial or recycled material or any combination of these 

3.2 
soil treated with hydraulic road binder 
mixture of soil, hydraulic road binder, other constituents if appropriate, and water, that sets and hardens by 
hydraulic reaction 

3.3 
slenderness ratio 
height to diameter ratio of the specimen 

4 Symbols and abbreviated terms 

For the purpose of this European Standard, the following symbols and abbreviations apply. 

W is the water content; 

P is the pulverization; 

IPI is the immediate bearing index; 

MCV is the moisture condition value; 

CBR is the California bearing ratio, expressed in percent (%); 

R is the compressive or tensile strength, expressed in megapascals (MPa); 

Rc is the compressive strength, expressed in megapascals (MPa); 

Rt is the direct tensile strength, expressed in megapascals (MPa); 

Rit is the indirect tensile strength, expressed in megapascals (MPa); 

Ri is the compressive or tensile strength after immersion in water, expressed in megapascals (MPa); 

E is the modulus of elasticity, expressed in megapascals (MPa); 
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