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National foreword

This British Standard is the UK implementation of EN 14242:2023. It
supersedes BS EN 14242:2004, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee NFE/35, Light metals and their alloys.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 19530 9
ICS 77.040.30; 77.120.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2023.
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European foreword

This document (EN 14242:2023) has been prepared by Technical Committee CEN/TC 132 “Aluminium
and aluminium alloys”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2023, and conflicting national standards shall
be withdrawn at the latest by September 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14242:2004).

The main changes compared to the previous edition are listed below:

— modification of the title and Scope;
— new subclause 5.15.6;
— several editorial modifications.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
[taly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope

This document specifies an inductively coupled plasma optical emission spectrometric method
(ICP-OES) for the analysis of aluminium and aluminium alloys.

This method is applicable to the determination of silicon, iron, copper, manganese, magnesium,
chromium, nickel, zinc, titanium, gallium, vanadium, beryllium, bismuth, calcium, cadmium, cobalt,
lithium, sodium, lead, antimony, tin, strontium and zirconium in aluminium and aluminium alloys.

The content of the elements to be determined should be at least 10 times higher than the corresponding
detection limits.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12258-2:2004}, Aluminium and aluminium alloys - Terms and definitions - Part 2: Chemical analysis

EN 14361|, Aluminium and aluminium alloys - Chemical analysis - Sampling from metal melts
EN ISO 648, Laboratory glassware - Single-volume pipettes (1SO 648)
EN ISO 1042 Laboratory glassware - One-mark volumetric flasks (ISO 1042)

EN ISO 3696, Water for analytical laboratory use - Specification and test methods (1SO 3696)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 12258-2:2004 apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— IEC Electropedia: available at https: //www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

4 Principle

A test portion is dissolved with:

— asodium hydroxide solution followed by acidification with a mixture of nitric acid and hydrochloric
acid; or

— nitric acid and hydrofluoric acid; or
— amixture of hydrochloric acid and nitric acid; or
— hydrochloric acid and hydrogen peroxide

according to the alloy type and the element to be determined.

After suitable dilution and, if necessary, addition of an internal reference element, the solution is
nebulized into an inductively coupled plasma optical emission spectrometer and the intensity of the
emitted light (including, where appropriate, that of the internal reference element) is measured. The
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emission signals on the selected analytical lines (see Annex A) are then compared with those of the
calibration solutions.

NOTE1 The ranges of application and the accuracy of the method or any alternative steps are validated by the
laboratory. Approximate ranges of application are given in Annex A.

NOTE 2  All instrumentation, including software used in the laboratories, are different and subject to change.
Therefore, only general criteria for calibration and measurement are specified.

5 Reagents

During the analysis, unless otherwise specified, use only reagents of recognized analytical grade and only
grade 2 water as specified in EN ISO 3696 or equivalent quality.

The same reagents should be used for preparation of calibration solutions and of sample solutions.

5.1 Aluminium, purity = 99,999 % by mass.

5.2 Sodium carbonate (Na,CO3)
5.3 Potassium carbonate (K,CO3)
5.4 Sodium nitrite (NaNO,)

5.5 Potassium disulphate (K,S,0-)

5.6 Nitric acid, p = 1,40 g/ml approximately.
5.7 Nitric acid solution, 1 + 1

Carefully add 500 ml of nitric acid (5.6) to 400 ml water, allow to cool, dilute to 1 1 with water and mix.

5.8 Nitric acid solution, 4 mol/1

Carefully add 27,7 ml of nitric acid (5.6) to 50 ml water, allow to cool, dilute to 100 ml with water and
mixX.

5.9 Hydrochloric acid, p = 1,19 g/ml, approximately
5.10 Hydrochloric acid solution, 1 + 1

Carefully add 500 ml of hydrochloric acid (5.9) to 400 ml water, allow to cool, dilute to 1 1 with water and
mix.

5.11 Hydrofluoric acid, p = 1,14 g/ml, approximately.
5.12 Sulphuric acid, p = 1,84 g/ml approximately.
5.13 Hydrogen peroxide, 30 % (by mass) solution.
5.14 Sodium hydroxide solution, 400 g/1

Transfer 400,0 g of sodium hydroxide (NaOH) into a plastic beaker with a lid and carefully add 500 ml of
water. Transfer the solution into a 1 000 ml volumetric plastic flask.

Dilute to the mark with water and mix.
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5.15 Standard solutions
The standard solutions shall be traceable to international units mass or amount of substances i.e.
kilogram or mol. They should be prepared from pure metals or stoichiometric compounds.

Standard solutions containing sulphate ions shall not be used for the determination of elements which
form insoluble compounds with sulphate ions.

Standard solutions and calibration solutions with element concentrations < 50 mg/1 can be unstable and
shall be controlled before use.

NOTE1  Calibration solutions can be prepared directly from standard solutions by weighing (see 8.6).

NOTE 2  For routine analysis, commercial standard solutions with stated traceability can also be used.

In the case of solution prepared before use and stored in appropriate receptacles, their concentration
shall either be controlled before use, or their stability over time be documented.

5.15.1 Antimony standard solution, 200 mg/1

Transfer 0,100 g of antimony (purity = 99,99 % by mass) into a 250 ml beaker with a lid. Add 50 ml of
hydrochloric acid (5.9) and 2 ml of nitric acid (5.6), heat to complete the dissolution. Allow to cool.

Carefully add 50 ml of water and 50 ml of hydrochloric acid (5.9), transfer the solution quantitatively into
a 500 ml one-mark volumetric flask. Dilute to the mark with water and mix.

1 ml of this solution contains 200 pg of antimony.

5.15.2 Beryllium standard solution, 1 g/1

Transfer 1,000 g of beryllium (purity = 99,99 % by mass) into a 400 ml beaker with a lid. Add 20 ml of
hydrochloric acid solution (5.10). Heat gently, if necessary, until the dissolution is complete, allow to cool

and transfer the solution quantitatively into a 1 000 ml one-mark volumetric flask. Dilute to the mark
with water and mix.

1 ml of this solution contains 1 mg of beryllium.

5.15.3 Bismuth standard solution, 1 g/1

Transfer 1,000 g of bismuth (purity = 99,99 % by mass) into a 400 ml beaker with a lid. Add 18 ml of
hydrochloric acid (5.9), 6 ml of nitric acid (5.6) and 10 ml of water. Heat gently, if necessary, until the

dissolution is complete. Add 160 ml of hydrochloric acid solution (5.10), transfer the solution
quantitatively into a 1 000 ml one-mark volumetric flask. Dilute to the mark with water and mix.

1 ml of this solution contains 1 mg of bismuth.

5.15.4 Cadmium standard solution, 1 g/I

Transfer 1,000 g of cadmium (purity = 99,99 % by mass) into a 400 ml beaker with a lid. Add of 10 ml of
water and 30 ml of nitric acid (5.6). Heat gently, if necessary, until the dissolution is complete, allow to

cool and transfer the solution quantitatively into a 1 000 ml one-mark volumetric flask. Dilute to the mark
with water and mix.

1 ml of this solution contains 1 mg of cadmium.

5.15.5 Calcium standard solution, 1 g/1

Transfer 2,497 3 g of calcium carbonate (purity =99,99 % by mass), previously dried at 200 °C to
constant mass into a 400 ml beaker with a lid. Dissolve in 40 ml of hydrochloric acid solution (5.10),

transfer the solution quantitatively into a 1 000 ml one-mark volumetric flask. Dilute to the mark with
water and mix.
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