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BS EN 1429:2000

National foreword

This British Standard is the official English language version of EN 1429:1999.

The UK participation in its preparation was entrusted to Technical Committee
PTI/13, Petroleum testing and terminology, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

The Institute of Petroleum publishes and sells all parts of BS 2000, and
all BS EN petroleum test methods that would be part of BS 2000, both in
its annual publication “Standard methods for analysis and testing of
petroleum and related products and British Standard 2000 parts” and
individually.

Further information is available from:

The Institute of Petroleum, 61 New Cavendish Street, London W1M SAR.
Tel: 020 7467 7100. Fax: 020 7255 1472.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 8, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Sector Amd. No. Date Comments

Committee for Materials and
Chemicals, was published under
the authority of the Standards
Committee and comes into effect
on 15 July 2000
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EUROPEAN STANDARD EN 1429
NORME EUROPEENNE
EUROPAISCHE NORM October 1999

ICS 75.140; 91.100.50

English version

Bitumen and bituminous binders — Determination of residue on
sieving of bitumen emulsions, and determination of storage
stability by sieving

Bitumes et liants bitumineux — Détermination du résidu sur Bitumen und bitumenhaltige Bindemittel — Bestimmung des
tamis des émulsions de bitume et détermination de la Siebriickstandes von Bitumenemulsionen und Bestimmung
stabilité au stockage par tamisage der Lagerbestandigkeit durch Sieben

This European Standard was approved by CEN on 5 September 1999.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Central Secretariat: rue de Stassart, 36 B-1050 Brussels

© 1999 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 1429:1999 E
worldwide for CEN national Members.
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Page 2
EN 1429:1999

Foreword

This European Standard has been prepared by Technical Committee CEN/TC 19, Petroleum
products, lubricants and related products, the Secretariat of which is held by NNI.

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by April 2000, and conflicting national
standards shall be withdrawn at the latest by June 2002.

According to the CEN/CENELEC Internal Regulations, the national standards organizations
of the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.

This draft is part of a package including 15 standards: EN(WI 00019104), EN 1428, EN 1429,

EN 1430, EN 1431, EN 12846, EN 12847, EN 12848, EN 12849, EN 12850, prEN 13074,
EN 13075-1, EN 13075-2, EN 13614-1, EN 13614-2.
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