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National foreword

This British Standard is the official English language version of 
EN 14321-1:2005.

The UK participation in its preparation was entrusted by Technical Committee   
B/520, Glass and glazing in building, to Subcommittee B/520/1, Glass and 
glazing in building — Basic and transformed glass products, which has the 
responsibility to:

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 26, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 

This European Standard (EN 14321-1:2005) has been prepared by Technical Committee CEN/TC 129 “Glass 
in building”, the secretariat of which is held by IBN/BIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by December 2005, and conflicting national standards shall be withdrawn 
at the latest by December 2005. 

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association. 

No existing European Standard is superseded. 

This Part of the European Standard does not stand-alone, it is a part of one standard: 

⎯ EN 14321-1: Glass in building – Thermally toughened alkaline earth silicate safety glass – Part 1: 
Definition and description; 

⎯ prEN 14321-2: Glass in building – Thermally toughened alkaline earth silicate safety glass – Part 2: 
Evaluation of conformity. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland 
and United Kingdom. 
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Introduction

Thermally toughened alkaline earth silicate safety glass has a safer breakage behaviour when compared with 
annealed glass.  When it should be used to offer protection under accidental human impact, thermally toughened 
alkaline earth silicate safety glass also should be classified according to EN 12600. 

NOTE CEN/TC129/WG8 is producing standards for the determination of the design strength of glass and is preparing 
a design method. 
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1 Scope 

This European Standard specifies tolerances, flatness, edgework, fragmentation and physical and mechanical 
characteristics of monolithic flat thermally toughened alkaline earth silicate safety glass for use in buildings. 

Information on curved thermally toughened alkaline earth silicate safety glass is given in Annex A, but this product 
does not form part of this European Standard. 

Other requirements, not specified in this European Standard, can apply to thermally toughened alkaline earth 
silicate safety glass which is incorporated into assemblies, e.g. laminated glass or insulating units, or undergo an 
additional treatment, e.g. coating.  The additional requirements are specified in the appropriate product standard.  
Thermally toughened alkaline earth silicate safety glass, in this case, does not lose its mechanical or thermal 
characteristics. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 1096-1, Glass in building — Coated glass — Part 1: Definitions and classification 

EN 12600, Glass in building — Pendulum test — Impact test method and classification for flat glass

EN 14178-1, Glass in building — Basic alkaline earth silicate glass products — Part 1: Float glass

3 Terms and definitions 

For the purposes of this European Standard, the following terms and definitions apply. 

3.1 
thermally toughened alkaline earth silicate safety glass
glass within which a permanent surface compressive stress has been induced by a controlled heating and 
cooling process in order to give it greatly increased resistance to mechanical and thermal stress and 
prescribed fragmentation characteristics 

3.2 
flat thermally toughened alkaline earth silicate safety glass 
thermally toughened alkaline earth silicate safety glass that has not been deliberately given a specific profile 
during manufacture 

3.3 
enamelled thermally toughened alkaline earth silicate safety glass
thermally toughened alkaline earth silicate safety glass which has a ceramic frit fired into the surface during 
the toughening process.  After toughening the ceramic frit becomes an integral part of the glass 

NOTE In the UK, this glass is also known as opaque thermally toughened alkaline earth silicate safety glass. 

3.4 
horizontal toughening 
process in which the glass is supported on horizontal rollers 

Full document details: BS EN 14321-1:2005

http://dx.doi.org/10.3403/01635278U
http://dx.doi.org/10.3403/02726245U
http://dx.doi.org/10.3403/03134446U
http://www.avadocuments.com/doc/bs-en-14321-1-2005
http://www.avadocuments.com/doc/bs-en-14321-1-2005


EN 14321-1:2005 (E) 

7

3.5 
vertical toughening 
process in which the glass is suspended by tongs 

4 Glass products 

Thermally toughened alkaline earth silicate safety glass shall be made from a monolithic glass generally 
corresponding to the following standard: 

⎯ alkaline earth silicate glass according to EN 14178-1 (float glass); 

⎯ this may also be coated in accordance with EN 1096-1. 

5 Fracture characteristics 

In the event of breakage, thermally toughened alkaline earth silicate safety glass fractures into numerous small 
pieces, the edges of which are generally blunt. 

NOTE Fragmentation in service does not always correspond to that described in Clause 8, due to restraint from fixing 
or reprocessing (e.g. laminating), or due to the cause of fracture. 

6 Dimensions and tolerances  

6.1 Nominal thickness and thickness tolerances 

The nominal thicknesses and thickness tolerances shall be those given in the relevant product standard (see 
Clause 4), some of which are reproduced in Table 1. 
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