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National foreword

This British Standard is the official English language version of
EN 14329:2004.

The UK participation in its preparation was entrusted by Technical Committee
SME/32, Ship and marine technology, to Subcommittee SME/32/7, Inland
navigation vessels, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 16, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

____Documents

Document Sharing Hub

Full document details: BS EN 14329:2004


http://www.avadocuments.com/doc/bs-en-14329-2004
http://www.avadocuments.com/doc/bs-en-14329-2004

EUROPEAN STANDARD EN 14329
NORME EUROPEENNE
EUROPAISCHE NORM March 2004

ICS 47.060
English version
Inland navigation vessels - Installation of berths and loading
areas
Bateaux de navigation intérieure - Arrangement de Fahrzeuge der Binnenschifffahrt - Einrichtung von Liege-
mouillages et d'installation de transbordement und Umschlagplatzen

This European Standard was approved by CEN on 2 February 2004.
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versions.
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Foreword

This document EN 14329:2004 has been prepared by Technical Committee CEN/TC 15 “Inland navigation
vessels”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2004, and conflicting national standards shall be
withdrawn at the latest by September 2004.

This European Standard is intended to be an aid for the construction of berths and loading areas for inland
navigation vessels and to support intermodal transport in the transport chain.

The “loading area” interface described in the standard helps to introduce inland navigation vessels into
logistics and freight and fleet management considerations.

It gives a summary of the necessary devices and their minimum requirements. In this way, it is intended
improving the safety of the users both on the ship and the shore side.

Berths and loading areas may be parts of handling areas, berthing areas and harbours

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and the United Kingdom.
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1 Scope
This European Standard applies to the installation of berths and loading areas for inland navigation vessels.
It also applies to berths and loading areas for inland navigation vessels in seaports.

This standard does not apply to Ro-Ro systems, ferry terminals, floating equipment, bunker stations, landing
stages used for passenger changeovers or for holding areas.

2 Normative references

This standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter.
For dated references, subsequent amendments to or revisions of any of these publications apply to this
standard only when incorporated in it by amendment or revision. For undated references the latest edition of
the publication referred to applies (including amendments).

EN 526, Inland navigation vessels — Gangways with a length not exceeding 8 m - Requirements, types.

N 130586, /nland navigation vessels — Stairs with inclination angles of 30 ° to < 45 ° — Requirements, types.

EN _13574:2001|, Inland navigation vessels — Permanently installed climbing devices with a length not
exceeding 5 m.

N 14144, Lifebuoys — Requirements, tests.
N 141485, Holders for lifebuoys.

3 Terms and definitions
For the purposes of this European Standard, the following definitions apply:

3.1

berth

landing place

landing stage with mooring systems and shore connections

3.2
loading area
berth for loading and unloading inland navigation vessels

3.3

holding area

area used just for short-term waiting until the vessels continues its journey or is assigned a berth or loading
area

34
climbing device
stair and quay ladder

3.5

mooring system
fixed device for making fast inland navigation vessels
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