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National foreword

This British Standard is the UK implementation of EN 14387:2004+A1:2008,
incorporating corrigendum December 2004. It supersedes BS EN 14387:2004
which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated in
the text by tags. Tags indicating changes to CEN text carry the number of the
CEN amendment. For example, text altered by CEN amendment Al is
indicated by .

The UK participation in its preparation was entrusted by Technical Committee
PH/4, Respiratory protection, to Subcommittee PH/4/4, Filters.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Amd. No. Date Comments
15573 24 January 2006  |Supersession details added on title
Corrigendum No. 1 page
30 April 2008 Implementation of CEN amendment
A1:2008
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Foreword

This document (EN 14387:2004+A1:2008) has been prepared by Technical Committee CEN/TC 79
“Respiratory protective devices”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by July 2007 and conflicting national standards shall be withdrawn at the
latest by July 2007.

This document includes Amendment 1, approved by CEN on 2007-12-05.

This document supersedes [Ay EN 14387:2004 (1.

The start and finish of text introduced or altered by amendment is indicated in the text by tags .

The modifications of the related CEN Corrigendum have been implemented at the appropriate places in the
text and are indicated by the tags (ac].

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

A given respiratory protective device can only be approved when the individual components satisfy the
requirements of the test specification which may be a complete standard or part of a standard and practical
performance tests have been carried out successfully on complete apparatus where specified in the
appropriate standard. If for any reason a complete apparatus is not tested then simulation of the apparatus is
permitted provided the respiratory characteristics and mass distribution are similar to those of the complete

apparatus.
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1 Scope

This European Standard refers to gas filters and combined filters for use as components in unassisted
respiratory protective devices.

Filters for use against CO are excluded from this standard.
Laboratory tests are included for the assessment of compliance with the requirements.
Some filters complying with this standard can also be suitable for use with assisted respiratory protective

devices and if so they need to be tested be tested and marked according to the appropriate European
Standard.

2 Normative references
This European Standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text, and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to
this European Standard only when incorporated in it by amendment or revision. For undated references the
latest edition of the publication referred to applies (including amendments).

N 132:1998, Respiratory protective devices — Definitions of terms and pictograms.

N 134:1998, Respiratory protective devices — Nomenclature of components.
EN 143, Respiratory protective devices — Particle Filters - Requirements, testing, marking.

N 148-1|, Respiratory protective devices — Threads for facepieces — Part 1: Standard thread connection.

N 148-2, Respiratory protective devices — Threads for facepieces — Part 2: Centre thread connection.

N 148-3, Respiratory protective devices — Threads for facepieces — Part 3: Thread connection M 45 x 3.

N 13274-3, Respiratory protective devices — Methods of test — Part 3: Determination of breathing resistance.

N 13274-8, Respiratory protective devices — Methods of test — Part 5: Climatic conditions.

EN 13274-7:2008, Respiratory protective devices — Methods of test — Part 7: Determination of particle filter
penetration.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN_132:1998 [*),
N 134:199§ [ and the following &1l apply.

3.1

re-useable combined filter
combined filter intended to be used for more than a single shift
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4 Description
Air enters the gas or combined filter(s) and passes to the facepiece after removal of gases and vapours or

gases, vapours and particles.

5 Classification
5.1 Types of filters

5.1.1 Gasfilters
Gas filters are produced in one of the following types: Types A, B, E, K, AX and SX.
— Type A

For use against certain organic gases and vapours with a boiling point > 65 °C as specified by the
manufacturer.

— Type B
For use against certain inorganic gases and vapours as specified by the manufacturer.
— TypeE
For use against sulphur dioxide and other acidic gases and vapours as specified by the manufacturer.
— Type K
For use against ammonia and organic ammonia derivatives as specified by the manufacturer.
— Type AX

For use against certain organic gases and vapours with a boiling point < 65 °C as specified by the
manufacturer. For single use only.

— Type SX
For use against specific named gases and vapours as specified by the manufacturer.
5.1.2 Multi-type gas filters

Filters which are a combination of two or more of the above types excluding type SX and which meet the
requirements of each type separately.

5.1.3 Combined filters

Gas or multi-type gas filters incorporating a particle filter according to .
5.1.4 Special filters

Special filters are:

— Type NOP3

For use against nitrogen oxides, e.g. NO, NO,, NOy.
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