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National foreword

This British Standard is the UK implementation of EN 14389-2:2015.
It supersedes BS EN 14389-2:2004 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/509/6, Fences for the attenuation of noise.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015.
Published by BSI Standards Limited 2015

ISBN 978 0 580 81707 6
ICS 17.140.30; 93.080.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2015.

Amendments/corrigenda issued since publication
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Foreword

This document (EN 14389-2:2015) has been prepared by Technical Committee CEN/TC 226 “Road equipment”, the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or by
endorsement, at the latest by November 2015, and conflicting national standards shall be withdrawn at the latest by
November 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights.
CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14389-2:2004.

The main change compared to the previous edition is a new presentation of the requirement in order to be coherent
with the new EN 14389-1|. In the new version, the manufacturer has to declare in Table 1 the working life of non-
acoustic performances in function of exposure classes.

This part is concerned with long-term durability. It should be read in conjunction with:

EN 1793, Road traffic noise reducing devices — Test method for determining the acoustical performance

— Part 1: Intrinsic characteristics of sound absorption

— Part 2: Intrinsic characteristics of airborne sound insulation under diffuse sound field conditions

— Part 6: Intrinsic characteristics — In situ values of airborne sound insulation under direct sound field conditions

CEN/TS 1793-§, Road traffic noise reducing devices — Test method for determining the acoustical performance

— Part 5: Intrinsic characteristics - In situ values of sound reflection and airborne sound insulation (CEN/TS)

EN 1794, Road traffic noise reducing devices - Non-acoustic performance

— Part 1: Mechanical performance and stability requirements

— Part 2: General safety and environmental requirements

— Part 3: Reaction to fire. Burning behaviour of noise reducing devices based on assessment of their components.
EN 14389, Road traffic noise reducing devices - Procedures for assessing long-term performance

— Part 1: Acoustical characteristics

N 60721-3-4|, Classification of environmental conditions

— Part 3: Classification of groups of environmental parameters and their severities — Section 4: Stationary use at
non-weatherprotected locations

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following countries
are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland,
Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia,
Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

Noise reducing devices alongside roads should not only fulfil their acoustic function and structural design
requirements in accordance with appropriate documents, but also maintain their performance during the required
working life. The structural elements need to retain acceptable minimum safety factors at the end of their working life
and the acoustic elements not only have to remain effective structurally but provide the specified acoustic
performance.

All elements in the construction of noise reducing devices should be resistant to electrolytic or/and chemical corrosion
and embrittlement, be dimensionally stable and have generally a high ageing resistance in many differing conditions.
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