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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
PVE/19, LPG containers and their associated fittings, upon which the following
bodies were represented:

Autogas Installers' and Retailers' Association

British Compressed Gases Association

Caravan Club

Health and Safety Executive

LP Gas Association

Safety Assessment Federation Ltd.

Co-opted members

Full document details: BS EN 1439:1997

http://www.avadocuments.com/doc/bs-en-1439-1997
http://www.avadocuments.com/doc/bs-en-1439-1997


BS EN 1439 : 1997

 BSI 1997 i

Contents

Page

Committees responsible Inside front cover

National foreword ii

Foreword 2

Text of EN 1439 3

Full document details: BS EN 1439:1997

http://www.avadocuments.com/doc/bs-en-1439-1997
http://www.avadocuments.com/doc/bs-en-1439-1997


ii  BSI 1997

BS EN 1439 : 1997

National foreword

This British Standard has been prepared by Technical Committee PVE/19 and is the
English language version of EN 1439 : 1996, Transportable refillable welded steel
cylinders for liquefied petroleum gas (LPG) Ð Procedure for checking before, during
and after filling, published by the European Committee for Standardization (CEN).

EN 1439 was produced as a result of international discussions in which the
United Kingdom took an active part.

Cross-reference

Publication referred to Corresponding British Standard

EN 1440 : 1996 BS EN 1440 : 1997 Transportable refillable welded steel
cylinders for liquefied petroleum gas (LPG) Ð Periodic
requalification

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, pages 1
to 10, an inside back cover and a back cover.
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OrtsveraÈnderliche, wiederbefuÈ llbare Flaschen aus
geschweiûte Stahl fuÈr FluÈssiggas Ð
Kontrollverfahren vor, waÈhrend und nach dem
FuÈllen

This European Standard was approved by CEN on 1996-04-07. CEN members are
bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.
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