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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee PVE/19, LPG containers and their associated fittings, upon which
the following bodies were represented:

Autogas Installers’ and Retailers’ Association
British Compressed Gases Association
Caravan Club

Health and Safety Executive

LP Gas Association

Safety Assessment Federation Ltd.

Co-opted members

This British Standard, having
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direction of the Engineering
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under the authority of the

Standards Board and comes

into effect on Amendments issued since publication
15 January 1997

© BSI 02-2000 Amd. No. Date Comments
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National foreword

This British Standard has been prepared by Technical Committee PVE/19 and is
the English language version of EN 1440:1996, Transportable refillable welded
steel cylinders for liquefied petroleum gas (LPG) — Periodic requalification,
including corrigendum August 1999 published by the European Committee for
Standardization (CEN).

EN 1440 was produced as a result of international discussions in which the
United Kingdom took an active part.

Cross-references

Publication referred to  Corresponding British Standard

EN 1439:1996 BS EN 1439:1997 Transportable, refillable welded steel
cylinders for liquefied petroleum gas (LPG) — Procedure
for checking before, during and after filling

ISO 8504 BS 7079: Group D Methods for surface preparation
Part D1:1993 General principles
Part D2:1993 Abrasive blast-cleaning
Part D3:1993 Hand- and power-tool cleaning

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii,
the EN title page, pages 2 to 10, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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EUROPEAN STANDARD EN 1440
NORME EUROPEENNE
EUROPAISCHE NORM September 1996

ICS 23.020.30 Incorporating corrigendum August 1999
Descriptors: Gas cylinders, liquefied petroleum gases, commercial butane, commercial propane, steels, welded construction, inspection,

qualification, routine verification, defects, leak tests, repairs, marking
English version

Transportable refillable welded steel cylinders for liquefied
petroleum gas (LPG) — Periodic requalification

Bouteilles en acier soudé transportables et Ortsverdanderliche, wiederbefiillbare

rechargeables pour gaz de pétrole liquéfié geschweilite Flaschen aus Stahl fur

(GPL) — Requalification périodique Flussiggas — Regelméfig wiederkehrende
Prifung

This European Standard was approved by CEN on 1996-04-07. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1996 Copyright reserved to CEN members
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