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National foreword

This British Standard is the UK implementation of EN 14451:2005. It

supersedes BS 6282-2:1982, BS 6282-3:1989 and BS 6282-4:1989 which are

withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
B/504, Water supply, to Subcommittee B/504/14, Backflow prevention.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority

of the Standards Policy and
Strategy Committee Date Comments
on 21 December 2005
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Foreword

This document (EN 14451:2005) has been prepared by Technical Committee CEN/TC 164 “Water supply”,
the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2005, and conflicting national standards shall be withdrawn
at the latest by November 2005.

This document has been developed with reference to EN 1717 "Protection against pollution of potable water
in water installations and general requirements of devices to prevent pollution by backflow".

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Den-
mark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxem-
bourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and
United Kingdom.
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Introduction

In respect of potential adverse effects on the quality of water intended for human consumption, caused by the
product covered by this document:

a) this document provides no information as to whether the product may be used without restriction in
any of the Member States of the EU or EFTA,;

b) it should be noted that, while awaiting the adoption of verifiable European criteria, existing national
regulations concerning the use and/or the characteristics of this product remain in force.
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1 Scope

This document specifies:

a) field of application;

b) requirements for in line anti-vacuum valves;

c) dimensional, the physico-chemical properties and the properties of general hydraulic, mechanical and
acoustic design of in-line anti-vacuum valves DN 8 to DN 80;

d) test method and requirements for verifying these properties;
e) marking and presentation;
f) acoustics.

This document specifies the characteristics of in-line anti-vacuum valves DN 8 to DN 80 that are suitable for
use in drinking water systems at pressures up to 1 MPa (10 bar) and temperatures up to 65 °C and for 1 h at
90 °C.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated refer-
ences, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

N 806-1:2000, Specifications for installations inside buildings conveying water for human consumption —
Part 1: General

N 1717:2000, Protection against pollution of potable water in water installations and general requirements of
devices to prevent pollution by backflow

N I1SO 228-1|, Pipe threads where pressure-tight joints are not made on the threads — Part 1: Dimensions,
tolerances and designation @S0 228-1:2004)

N ISO 3822-1|, Acoustics — Laboratory tests on noise emission from appliances and equipment used in
water supply installations — Part 1: Method of measurement (|SO 3822-1:1999)

N ISO 3822-3, Acoustics — Laboratory tests on noise emission from appliances and equipment used in
water supply installations — Part 3: Mounting and operating conditions for in-line valves and appliances
822-3:199

N ISO 3822-4, Acoustics — Laboratory tests on noise emission from appliances and equipment used in
water supply installations — Part 4: Mounting and operating conditions for special appliances (JSO_3822
4:1997)

N ISO 5167-1, Measurement of fluid flow by means of pressure differential devices inserted in circular cross-
section conduits running full - Part 1: General principles and requirements (ISO 5167-1:2003)

N ISO 6509, Corrosion of metals and alloys — Determination of dezincification resistance of brass

SO 6509:198

ISO 7-1, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions, tolerances
and designation

S0 9221, Corrosion tests in artificial atmospheres — Salt spray tests
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1717:2000, EN 806-1:200( and the
following apply.

in-line anti-vacuum valve

mechanical device with an air inlet which is closed when water flows through it at or above atmospheric pres-
sure, but which opens to admit air if there is a subatmospheric pressure at the water inlet or when the flow
stops, and closes so as to be watertight when the flow of water is resumed at normal pressure. In case of
subatmospheric pressure the obturator should admit air to the downstream pipework as well as throttling the
inlet waterway of the device. It ensures no protection against back flow by back pressure. For the purpose of
this document "in-line-anti-vacuum valve(s) DA" is hereafter referred to as “device(s)”

4 Nominal size
The nominal size (DN) of the device shall correspond to the denomination of the thread according to Table 1.

For the specification of threads see 8.2.

Table 1 — Nominal size vs thread size

DN 8 10 15 20 25 32 40 50 65 80
Thread size Ya Y% Ve Ya 1 1% 1% 2 2 3

5 Designation

The devices are designated by:

a) name;

b) reference to this document ();
c) family, type;

d) nominal size (DN);

e) body material;

f) acoustic group (< DN 32 only).
Example of designation:

In-line antivacuum valve, EN_14451[,family D, type A, DN 20, gun metal, I

6 Marking and technical documents

6.1 General
In countries where the use of products made of dezincification resistant materials is not required, the

dezincification resistant products according to EN ISO 6509, as well as the products which do not contain zinc,
may be marked "DR".
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