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National foreword

This British Standard was published by BSI. It is the UK implementation of 
EN 14452:2005.
The UK participation in its preparation was entrusted by Technical Committee 
B/505, Wastewater engineering, to Subcommittee B/505/4, Manhole covers, 
surface boxes and other road fittings.
A list of organizations represented on B/505/4 can be obtained on request to its 
secretary.
BSI Technical Committee B/504 would like to draw the users’ attention to 
10.10.1, which in the opinion of the Committee should read:  
“For this test the membrane of the device shall be cut off as indicated in  
Figure 2. For further details of the procedure see 10.4.”
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.
Amendments issued since publication
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Foreword 

This document (EN 14452:2005) has been prepared by Technical Committee CEN/TC 164 “Water supply”, 
the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by November 2005, and conflicting national standards shall be withdrawn 
at the latest by November 2005. 

This document has been worked out in reference with EN 1717 "Protection against pollution of potable water 
in water installations and general requirements of devices to prevent pollution by backflow". 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Den-
mark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxem-
bourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and 
United Kingdom. 
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Introduction 

In respect of potential adverse effects on the quality of water intended for human consumption, caused by the 
product covered by this document: 

a) this document provides no information as to whether the product may be used without restriction in 
any of the Member States of the EU or EFTA; 

b) it should be noted that, while awaiting the adoption of verifiable European criteria, existing national 
regulations concerning the use and/or the characteristics of this product remain in force. 
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