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ii  BSI 1997

BS EN 1447 : 1997

National foreword

This British Standard has been prepared by Technical Committee PRI/61 and is the
English language version of EN 1447 : 1996 Plastics piping systems Ð
Glass-reinforced thermosetting plastics (GRP) pipes Ð Determination of long-term
resistance to internal pressure, published by the European Committee for
Standardization (CEN).

It is incorporated into BS 2782 Methods of testing plastics : Part 12 : Reinforced
plastics pipes, fittings and valves, as Method 1227A : 1997, for association with related
test methods for plastics materials and plastics piping components.

This standard has been prepared for reference by other standards under preparation
by CEN for specification of reinforced plastics piping systems and components. It has
been implemented to enable experience of the methods to be gained and for use for
other fresh applications.

It is also for use for the revision or amendment of other national standards as
practicable, but it should not be presumed to apply to any existing standard or
specification which contains or makes reference to a different test method until that
standard/specification has been amended or revised to make reference to this method
and adjust any requirements as appropriate.

Cross-references

Publication referred to Corresponding British Standard

EN 705 : 1994 BS EN 705 : 1995
Plastics piping systems Ð Glass-reinforced thermosetting
plastics (GRP) pipes and fittings Ð Methods for regression
analyses and their use

Warning note. This British Standard, which is identical with EN 1447 : 1996, does not
necessarily detail all the precautions necessary to meet the requirements of the Health
and Safety at Work etc. Act 1974. Attention should be paid to any appropriate safety
precautions and the method should be operated only by trained personnel.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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This document comprises a front cover, an inside front cover, pages i and ii, the EN
title page, pages 2 to 6, an inside back cover and a back cover.
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