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National foreword

This British Standard is the official English language version of
EN 14522:2005.

The UK participation in its preparation was entrusted to Technical Committee
FSH/23, Fire precautions in industrial and chemical plant, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 22, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

This European Standard (EN 14522:2005) has been prepared by Technical Committee CEN/TC 305 “Potentially
explosive atmospheres — Explosion prevention and protection”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or

by endorsement, at the latest by March 2006, and conflicting national standards shall be withdrawn at the latest by
March 2006.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association, and supports essential requirements of EU Directive.

For relationship with EU Directive, see informative Annex ZA, which is an integral part of this document.
According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark,

Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Introduction

To avoid the hazard of explosion, an appropriate measure is to prevent effective ignition sources. Hot surfaces
(heated active or passive) are one of the widespread potential ignition sources. The ignition potential of hot
surfaces can be characterized with respect to the flammable substance under use by the auto ignition temperature
of the flammable substance.

The auto ignition temperature depends mainly on:

— the properties of the flammable substance;

— oxidiser;

— pressure;

— volume of the test vessel;

— material of the test vessel (hot surface);

— shape of the hot surface (this includes the fact whether the hot surface is surrounded by the cool flammable
mixture or the flammable mixture is surrounded by the hot surface);

— flow and turbulence of the mixture;

— inert gas.

Therefore it is necessary to standardize the conditions at which the auto ignition temperature is to be determined.
Auto ignition temperatures as determined according to this European Standard are used first of all for classifying
substances and explosion-proof electrical as well as non-electrical equipment into temperature classes. They may
be used for designing explosion protection measures when the influence of process conditions is known and taken

into account. They may also be element of fire risk assessment.

Because of the influences mentioned above, care shall be taken when applying such results measured under
laboratory conditions to industrial applications.

The apparatus and procedure described below is also used for carrying out the ‘Surface ignition test’ in
EC 60601-2-13 ‘Medical electrical equipment — Part 2-13: Particular requirements for the safety of anaesthetic

systems’.
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1 Scope
This European Standard test method is designed to determine the auto ignition temperature of a flammable gas or

vapour in mixture with air, or air/inert gas, at ambient pressure up to 650 °C. It is not suitable to describe the
interactions of hot surfaces with explosives.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including
amendments) applies.

SO 1773, Laboratory glassware — Narrow-necked boiling flasks

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.

31

auto ignition temperature

T;

lowest temperature (of a hot surface) at which under specified test conditions an ignition of a flammable gas or
flammable vapour in mixture with air or air/inert gas occurs

3.2

ignition delay time

time between the completed injection of the flammable substance and the ignition

NOTE 1 The ignition delay time may vary between fractions of a second and some minutes.

NOTE 2 In literature auto ignition temperature is also referred to as self ignition temperature. In the case of dusts the
respective safety characteristic is referred to as minimum ignition temperature.

4 Test method

4.1 Principle

The amount of substance and the temperature of the test vessel, which is filled with air or air/inert gas, are varied
to find the lowest temperature (of the hot surface) that causes an ignition.

4.2 Apparatus

421 General

The test apparatus consists of:
— atest vessel,

— support for the test vessel;

— calibrated measuring thermocouple;
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— an electrical hot-air oven;

— metering devices for metering the flammable substance;
— a mirror for observing the ignition;

— timer;

— equipment for cleaning the test vessel.

4.2.2 Test vessel and support

The test vessel shall be a 200 ml narrow-necked Erlenmeyer flask made of borosilicat glass according , or
equivalent national standards. It shall be ensured that the inner surface of the bottom is not domed anyway. It shall
be equipped with at least one calibrated measuring thermocouple of 1,5 mm maximum diameter, having an
accuracy of 0,5 K. The thermocouple(s) shall be mounted with intimate contact to the external surface of the flask
at a distance of (25 + 2) mm to the bottom of the flask (see Annex B). The support for the Erlenmeyer flask shall
ensure, that the heat dissipation via the support is as low as possible. If the support is mounted at the neck it shall
be ensured that it does not use more than (5 £ 2) mm of the height of the neck of the Erlenmeyer flask (for example
see Annex B).

NOTE If there is special need to know exactly the influence of volume on the auto ignition temperature additional
experiments in larger (respectively smaller) volumes of the same shape and material may be carried out. Data from literature
show a decrease of the auto ignition temperature with increasing volume where at the same time the ignition delay time
increases. See Annex E.

4.2.3 Hot air oven and mounting of the vessel

The hot air oven shall be of sufficient dimensions to heat up the test vessel in a uniform manner. It shall be
designed in such a way that

1) when the oven is covered with a well fitting lid and after having reached the respective temperature
equilibrium

— the temperature at the position of the measuring thermocouple and the temperature at the position of
the centre of the bottom of the Erlenmeyer flask differ not more than 3 K over the whole temperature
range and

— the temperature measured at the position of the measuring thermocouple and the temperature
measured at the position half of the height of the Erlenmeyer flask differ not more than 15 K over the
whole temperature range;

2) when the oven is equipped with the Erlenmeyer flask filled with air

— the temperature measured with the measuring thermocouple varies not more than 2 K over a period
of 6 min over the whole temperature range.

Care shall be taken that there is no direct contact between the test vessel and the inner walls of the oven. The
distance between the inner walls and the Erlenmeyer flask shall be at least 4 mm. The test vessel shall be mounted
in such a way that

— itis totally immersed in the oven, whereas the oven should not overlap the Erlenmeyer flask more than 30 mm;

— itis uniformly heated;

— the mixture of air and flammable substance which is generated inside the Erlenmeyer flask by introducing the
sample is not affected by the convection inside the oven;

— there is no possibility that the (explosive) mixture of air and flammable substance which is generwiljﬁ)fents

Erlenmeyer flask by introducing the sample enters into the oven and
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