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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 14585:2024. It

supersedes PD CEN/TR 14585-2:2006, PD CEN/TR 14585-3:2017 and
BS EN 14585-1:2006, which are withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GSE/42, Gas fittings and connections including metal hose
and hose assemblies.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at www.
bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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BRITISH STANDARD

ISBN 978 0 539 20901 3
ICS 23.040.70

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2024.

Amendments/corrigenda issued since publication
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ICS 23.040.70 Supersedes EN 14585-1:2006, CEN/TR 14585-2:2006,
CEN/TR 14585-3:2017

English Version

Corrugated metal hose assemblies for pressure
applications

Tuyauteries métalliques flexibles onduleuses pour Gewellte Metallschlauchleitungen fiir
applications sous pression Druckanwendungen

This European Standard was approved by CEN on 26 August 2024.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
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European foreword

This document (FprEN 14585:2024) has been prepared by Technical Committee CEN/TC 342 “Metal
hose, hose assemblies, bellows and expansion joints”, the secretariat of which is held by SNV.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2025, and conflicting national standards shall be
withdrawn at the latest by April 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14585-1:2006, CEN/TR 14585-2:2006, CEN/TR 14585-3:2017.

Annex E provides details of significant technical changes between this document and the previous
edition.

This document has been prepared under a standardization request addressed to CEN by the European
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its
Member States.

For the relationship with EU Legislation, see informative Annex ZA, which is an integral part of this
document.

This document has been produced to address the specific needs of corrugated metal hose assemblies for
pressure applications. For applications outside the scope of EU Directive 2014/68/EU, refer to
EN ISO 10380:2012.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
[taly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

Corrugated metal hose assemblies are used as components in piping.

The requirements of this document impact designers, manufacturers, suppliers and importers of
corrugated metal hose assemblies for pressure applications.

The unique nature of a corrugated metal hose assembly is characterized by:
— the opposing requirements of pressure resistance and flexibility;

— the interactive role of its pressure bearing parts: corrugated metal hose, braid, end fittings and its
permanent joints.

Asageneral rule PED [1] Annex I, Clause 2.2.2 limits the experimental design method for piping to PS - DN
less than 3000. Validation tests are, however, intended to support design of corrugated metal hose
assemblies for all practically achievable values of PS - DN.

Regarding sound engineering practice (SEP), the manufacturer is responsible for its application based on
relevant standards or other professional codes. Corrugated metal hose assemblies according to SEP are
expected to be designed, manufactured, verified and delivered with instructions for use in order to ensure
their safety during their intended life, when used in foreseeable or reasonably foreseeable conditions.

NOTE1 ENISO 10380:2012 or relevant professional codes answer sound engineering practice requirements.

NOTE 2  Seealso PED Guidelines I-01 [5] and I-09 [6].
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1 Scope

This document specifies the requirements for design, manufacture and installation of corrugated metal
hose assemblies for pressure applications, i.e. maximum allowable pressure PS greater than 0,5 bar.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

N 764-4:2014), Pressure equipment - Part 4: Establishment of technical delivery conditions for metallic
materials

EN 764-5:2014, Pressure equipment - Part 5: Inspection documentation of metallic materials and
compliance with the material specification

EN 1092-1:2018, Flanges and their joints - Circular flanges for pipes, valves, fittings and accessories, PN
designated - Part 1: Steel flanges

EN 1562:2019, Founding - Malleable cast irons

EN 1591-1:2013, Flanges and their joints - Design rules for gasketed circular flange connections - Part 1:
Calculation

N 1593:1999,1 Non destructive testing — Leak testing — Bubble emission techniques
N 1652:1997, Copper and copper alloys - Plate, sheet, strip and circles for general purposes

N 1653:1997,2 Copper and copper alloys — Plate, sheet and circles for boilers, pressure vessels and hot
water storage units

N 1779:1999,3 Non destructive testing — Leak testing - Criteria for method and technique selection
EN 1982:2017, Copper and copper alloys - Ingots and castings

EN ISO 6892-1:2019, Metallic materials - Tensile testing - Part 1: Method of test at room temperature (@
6892-1:2019

EN ISO 7369:2020, Pipework - Metal hoses and hose assemblies - Vocabulary (SO 7369:2020

EN ISO 9445-1:2010, Continuously cold-rolled stainless steel - Tolerances on dimensions and form - Part 1:
Narrow strip and cut lengths (1SO 9445-1:2009)

EN ISO 9445-2:2010, Continuously cold-rolled stainless steel - Tolerances on dimensions and form - Part 2:
Wide strip and plate/sheet (1SO 9445-2:2009)

1 As impacted by EN 1593:1999/A1:2003.
2 As impacted by EN 1653:1997/A1:2000.
3 As impacted by EN 1779:1999/A1:2003.
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EN ISO 9606-1:2017, Qualification testing of welders - Fusion welding - Part 1: Steels (1SO 9606-1:2012
including Cor 1:2012 and Cor 2:2013)

EN ISO 9606-4:1999, Approval testing of welders - Fusion welding - Part 4: Nickel and nickel alloys (ISO
9606-4:1999)

EN IS0 9712:2022, Non-destructive testing - Qualification and certification of NDT personnel (ISO
9712:2021)

EN 10028-2:2017, Flat products made of steels for pressure purposes - Part 2: Non-alloy and alloy steels
with specified elevated temperature properties

EN 10028-4:2017, Flat products made of steels for pressure purposes - Part 4: Nickel alloy steels with
specified low temperature properties

EN 10028-7:2016, Flat products made of steels for pressure purposes - Part 7: Stainless steels

EN 10088-3:2014}, Stainless steels - Part 3: Technical delivery conditions for semi-finished products, bars,
rods, wire, sections and bright products of corrosion resisting steels for general purposes

EN 10204:2004), Metallic products - Types of inspection documents

EN 10216-1:2013, Seamless steel tubes for pressure purposes - Technical delivery conditions - Part 1: Non-
alloy steel tubes with specified room temperature properties

EN 10216-2:2013+A1:2019, Seamless steel tubes for pressure purposes - Technical delivery conditions -
Part 2: Non-alloy and alloy steel tubes with specified elevated temperature properties

EN 10216-3:2013, Seamless steel tubes for pressure purposes - Technical delivery conditions - Part 3: Alloy
fine grain steel tubes

EN 10216-4:2013, Seamless steel tubes for pressure purposes - Technical delivery conditions - Part 4: Non-
alloy and alloy steel tubes with specified low temperature properties

EN 10216-5:2021, Seamless steel tubes for pressure purposes - Technical delivery conditions - Part 5:
Stainless steel tubes

EN 10217-3:2019, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 3: Electric
welded and submerged arc welded alloy fine grain steel tubes with specified room, elevated and low

temperature properties

EN 10217-4:2019, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 4: Electric
welded non-alloy steel tubes with specified low temperature properties

EN 10217-5:2019, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 5:
Submerged arc welded non-alloy and alloy steel tubes with specified elevated temperature properties

EN 10217-7:2021, Welded steel tubes for pressure purposes - Technical delivery conditions - Part 7:
Stainless steel tubes

EN 10222-2:2017+A1:2021, Steel forgings for pressure purposes - Part 2: Ferritic and martensitic steels
with specified elevated temperatures properties
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EN 10222-3:2017, Steel forgings for pressure purposes - Part 3: Nickel steels with specified low temperature
properties

EN 10222-5:2017, Steel forgings for pressure purposes - Part 5: Martensitic, austenitic and austenitic-
ferritic stainless steels

EN 10253-2:2021, Butt-welding pipe fittings - Part 2: Non alloy and ferritic alloy steels with specific
inspection requirements

EN 10253-4:2008, Butt-welding pipe fittings - Part 4: Wrought austenitic and austenitic-ferritic (duplex)
stainless steels with specific inspection requirements

EN ISO 10380:2012, Pipework - Corrugated metal hoses and hose assemblies (1SO 10380:2012)
EN 12164:2016, Copper and copper alloys - Rod for free machining purposes

EN 12165:2016, Copper and copper alloys - Wrought and unwrought forging stock

EN 12166:2016, Copper and copper alloys - Wire for general purposes

EN 12167:2016, Copper and copper alloys - Profiles and bars for general purposes

EN 12168:2016, Copper and copper alloys - Hollow rod for free machining purposes

EN 12449:2023, Copper and copper alloys - Seamless, round tubes for general purposes

EN 13134:2000, Brazing - Procedure approval

EN 13184:2001,4 Non-destructive testing — Leak testing — Pressure change method
EN 13445-3:2021, Unfired pressure vessels - Part 3: Design

EN 13480-2:2017, Metallic industrial piping - Part 2: Materials

EN 13480-3:2017, Metallic industrial piping - Part 3: Design and calculation

EN ISO 148-1:2016, Metallic materials - Charpy pendulum impact test - Part 1: Test method (SO 148
1:2016)

EN ISO 13585:2012, Brazing - Qualification test of brazers and brazing operators (ISO 13585:2012)

EN ISO 14732:2013, Welding personnel - Qualification testing of welding operators and weld setters for
mechanized and automatic welding of metallic materials (ISO 14732:2013)

EN IS0 15610:2023, Specification and qualification of welding procedures for metallic materials —
Qualification based on tested welding consumables (1SO 15610:2023)

EN ISO 15613:2004, Specification and qualification of welding procedures for metallic materials -
Qualification based on pre-production welding test (ISO 15613:2004)

4 As impacted by EN 13184:2001/A1:2003.
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EN ISO 15614-1:2017, Specification and qualification of welding procedures for metallic materials -
Welding procedure test - Part 1: Arc and gas welding of steels and arc welding of nickel and nickel alloys

(IS0 15614-1:2017, Corrected version 2017-10-01)

EN ISO 17637:2016, Non-destructive testing of welds - Visual testing of fusion-welded joints (@
7637:2016

EN ISO 20485:2018, Non-destructive testing - Leak testing - Tracer gas method (1SO 20485:2017)

3 Terms and definitions

For the purposes of this document, the terms and definitions in EN ISO 7369:2020 and the following
apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
metal hose assembly
assembly of a corrugated metal hose with its end fittings

3.2

maximum allowable pressure

PS

maximum pressure at the operating temperature for which the metal hose assembly is designed

Note 1 to entry:  See also 6.2.1.

3.3

maximum allowable pressure at 20°C

PSzo

equivalent maximum pressure at ambient temperature for which the metal hose assembly is designed

3.4

minimum allowable temperature

minimum allowable temperature TS

minimum temperature for which the metal hose assembly is designed

Note 1 to entry:  See also 6.2.1.

3.5

maximum allowable temperature

maximum allowable temperature TS

maximum temperature for which the metal hose assembly is designed

Note 1 to entry:  See also 6.2.1.

3.6

nominal pressure

PN

dimensionless alphanumerical designation which is a convenient rounded number commonly used for
reference purposes of piping components and stock parts
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Note 1 to entry:  For this document PN represents the maximum allowable pressure at 20°C as specified by the
metal hose assembly manufacturer.

3.7

test pressure

PT

pressure at which the metal hose assembly is proof tested (normally at ambient temperature)

3.8

main pressure bearing parts

parts, such as corrugated metal hose, braid, pipe ends, the failure of which can result in a sudden
discharge of pressure energy

3.9

pressure bearing parts

parts, such as swivel nuts, flanges, threaded end fittings, that are not main pressure bearing parts defined
in 3.8 and the failure of which can not lead to a sudden discharge of pressure energy

3.10
attachments to pressure parts
parts, such as ferrules, that are directly welded to parts defined in 3.8 or 3.9

3.11
other parts

parts, such as external protection, anti-kink device, braid protecting spiral, which are not parts according
to 3.8to0 3.9

3.12

experimental tests

type testing

tests made to develop an experimental design method

3.13
category
classification of pressure equipment according to ascending level of hazard

Note 1 to entry:  See Annex A.

3.14
equipment manufacturer
natural or legal person responsible for the values of the parameters PS and TS

Note 1 to entry:  This can be the manufacturer or planner of the piping for which the metal hose assembly is
designed.

3.15

hose manufacturer

natural or legal person responsible for the design and the manufacture of the corrugated metal hose
and/or the metal hose assembly

3.16
purchaser
person or organization that orders products in accordance with this document
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Note 1 to entry: The purchaser is not necessarily, but can be, a manufacturer of pressure equipment in
accordance with the EU Directive listed in Annex ZA. Where a purchaser has responsibilities under this EU Directive,
this document will provide a presumption of conformity with the essential requirements of the Directive identified
as such in Annex ZA once the reference of the Standard is published in the Official Journal of the European
Commission

3.17

hydraulic forming

longitudinal welded

corrugating a tube by pressurizing the inside against external tooling which allows this corrugated tube
to be axially shortened during the process

3.18

roll forming

longitudinal welded

corrugating a tube by rolling from the outside to the inside and allowing or forcing this corrugated tube
to be axially shortened during the process

3.19

helical crest welded

resistance welded

profiling a strip, rolling it over helically and finally welding the overlaps

3.20
strand
group of parallel wires used for plain braid or wires woven together to form a braided strand

3.21
braided braid
braid that is manufactured from previously braided strands

3.22

operating instructions

written procedure provided by the manufacturer which include all information regarding installation,
operation, safety and maintenance of the equipment within the manufacturer's scope of supply

4 Classification
For the application of this document, hose assemblies are divided into groups according to ascending
level of hazard: SEP, Category I, and Categories Il and III.

The grouping is, according to the requirements of PED [1], depending on their nominal diameter DN, their
maximum allowable pressure PS, and on the type of fluid they convey.

According to the conformity assessment tables of the PED (see also Annex A) the differentlevels of hazard
lead to:

— SEP, covering the field of sound engineering practice according to Article 4, Clause 3 of PED; i.e.
smallest level of hazard with no CE marking;

— Category I, covering metal hose assemblies designed for a mean level of hazard and being CE marked;

— Categories Il and IlI, covering metal hose assemblies designed for higher levels of hazard and being
CE marked.
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5 Materials
5.1 General requirement

Materials for the manufacture of hose assemblies including filler metal shall be selected on the basis of
their suitability for fabrication according to Clause 7, and for the conditions under which they will be
used.

Materials used for hose assemblies according to Categories I to 11 shall fulfil the additional requirements
specified in 5.6.

When combining different materials, care shall be taken regarding material compatibility (e.g. galvanic
corrosion, welding compatibility).

5.2 Suitable materials

Materials suitable for hoses assemblies are given as follows:

a) Materials suitable for corrugated metal hoses and their temperature limits are given in Table 1;

b) Materials suitable for braid, end fittings, and additional parts are given in Table 2.
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Table 1 — Materials for corrugated metal hoses and their temperature limits

Material Temperature °C
Document
Type Number Steel name Minimum | Maximum
1.4306 X2CrNi19-11 -273a 550
1.4401 X5CrNiMo17-12-2 -1962 550
1.4404 X2CrNiMo17-12-2 -273a 550
Stainless 1.4435 | X2CrNiMo18-14-3 -273a 550
austenitic i EN 10028-7:2016
teel 1.4539 | X1NiCrMoCu25-20-5 - 1962 550
steels
1.4541 X6CrNiTi18-10 -273a 550
1.4547 | X1CrNiMoCuN20-18-7| -1962 500
1.4571 | X6CrNiMoTil7-12-2 -273a 550
i X10NiCrAITi32-21 600
Heatresistant [ )or¢ A -196 See Table C.2
austenitic steels X10NiCrAlTi32-21 (H) (900)®
Nickel 2.4360 NiCu30Fe -196 425 See Table C.2
alloys
(part 1) 2.4858 NiCr21Mo -10 540 See Table C.2
2.4610 NiMo16Cr16Ti -196 400 EAM-0526-28
EAM-0526-43-1
-10 450 ’
‘ EAM-0526-43-2
Nickel 2.4816 NiCr15Fe
a]]oys [— 273)C (900)b See Table C.3
(part 2) 2.4819 NiMo16Cr15W -196 400 EAM-0526-18
-196 450 EAM-0526-40
2.4856 NiCr22Mo9Nb
(- 273)c (900)® See Table C.3

a  Minimum temperature in accordance with EN 13445-2:2021, Annex B or EN 13480-2:2017, Annex B.

b Special care should be exercised due to the risk of embrittlement when using the materials at elevated
temperatures above 550 °C. See 6.2.2 for details.

¢ See 5.6.3 a) for details.
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Table 2 — Materials for braid, end fittings, ferrules, and additional parts

Component

Material No

Document

Pressure parts

1.4301, 1.4306, 1.4401, 1.4404, 1.4541,
1.4571

EN 10088-3:2014

Braid 1.4876, 2.4360, 2.4819, 2.4856, 2.4858 Table 1
Cu-based material: CW450K, CW452K, ) .
CWS08L EN 12166:2016
Foreed EN 10222-2:2017+A1:2021 and
Carbon steel & EN 10222-3:2017f
Flat products EN 10028-2:2017 ¢
_ 1.4301, 1.4306, 1.4401, 1.4404, 1.4435, EN 10222-5:2017
Fixed flange, 1.4462,1.4541, 1.4571 EN 10028-7:2016
Weld collar,
Floating flange b 1.4876, 2.4360, 2.4816, 2.4819, 2.4856, Table 1
grans 24858
CWO024A N 1653:199
Copper-based _
material: CWE17N EN 12164:2016 2
EN 12165:2016 2
Carbon steel EN 10253-2:2021f
1.4301, 1.4306, 1.4401, 1.4404, 1.4435 E 7
) ) ) ) ) - :
1.4462,1.4541,1.4571 N 10253-4:200
1.4876, 2.4360, 2.4816, 2.4819, 2.4856, Table 1
Thread nipple, 2.4858
Taper thread CW024A N 1653:199
nipple,
Threaded CW602N EN 12164:2016 2
connection, CW608N EN 12165:2016 2
CW614N EN 12167:2016 2
Threaded fitting Copper-based . a
. ) material: CW617N EN 12168:2016
Swivel nut CC491K
(CuSn5Zn5Pb5-C)
EN 1982:2017
CC499K

(CuSn5Zn5Pb2-C)

Malleable cast iron
d

EN-JM1030

EN 1562:2019

Pipe ends

Seamless
welded

Carbon steel

EN 10217-3:2019, EN 10217-4:2019

EN 10216-1:2013,

EN 10216-2:2013+A1:2019,

EN 10216-3:2013 and
N 10216-4:2013

and EN 10217-5:2019°f
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Component Material No Document

1.4301, 1.4306, EN 10216-5:2021

1.4401, 1.4404 Seamless

4401, 1.4404, EN 10217-7:2021
1.4541, 1.4571 welded

1.4876, 2.4360, 2.4816, 2.4819, 2.4856,

5 4858 See Table 1
Copper-based CW024A EN 12449:2023 «

material:

Parts attached to pressure parts

1.4301, 1.4306, 1.4401, 1.4404, 1.4541,

EN 10028-7:2016

1.4571
Ferrule 1.4876, 2.4360, 2.4816, 2.4819, 2.4856
(similar to braid 24858 T T T ’ See Table 1
material) :
Copper-based material: CW450K, ) .
CWA452K, CW508L EN 12166:2016
Other parts ¢
11;21 1.4306, 1.4401, 1.4404, 1.4541, EN 10028-7:2016
End ring, .
Protective strip- 1.4876, 2.4360, 2.4816, 2.4819, 2.4856, See Table 1
wound hose, 2.4858
Anti-kink device Copper-based material: CW450K, N 1652-199
CW452K, CW508L :
Braid protecting 1.4301, 1.4306, 1.4401, 1.4404, 1.4541, E . ]
helix 1.4571,1.4310 N 10088-3:201
a Not harmonized to PED; Particular Material Appraisals (PMA) are necessary for applications within the scope
of the PED.

b Ferritic floating flanges shall be protected to avoid contamination of adjacent stainless steel parts.
¢ Swivel nuts shall be made from free cutting materials.

d Malleable cast iron parts shall be made weldable by multiple tempering. The carbon content of the welding
zones shall not exceed 0,3 %.

e Other parts shall be preferably made from materials similar to the braid material.

f Minimum/maximum temperature limits are indicated in the relevant normative references.

5.3 Other materials

Other materials can be used provided they fulfil the general requirements of 5.1 and conform to a

harmonized standard or comply with a European Approval for Materials (EAM) or have a Particular
Material Appraisal (PMA) as defined in EN 764-4:2014.

5.4 Corrosion

The materials selected for the metal hose assembly shall have adequate resistance to all the corrosive
agents likely to be encountered during the lifetime of the system, i.e. the transported fluid and/or the
environment. Consideration shall be given to all corrosion risks including pitting corrosion, intergranular
corrosion, crevice corrosion, contact corrosion and stress corrosion cracking.
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NOTE Corrugated metal hoses generally have a wall thickness substantially less than that of the rest of the
system with which they are used. Hence, they are often manufactured from a material having a higher corrosion
resistance than that used in the associated piping.

5.5 Low temperature application.

End fittings such as weld ends, flanges, and threaded end fittings used for low temperature applications
shall not go below the temperature limits given in Table 3. The lowest allowable working temperature is
depending on the degree of load Gs which is defined by the maximum quotient of the stress levels
resulting from the calculation of pressure resistance and the allowable stresses related to the regarded
stress components:

G, = max[o-(a /f7‘7m,m /f,(o-m?m +O'm7b)/<1,5.f)} (1)

where the definitions of terms are indicated in Table 6.
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Table 3 — Materials for pressure-bearing parts at low temperature application
(Except corrugated hoses and braid)

Lowest allowable
working temperature in
°C
N° Description European Standard

Degree of load Go
1,0 0,752 | 0,252

Non-alloy and alloy steels with
specified properties at elevated

temperatures:
1 — flat products EN 10028-2:2017
-85
— seamless pipes EN 10216-2:2013+A1:2019 ~10 60 (- 100)
— steel forgings EN 10222-2:2017+A1:2021 | (- 20)b | (-70)b b

Flat products for pressure purpose
2 from Nickel alloy steels with specified |EN 10028-4:2017 tmin © | tmin — 50 | tmin — 80
low temperature properties

Seamless pipes for pressure purpose,
3 from non-alloy steels with specified [EN 10216-4:2013 tmin © | tmin — 50 | tmin — 80
low temperature properties

Forgings for pressure purpose, Nickel

4 steels with specified low temperature |EN 10222-3:2017 tmin © | tmin = 50 | tmin — 80
properties

5 End fittings for welding, with specified | g 0553 5901 tmin© | tmin = 50 | tmin - 80
low temperature properties

6 End fittings for welding, stainless steels |EN 10253-4:2004 tmin © | tmin — 50 | tmin — 80
Austenitic stainless steels according to EN 10028-7:2016

7 Table1l with minimum allowable |EN 10216-5:2021 -196 - 255 - 273

temperature - 196°C EN 10217-7:2021

a Additional requirements for degree of load smaller than 1,0. No material shall be used for pressure-bearing parts having
an elongation after rupture A less than 14 % and an impact energy less than 27 ], measured on an ISO V-notch test-piece at
a temperature not greater than 20 °C and not higher than the lowest scheduled operating temperature.

b For materials suitable for use at —=20°C according to the relevant standard.

¢ Lowest temperature of the regarded material according to the relevant standards.

Suitable heat treatment of parts made from ferritic materials given in Table 3 shall be performed after
forming or welding.

NOTE Stress relieving heat treatment after welding is not necessary for ferritic materials belonging to the
material groups 1.1 or 1.2 according to CEN ISO/TR 15608:2017 and having a wall thickness not greater than
10 mm.

5.6 Materials for pressure-bearing parts of metal hose assemblies designed according to
Categories I to III

5.6.1 General
Materials used for hose assemblies according to Categories I to III shall conform to 5.1 to 5.5 and in

addition conform to a harmonized standard or comply with a European Approval for Materials (EAM) or
have a Particular Material Appraisal (PMA) as defined in [EN 764-4:2014.
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5.6.2 Ductility

All materials shall be sufficiently ductile in the raw state.

A material shall be considered as sufficiently ductile if, in a tensile test carried out by a standard
procedure, its elongation after rupture 4 is no less than 14 % and its bending rupture energy measured
on an ISO V test-piece is no less than 27 |, at a temperature not greater than 20 °C but not higher than the
lowest scheduled operating temperature.

Materials of corrugated hoses after forming shall in addition conform to the requirements given in 7.2.
5.6.3 Brittle fracture

Consideration shall be given to the prevention of brittle fracture, especially for hose assemblies that are
subjected to temperatures below - 10 °C:

a) Corrugated metal hoses shall be manufactured from the materials given in Table 1. They shall not be

used at temperatures lower than that given in the column “Minimum” in this table.

NOTE To enable the use of the nickel alloys 2.4816 and 2.4856 at the lowest specified temperatures
(in brackets) impact energy values need to be specified and verified.

b) Other pressure-bearing parts shall be manufactured from the allowable materials given in Table 2
and shall not be used at temperatures below those given in Table 1 or Table 3, if applicable. The
additional restrictions for the nickel alloys 2.4816 and 2.4856 given under a) shall be regarded.

Materials with more than 5 mm thickness for ferritic steel (Group 1) or more than 20 mm thickness
for austenitic stainless steel (Group 8) and for nickel alloys shall pass a Charpy V-notch test according
to EN ISO 148-1:2016 if the bending rupture energy is not already covered by the related material
standard.

Its bending rupture energy shall be measured by the impact test at a temperature not greater than
20°C and not higher than the lowest operating temperature or at a test temperature of
- 196 °C when the operating temperature is below - 196 °C.

The measured impact energy shall be:
— aminimum of 27 Joules for ferritic steels (Group 1);

— a minimum of 40 Joules or the value given in the relating standard if greater, for austenitic
stainless steel (Group 8) and for nickel alloys.

5.7 Material documentation
5.7.1 Materials according to SEP

Materials used for metal hose assemblies according to SEP shall, as a minimum requirement, be delivered
with a declaration of compliance with the order, type 2.1, according to EN 10204:2004.

5.7.2 Materials according to Categories I to I1I

Materials used for hose assemblies according to Categories |, II or III shall, as a minimum requirement,
be delivered with documentation as defined in EN 764-5:2014.

A simplified diagram of the routes for inspection, documentation and compliance with the material
specification is given in Figure 1.
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Pressure equipment materials

! ' ' '

. ) Main pressure- pressure-bearing
Main ftre.ssurtte-beanng bgaring parts other than Other parts
parts in category : main pressure-
arts in catego p

II, land IV P | gory bearing in catego-

ries | to IV, at-
i q | tachments to cate-
specific proI uct contro gory II, I1l, IV parts

w
Quality management Direct inspection Quality management
system route route system route
Y y ) Y |

Declaration of

Inspection certificate Inspection certificate Test report compliance
EN 10204 type 3.1 EN 10204 type 3.2 EN 10 204 type 2.2 with the order

EN 10 204 type 2.1

The quality system route (production under QM system coverage according to EN 764-5:2014 Clause 4)
shall be used when using a material listed within Table 1.

The direct inspection route (according to EN 764-5:2014), Clause 5) shall be used when using a material
not listed within Tables 1 and 2.

For welding and brazing consumables a test report, type 2.2, according to EN 10204:2004 shall be the
minimum requirement for all categories.

Figure 1 — Required material documentation

6 Design methods

6.1 General

Metal hose assemblies should be adequately designed taking into account:

— all relevant factors in order to ensure that they will be safe throughout their intended life; and
— the opposing requirements of pressure resistance and flexibility.
The design shall incorporate appropriate safety coefficients using comprehensive methods ensuring

adequate safety margins against all relevant loadings and failure modes in a consistent manner.

The main purpose of the design methods given below is to design a corrugated metal hose including its
braid(s), if used, with sufficient pressure resistance.

Two adequate design methods for the basic design of corrugated metal hose assemblies are given:

a) A calculation design method which allows the separate design of different components of a metal
hose assembly by calculation based on allowable stresses, see 6.3. The interaction between the
different components is taken into account.

b) An experimental design method based on type approvals where the design of specific metal hose
assemblies is validated by experimental tests, see 6.4.
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Both methods a) and b) can be used for the design of metal hose assemblies either separately or in
combination as appropriate for the hose designer.

The appropriate length of a metal hose assembly shall be determined. For various practical hose
configurations, the appropriate length should be determined according to 6.5.5.

NOTE According to the PED 2014/68/EU, Annex I, Clause 2.2.2, an experimental design method without
calculation can be used when the product of the maximum allowable pressure PS'DN is less than 3 000 bar.

6.2 Basic design criteria
6.2.1 Design conditions

Metal hose assemblies shall be designed to withstand the specified pressure PS at the specified
temperature TS. This combination of pressure and temperature shall as a minimum represent the most
onerous foreseeable working conditions.

Cyclic or variable pressure can influence the service life of the metal hose assemblies and shall be taken
into account.

The operating and design conditions shall be taken into consideration for the design, see Annex B.

6.2.2 Temperatures

Design criteria and design methods in this document are only valid for operating temperatures below the
creep range; i.e. maximum temperatures given in Table 1 (except for the heat resistant austenitic steel
1.4876 and that in brackets for two nickel alloys). For materials not specified in Table 1 or 2, see the
relevant European material standards.

6.2.3 Additional loadings

Additional loadings that can influence the design of metal hose assemblies but, are not the loads normally
regarded for the design of metal hose assemblies (see 6.2.1) shall also be taken into account.

Loadings present within the metal hose assembly:

1) dead weight of metal hose assembly components (i.e. corrugated hose, braiding, inner and outer
liners, protecting devices, etc.);

2) dead weight of flow medium within the metal hose assembly.
These loadings (normal or occasional) shall be stated in the operating manual or the design note.
6.2.4 Structural conditions

6.2.4.1 Hose structure

Corrugated metal hoses used for metal hose assemblies with or without braiding are characterized as
follows:

a) A corrugated metal hose comprises numerous identical corrugations.

b) The corrugations are annular and axisymmetric or helical and of same cross section equidistant to
the centreline.

c) Each corrugation has one, two or sometimes more plies, typically of the same thickness (for example,
see Figure 3).

d) The braiding consists of one or more woven layers of parallel wires or braided strands.
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e) For a braided metal hose assembly, the active corrugated length shall be such that there is at least
one complete revolution of braid along the length. Smaller active corrugated lengths are only
acceptable when reduced working characteristics are specified (e.g. only vibration).

6.2.4.2 Materials

The choice of materials for metal hose assemblies shall meet the requirements of Clause 5 and in addition
the following aspects.

a) Ifmore than one ply is used, each ply is normally made of the same material.
b) When different materials are used the relevant physical properties shall be taken into account.

c) Where the braid material is different to that of the ply in contact with it, care shall be taken that no
contact corrosion arises due to difference in galvanic potentials.

6.2.5 Dimensions
6.2.5.1 Nominal size

The nominal size DN of a corrugated metal hose and metal hose assembly shall be selected from Table 4.
6.2.5.2 Bend radius

The minimum bend radius R related to the nominal size is given in Table 4.

The minimum bend radius R of a metal hose assembly is depending on the type of hose used and the
intended configuration in the piping:

R1 relates to hoses with high flexibility for cyclic use
R, relates to hoses with normal flexibility for cyclic use
Rs relates to braided hoses for pliable applications

R4 relates to unbraided hoses for pliable applications

Figure 2 — Bend radius R
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Table 4 — Nominal sizes and bend radii

Nominal size 2 Minimum bend radius ® in mm (Figure 2)
DN R: R, R3 R4
100 120 25 11
110 140 25 12
130 165 32 16
10 150 190 38 20
12 165 210 45 25
15 195 250 58 25
20 225 285 70 30
25 260 325 85 45
32 300 380 105 60
40 340 430 130 80
50 390 490 160 100
65 460 580 200 115
80 660 800 240 130
100 750 1000 290 160
125 1000 1250 350 -
150 1250 1550 400 -
200 1600 2000 520 -
250 2000 2500 620 -
300 2400 3000 720 -
2 The nominal sizes are the same as those given in EN ISO 10380:2012, Table 1.
b Values of bend radii are the same as those given in EN ISO 10380:2012, Tables 6 and 8.

6.2.6 Design on the basis of nominal pressures PN
Metal hose assemblies can be designed on PN basis using the pressure limits at ambient temperature, i.e.
at 20 °C.

Such hose assemblies can be designated for temperatures higher than 20 °C using derating factors for
pressure, kp .» Which shall be based on the relevant material standards (see also Annex C), and which

shall be applied according to the following equation:

Pimax = PNk ¢ (2)

tmax

Where nominal pressures PN are used, they shall be according to Table 5.

Table 5 — Nominal pressures PN

PN 1 2,5 4 6 10 | 16 | 25 | 40 | 63 | 100 | 160 | 250 | 320 | 400

NOTE The PN values are taken from EN 1333:2006; PN 1 and PN 4 are added for better differentiation,
especially for unbraided hoses.
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6.2.7 Application of the different design methods

Where the calculation design method is used, the different parts of the metal hose assembly are calculated
separately, with interactions, and combined afterwards:

a) Corrugated metal hoses are calculated according to 6.3.3;
b) Braiding is calculated according to 6.3.4;
c) Metal hose assemblies are calculated according to 6.3.5;

Validation tests shall be carried out in accordance with 6.3.8.
Fatigue cycles can be carried out according to 6.3.7.

Where the experimental design method is used the complete metal hose assembly is designed
experimentally according to 6.4.

NOTE 1 For calculation of end fittings, see 6.3.6.

NOTE 2 For the method of attachment of end fittings, see EN ISO 10380:2012, 4.15.
6.3 Calculation design method

6.3.1 General

6.3.1.1 Introduction

A detailed method is provided for the design of hose assemblies subject to internal pressure and
temperature. The method is applicable to unbraided and braided hose assemblies, as relevant.

6.3.1.2 Symbols

The symbols listed in Table 6 shall apply.
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