BRITISH STANDARD BS EN
14591-4:2007

Incorporating
corrigendum
March 2008

Explosion prevention
and protection in
underground mines —
Protective systems —

Part 4: Automatic extinguishing
systems for road headers

ICS 13.230; 73.100.99

2 ¥ ayY
LAY W i
ST AN T
British Standards

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 14591-4:2007


http://www.avadocuments.com/doc/bs-en-14591-4-2007
http://www.avadocuments.com/doc/bs-en-14591-4-2007

BS EN 14591-4:2007

National foreword

This British Standard is the UK implementation of EN 14591-4:2007,
incorporating corrigendum March 2008.

The UK participation in its preparation was entrusted to Technical
Committee FSH/23, Fire precautions in industrial and chemical plant.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication

published under the authority
of the Standards Policy and
Strategy Committee on Date Comments

31 August 2007

30 November 2009 |Implementation of CEN corrigendum March 2008. Text
© BSI 2009 added to 4.2.1 and 7.1
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NORME EUROPEENNE
EUROPAISCHE NORM July 2007

ICS 13.230; 73.100.99 Incorporating corrigendum March 2008

English Version

Explosion prevention and protection in underground mines -
Protective systems - Part 4: Automatic extinguishing systems for
road headers

Protection contre I'explosion dans les mines souterraines - Explosionsschutz in untertégigen Bergwerken -
Systémes de protection - Partie 4: Installation d'extinction Schutzsysteme - Teil 4: Automatische
automatique d'explosion pour machines a attaque Explosionsléschanlagen fur Teilschnittmaschinen
ponctuelle

This European Standard was approved by CEN on 9 June 2007.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation

under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2007 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 14591-4:2007: E
worldwide for CEN national Members.
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Foreword

This document (EN 14591-4:2007) has been prepared by Technical Committee CEN/TC 305 “Potentially
explosive atmospheres - Explosion prevention and protection”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by January 2008, and conflicting national standards shall be withdrawn at
the latest by January 2008.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directives.

For relationship with EU Directives, see informative Annex ZA, which is an integral part of this document.
This European Standard consists of the following Parts:

EN 15491-1, Explosion prevention and protection in underground mines — Protective systems — Part 1:
2-bar explosion proof ventilation structures

EN 15491-2, Explosion prevention and protection in underground mines — Protective systems — Part 2:
Passive water trough barriers

N 14591-4, Explosion prevention and protection in underground mines — Protective systems — Part 4:
Automatic extinguishing systems for road headers

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This document lays down requirements for automatic explosion extinguishing systems for roadheader
machines (selective cut heading machines) in roadheader drivages where these systems automatically detect
the initial phase of a firedamp explosion which has been initiated by the cutter head of a roadheader machine
and extinguish it at the roadhead in such a way that the roadway drivage team is not put at risk.

This document does not lay down any requirements for the fighting of fires at the roadhead.

The automatic explosion extinguishing system for roadheaders is an autonomous protective system designed
in accordance with Directive 94/9/EC.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 1127-2:2009, Explosive atmospheres — Explosion prevention and protection — Basic concepts and
methodology for mining

N 10025 (all Parts), Hot rolled products of structural steels
N 10204, Metallic products — Types of inspection documents

N 13237:2003, Potentially explosive atmospheres — Terms and definitions for equipment and protective
systems intended for use in potentially explosive atmospheres

N 13463-1l, Non-electrical equipment for potentially explosive atmospheres — Part 1: Basic method and
requirements

EN 60068-2-% Environmental testing — Part 2: Tests — Tests Fc: Vibration (sinusoidal) (@
60068-2-6:1995 + Corrigendum 1995)

EN 60079-0, Electrical apparatus for explosive gas atmospheres — Part 0: General requirements (@
60079-0:2004, modified)

N 61000-6-3, Electromagnetic compatibility (EMC) — Part 6-2 Generic standards — Emission standard for
residential, commercial and light-industrial environments (IEC 61000-6-2:2005)

N 61000-6-4, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards — Emission standard for
industrial environments (IEC 61000-6-4:1997, modified)

N 61508-1|, Functional safety of electrical/electronic/programmable electronic safety-related systems —
Part 1: General requirements (IEC 61508-1:1998 + Corrigendum 1999)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1127-2:2002, EN_13237:2003 and
the following apply.

3.1

automatic explosion extinguishing system

assembly of equipment for the automatic detection of the beginning of an explosion and initiation of the
discharge of the extinguishing agent in order, in this way, to limit the destructive effects of the explosion
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