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National foreword

This British Standard is the official English language version of EN 1462:2004. 
It supersedes BS EN 1462:1997 which is withdrawn. Together with  
BS EN 12200-1:2000 and BS EN 607:1996, it will replace BS 4576-1:1989 
which is scheduled for withdrawal September 2007.

This new edition incorporates changes taking account of UK objections with 
the original version. It specifies both eaves and rafter brackets for use with 
gutters manufactured to EN 607 Eaves gutters and fittings made of PVC-U — 
Definitions, requirements and testing and EN 612 Eaves gutters with bead 
stiffened fronts and rainwater pipes with seamed joints made of metal sheet. 
However, roll fronted (bead stiffened) metal gutters of the type specified in 
EN 612 are not generally used in the UK and stronger brackets than those 
specified in EN 1462 are required for use with the heavier UK metal gutters.

The UK participation in its preparation was entrusted by Technical Committee   
PRI/88, Plastics piping systems, to Subcommittee PRI/88/1, Plastics piping 
systems for non-pressure applications, which has the responsibility to:

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 

This document (EN 1462:2004) has been prepared by Technical Committee CEN/TC 128 “Roof covering 
products for discontinuous laying and products for wall cladding”, the secretariat of which is held by IBN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by March 2005, and conflicting national standards shall be withdrawn at 
the latest by March 2005. 

This document supersedes EN 1462:1997. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland 
and United Kingdom. 
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1 Scope 

This document specifies the requirements for rafter and fascia board brackets intended to support eaves 
gutters conforming to EN 607 or EN 612. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 485-1, Aluminium and aluminium alloys — Sheet, strip and plate — Part 1: Technical conditions for 
inspection and delivery

EN 485-2, Aluminium and aluminium alloys — Sheet, strip and plate — Part 2: Mechanical properties

EN 485-3, Aluminium and aluminium alloys - Sheet, strip and plate - Part 3: Tolerances on dimensions and 
form for hot-rolled products

EN 485-4, Aluminium and aluminium alloys — Sheet, strip and plate — Part 4: Tolerances on shape and 
dimensions for cold-rolled products

EN 573-3, Aluminium and aluminium alloys — Chemical composition and form of wrought products — Part 3: 
Chemical composition

EN 607, Eaves gutters and fittings made of PVC- U — Definitions, requirements and testing

EN 612, Eaves, gutters and rainwater down-pipes of metal sheet — Definitions, classifications and 
requirements

EN 754-1, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 1: Technical conditions for 
inspection and delivery

EN 755-1, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 1: Technical 
conditions for inspection and delivery

EN 1652, Copper and copper alloys — Plate, sheet, strip and circles for general purposes

EN 1676, Aluminium and aluminium alloys — Alloyed ingots for remelting — Specifications

EN 1706, Aluminium and aluminium alloys — Castings — Chemical composition and mechanical properties

EN 10025, Hot rolled products of non-alloy structural steels — Technical delivery conditions

EN 10088-2, Stainless steels — Part 2: Technical delivery conditions for sheet/plate and strip for general 
purposes

EN 10088-3, Stainless steels — Part 3: Technical delivery conditions for semi-finished products, bars, rods 
and sections for general purposes

EN 10111, Continuously hot-rolled low carbon steel sheet and strip for cold forming — Technical delivery 
conditions

EN 10142, Continuously hot-dip zinc coated low carbon steels strip and sheet for cold forming — Technical 
delivery conditions
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