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Foreword 

This document (EN 14625:2005) has been prepared by Technical Committee CEN/TC 264 “Air quality”, the 
secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical text or 
by endorsement, at the latest by September 2005, and conflicting national standards shall be withdrawn at the 
latest by September 2005. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark, 
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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1 Scope 

This document specifies a continuous measurement method for the determination of the concentration of ozone 
present in ambient air based on the ultraviolet photometric measuring principle. This document describes the 
performance characteristics, and sets the relevant minimum criteria required to select an appropriate ultraviolet 
photometric ozone analyser by means of type approval tests. It also includes the evaluation of the suitability of an 
anayser for use in a specific fixed site so as to meet the Directives data quality requirements and requirements 
during sampling, calibration and quality assurance. 

The method is applicable to the determination of the mass concentration of ozone present in ambient air in the 
range from 0 µg/m3 to 500 µg/m3. This concentration range represents the certification range for the type approval 
test. 

NOTE 1 0 µg/m3 to 500 µg/m3 of O3 corresponds to 0 nmol/mol to 250 nmol/mol of O3. 

The method covers the determination of ambient air concentrations of ozone in zones classified as rural areas, 
urban and urban-background areas. 

NOTE 2 Other ranges may be used for measurement systems applied at rural locations monitoring Ecosystems. 

The results are expressed in µg/m3 (at 20 °C and 101,3 kPa). 

When the standard is used for other purposes than the EU-directive, the range and uncertainty requirements need 
not apply. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated references, 
only the edition cited applies. For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

ENV 13005, Guide to the expression of uncertainty in measurement 

EN ISO 14956:2002, Air quality — Evaluation of the suitability of a measurement procedure by comparison with a 
required measurement uncertainty (ISO 14956:2002) 

ISO 13964:1998, Air quality — Determination of ozone in ambient air — Ultraviolet photometric method 

3 Terms and definitions 

For the purpose of this document, the following terms and definitions apply. 

3.1 
ambient air 
outdoor air in the troposphere excluding workplace air1  

3.2 
sample gas temperature 
temperature at the sampling inlet outside the monitoring station 

                                                      

1) As stated in the relevant EU-legislation. 
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3.3 
availability of the analyser 
fraction of the total time period for which usually valid measuring data of the ambient air concentration is available 
from an analyser 

3.4 
calibration 
comparison of theanalyser response to a known gas concentration with a known uncertainty 

3.5 
certification range 
concentration range for which the analyser is type approved 

3.6 
combined standard uncertainty 
calculation result of combining the uncertainties determined from all performance characteristics specified in this 
document according to the prescribed procedures given in this documentd 

3.7 
coverage factor 
numerical factor used as a multiplier of the combined standard uncertainty in order to obtain an expanded 
uncertainty 

3.8 
designated body 
body which has been designated for a specific task (type approval tests and/or QA/QC activities in the field) by the 
competent authority in the Member States 

NOTE It is recommended that the designated body is accredited for the specific task according to EN ISO 17025. 

3.9 
expanded uncertainty 
quantity defining an interval about the result of a measurement that may be expected to encompass a large fraction 
of the distribution of values that could reasonably be attributed to the measurand 

NOTE for the purpose of this document the expanded uncertainty is the combined standard uncertainty multiplied by a 
coverage factor k = 2 resulting in an interval with a level of confidence of 95 % 

3.10 
fall time 
difference between the response time (fall) and the lag time (fall) 

3.11 
independent measurement 
individual measurement that is not influenced by a previous individual measurement by separating two individual 
measurements by at least four response times 

3.12 
individual measurement 
measurement averaged over a time period equal to the response time of the analyser 

3.13 
influence quantity 
quantity that is not the measurand but that affects the result of the measurement (VIM 2.7), either an interferent 
influence quantity (i.e. the concentration of a substance in the air under investigation that is not the measurand), or 
an external influence quantity (i.e. a quantity that is not the measurand nor the concentration of a substance in the 
air mass under investigation) 

NOTE Examples are: 
 presence of interfering gases in the flue gas matrix (interferent influence quantity); 
 temperature of the surrounding air (external influence quantity); 

Full document details: BS EN 14625:2005

http://www.avadocuments.com/doc/bs-en-14625-2005
http://www.avadocuments.com/doc/bs-en-14625-2005


EN 14625:2005 (E) 

7 

 atmospheric pressure (external influence quantity); 
 pressure of the gas sample (external influence quantity). 

3.14 
interference 
response of the analyser to interferents 

3.15 
interferent 
component of the air sample, excluding the measured constituent, that effects the output signal 

3.16 
initial ozone concentration 
ozone concentration in the ambient air just before entrance into the sampling inlet 

3.17 
lag time 
time interval from the instant at which a step change of sample concentration occurs at the inlet of the analyser to 
the instant at which the output reading reaches a level corresponding to 10 % of the stable output reading 

3.18 
lag time (fall) 
lag time for a negative step change 

3.19 
lag time (rise) 
lag time for a positive step change 

3.20 
limit value 
level fixed on the basis of scientific knowledge, with the aim of avoiding, preventing or reducing harmful effects on 
human health and/or the environment as a whole, to be attained within a given period and not to be exceeded once 
attained 

3.21 
lack of fit 
maximum deviation of the average of a series of measurements at the same concentration from the linear 
regression line 

3.22 
long-term drift 
difference between zero or span readings over a determined period of time (e.g. period of unattended operation) 

3.23 
monitoring station 
enclosure located in the field in which an ozone analyser has been installed in such a way that its performance and 
operation comply with the prescribed requirements 

3.24 
parallel measurement 
measurements from different analysers, sampling from one and the same sampling manifold, starting at the same 
time and ending at the same time 

3.25 
performance characteristic 
one of the parameters assigned to equipment in order to define its performance 

3.26 
performance criterion 
limiting quantitative numerical value assigned to a performance characteristic, to which conformance is tested 
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3.27 
period of unattended operation 
time period over which the drift is within the performance criterion for long-term drift 

3.28 
repeatability (of results of measurement) 
closeness of the agreement between the results of successive individual measurements of the same measurand carried out 
under the same conditions of measurement [1] 

NOTE  These conditions are called laboratory repeatability conditions and include: 

-the same measurement procedure;  
-the same observer,  
-the same analyser, used under the same conditions;  
-at the same location;  
-repetition over a short period of time. 

3.29 
reproducibility under field conditions 
closeness of the agreement between the results of simultaneous measurements with two analysers in ambient air 
carried out under the same conditions of measurement 

NOTE 1 These conditions are called field reproducibility conditions and include: 

the same measurement procedure;  
two identical analysers, used under the same conditions;  
at the same monitoring station;  
the period of unattended operation. 

NOTE 2 In this document the reproducibility under field conditions is expressed as a value with a level of confidence of 95 % 

3.30 
residence time inside the analyser 
time period for the sampled air to be transported from the inlet of the analyser to the outlet of the absorption cell 

3.31 
residence time in the sampling system 
time period for the sampled air to be transported from the sampling inlet (of the sampling system) to the inlet of the 
analyser 

3.32 
response time 
time interval from the instant at which a step change of sample concentration occurs at the inlet of the analyser to 
the instant at which the output reading reaches a level corresponding to 90 % of the stable in output reading 

3.33 
response time (fall) 
response time at a negative step change 

NOTE Response time (fall) is the sum of the lag time (fall) and the fall time. 

3.34 
response time (rise) 
response time at a positive step change 

NOTE Response time (rise) is the sum of the lag time (rise) and the rise time. 

3.35 
rise time 
difference between the response time (rise) and the lag time (rise) 
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3.36 
sampled air 
ambient air that has been sampled through the sampling inlet and sampling system 

3.37 
sampling inlet 
entrance to the sampling system where ambient air is collected from the atmosphere 

3.38 
short-term drift 
difference between zero or span readings at the beginning and end of a 12 h period 

3.39 
standard uncertainty 
uncertainty of the result of a measurement expressed as a standard deviation 

[ENV 13005] 

3.40 
surrounding temperature 
temperature of the air directly surrounding the analyser (temperature inside the monitoring station or laboratory) 

3.41 
type approval 
decision taken by a designated body that the pattern of an analyser conforms to the requirements as laid down in 
this document 

3.42 
type approval test 
examination of two or more analysers of the same pattern which are submitted by a manufacturer to a designated 
body; including the tests necessary for approval of the pattern 

3.43 
uncertainty(of measurement) 
parameter associated with the result of a measurement that characterises the dispersion of the values that could 
be attributed to the measureand 

4 Symbols and abbreviated terms 

For the purposes of this document, the following symbols and abbreviated terms apply. 

Aa availability of the analyser 

Av average concentration of the measurand during the field test 

bgp sensitivity coefficient of the analyser to sample gas pressure change expressed as a percentage of the 
measured value, obtained during the laboratory type approval test 

bgt sensitivity coefficient of the analyser to sample gas temperature change 

bst sensitivity coefficient of the analyser to surrounding air temperature change 

bV sensitivity coefficient of the analyser to electrical voltage change 

C O3 concentration of the applied gas 

CP1 average concentration of the measurements at sampling gas pressure P1 
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CP2 average concentration of the measurements at sampling gas pressure P2 

Cs,1 average concentration of the measurements at span level at the beginning of the drift period 

Cs,2 average concentration of the measurements at span level at the end of the drift period 

ct test gas concentration 

CT1 average concentration of the measurements at sample gas temperature T1  

CT2 average concentration of the measurements at sample gas temperature T2  

CV1 average concentration reading of the measurements at voltage V1  

CV2 average concentration reading of the measurements at voltage V2  

Cz,1 average concentration of the measurements at zero at the beginning of the drift period 

Cz,2 average concentration of the measurements at zero at the end of the drift period 

av
constC  average of at least four independent measurements during the constant concentration period (tc) 

av
varC  average of at least four independent measurements during the variable concentration period (tv)  

fd   average difference of parallel measurements 

df,i the ith difference in a parallel measurement 

Dl,s long-term drift at span concentration ct 

Dl,z long-term drift at zero 

Ds,s short-term drift at span level 

Ds,z short-term drift at zero 

Dsc difference sample/calibration port 

Ess sample system collection efficiency 

Fr  response factor in concentration units per voltage output of the analyser 

P1 sampling gas pressure P1 

P2 sampling gas pressure P2 

Rd  mean analyser response to the test gas directly sampled by the analyser 

rf reproducibility under field conditions 

rf,abs absolute reproducibility in the field 

Rm  mean analyser response to the test gas via the sample manifold 

sr,z repeatability standard deviation at zero 

sr,ct repeatability standard deviation at concentration ct 
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sr,f reproducibility standard deviation under field conditions 

sl repeatability standard deviation 

T surrounding air temperature 

T1 sample gas temperature T1  

T2 sample gas temperature T2  

td relative difference between response time (rise) and response time fall 

tf response time (fall) 

tl surrounding air temperature at the laboratory 

tn-1, 0,05 two-sided Students t-factor at a confidence level of 0,05, with n-1 degrees of freedom  

tr response time (rise) 

tt time period of the field test minus the time for calibration, conditioning and maintenance 

tu total time period with validated measuring data 

tV  whole number of tO3 and tzero pairs 

V1 minimum voltage Vmin (V) specified by the manufacturer 

V2 maximum voltage Vmax (V) specified by the manufacturer 

x  average of measurements 

x1 first average of the measurements at Tl just after calibration 

x2 second average of the measurements at Tl just before calibration  

xz average of the measurements at zero 

xct average of the measurements at concentration ct 

Xav averaging effect 

xc average of the measurements using the calibration port 

XH2O,z,ct influence quantity of H2O with concentration 19 mmol/mol  

xi the ith measurement 

Xint,ct influence quantity of the interferent at concentration ct 

Xint,z influence quantity of the interferent at zero 

Xl lack of fit (largest residual from the linear regression function) 

xs average of the measurements using the sample port 

Xs difference between the readings of the recent zero check and the most recent calibration 

xT average of the measurements at Tmin or Tmax  
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Xbenx,z,ct influence quantity of benzene with concentration 1 µmol/mol 

Xz difference between the readings of two consecutive zero checks 

(x1,f)i the ith measurement result of analyser 1 

(x2,f)i the ith measurement result of analyser 2 at the same time as the measurement of analyser 1 

Z1 reading of the first zero check 

Z2 reading of the second zero check 

∆Pm measured pressure drop induced by the manifold pump 

∆Ra change in the analyser’s response due to the influence of the pressure drop induced by the manifold 
pump, expressed as a percentage 

5 Principle 

5.1 General 

This document describes the method for measurement of the concentration of ozone in ambient air by means of 
ultraviolet photometry. The requirements, the specific components, the ultraviolet photometric analyser and its 
sampling system are described. For the analyser a number of performance characteristics with associated 
minimum performance criteria are given. The actual values of these performance characteristics for a specific type 
of analyser have to be determined in a so-called type approval test for which procedures have been described. The 
type approval test comprises a laboratory and a field test. The selection of a suitable analyser for a specific 
measuring task in the field is based on the calculation of the combined expanded uncertainty of the measuring 
method. In this combined expanded uncertainty calculation the actual values of the various performance 
characteristics of a type approved analyser and the site-specific conditions at the monitoring station are taken into 
account. The expanded uncertainty of the method shall meet the requirements of the (EU) legislation. For ongoing 
measurements in the field, requirements and recommendations for quality assurance and quality control are given 
(see 9.4). 

5.2 Measuring principle 

Sampled air is drawn continuously through an optical absorption cell where it is irradiated by monochromatic 
radiation, centred on 253,7 nm, from a stabilised low-pressure mercury (Hg) discharge lamp. The UV radiation, 
which passes through the absorption cell, is measured by a sensitive photodiode or photomultiplier detector and 
converted to a measurable electrical signal. Absorption of this radiation by the sampled air within the absorption 
cell is a measure of the ozone concentration in the ambient air. 

Two different systems for the measurement of the ultraviolet absorption by ozone are usually employed. 

NOTE In one system the ultraviolet absorption by ozone is determined by means of the difference in ultraviolet absorption 
between a sample cell and a reference cell (dual-cell type). 

In the other system only a single sample cell is employed. The ultraviolet absorption of ozone is determined by 
alternately supplying sampled air containing ozone to the absorption cell and ozone-free sampled air. Ozone-free 
sampled air is obtained by passing the sampled air through an ozone catalytic converter in which the ozone is 
destroyed. 

Most modern commercial ozone analysers measure the temperature and pressure of the sampled air in the 
absorption cell. Using these data an internal microprocessor automatically calculates the measured ozone 
concentration relative to some chosen reference conditions. For analysers without this automated pressure and 
temperature compensation, the concentrations need to be corrected manually to the chosen reference conditions. 
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The concentration of ozone is measured in volume/volume units (if the analyser is calibrated using a 
volume/volume standard). The final results for reporting are expressed in µg/m3 using standard conversion factors 
(see Clause 10). 

5.3 Type approval test 

The type approval test is based on the evaluation of performance characteristics determined under a prescribed 
series of tests. In this document test procedures are described for the determination of the actual values of the 
performance characteristics for at least two analysers in a laboratory and two analysers in the field. These tests 
shall be performed by a designated body. The type approval of an analyser is based on the calculation of the 
combined expanded uncertainty in the measurement result derived from the numerical values of the tested 
performance characteristics and compared to a prescribed maximum uncertainty. 

The type approval of an analyser and subsequent OA and QC procedures provide evidence that the defined 
requirements concerning data quality laid out in relevant EU directives can be satisfied. Appropriate experimental 
evidence shall be provided by: 

 type approval tests performed under conditions of intended use of the specified method of measurement, 
and 

 calculation of expanded uncertainty of results of measurement by reference to ENV 13005. 

Field operation and quality control: 

Prior to the installation and operation of a type approved analyser at a monitoring station, an expanded uncertainty 
calculation shall be performed with the actual values of the performance characteristics, obtained during the type 
approval tests, and the site-specific conditions at that monitoring station. This calculation shall be used to 
demonstrate the suitability of a type-approved analyser under the actual conditions present at that specific 
monitoring station. 

After the installation of the approved analyser at the monitoring station its correct functioning shall be tested. 

Requirements for quality assurance and quality control are given for the operation and maintenance of the 
sampling system, as well as for the analyser, to ensure that the uncertainty of subsequent measurement results 
obtained in the field is not compromised. 

6 Sampling equipment 

6.1 General 

Depending on the installation of the ultraviolet photometric analyser at a monitoring station, a single sampling inlet 
for the analyser may be chosen. Alternatively sampling can take place from a common sampling inlet with a 
sampling manifold to which other analysers and equipment may be attached. Conditions and layout of the sampling 
equipment will contribute to the combined expanded uncertainty of the measurement; to minimise this contribution 
to the combined expanded uncertainty, performance criteria for the sampling equipment are given in the following 
subclauses. 

NOTE In Annex C different arrangements of the sampling equipment are schematically presented. 

6.2 Sampling location 

The location where the ambient air is sampled and analysed is not specified, as this depends on the measurement 
requirements (such as measurements in e.g. a rural area or urban-background area). 

NOTE For guidance on sampling points on a micro-scale, see Annex D. 
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6.3 Sampling inlet and sampling line 

A specific method for sampling or sampling equipment is not described. It is acceptable that the equipment fulfils 
the following minimum requirements. 

The sampling inlet shall be constructed in such a way that ingress of rainwater into the sampling line (or system) is 
prevented. The sampling line shall be as short as practicable to minimise the residence time. 

The material of the sampling inlet as well as the sampling line (or system) can influence the composition of the 
sample. In practice, the best materials such as polytetrafluoroethylene (PTFE), perfluoro-ethylene-propylene (FEP), 
PFA or borosilicate glass shall be used. Copper or copper-based alloys, shall not be used. The influence of the 
sampling system on the measured concentrations of ozone due to losses shall be less than 2 %. 

NOTE The sample line may be moderately heated to avoid any condensation. Condensation may occur in the case of high 
ambient temperature and/or humidity. 

As NO is generally present in the sampled air, a change in the initial ozone concentration will occur due to the 
reaction of ozone and NO. Therefore the sampling line shall be as short as practicable to minimise the residence 
time. Calculations have shown that if the residence time is less than 0,5 s then the decay in the initial ozone 
concentration will be less than 1 % for most ambient ozone and nitric oxide concentrations encountered. In order to 
avoid a significant change in the concentration of ozone, the total residence time (the sum of the residence time in 
the sampling system and the residence time inside the analyser) shall be less than 5 s. The effect of residence time 
on the decay of the initial ozone concentration shall be calculated according to Annex A. 

When the calculated loss of initial ozone is more than 5 % and less than 10 %, then corrections shall be made to 
the measured ozone concentration. When the calculated loss of initial ozone is more than 10 %, measures are to 
be taken to reduce the residence time (e.g. by shortening of the sampling line or increasing the flow rate through 
the sampling line). 

Depending on the placement of the particulate filter in the sampling system (see 6.4), the sampling line can be 
contaminated by deposition of dust. This will induce losses of ozone in the sampling line(s). The sampling system 
shall be cleaned (as stated in 9.4.2) with a frequency which is dependent on the site-specific conditions. 

The influence of the pressure drop over the sampling line including the filter shall be such that it causes less than 
1 % of the signal output of the analyser. 

The sampling line manifold and filter shall be conditioned (at initial installation and after each cleaning) to avoid 
temporary decrease in the measured ozone concentrations. Both sampling line and filter shall be conditioned with 
ambient air for a period of at least 30 min at the nominal sample flow rate. The concentrations measured during 
these periods shall not be included in the calculation of data capture, hourly and annual averages. 

These conditioning periods shall not be included in the calculation of the availability of the analyser during the type 
approval test (8.5.6) and during field operation (11.2.3). Conditioning may also be done before installing in the 
laboratory. 

6.4 Particulate filter 

A particulate filter may be placed in this sampling line. The particulate filter shall retain all particles likely to alter the 
performance of the analyser. It shall be made of PTFE. 

NOTE 1 A pore size of the filter of 5 µm usually fulfils this requirement. 

NOTE 2 Suitable materials for the filter housing are for example PTFE, PFA, FEP and borosilicate glass. 

Aparticulate filter shall be changed periodically depending on the dust loading at the sampling site (as indicated in 
8.6.2). The filter housing shall be cleaned at least every six months. Overloading of thisparticulate filter may cause 
loss of ozone by adsorption on the particulate matter and can increase the pressure drop in the sampling line. 
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6.5 Control and regulation of sample flow rate 

The sample flow rate into the analyser shall be maintained within specifications of the manufacturer of the analyser. 

NOTE Flow rate into the UV photometric analyser is usually controlled by means of restrictors. 

6.6 Sampling pump for the manifold 

When a sampling manifold is used, a pump (or fan) is necessary for sampling ambient air and suction of the 
sampled air through the sampling manifold. The inlet of the sampling pump (or fan) for the sampling manifold shall 
be located at the end of the sampling manifold (see Annex C). The sampling pump or fan shall have sufficient 
rating to ensure that all analysers connected to the manifold are supplied with the required amount of air and to 
ensure that the residence time of a sample from inlet until entering the analyser is less than 5 s. To verify 
functioning of this pump, it is recommended to install a flow alarm system. An example of a sampling manifold is 
given in Annex C. 

The influence of the pressure drop induced by the manifold sampling pump on the measured concentration shall be 
< 1 %. 

7 Analyser equipment 

7.1 General 

In Annex E a schematic diagrams is given of one type of ultraviolet photometric ozone analysers. 

The ultraviolet photometric analyser consists of the principal components that are described in 7.3 to 7.11. 

7.2 Interferences 

The UV photometric method is not subject to interference from any of the common gaseous air pollutants in 
ambient air at concentrations less than 100 nmol/mol. However, there are reported interferences of about 
1 nmol/mol in equivalent ozone for a concentration of 125 nmol/mol (v) of sulphur dioxide and 1 nmol/mol in 
equivalent ozone for a concentration of 500 nmol/mol of nitrogen dioxide. 

NOTE Water vapour normally present in the sampled air is the major interferent. From an intercomparison (1994/1995) at 
ERLAP [17] H2O interferences (with 85 % RH at 22 °C) were: 

 maximum 5,4 % (12 nmol/mol) and minimum 2 % (4,4 nmol/mol) at a level of 220 nmol/mol O3 and 

 maximum 27,4 (9,6 nmol/mol) and minimum 9,7 % (3,4 nmol/mol) at a level of 35 nmol/mol O3. 

NOTE 2 In general it is not expected that Hg concentrations in ambient air (2 ng/m3 to 4 ng/m3) have an interference on the 
measurement of ozone. However, care and precautions should be taken when elevated Hg concentrations in ambient air are 
expected. Interferences of Hg have been reported at a level of 10 ng/m3 of Hg resulting in a response of 1 nmol/mol of ozone. 

Additionally, there are some reported interferents for analysers using a manganese dioxide ozone scrubber; these 
are tabulated in Annex A of ISO 13964:1998. 

7.3 Ultraviolet absorption cell 

The ultraviolet absorption cell shall be constructed of materials inert to ozone, such as fluorocarbon polymer, 
borosilicate glass, fused silica or fluorocarbon-coated metal. The cell assembly shall be mechanically stable so that 
vibration or change in the surrounding temperature does not affect the optical alignment. Provisions shall be 
available for measuring the temperature and pressure of the gas in the ultraviolet absorption cell. 
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7.4 Ultraviolet source lamp 

The UV lamp (e.g. a low-pressure mercury vapour discharge lamp) shall emit monochromatic UV radiation centred 
at 253,7 nm. The UV lamp shall be electronically stabilized to ensure a constant UV radiance; any variation in UV 
radiance during the measurement cycles will result in a measurement bias or noise. 

When employing a mercury vapour discharge lamp the radiation at 185 nm (which photolyses oxygen to produce 
ozone) shall be eliminated by means of a high-silica glass enclosure or shield. 

NOTE Spectral data show that ambient water vapour should not interfere in the UV wavelength region of interest here 
(about 200 nm to 300 nm). However, it has been observed in some analysers of one manufacturer that the quartz window of the 
UV source lamp was covered with a significant number of microscopic scratches. This resulted in a measurable variation in light 
scattering at the internal window surface due to changing humidity in the sample air. Replacement of such faulty windows 
eliminated this interference (see [5]). 

7.5 UV detector 

The optical system shall be designed in such a way that nearly all radiation sensed by the detector is centred at 
253,7 nm. The response of this sensor and its associated electronics shall be sufficiently stable so that the 
analyser meets the required performance criteria. 

NOTE Vacuum photodiodes with caesium telluride sensitisation meet this requirement at 253,7 nm and have a negligible 
sensitivity at other mercury emission wavelengths. Other detectors, such as photomultiplier tubes also satisfy the purpose. 

7.6 Ozone-specific scrubber 

The ozone-specific scrubber shall contain a material that selectively catalyses the destruction of ozone in the 
sampled air. 

NOTE 1 Manganese dioxide on a metal substrate has been found to do this satisfactorily. Even though this particular 
compound does not remove any of the other more common pollutant it has been found to partly remove some organic 
compounds which may be present in the ambient air. Annex A of ISO 13964:1998 lists such interfering chemical compounds. 

NOTE 2 A significant decrease in response to ambient ozone may be an indication of scrubber failure. Normally, 
manufacturers give an average lifetime of such scrubbers; however, the actual lifetime will depend on the sampling location. For 
example: high pollutant concentrations at an urban-background station may deactivate the scrubber prematurely. 

7.7 Switching valve 

A switching valve is used to direct the sampled air alternately either through or around the ozone-specific scrubber. 
It shall be made of a material that is inert to ozone, such as a fluorocarbon polymer. 

7.8 Temperature indicator 

A temperature-measuring device capable of measuring the sampled air in the ultraviolet absorption cell with a 
repeatability of ± 2 °C (as expanded uncertainty). 

7.9 Pressure indicator 

A pressure-measuring device capable of measuring the pressure of the sampled air in the ultraviolet absorption cell 
with measurement repeatability of 2 kPa (as expanded uncertainty) is required. 

The output signal of the analyser is proportional to the density of CO (number of CO molecules) present in the 
absorption cell and depends on the pressure in the absorption cell. Variations of internal pressure shall be 
measured and the signal corrected. 
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7.10 Flow rate indicator 

A flow rate indicator shall be included in the analyser. The flow rate shall be measured after passage of the 
sampled air through the ultraviolet absorption cell. 

7.11 Sampling pump for the analyser 

The sampling pump is situated at the end of the outlet of the analyser, and draws the sampled air through the 
analyser. It can be separate or part of the analyser. In any case it shall be capable of operating within the specified 
flow requirements of the manufacturer of the analyser and pressure conditions required for the UV absorption cell. 

7.12 Residence time in the sampling system and inside the analyser 

As NO is generally present in the sampled air, a change in the ozone concentration will occur due to the reaction of 
ozone and NO. In order to avoid a significant change in the concentration of ozone, the total residence time (the 
sum of the residence time in the sampling system and the residence time inside the analyser) shall be less than 5 s 
in any case. When the loss of initial ozone is more than 5 % and less than 10 %, then corrections shall be made to 
the measured ozone concentration, according to Annex A. To this end, the actual nitric oxide concentrations shall 
be measured and used in the correction formula in Annex A. When the calculated loss of initial ozone is more than 
10 %, measures are to be taken to reduce the residence time (e.g. by shortening of the sampling line or increasing 
the flow rate through the sampling line). 

The residence time inside the analyser is the time needed for the sampled air to reach the absorption chamber 
starting at the inlet of the analyser. 

7.13 Internal ozone span source 

Some analysers are equipped with an internal ozone span source. This ozone span source shall not be used for 
calibration purposes. The ozone concentrations generated by this internal span source may be used for functional 
tests only. 

8 Type approval of ultraviolet photometric ozone analysers 

8.1 General 

The determination of the concentration of ozone in ambient air has to fulfil the requirement of a maximum 
uncertainty in the measured values, which is prescribed by EU legislation. In order to achieve an uncertainty less 
than (or equal to) this required uncertainty, the analyser has to fulfil all the criteria for a number of performance 
characteristics, which are given in this document. The values of the selected performance characteristics shall be 
evaluated by means of laboratory and field tests. By combining the values of the selected performance 
characteristics in an uncertainty calculation, a judgement can be made whether or not the analyser meets the 
criterion of maximum uncertainty prescribed by EU legislation. 

This process of assessment (type approval test) of the values of the performance characteristics comprises 
laboratory and field tests and the calculation of the expanded uncertainty. At least two analysers shall be tested in 
the laboratory and the same analysers shall be tested during the field test. All testedanalysers are required to pass. 

A designated body shall perform the type approval tests. The type approval shall be awarded by or on behalf of the 
competent authority. 

NOTE It is recommended that the designated body for the type approval test is accredited for these activities according to 
EN ISO 17025. 

8.2 Relevant performance characteristics and performance criteria 

The performance characteristics which shall be determined during a laboratory and field test, and their related 
performance criteria are given in Table 1. 

Full document details: BS EN 14625:2005

http://www.avadocuments.com/doc/bs-en-14625-2005
http://www.avadocuments.com/doc/bs-en-14625-2005


EN 14625:2005 (E) 

18 

The determination of the value of the performance characteristics stated in Table 1 shall be performed by a 
designated body during the laboratory test and the field test according to the procedures described in 8,4 and 8,5. 
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Table 1 — Relevant performance characteristics and criteria 

No. Performance characteristic Symbol Clause Lab. 
test

Field 
test

  Performance criterion for O3 

1 Repeatability standard deviation 
at zero 

rl,z 8.4.5 x  ≤ 1,0 nmol/mol 

2 Repeatability standard deviation 
at concentration ct (at a level of 
the hourly alert threshold) 

rl,ct 8.4.5 x  ≤ 3,0 nmol/mol 

3 Lack of fit (residual from the 
linear regression function) 

 8.4.6     

3a Largest residual from the linear 
regression function at 
concentrations higher than zero 

Xl  x  ≤ 4,0 % of the measured value 

3b Residual at zero Xl,z  x  ≤ 5,0 nmol/mol 

4 Sensitivity coefficient of sample 
gas pressure 

bsp 8.4.7 x  ≤ 2,0 nmol/mol/kPa 

5 Sensitivity coefficient of sample 
gas temperature 

bgt 8.4.8 x  ≤ 1,0 nmol/mol/°C 

6 Sensitivity coefficient of 
surrounding temperature 

bst 8.4.9 x  ≤ 1,0 nmol/mol/°C 

7 Sensitivity coefficient of 
electrical voltage 

bV 8.4.10 x  ≤ 0,30 nmol/mol/V 

8 Interferents at zero and at 
concentration ct (at a level of the 
hourly alert treshold) b 

 8.4.11     

8a H2O with concentration 
19 mmol/mol c 

XH2O,z,ct  x  ≤ 10 nmol/mol 

8b toluene with concentration 
0,5 µmol/mol 

Xtol,z,ct  x  ≤ 5,0 nmol/mol 

8c xylene with concentration 
0,5 µmol/mol 

Xxyl,z,ct  x  ≤ 5,0 nmol/mol 

9 Averaging effect Xav 8.4.12 x  ≤ 7,0 % of the measured value 

10 Reproducibility standard 
deviation under field conditions 

rf 8.5.5  x ≤ 5,0 % of the average of a three 
month period 

11 Long-term drift at zero Dl,z 8.5.4  x ≤ 5,0 nmol/mol 

12 Long-term drift at span level a Dl,s 8.5.4  x ≤ 5,0 % of maximum of certification 
range 
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No. Performance characteristic Symbol Clause Lab. 
test

Field 
test

  Performance criterion for O3 

13 Short-term drift at zero Ds,z 8.4.4 x  ≤ 2,0 nmol/mol over 12 h 

14 Short-term drift at span level a Ds,s 8.4.4 x  ≤ 6,0 nmol/mol over 12 h 

15 Response time (rise) tr 8.4.3 x  ≤ 180 s 

16 Response time (fall) tf 8.4.3 x  ≤ 180 s 

17 Difference rise time and fall time td 8.4.3 x  ≤ 10 % relative difference or 10 s 
whatever is the greatest 

18 Difference sample/calibration 
port d 

Dsc 8.4.13 x  ≤ 1,0 % 

19 Period of unattended operation  8.5.6  x 3,0 months or less if manufacturer 
indicates a shorter period, but 
not less than 2 weeks 

20 Availability of the analyser Aa 8.5.7  x > 90 % 

a Span level is 70 % to 80% of the certification range 

b Performance criterion is set both at zero and span level 

c an H2O-concentratration of 19 mmol/mol is about 80 %RH at 20 °C and 101,3 kPa 

d if relevant 

NOTE nmol/mol = ppb 

8.3 Design changes 

The manufacturer shall report any (design) change of the previous type approved monitor to the responsible 
authority. The underlying idea of the (design) change, as well as the expected consequences with respect to the 
performance characteristics as stated in Table 1 shall be reported by the manufacturer. The responsible authority 
shall decide whether or not new tests are necessary. Excluded from reporting obligation are: 

 material of the instrument frame (housing); 

 electronic connectors; 

 bolts, nuts, cable binders and other fixing materials. 

8.4 Procedures for determination of the performance characteristics during the laboratory test 

8.4.1 General 

A designated body shall perform the determination of the performance characteristics in the laboratory as a part of 
the type approval test. The quality of the materials and equipment used in the described test procedures shall be in 
accordance with the requirements given in this document. The tests shall be performed on at least two analysers in 
the laboratory test. 
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8.4.2 Test conditions 

8.4.2.1 General 

Before operating the analyser, the operating instructions of the manufacturer shall be followed particularly with 
regard to the set-up of equipment and the quality and quantity of the consumable products necessary. 

The analyser should be allowed to warm up during the time specified by the manufacturer before undertaking any 
tests. If the warm-up time is not specified, a minimum of 4 h is recommended. 

When applying test gases to the analyser, the test gas system shall be operated sufficiently long before starting the 
tests in order to stabilise the concentrations applied to the analyser. 

Most analyser systems are able to give an output signal as a moving average over an adjustable period of time and 
some systems automatically change this integration time as a function of the frequency of the fluctuations in 
concentration of the detected pollutant. These options are typically used in order to smooth output data. It needs to 
be demonstrated that the set value for the averaging time or the use of an active filter will not influence the result of 
the averaging test and response time test. 

During laboratory and field tests for the type approval the settings of the monitor shall be as the manufacturer 
requires. All settings shall be noted down in the test report. 

8.4.2.2 Parameters 

During the test for each individual performance characteristic, the values of the following parameters shall be stable 
within the specified range given in Table 2. 

Table 2 — Set points and stability of test parameters 

Parameter Set points Stability 

Sample gas pressure Manufacturer’s specification 
(Except for the sample gas pressure test, see 8.4.7) 

± 0,2 kPa 

Sample gas temperature 20 °C to 23 °C 
(except for the sample gas temperature test, see 8.4.8) 

± 2 °C 

Surrounding air 
temperature 

20 °C to 23 °C 
(except for the temperature of the surrounding air test, see 
8.4.9) 

± 2 °C 

Electrical voltage a At nominal line voltage and within manufacturer’s 
specifications 
(except for the voltage dependence test, see 8.4.10) 

± 1 % 

Sample flow to the 
analyser 

Manufacturer’s specification ± 1 % 

a For an analyser operating on direct current the type approval test of voltage variation shall be carried out 
over the range of ± 10 % of the nominal voltage. 

8.4.2.3 Calibration gases and method 

For the determination of the various performance characteristics, test gases (air containing a certain O3 
concentration) traceable to national standards shall be used unless otherwise stated in this document. Various 
methods for the generation of test gases are given in Table 3. 
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Table 3 — Methods for preparation of test gases and calibration 

Method Description Traceability/ 
Standard to be used 

Generation of an 
ozone calibration gas 

Preparation by means of an ozone 
generator  

ISO 13964:1998, 5.2 point b 

Calibration Using a primary UV reference 
photometer 

ISO 13964:1998, 6.2/6.2.1/6.2.2 and 
Clause 7/7.1 

 

The uncertainties in zero and span gases used for the laboratory and field tests shall be proven to be insignificant. 
Possible contamination of zero and span gas shall not significantly influence the results of the laboratory tests. 
Therefore the test gases and zero gas shall meet the following specifications: 

Maximum permitted uncertainties in the concentration of gases used for laboratory tests: ± 3 %. 

Specification of the purity of zero gas and the air feeding the ozon generator (expressed as absolute value) are 
given in Table 4. 

Table 4 — Specification for purity of zero air and the air feeding the ozon generator 

Pollutant Concentration 
xylene < 1 nmol/mol 
toluene < 1 nmol/mol 
water < 150 µmol/mol 

 

NOTE It is advised to perform the field tests with the same set of spangas and zero air generators, exclusively reserved for 
the tests. The stability of both the zero air and the span gas should be guaranteed over a period longer than the test period. 

8.4.3 Response time 

8.4.3.1 General requirements 

The response time of the analyser shall be determined at the nominal sample flow rate specified by the 
manufacturer. 

The sample flow rate shall be kept constant within the requirements as given in 8.4.2 (± 1 %) during the test. 

8.4.3.2 Test procedure 

The determination of the response time shall be carried out by applying to the analyser a step function in the 
concentration from less than 20 % to about 80 % of the maximum of the certification range and vice versa (see 
Figure 1). 

The change from zero gas to span gas needs to be made almost instantly with the use of a suitable valve. The 
valve outlet shall be mounted direct to the inlet of the analyser, and both zero gas and span gas shall have the 
same “oversupply“ which is vented with the use of a tee. The gas flows of both zero gas and span gas shall be 
chosen in such a way that the dead time in the valve and tee can be neglected compared to the lag time of the 
analyser system. The step change is made by switching the valve from zero gas to span gas. This event needs to 
be timed and is the start (t = 0) of the (rise) lag time according to Figure 1. When the reading of 98 % of the applied 
concentration has been reached, the span gas can be changed to zero again, this event is the start (t = 0) of the 
(fall) lag time. When the reading of 2 % of the applied concentration has been reached the whole cycle as shown in 
Figure 1 is complete. 
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The elapsed time (response time) between the start of the step change and reaching 90 % of the analyser final 
stable reading of the applied concentration shall be measured. The whole cycle shall be repeated four times. The 
average of the four response times (rise) and the average the four response times (fall) shall be calculated. 

The relative difference in response times shall be calculated according to: 

%
r

fr
d 100×

−
=

t
ttt  (1) 

where 

td is the relative difference between response time (rise) and response time (fall) (%); 

tr is the response time (rise) (average of 4 measurements) (s); 

tf is the response time (fall) (average of 4 measurements) (s). 

tr, tf and td shall comply with the performance criterion in Table 1. 

 

Key 

A Analyser response 
1 Lag time 
2 Rise time 
3 Response time (rise) 
4 Fall time 
5 Response time (fall) 

Figure 1 — Diagram illustrating the response time 
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8.4.4 Short-term drift 

After the required stabilisation period (8.4.2.1), the analyser shall be adjusted at zero and span level  
(around 70 % to 80 % of the maximum of the certification range). Wait the time equivalent to one independent 
reading and then record 20 individual measurements first at zero and then at span concentration. From these  
20 measurements the average is calculated for zero and span level. 

The analyser shall be kept running under the laboratory conditions (8.4.2.2) whilst analysing ambient air. After a 
period of 12 h zero and span gas is fed to the analyser. Wait the time equivalent to one independent reading and 
then record 20 individual measurements first at zero and then at span concentration. The averages for zero and 
span level shall be calculated. 

NOTE Compliance with this test shows that drift is not the dominant factor in any of the test results. 

The short-term drift at zero and span level shall be calculated as follows: 

Ds,z = (Cz,2 - Cz,1)  (2) 

where 

Ds,z is the 12-hour drift at zero (nmol/mol); 

Cz,1 is the average of the zero gas measurements at the beginning of the drift period (just after calibration) 
(nmol/mol); 

Cz,2 is the average of the zero gas measurements at the end of the drift period (12 h) (nmol/mol). 

Ds,z shall comply with the performance criterion in Table 1. 

s,zs,1s,2ss, )( DDDD −−=  (3) 

where 

Ds,s is the 12-hour drift at span (nmol/mol); 

Cs,1  is the average of the span gas measurements at the beginning of the drift period (just after calibration) 
(nmol/mol); 

Cs,2 is the average of the span gas measurements at the end of the drift period (12 h) (nmol/mol); 

Ds,s shall comply with the performance criterion in Table 1. 

8.4.5 Repeatability standard deviation 

After waiting the time equivalent of one independent reading 20 individual measurements both at zero 
concentration and at a test concentration (ct) similar to the hourly alert threshold value value shall be performed. 
From these measurements the repeatability standard deviation (sr) at zero concentration and at concentration ct 
shall be calculated according to: 

( )
1

2
i

r −
−

= ∑
n

xx
s  (4) 

where 

sr is the repeatability standard deviation (nmol/mol); 

xi is the ith measurement (nmol/mol); 

x  is the average of the 20 measurements (nmol/mol); 
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n is the number of the measurements, n = 20. 

The repeatability standard deviation shall be calculated separately for both series of measurements (zero gas 
and concentration ct). 

sr shall comply with the performance criterion in Table 1, both at zero (sr,z) and at the test concentration ct (hourly 
alert treshold) (sr,ct). 

8.4.6 Linearity (lack of fit) 

The lack of fit of the analyser shall be tested over the range 0 % to 95 % of the maximum of the certification range 
using at least six concentrations (including the zero point). The analyser shall be adjusted at a concentration of 
about 90 % of the maximum of the certification range. At each concentration (including zero), at least five individual 
measurements shall be performed. 

The concentrations shall be applied in the following sequence: 80 %, 40 %, 0 %, 60 %, 20 % and 95 %. After each 
change in concentration, at least four response times shall be taken into account before the next measurement is 
performed. 

The uncertainty in the dilution ratios for the applied concentrations shall be less than 1,5 % with respect to each 
other. 

NOTE The design of the test (number of concentrations and number of repetitions) is such that the deviation from a linear 
function can be determined with sufficient accuracy. The test is also sufficiently robust to detect the case of non-linearity in the 
range from zero to some concentration at the lower end of the range as well as non-linearity from that lower end of the range to 
the higher end of the range. 

Calculation of the linear regression function and residuals shall be performed according to Annex B. The residuals 
from the linear regression function shall fulfil the criterion as stated in Table 1. 

The largest value of the relative residuals is reported as Xl and shall be taken into account in demonstrating 
compliance with type approval requirement 1. The value of the relative residual value at the level of the hourly limit 
value shall be taken in the calculation of type approval requirement 2 and 4. 

8.4.7 Sensitivity coefficient to sample gas pressure 

Measurements are taken at a concentration of about 70 % to 80 % of the maximum of the certification range at an 
absolute pressure of 80 kPa ± 0,2 kPa and at an absolute pressure of 110 kPa ± 0,2 kPa. At each pressure after 
waiting the time equivalent to one independent reading three individual measurements are recorded. From these  
3 measurements the averages at each pressure are calculated. 

Measurements at different pressures shall be separated by at least four response times. 

The sample gas pressure influence is calculated by: 

( )
( )12

PP
gp PP
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b 21

−
−

=  (5) 

where 

bgp  is the sample gas pressure influence (nmol/mol/kPa); 

CP1 is the average of the measurements at sample gas pressure P1 (nmol/mol); 

CP2 is the average of the measurements at sample gas pressure P2 (nmol/mol); 

P1 is the sample gas pressure P1 (kPa); 

P2 is the sample gas pressure P2 (kPa). 
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