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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
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Foreword

This document (EN 14678-3:2013) has been prepared by Technical Committee CEN/TC 286 “Liquefied
petroleum gas equipment and accessories”, the secretariat of which is held by NSAL.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2013, and conflicting national standards shall be withdrawn at
the latest by June 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

EN 14678 consists of the following parts:

— EN_14678-1, LPG equipment and accessories — Construction and performance of LPG equipment for
automotive filling stations — Part 1: Dispensers;

— EN_14678-2, LPG equipment and accessories — Construction and performance of LPG equipment for
automotive filling stations — Part 2: Components other than dispensers, and installation requirements;

— EN_14678-3, LPG equipment and accessories — Construction and performance of LPG equipment for
automotive filling stations — Part 3: Refuelling installations at private and industrial premises.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This European Standard calls for the use of substances and procedures that may be injurious to health if
adequate precautions are not taken. It refers only to technical suitability and does not absolve the user from
legal obligations relating to health and safety at any stage.

Protection of the environment is a key political issue in Europe and elsewhere. Protection of the environment
is taken in a very broad sense. What is meant is the total life cycle aspects of, e.g. a product on the
environment, including expenditure of energy and during all phases from mining of raw materials, fabrication,
packaging, distribution, use, scrapping, recycling of materials, etc.

NOTE Annex B indicates which clauses in this European Standard address environmental issues. Clauses
addressing environmental issues are restricted to a general guidance. Limiting values can be specified in national laws.

It is recommended that companies using this European Standard develop an environmental management
policy. For guidance see EN 1SO 14021 [3], EN ISO 14024 [4] and EN 1SO 14025 [5].
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1 Scope

This European Standard covers the equipment and installation requirements for LPG refuelling installations,
which are required to safely dispense LPG at commercial and industrial premises.

This European Standard does not cover public LPG filling stations.
This European Standard does not cover nautical LPG refuelling installations.

This European Standard does not cover on-site and off-site safety distances.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

EN 549, Rubber materials for seals and diaphragms for gas appliances and gas equipment

N 837-1, Pressure gauges — Part1: Bourdon tube pressure gauges — Dimensions, metrology,
requirements and testing

N 1762, Rubber hoses and hose assemblies for liquefied petroleum gas, LPG (liquid or gaseous phase), and
natural gas up to 25 bar (2,5 MPa) — Specification

N 12542, LPG equipment and accessories - Static welded steel cylindrical tanks, serially produced for the
storage of Liquefied Petroleum Gas (LPG) having a volume not greater than 13 m® — Design and
manufacture

EN 13445 (all parts), Unfired pressure vessels

N 13463-1, Non-electrical equipment for potentially explosive atmospheres — Part 1: Basic method and
requirements

N 14570, LPG equipment and accessories — Equipping of LPG tanks, overground and underground

N 14678-1, LPG equipment and accessories — Construction and performance of LPG equipment for
automotive filling stations — Part 1: Dispensers

prEN 16125, LPG equipment and accessories — Pipework systems and supports — LPG liquid phase and
vapour pressure phase

N 50525-2-51|, Electric cables — Low voltage energy cables of rated voltages up to and including 450/750 V
(UyU) — Part 2-51: Cables for general applications — Oil resistant control cables with thermoplastic PVC
insulation

N 50525-2-21|, Electric cables — Low voltage energy cables of rated voltages up to and including 450/750 V
(Uy/U) — Part 2-21: Cables for general applications — Flexible cables with crosslinked elastomeric insulation

N 60079-10-1|, Explosive atmospheres — Part 10-1: Classification of areas — Explosive gas atmospheres
EC 60079-10-

N 60079-14 Explosive atmospheres — Part 14: Electrical installations design, selection and erection
EC 60079-14
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