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National foreword

This British Standard is the UK implementation of EN 14752:2015.
It supersedes BS EN 14752:2005 which is withdrawn.

The UK Committee advises, following the recommendations set
out in the RAIB accident investigation report (report 19/2014,
dated September 2014), that the door obstacle detection methods
set out in this standard need to be combined with appropriate
operational dispatch procedures to mitigate the risk of trap and
drag incidents. The report can be accessed via the RAIB homepage
at http://www.raib.gov.uk.

Normative: Requirements conveying criteria to be fulfilled if
compliance with the document is to be claimed and from which
no deviation is permitted.

Informative: Information intended to assist the understanding or use
of the document. Informative annexes do not contain requirements,
except as optional requirements, and are not mandatory. For
example, a test method may contain requirements, but there is no
need to comply with these requirements to claim compliance with
the standard.

When rounded values require unit conversion for use in the UK, users
are advised to use equivalent values rounded to the nearest whole
number. The use of absolute values for converted units should be
avoided in these cases. For the values used in this standard:

3 km/h has an equivalent value of 1 mph

10 km/h has an equivalent value of 5 mph

The UK participation in its preparation was entrusted by Technical
Committee RAE/4, Railway Applications - Rolling stock systems, to
Subcommittee RAE/4/-/6, Bodyside Entrances.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015.
Published by BSI Standards Limited 2015
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of
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Foreword

This document (EN 14752:2015) has been prepared by Technical Committee CEN/TC 256 “Railway
applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2015, and conflicting national standards shall be
withdrawn at the latest by September 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14752:2005.

EN 14752:2015 includes the following significant technical changes with respect to EN 14752:2005:

Clause/Paragraph/ Change
Table/Figure
3.2 bridging plate added
3.4 contrast added
3.11 entrance system added
3.12 first step added
3.17 manual ramp added
3.18 moveable step added
3.19 palm operated added
3.24 semi-automatic ramp added
3.25 slip resistant added
3.26 tactile added
4.1.2.1 Entrance area — General a maximum of 4 steps added

4.1.2.2.1 Internal steps for external access jnumber of steps and height updated

4.1.2.2.2 External steps door sill and verification updated

4.1.2.3 Step surface contrasting band; added

4.1.3 Track level access ; added

4.1.6 Door windows dimension 1 000 mm added , other details more precise

4.3.1.4 Passenger door button location dimensions changed

4.3.1.7 Visual indications of door buttons |added

4.3.2.1 Quantity and location of “900” mm; dimension changed
emergency of emergency egress device

4.8 Reliability, availability, maintainability, [FTA top events and some rules added
safety (RAMS)

4.11 Manual and semi-automatic ramps, |added
Bridging plates

5.1.2 Release doors and steps updated
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5.1.5.2 Manual doors Palm operated; added

5.1.6.2 Step out-of-service added

5.2.1.3 Closing and opening warning rewritten

5.2.1.4.2.2 Closing force force over whole door travel defined
5.2.1.4.2.3 Kinetic energy added

5.2.1.4.2.4 Non-contact obstacle detection [added

5.2.1.5 Anti drag added

5.4 Moveable step obstacle detection rewritten

A.2 Design of door buttons updated

D.1 General new issue

Annex | added

Annex J added

Annex K added

Annex ZA updated

NOTE: The technical changes referred to include the significant technical changes from the EN revised but are not
an exhaustive list of all modifications from the previous edition.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive 2008/57/EC.

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This European Standard specifies the minimum requirements for construction and operation of railway
passenger access systems to ensure:

— safe access and egress from passenger trains through body side doors and steps;
— usability for persons with reduced mobility;
— aminimum risk of injury to persons as a result of door and step operation;

— that the doors and moveable steps, ramps, bridging plates remain closed when the vehicle is in motion;
and

— safe maintenance of the entrance systems.
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1 Scope

This European Standard applies to passenger body side entrance systems of all newly designed railway
vehicles such as tram, metro, suburban, mainline and high-speed trains that carry passengers. The
requirements of this European Standard also apply to existing vehicles undergoing refurbishment of the door
equipment, as far as it is reasonably practicable.

This European Standard also specifies the requirements for testing of entrance systems.

This European Standard makes reference to manual and power operated entrance systems. For manual
doors, clauses referring to power operation are not applicable.

This European Standard does not apply to the following:
— entrance systems for equipment access, inspection or maintenance purposes and for crew only use;
— doors on freight wagons; and

— doors or hatches specifically provided for escape under emergency conditions.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

DIN 5032-7, Photometry; classification of illuminance meters and luminance meters

DIN 6164-1, DIN colour chart; system based on the 2° standard colorimetric observer

DIN 6164-2, DIN colour chart; specification of colour samples

N 12663-1|, Railway applications — Structural requirements of railway vehicle bodies — Part 1: Locomotives
and passenger rolling stock (and alternative method for freight wagons)

EN 13032 (all parts), Light and lighting — Measurement and presentation of photometric data of lamps and
luminaires

N 13272, Railway applications — Electrical lighting for rolling stock in public transport systems
EN 14067 (all parts), Railway applications — Aerodynamics

N 16116-1|, Railway applications — Design requirements for steps, handrails and associated access for staff
- Part 1: Passenger vehicles, luggage vans and locomotives

N 45545-3, Railway applications — Fire protection on railway vehicles — Part 2: Requirements for fire
behaviour of materials and components

N 50121-3-2, Railway applications — Electromagnetic compatibility — Part 3-2: Rolling stock - Apparatus

N 50125-1|, Railway applications — Environmental conditions for equipment — Part 1: Rolling stock and on-
board equipment
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N 50126 (all parts), Railway applications — The specification and demonstration of reliability, availability,
maintainability and safety (RAMS)

N 50128, Railway applications — Communication, signalling and processing systems — Software for railway
control and protection systems

N 50153, Railway applications — Rolling stock — Protective provisions relating to electrical hazards
N 50158, Railway applications — Electronic equipment used on rolling stock

N 50218, Railway applications — Rolling stock — Testing of rolling stock on completion of construction and
before entry into service

EN 60077-1:2002, Railway applications — Electric equipment for rolling stock — Part 1: General service
conditions and general rules (IEC 60077-1:1999, mod.)

N 61373, Railway applications — Rolling stock equipment — Shock and vibration tests JEC 6137

EN ISO 10140-2, Acoustics — Laboratory measurement of sound insulation of building elements — Part 2:

Measurement of airborne sound insulation (SO 10140-2

EN ISO 12567-1, Thermal performance of windows and doors — Determination of thermal transmittance by
the hot-box method — Part 1: Complete windows and doors (SO 12567-

UIC 566:1990, Loadings of coach bodies and their components

UIC 660:2002, Measures to ensure the technical compatibility of high-speed trains

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

access device

operating element used to unlock a locked door in order to allow for door opening from outside when the door
is not available for normal operation

3.2

bridging plate

extendable device which is integrated into the vehicle as close as possible to the door threshold level, fully
automatic and activated/controlled in conjunction with the door opening/closing sequences, to facilitate PRM
(Persons with Reduced Mobility) and wheelchair access and which is not supported by the platform when
extended

Note 1 to entry: The bridging plate retains its strength without support on the station platform.

3.3
central closing
powered closing of the door by remote command without intervention by the passenger

34

contrast

perception of a difference visually between one surface or element of a building/rail vehicle and another by
reference to their light reflectance values (LRV)

[SOURCE: prEN 16584—1:2013, 3.5]
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3.5
door
body side panel available for passenger access and egress, including its components

3.6
door button
device to initiate door opening or closing command

3.7
door/step out-of-service
door or step which is locked and not available for use

3.8
door/step isolated
door and/or step to which the pneumatic and/or electric power supply is isolated

3.9
door operation
all door operating sequences

3.10

emergency egress device

operating element used to unlock a locked door in order to allow for manual opening of the door from inside in
case of an emergency

3.1

entrance system

system to facilitate passenger entrance to vehicles including door, step/ramp/bridging plates and the related
drive and control devices

3.12

first step

first step of a vehicle that a passenger can use to board or alight from a train

Note 1 to entry: This will normally be the step that is closest to the platform edge. It may be a fixed or a moveable
step.

[SOURCE: prEN 16586—1:2013, modified: Note 1 to entry shortened.]

3.13
leading edge
edge of the door, leading during closing movement

3.14
local closing
powered closing by intervention of a person or by a local automatic device

3.15
locked door
closed door held closed by a mechanical device

3.16

manual door
door that is closed or opened exclusively by hand power
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3.17

manual ramp

device designed for the passage from one level to another, which is compatible with the vehicle and which is
supported on the station platform when extended.

Note 1 to entry: Deployment by train crew or platform staff is manual.
Note 2 to entry: The purpose of the manual ramp is to facilitate wheelchair access.
Note 3 to entry: See prEN 16586-2:2013 for further details.

3.18

moveable step

retractable device integrated into the vehicle forming a step with the threshold, fully automatic and
activated/controlled in conjunction with the door opening/closing sequences to reduce the gap in width and
height between vehicle and platform

Note 1 to entry: The moveable step retains its strength without support on the station platform.

3.19
palm operated
operable by the palm or any part of the hand in its working position, not requiring fingers to be unclenched

[SOURCE: prEN 16585-1:2013, 3.10, modified to enable replacement of the term by its definition in the document]

3.20
power operated door system
door system which operates doors in opening and closing direction by machine power

3.21

released door

door in a state in which it may be opened by a member of the public or train crew by operating the door
buttons

3.22

RIC-KEY

key according to the agreement on mutual use of vehicles for persons and goods in international transport
(RIC = International coach regulations)

Note 1 to entry: See Annex H.

3.23

routine test

test to which each entrance system equipment is subjected during or after manufacturing

3.24

semi-automatic ramp

device designed for the passage from one level to another, which is integrated into the vehicle and which is
supported on the station platform when extended

Note 1 to entry: Deployment is locally activated and supervised.

Note 2 to entry: The purpose of the semi-automatic ramp is to facilitate wheelchair access.

Note 3 to entry: See prEN 16586-2:2013 for further details.
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3.25

slip resistant

rough or otherwise specifically formulated to maintain friction between the surface and a person's shoe or a
mobility aid at an acceptable level in both wet and dry conditions

Note 1 to entry: Snow and ice are outside this definition therefore other special measures are to be taken for steps and
platforms etc. that are exposed to these weather conditions.

[SOURCE: prEN 16584-1:2013, modified to enable replacement of the term by its definition in the
document]

3.26
tactile
appertaining to touch

Note 1 to entry: Tactile signs or controls may include raised pictograms, raised characters or Braille lettering.
Note 2 to entry: See also prEN 16584-1:2013.

[SOURCE: , 2.5, modified: Note to entry added]

3.27

technical specification
agreement between manufacturer of the entrance system and buyer of that entrance system

3.28
train crew
persons authorized to carry out the duties for door operation

3.29

type test

test of one entrance system and its components to prove that the design meets the standard and the relevant
specifications

3.30

unlocked door
door with mechanical door locking released

4 Constructional requirements

4.1 Door design

41.1 Door throughway design

4111 Minimum width

Doors shall have an unrestricted clear usable width (1) of 800 mm minimum to allow unimpeded access and
egress of passengers (Figure 1 shows two examples of doors). On trains where there is no step between the

threshold of a dedicated wheelchair access door and the adjacent vestibule, that door shall have a minimum
clear useable width of 1 000 mm when open.
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1  clear usable width 3 vehicle
2 door leaf 4 leading edge
Figure 1 — Minimum width
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41.1.2 Minimum height

Doors shall have an unrestricted vertical clearway height of /; =21 900 mm minimum (see Figure 2 for the
measuring method).

Dimensions in millimetres

|
/

|l
/

Key
/1 =1900 mm

Figure 2 — Minimum height
41.2 Steps

41.21 Entrance area — General

External steps shall have at least the same clear width as the door and be in line with the throughway of the
door.

Internal steps should have at least the same clear width as the door and be in line with the throughway of the
door.

Passenger access from the defined platform to the vestibule of the vehicle shall be achieved with a maximum
of four steps.
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41.2.2 Step dimensions

4.1.2.21 Internal steps for external access

Internal steps for external access shall have a maximum height of /; =200 mm and a minimum depth of
I4 = 240 mm between the vertical edges of the step. The rising height of each step shall be equal.

The height of each step may be increased to a maximum of /; = 230 mm if it can be demonstrated that this
achieves a reduction of one in the total number of steps required.

EXAMPLE If a vertical distance of 460 mm is to be traversed, it can be demonstrated that using steps of up to
/1 =230 mm reduces the number of steps required from 3 to 2.

See Figure 3 for details.
41.2.2.2 External steps

An external access step, fixed or moveable, shall have a maximum height of /;, = 230 mm between steps and
a minimum depth of /3 150 mm.

Dimensions in millimetres

~
.
o

Key

1 fixed steps inside the train

2 external fixed or moveable step

3 door leaf
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A minimal drop in level, with a maximum of /, = 60 mm, between the floor surface of the vestibule/last step
and that of the external step of the vehicle, used to guide and seal the door is also permissible and shall not
be considered as a step so the minimum depth of /3 150 mm does not apply. See Figure 4 for the permissible
position of the external extension of the door sill.

If the external step depth 5 is 2 150 mm the surface of the exterior step may be used as a reference for
defining the stepping height when stepping up from a lower platform whereas the floor surface of the vestibule
may be used when stepping down from a higher platform.

If a step is fitted and it is an extension of a door sill outside the vehicle, and there is no drop in level between
the floor surface of the vestibule and that of the external step of the vehicle, this shall not be considered to be
a step for the purposes of this specification. See Figure 4 for details

e

Key
1 floor surface vestibule I <60 mm

2 extension of door sill

Figure 4 — Extension of door sill
41.2.3 Step surface
Steps shall be provided with a slip resistant surface across the usable surface area.
The first and the last step inside the vehicle shall be indicated by a contrasting band with a depth of 45 mm to
55 mm extending the maximum useable width of the steps on the front and the top surfaces of the step

nosing.

The first and the last step outside the vehicle shall be indicated by a contrasting band with a depth of 45 mm
to 55 mm extending the full width of the steps on the top surfaces of the step nosing.

41.2.4 Protection against water accumulation

The steps shall be arranged to allow water to drain away from the anti-slip surface. The design shall prevent
water accumulation.

4.1.2.5 Manual operation

If a retractable step fails to close and the deployed step exceeds the vehicle kinematic gauge, it shall be
possible to manually retract the step to a stable closed position, particularly from the platform it is intended for.

The operation manuals shall include an instruction stating that the step drive shall be isolated prior to manual
operation, if this is necessary to avoid a possible injury due to the activation of the automatic drive.
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4.1.3 Track level access

If specified, means shall be provided to ensure access and egress to and from the track level for staff on
dedicated doors. Details need to be clarified in the technical specification as far as not defined in EN 16116-1|.

4.1.4 Relative position of the step edge

The relative position of the step edge in relation to the vehicle body shell and vehicle floor (Dimensions /; and
I3 of Figure 3) shall be defined in the technical specification considering the requirements regarding the gap
between step and platform.

NOTE See prEN 16586-1:2013 for further details.

41.5 Train surfing

Step edges, ledges or handholds on the outside surface of the entrance system shall be avoided or designed
so they are not providing firm grip when the doors are closed (to avoid so called 'train surfing').

4.1.6 Door windows

Doors shall be fitted with transparent windows to allow passengers to identify the presence of a platform.

All door windows shall be fitted with safety glass (either laminated or toughened glass) which is in accordance
with a relevant national or international standard. Other material achieving a comparable level of safety may
also be used.

Where the distance of the lower edge of the door window is less than 800 mm above vehicle floor level
adjacent to the door, a means of protection shall be provided to prevent passengers falling through the
window when broken. Where internal steps are fitted this dimension shall be increased to 1000 mm.
Protection may be achieved by the use of a suitable laminated glazing system retained by appropriate fixing

(mechanical retention, suitable bonding, etc.), or mechanical elements (e.g. a bar) or equivalent measures. If
bars are used, they should be fitted so that they do not create hazards to passengers.

4.1.7 Design of body side entrance doors used for accessing driver's cabs

If a body side entrance door is used for accessing the driver's cab, the requirements shall be defined in the
technical specification.

41.8 Water drainage

Means shall be provided to divert water from the vehicle roof away from the door throughway.
4.2 Mechanical strength

421 Door mechanical strength

4211 Passenger retention forces

The doors shall withstand the forces that occur when passengers are leaning or falling against the door leaves
without causing any non-elastic deformation or loss of operation. It is permissible for some residual deflection

after first loading to occur.

For this purpose a closed and locked door including the glazing shall withstand a pushing force applied from
inside the vehicle onto the door leaf.
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The load shall be represented by the application of a load distributed over a strip of 200 mm in height,
positioned /» = 1300 mm above threshold. The value of this force shall be 1 000 N per linear metre over the
width of the exposed internal surface of the door (see also Figure 5).

Dimensions in millimetres

|

3
Key
1 outside of doors /1 100 mm
2 Inside of doors > 1300 mm
3 exposed internal surface F 1000 N/m

Figure 5 — Arrangement for load case “passenger retention”
The locking system on sliding doors shall withstand a force in the opening direction of 1 200 N .
421.2 Aerodynamic stresses
Doors shall be capable of withstanding the effects of pressure pulses as given in Annex F, applied over the

surface of the door without causing any non-elastic deformation or loss of operation. Some residual deflection
after first loading may occur.
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4.21.3 Relation to vehicle gauge

Under normal operation the loads defined in 4.2.1.1 and 4.2.1.2 may cause elastic door deformations. The car
builder shall specify the acceptable limits so as not to infringe the kinematic gauge of the vehicle in the
technical specification.

4.21.4 Vehicle overturning case

The door strength shall withstand without fracture or collapse the following load case based on vehicle
overturning, if such load case is required in the technical specification:

— a sustained pressure of 6 kPa over its exposed internal surface.

The door and associated components may not necessarily remain operational after the application of this
load.

4.21.5 Ability to withstand vibration and shock

The entrance system shall be designed to withstand the effects of vibrations and shocks as defined for

equipment attachments in EN 12663-1. Alternatively this can be proven by a test in accordance with
N 61373.

Where specified vibration and shock testing of mechanical components shall be carried out in accordance with
N 61373.

4.2.2 Step(s) mechanical strength

The following requirements shall apply:

— the steps shall be capable of withstanding a concentrated downward vertical load of 2 kN. This shall be
applied on a surface area of 100 mm x 200 mm at any position on the exposed step surface without
causing non-elastic deformation;

— the steps shall be capable of withstanding a distributed downward vertical load of 4 kN/m on the exposed
length of the step without causing non-elastic deformation (see Figure 6), whereas some residual

deflection after first loading may occur;

— means shall be installed in order to maintain the stability of moveable steps in the deployed and retracted
position during normal operation.
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—

4 2 4
Key
1 vehicle 4 door leaf
2 external fixed or moveable step 5 exposed length
3 exposed width F 4 kN/m

Figure 6 — Step mechanical strength
4.3 Local door control devices

4.3.1 Door buttons
4311 General

Where door buttons for passenger 'open' and/or 'close' functions are required by the technical specification or
by Regulation (Interoperability), the requirements of 4.3 shall be met.

43.1.2 Inside
If the door buttons are fitted on the door leaf then:
— on single leaf doors they should be located near the leading edge of the door;

— on double leaf doors, the door buttons should be located on the right hand leaf (seen from inside)
adjacent to the leading edge of the door.
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If the door buttons are provided on the door pillar they should be fitted as close as possible to the door leaf.
4.3.1.3 Outside

On single-leaf doors the door buttons for 'open' and/or 'close' should be located near the leading edge of the
door. On double-leaf doors, the door buttons should be located on the left hand leaf (seen from outside)

adjacent to the leading edge.

If it is not practicable to mount the door open button on the moving door leaf (e.g. pocket sliding door) then
door buttons should be provided on the door pillar as close as possible to the door leaf.

4.31.4 Passenger door button location

The centre of exterior door buttons, operable from the platform, shall be not less than 800 mm and not more
than 1 200 mm measured vertically above platforms, for all platforms for which the train is designed (defined
in the technical specification). If the train is designed for a single platform height, the centre of exterior door
buttons shall be not less than 800 mm and not more than 1100 mm measured vertically above that platform
height.

The centre of internal door button for the exterior door shall be not less than 800 mm and not more than
1 100 mm measured vertically above the vehicle floor level.

Where door 'open' and 'close' buttons are provided, the upper door button shall be the 'open’' button.

The door buttons shall be positioned so that an opening door does not create a trapping hazard for the
operating hand.

If additional door buttons for wheelchair users are agreed in the technical specification, they shall be mounted
below any other buttons within the range defined in this clause.

4.3.1.5 Door button design

The design and the appropriate pictograms are given in A.1, A.2 and A.3.
4.3.1.6 Colour of door buttons

Requirements are given in A.2.

4.3.1.7 Visual indications of door buttons

4.3.1.71 Released indication

Doors in service, but not released shall not be illuminated (i.e. all lights of the door button off). When the door
is released it shall be indicated by a constant green light in the area shown in Figure A.2.

4.31.7.2 Acceptance of Input and Opening warning

Once the door button input is accepted and during opening movement of the door and step the door button
should provide flashing green light (at between 1 Hz and 2 Hz) in the area shown in Figure A.2.

4.3.1.7.3 Not accepted input

Not accepted input (door not released) shall be indicated with constant red light in the area shown in
Figure A.2 (100 % of available red lights) for at least 1 s or as long as the button is pressed.
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4.3.1.7.4 Door out-of-service

A door locked out-of-service as defined in 5.1.6 should be indicated with permanent red light in the area
shown in Figure A.2 (100 % of available red lights).

Alternatively a separate indicator located adjacent to the door may be provided.

4.3.2 Emergency egress device
43.21 Quantity and location of emergency egress device
Each door shall be equipped with an emergency egress device.

The centre of the operating element of the emergency egress device shall be located inside the car in the area
adjacent to the door (shown in the hatched zone of Figure 7).

NOTE Requirements for passenger emergency exit are given in EN 455454,

/1 /1

2
Key
11 400 mm 1 vestibule floor level
17 900 mm 2 throughway
I3 1950 mm

Figure 7 — Emergency egress device location
4.3.2.2 Design of emergency egress device

An example of the recommended type and operation of the emergency egress device is shown in A.4.
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4.3.2.3 Colour of emergency egress device

The colour of the emergency egress handle shall be red (recommended colour RAL 3020 in accordance with
DIN 6164-1 and DIN 6164-2). It is recommended that the complete device is coloured in red in accordance
with RAL 3020.

In case of local regulations different colours may be specified in the technical specification.

4.3.3 Access device
4.3.3.1 Quantity and location of access device

The operating element of the access device shall be located in the area adjacent to the door at a height so
that it can be operated from track and from all relevant platform levels.

The quantity and location of the access devices are specified in other regulations or in the technical
specification.

Interoperable trains need to be equipped with an access device at every door.
NOTE See also EN 45545-4.

4.3.3.2 Design of access device

The device shall be key or handle operated.

4.3.3.3 Colour of access device

It is recommended that the complete device is coloured in red in RAL 3020 in accordance with DIN 6164-1
and DIN 6164-2.

4.4 Labels/warning signs
Labels shall be used to instruct passengers on the use of the door equipment.

Symbols should be applied in preference to written instructions (or symbols used together with written
information).

An example for suitable labels is given in Figure A.6 and UIC 413. The ISO 3864 series may be used for
guidance when designing labels.

A label, located adjacent to or on the relevant device, shall provide information on the operation of that device.
4.5 Interfaces with the vehicle

4.51 Electric and pneumatic power supplies

The electrical and pneumatic equipment of the door shall be designed to meet the requirements of
EN 60077-1:2002, 8.2.1, 'Operating conditions'.

4.5.2 Mechanical interface with the vehicle

The mechanical design of the door shall incorporate adjustments and clearances required for the performance
of that door, such as:

— adjustment of position;
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