
BSI Standards Publication

BS EN 14770:2012 
BS 2000-536:2012

Bitumen and bituminous 
binders — Determination of 
complex shear modulus and 
phase angle — Dynamic
Shear Rheometer (DSR)

Full document details: BS EN 14770:2012

http://www.avadocuments.com/doc/bs-en-14770-2012
http://www.avadocuments.com/doc/bs-en-14770-2012


BS EN 14770:2012 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 14770:2012. 
It supersedes BS EN 14770:2005 which is withdrawn.

The UK participation in its preparation was entrusted to Technical 
Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be 
obtained on request to its secretary.

Energy Institute, under the brand of IP, publishes and sells all 
Parts of BS 2000, and all BS EN petroleum test methods that 
would be Part of BS 2000, both in its annual publication 
“Standard methods for analysis and testing of petroleum and 
related products and British Standard 2000 Parts” and
individually.

Further information is available from:

Energy Institute, 61 New Cavendish Street, London W1G 7AR. 

Tel: 020 7467 7100. Fax: 020 7255 1472.

This publication does not purport to include all the necessary 
provisions of a contract. Users are responsible for its correct 
application.

© The British Standards Institution 2012. Published by BSI Standards 
Limited 2012

ISBN 978 0 580 75657 3 

ICS 75.140; 91.100.50 

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 31 May 2012.

Amendments issued since publication

Date                     Text affected 

Full document details: BS EN 14770:2012

http://dx.doi.org/10.3403/30102524
http://dx.doi.org/10.3403/BS2000
http://dx.doi.org/10.3403/BS2000
http://www.avadocuments.com/doc/bs-en-14770-2012
http://www.avadocuments.com/doc/bs-en-14770-2012


BS EN 14770:2012

 

 

 
EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

 
 EN 14770 
  

 
 May 2012 

ICS 75.140; 91.100.50 Supersedes EN 14770:2005

English Version 

 Bitumen and bituminous binders - Determination of complex 
shear modulus and phase angle - Dynamic Shear Rheometer 

(DSR) 

 

Bitumes et liants bitumineux - Détermination du module 
complexe en cisaillement et de l'angle de phase - 

Rhéomètre à cisaillement dynamique (DSR) 

 Bitumen und bitumenhaltige Bindemittel - Bestimmung des 
komplexen Schermoduls und des Phasenwinkels - 

Dynamisches Scherrheometer (DSR) 

This European Standard was approved by CEN on 7 April 2012.  
 
CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European 
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national 
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same 
status as the official versions. 
 
CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, 
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, 
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United Kingdom. 
 
 
 

 
EUROPEAN COMMITTEE FOR STANDARDIZATION  
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N 
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG 
 

 

Management Centre:  Avenue Marnix 17,  B-1000 Brussels 

© 2012 CEN All rights of exploitation in any form and by any means reserved 
worldwide for CEN national Members. 

Ref. No. EN 14770:2012: E

Full document details: BS EN 14770:2012

http://dx.doi.org/10.3403/30102524U
http://dx.doi.org/10.3403/30102524
http://www.avadocuments.com/doc/bs-en-14770-2012
http://www.avadocuments.com/doc/bs-en-14770-2012


BS EN 14770:2012
EN 14770:2012 (E) 

2 

Contents Page 

Foreword ..............................................................................................................................................................3

1 Scope ......................................................................................................................................................4

2 Normative references ............................................................................................................................4

3 Terms and definitions ...........................................................................................................................4

4 Principle ..................................................................................................................................................5

5 Apparatus ...............................................................................................................................................5

6 Preparation of rheometers ....................................................................................................................6

7 Sample preparation ...............................................................................................................................7

8 Procedure ...............................................................................................................................................8

9 Expression of results ......................................................................................................................... 10

10 Precision .............................................................................................................................................. 11

11 Test report ........................................................................................................................................... 11

Annex A (informative)  Temperature verification procedure ........................................................................ 12

Annex B (informative)  Determining equilibration time ................................................................................. 13

Annex C (informative)  Determination of the viscoelastic linear range ....................................................... 14

Bibliography ..................................................................................................................................................... 15
 

Full document details: BS EN 14770:2012

http://www.avadocuments.com/doc/bs-en-14770-2012
http://www.avadocuments.com/doc/bs-en-14770-2012


BS EN 14770:2012
EN 14770:2012 (E) 

3 

Foreword 

This document (EN 14770:2012) has been prepared by Technical Committee CEN/TC 336 “Bituminous 
binders”, the secretariat of which is held by AFNOR/BNPé. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by November 2012, and conflicting national standards shall be withdrawn 
at the latest by November 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 14770:2005. 

Compared with EN 14770:2005, the following changes have been made: 

a) Note 2 added to 3.3; 

b) Principle application clarified in Clause 4; 

c) Note 2 improved in 5.1; 

d) Rewording of 6.2 and previous Note 2 deleted; 

e) 7.1 has been re-structured and requirements for reheating times added; 

f) requirement for reheating added in 7.2; 

g) sub-clause 7.3 added; 

h) Clause 8 revised and Note 4 added in 8.3; 

i) Annex C (informative) added. 

This European standard is based on IP PM CM-02 [1] and XPT 66-065 [2]. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland, Turkey and the United Kingdom. 
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1 Scope 

This European standard specifies a number of methods using a dynamic shear rheometer (DSR) capable of 
measuring the rheological properties of bituminous binders. The procedure involves determining the complex 
shear modulus and phase angle of binders over a range of test frequencies and test temperatures when 
tested in oscillatory shear.  

From the test, the norm of the complex shear modulus, IG*I, and its phase angle, δ, at a given temperature 
and frequency can be calculated, as well as the components G', G'', J' and J'' of the complex shear modulus 
and of the complex compliance. 

This method is applicable to un-aged, aged and recovered bituminous binders, cut-backs and bituminous 
binders stabilised from emulsions. 

WARNING — The use of this European Standard can involve hazardous materials, operations and 
equipment. This European Standard does not purport to address all of the safety problems associated 
with its use. It is the responsibility of the user of this European Standard to establish appropriate 
safety and health practices and to determine the applicability of regulatory limitations prior to use. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 1427, Bitumen and bituminous binders — Determination of softening point — Ring and Ball method 

EN 12594, Bitumen and bituminous binders — Preparation of tests samples 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
norm of the complex shear modulus 
IG*I 
ratio of peak stress to the peak strain in harmonic sinusoidal oscillation 

3.2 
phase angle 
δ 
phase difference between stress and strain in harmonic oscillation 

3.3 
norm of the complex compliance 
IJ*I  
ratio of the peak strain to the peak stress in harmonic sinusoidal oscillation 

Note 1 to entry: The real parts of the complex shear modulus IG*I and the complex shear compliance IJ*I  are 
respectively G´ and J´ and are associated with the elastic part of material behaviour which represents energy stored 
during a shear cycle. They are complex shear modulus or complex shear compliance multiplied with cosine of phase angle 
expressed in degrees. 

The imaginary parts of the complex shear modulus and the complex shear compliance are respectively G´´ and J´´ and 
are associated with the viscous part of material behaviour which represents energy dissipated during a shear cycle. They 
are complex shear modulus or complex shear compliance multiplied with sine of phase angle expressed in degrees. 
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3.4 
isotherm 
equation or curve on a graph representing the behaviour of a material at a constant temperature 

3.5 
isochrone 
equation or curve on a graph representing the behaviour of a material at a constant frequency 

3.6 
region of linear viscoelastic behaviour 
region in which complex dynamic (shear) modulus is independent of (shear) stress or strain 

4 Principle 

A known oscillatory shear stress is applied to the temperature controlled test geometry, in which the 
bituminous test specimen is held. The binder's strain response to the stress is measured. Alternatively, a 
known oscillatory shear strain is applied to the test specimen and the resulting shear stress is measured. 

Except for specific purposes, the test is performed in the region of linear viscoelastic behaviour. 

5 Apparatus 

Usual laboratory apparatus and glassware, together with the following: 

5.1 Dynamic Shear Rheometer (DSR), with either an integral temperature control system or temperature 
control attachments, capable of controlling the temperature over a minimum range of 5 °C to 85 °C with an 
accuracy of ± 0,1 °C throughout the test period. The rheometer shall be fitted with parallel plates, with a 
constant gap across the area of the plates. The temperature control system shall encompass both plates to 
avoid temperature gradients across the plates. When the test specimen is immersed in liquid other than water, 
ensure that the liquid does not affect the properties of the material being analysed. The rheometer shall be 
able to determine G*, in the range of 1 kPa to 10 MPa (± 2 %) and the phase angle (δ), in the range 0° to 90° 
(± 0,1°). 

NOTE 1 For rheometers using an air bearing, and to avoid damage, the air supply to the bearing should be switched 
on before the instrument is switched on. When not in use, the spindle should be secured. 

NOTE 2 When liquid is used to immerse the test specimen, a water/glycol mixture has been found to be suitable. The 
proportions used depend on how low the temperature intended for testing is. Rheometers using radio frequency (RF) 
heating and/or liquid gas cooling or other heating/cooling systems should be used in accordance with the manufacturer's 
instructions. 

NOTE 3 Where the bottom plate is nominally the same diameter as the top plate, a visual check should be made to 
ensure the two plates are vertically aligned. If there is any doubt as to the alignment of the top and bottom plates, the 
manufacturer, or a qualified technician, should re-align the plate geometry. 

NOTE 4 Diameters from 8 mm to 25 mm and gap settings from 0,5 mm to 2,0 mm have been found to be suitable for 
bituminous binders. In terms of operational ranges, 25 mm plates are generally suitable for stiffnesses in the range 1 kPa 
to 100 kPa, and 8 mm plates suitable for stiffnesses (|G*|) in the range 100 kPa to 10 MPa. Plates of other diameters can 
also be used, providing compliance effects of the instrument do not affect the results (see 6.1, Note 1) and the testing is 
done in the linear region (see Clause 8). 

NOTE 5 The fact that the temperature control range is 5 °C to 85 °C should not be taken to imply that accurate results 
will necessarily be obtained for all binders over this range (see 5.1, Note 4 and 6.1, Note 1). Furthermore, temperatures 
outside this range can also be used, provided the results are not affected by machine compliance. 
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