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National foreword

This British Standard is the official English language version of  
EN 14784-2:2005. 

The UK participation in its preparation was entrusted to Technical Committee   
WEE/46, Non-destructive testing, which has the responsibility to:

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep UK 
interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 16, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 

This European Standard (EN 14784-2:2005) has been prepared by Technical Committee CEN/TC 138 “Non-
destructive testing”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical text or 
by endorsement, at the latest by February 2006, and conflicting national standards shall be withdrawn at the latest 
by February 2006. 

EN 14784 comprises a series of European Standards for industrial computed radiography with storage phosphor 
imaging plates which is made up of the following: 

EN 14784-1 Non-destructive testing – Industrial computed radiography with storage phosphor imaging plates – 
Part 1: Classification of systems 

EN 14784-2 Non-destructive testing – Industrial computed radiography with storage phosphor imaging plates – 
Part 2: General principles for testing of metallic materials using X-rays and gamma rays 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark, 
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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1 Scope 

This European Standard specifies fundamental techniques of computed radiography with the aim of enabling 
satisfactory and repeatable results to be obtained economically. The techniques are based on the fundamental 
theory of the subject and tests measurements. This document specifies the general rules for industrial computed X- 
and gamma radiography for flaw detection purposes, using storage phosphor imaging plates (IP). It is based on the 
general principles for radiographic examination of metallic materials on the basis of films (EN 444 and ISO 5579). 
The basic set-up of radiation source, detector and the corresponding geometry shall be applied in agreement with 
EN 444 and ISO 5579 and the corresponding product standards as e.g. EN 1435 for welding and EN 12681 for 
foundry. It does not lay down acceptance criteria of the imperfections. 

2 Normative references 

The following referenced documents are indispensable for the application of this European Standard. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies. 

EN 462-1, Non-destructive testing — Image quality of radiographs — Part 1: Image quality Indicators (wire type) — 
Determination of image quality value. 

EN 462-2, Non-destructive testing — Image quality of radiographs — Part 2: Image quality indicators (step/hole 
type) — Determination of image quality value. 

EN 462-3, Non-destructive testing — Image quality of radiographs — Part 3: Image quality classes for ferrous 
metals. 

EN 462-4, Non-destructive testing — Image quality of radiographs — Part 4: Experimental evaluation of image 
quality values and image quality tables. 

EN 462-5, Non-destructive testing — Image quality of radiographs — Part 5: Image quality indicators (duplex wire 
type), determination of image unsharpness value. 

EN 14784-1:2005; Non-destructive testing — Industrial computed radiography with storage phosphor imaging 
plates — Part 1: Classification of systems. 

3 Terms and definitions 

For the purposes of this European Standard, the following terms and definitions apply. 

3.1 
storage phosphor imaging plate systems 
complete system of a storage phosphor imaging plate (IP) and a corresponding read out unit (scanner or reader), 
which converts the information of the IP into a digital image 

3.2 
nominal thickness 
t 
nominal thickness of the material in the region under examination. Manufacturing tolerances do not have to be 
taken into account 

3.3 
penetrated thickness 
w 
thickness of material in the direction of the radiation beam calculated on basis of the nominal thickness. 

For multiple wall techniques the penetrated thickness is calculated from the nominal thickness. 
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