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National foreword

This British Standard is the UK implementation of EN 14825:2022. It
supersedes |BS EN 14825:2013, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee RHE/17, Testing of air conditioning units.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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Air conditioners, liquid chilling packages and heat pumps,
with electrically driven compressors, for space heating and
cooling, commercial and process cooling - Testing and
rating at part load conditions and calculation of seasonal
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performance saisonniére
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European foreword

This document (EN 14825:2022) has been prepared by Technical Committee CEN/TC 113 “Heat pumps
and air conditioning units”, the secretariat of which is held by UNE.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2023, and conflicting national standards shall
be withdrawn at the latest by January 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14825:2018.

The revision was necessary in order to harmonize this European standard with Commission Regulation
(EU) 2016/2281 of 30 November 2016 implementing Directive 2009/125/EC of the European
Parliament and of the Council establishing a framework for the setting of ecodesign requirements for
energy-related products, with regard to ecodesign requirements for air heating products, cooling
products, high temperature process chillers and fan coil units and to harmonize this European Standard
with Commission Delegated Regulation (EU) No 626/2011 of 4 May 2011 supplementing Directive
2010/30/EU of the European Parliament and of the Council with regard to energy labelling of air
conditioners and Commission's standardization request M/495 and Amendment N° 1, and Commission's
standardization request M/560.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU
Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, Annex ZB, Annex ZC,
Annex ZD, Annex ZE and Annex ZF, which are integral parts of this document.

The main changes with respect to requirements for forthcoming regulations are:
a) modification of the title to include commercial cooling and process cooling;
b) modification of Table 4 to include exhaust air dry bulb temperatures;

c) new requirements for hybrid heat pumps in Clause 8;

d) new structure to separate requirements for calculation methods for seasonal space heating efficiency
of heat pumps (Clause 7) and requirements for test methods for hybrid heat pumps (Clause 8);

e) update of uncertainties of measurement for the air enthalpy method;
f) removal of Annex E and the void Annex [, and renumbering of the following Annexes;
g) addition a new Annex M about testing and rating of individual indoor units;

h) new informative Annex ZB, Relationship between this European Standard and the requirements of
Commission Regulation (EU) No 626/2011 of 4 May 2011; and renumbered the following annexes;

i) new informative Annex ZF, Relationship between this European Standard and the requirements of
Commission Regulation (EU) 2016/2281 of 30 November 2016;
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j) new numbering of annexes.

EN 14825:2018 EN 14825:2022
Annex E -
Annex F Annex E
Annex G Annex F
Annex H Annex G
Annex |
Annex | Annex H
Annex K Annex |
Annex L Annex |
Annex M Annex K
Annex N Annex L

Annex M
Annex ZB
Annex ZB Annex ZC
Annex ZC Annex ZD
Annex ZD Annex ZE
Annex ZF

EN 14825:2022 (E)

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United

Kingdom.

Full document details: BS EN 14825:2022
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Introduction

Heat pumps, air conditioners and liquid chilling packages can be selected and compared at standard
rating conditions. These conditions do not represent the usual operating conditions of the equipment
over a season. Better comparison for equipment can be assessed by determining Seasonal Energy
Efficiency Ratio, Seasonal Coefficient of Performance and Seasonal Energy Performance Ratio that enable
to take into account more representative operating conditions and performance for several part loads.

Fixed capacity heat pumps, air conditioners and liquid chilling packages deal with varying loads by
varying the operation time. The efficiency of the system is dependent on the effectiveness of the
controlling thermostats. Variable capacity air conditioners, liquid chilling packages and heat pumps, by
continuous or step control of the compressor, can more closely match the varying load improving system
efficiency.

This document also applies to hybrid units as defined in this standard.

This document provides partload conditions and calculation methods for calculating the Seasonal Energy
Efficiency Ratio (SEER.n), the seasonal energy performance ratio (SEPR) and Seasonal Coefficient of
Performance (SCOPon and SCOPy) of such units when they are used to fulfil the cooling and heating
demands.

This document provides methods for calculating the seasonal space cooling energy efficiency 7s. and
seasonal space heating energy efficiency 7nsh.

Other electric energy consumptions can occur when the unit is not used to fulfil the cooling and heating
demands such as those from a crankcase heater or when the unit is on standby. These consumptions are
considered in the calculation methods for SEER and SCOP.

This document also considers Seasonal Energy Performance Ratio of process chillers (SEPR) which is
representative of variations in loads throughout a complete year. Test conditions and test method are
described to calculate this SEPR.

SEER/SEERqn, SCOP/SCOPqy, SCOPne: and SEPR calculations are based on calculated or measured values.
In case of measured values, this document gives the methods for testing heat pumps, air conditioners and
liquid chilling packages at part load conditions.

The standard rating conditions and test methods are given in EN 14511-2, EN 14511-3 and EN 15879-1,

The standard provides test procedures for the rating of individual indoor units, as part of multi-split
systems having a system capacity > 12 kW.

Although this document was prepared in the frame of the Commission Regulation (EU) No 206/2012 of
6 March 2012 implementing Directive 2009/125/EC of the European Parliament and of the Council with
regard to ecodesign requirements for air conditioners and comfort fans, it may also be used to show
compliance with the requirements of the European Directive 2010/30/EU and Commission Delegated
Regulation (EU) No 626/2011.

This document was prepared in the frame of the Commission Regulation (EU) No 813/2013 of 2 August
2013 implementing Directive 2009/125/EC of the European Parliament and of the Council with regard
to ecodesign requirements for space heaters and combination heaters. This European standard also aims
at showing compliance with the requirements of the European Directive 2010/30/EU and Commission
Delegated Regulation (EU) No 811/2013.

This document was prepared in the frame of the Commission Regulation (EU) 2015/1095 of 5 May 2015
implementing Directive 2009/125/EC of the European Parliament and of the Council with regard to
ecodesign requirements for professional refrigerated storage cabinets, blast cabinets, condensing units
and process chillers.
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This document was prepared in the frame of the Commission Regulation (EU) 2016/2281 of 30
November 2016 implementing Directive 2009/125/EC of the European Parliament and of the Council
establishing a framework for the setting of ecodesign requirements for energy-related products, with

regard to ecodesign requirements for air heating products, cooling products, high temperature process
chillers and fan coil units.
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1 Scope

This document is applicable to air conditioners, heat pumps and liquid chilling packages, including
comfort and process chillers. It applies to factory made units defined in EN 14511-1], except single duct,
double duct, control cabinet and close control units. It also covers direct exchange-to-water(brine) heat

pumps (DX-to-water(brine)) as defined in [EN 15879-1|.

This document also applies to hybrid units as defined in this standard.

This document specifies the temperatures, part load conditions and the calculation methods for the
determination of seasonal energy efficiency SEER and SEER,., seasonal space cooling energy efficiency
Nsc seasonal coefficient of performance SCOP, SCOP,, and SCOP.., seasonal space heating energy
efficiency ns» and seasonal energy performance ratio SEPR.

Such calculation methods can be based on calculated or measured values.

In case of measured values, this document specifies the test methods for determination of capacities, EER
and COP values during active mode at part load conditions. It also establishes test methods for power
input during thermostat-off mode, standby mode, off mode and crankcase heater mode.

NOTE1 The word “unit” is used instead of the full terms of the products.

NOTE 2  The word “heating” is used to refer to space heating.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 304:2017, Heating boilers — Test code for heating boilers for atomizing oil burners

EN 14511-1:2018, Air conditioners, liquid chilling packages and heat pumps for space heating and cooling
and process chillers, with electrically driven compressors — Part 1: Terms and definitions

EN 14511-2:2018, Air conditioners, liquid chilling packages and heat pumps for space heating and cooling
and process chillers, with electrically driven compressors — Part 2: Test conditions

EN 14511-3:2018, Air conditioners, liquid chilling packages and heat pumps for space heating and cooling
and process chillers, with electrically driven compressors — Part 3: Test methods

EN 15502-1:2012+A1:2015, Gas-fired heating boilers — Part 1: General requirements and tests

EN 15879-1:2011|, Testing and rating of direct exchange ground coupled heat pumps with electrically
driven compressors for space heating and/or cooling — Part 1: Direct exchange-to-water heat pumps
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3 Terms, definitions, symbols, abbreviated terms and units

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 14511-1| and EN 15879-1 and
the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp
— IEC Electropedia: available at https://www.electropedia.org/

3.1.1

active mode

mode corresponding to the hours with a space cooling or heating load of the building and whereby the
cooling or heating function of the unit is activated

Note 1 to entry:  This condition may involve on/off-cycling of the unit in order to reach or maintain a required
indoor air temperature.

3.1.2

active mode seasonal coefficient of performance

SCOPn

average coefficient of performance of the unit in active mode for the designated heating season,
determined from the part load, supplementary heating capacity (where required) and bin-specific
coefficients of performance (COPyin(T;)) and weighted by the bin hours where the bin condition occurs

Note 1 to entry:  For calculation of SCOPon, the energy consumption during thermostat-off mode, standby mode,
off mode and crankcase heater mode are excluded. The energy consumption of a supplementary heater is added for
the part load conditions where the declared capacity of the unit is lower than the heating load, regardless whether
this supplementary heater is included in the unit or not included in the unit.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.3

active mode seasonal energy efficiency ratio

SEERon

average energy efficiency ratio of the unit in active mode for the space cooling function, determined from
part load and bin-specific energy efficiency ratios (EERvin(T})) and weighted by the bin hours where the
bin condition occurs

Note 1 to entry:  For calculation of SEERon, the energy consumption during thermostat-off mode, standby mode,
off mode and that of the crankcase heater is excluded.

Note 2 to entry:  Expressed in kWh/kWh.
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3.1.4
annual energy consumption for space cooling

Qce

energy consumption required to meet the reference annual space cooling demand and calculated as the
reference annual space cooling demand divided by the active mode seasonal energy efficiency ratio
(SEER.n) and the energy consumption of the unit for thermostat-off-, standby-, off- and crankcase heater
mode during the cooling season

Note 1 to entry:  Expressed in kWh.

3.1.5
annual energy consumption for heating

Que

energy consumption required to meet the reference annual heating demand for a designated heating
season and calculated as the reference annual heating demand divided by the active mode seasonal
coefficient of performance (SCOP,,) and the energy consumption of the unit for thermostat-off-,
standby-, off- and crankcase heater mode during the heating season

Note 1 to entry:  Expressed in kWh.

3.1.6
average climate conditions
temperature conditions characteristic for the city of Strasbourg for the heating season

3.1.7
bin
outdoor temperature interval of 1 K

3.1.8

bin hours

h

hours per season for which an outdoor temperature occurs for each bin j

3.1.9
bin limit temperature
temperature in the bin for which no more heating or cooling is required

Note 1 to entry:  The bin limit temperature equals 16 °C for all climates in space cooling and space heating
applications.

Note 2 to entry:  There is no bin limit temperature for process cooling applications.

3.1.10

bin-specific coefficient of performance

COPyin(T))

coefficient of performance specific for every bin j with outdoor temperature 7T;in a season

Note 1 to entry:  Expressed in KW/kW.
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3.1.11

bin-specific energy efficiency ratio

EERuin(T))

energy efficiency ratio specific for every bin j with outdoor temperature 7;in a season

Note 1 to entry:  Expressed in KW/kW.

3.1.12

bin temperature

T;

outdoor air dry bulb temperature at bin j

Note 1 to entry:  Expressed in °C.
Note 2 to entry:  The relative humidity may be indicated by a corresponding wet bulb temperature.

3.1.13

bivalent temperature

Tbiv

lowest outdoor bin temperature at which the unit is declared to have a capacity able to meet 100 % of
the heating load without supplementary heater, whether it is integrated in the unit or not

Note 1 to entry:  Below this temperature, the unit may still provide capacity, but additional supplementary
heating is necessary to fulfil the full heating load.

Note 2 to entry:  Bivalent temperature does not apply to hybrid units.
Note 3 to entry:  Expressed in °C.

3.1.14
capacity control
ability of the unit to change its capacity by changing the volumetric flow rate of the refrigerant

Note 1 to entry:  Units are indicated as ‘fixed’ if the unit cannot change its volumetric flow rate, 'staged' if the
volumetric flow rate is changed or varied in series of not more than two steps, or 'variable' if the volumetric flow
rate is changed or varied in series of three or more steps.

3.1.15

capacity ratio

CR

cooling (or heating) partload or full load divided by the declared cooling (or heating) capacity of the unit
at the same temperature conditions

3.1.16
climate conditions
temperature conditions characteristic for a specific location

3.1.17

coefficient of performance at declared capacity

COP4

declared heating capacity of the unit divided by the effective power input of the unit at specific
temperature conditions, A, B, C, D, E, F and G, where applicable

Note 1 to entry:  Expressed in KW/kW.
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3.1.18

coefficient of performance at part load

COPrin

coefficient of performance COPq4 corrected with the degradation coefficient where applicable

Note 1 to entry:  Expressed in KW/kW.

3.1.19
colder climate conditions
temperature conditions characteristic for the city of Helsinki for the heating season

3.1.20
compressor-off state
compressor is not running while the unit is operating in active mode

Note 1 to entry:  This is the “off” phase in on/off cycling.

3.1.21

conversion coefficient

CC

coefficient for electricity generation efficiency

Note 1 to entry:  The value of CC to apply can be found in the relevant regulation.

3.1.22

crankcase heater mode

condition where the unit has activated a heating device to avoid the refrigerant migrating to the
compressor in order to limit the refrigerant concentration in oil at compressor start

3.1.23

crankcase heater mode operating hours

Hex

annual number of hours the unitis considered to be in crankcase heater mode, the value of which depends
on the designated season and type of unit and operating mode(s)

Note 1 to entry:  Expressed in h.

3.1.24

crankcase heater mode power input

Pck

power input of the unit due to crankcase heater mode

Note 1 to entry:  Expressed in W.

3.1.25

cycling interval capacity for cooling

Pcycc

(time-weighted) average cooling capacity output over the cycling interval test

Note 1 to entry:  Expressed in kW.
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3.1.26

cycling interval capacity for heating

Pcych

(time-weighted) average heating capacity output over the cycling interval test

Note 1 to entry:  Expressed in kW.

3.1.27

cycling interval efficiency for cooling

EER.y.

average energy efficiency ratio over the cycling interval test (compressor switching on and off)

Note 1 to entry:  The cycling interval efficiency for cooling is calculated as the integrated cooling capacity over the
interval divided by the integrated power input over that same interval.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.28

cycling interval efficiency for heating

COPyc

average coefficient of performance over the cycling interval test (compressor switching on and off)

Note 1 to entry:  The cycling interval efficiency for heating calculated as the integrated heating capacity over the
interval divided by the integrated power input over that same interval.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.29

declared capacity

cooling (Pdc) or heating (Pdh) capacity a unit can provide at any temperature condition A, B, C, D, E, F or
G, as declared by the manufacturer

Note 1 to entry:  This is the capacity provided by the refrigerant cycle and the necessary circulation means (fans,
pumps) of the unit without supplementary heaters, even if those are integrated in the unit, except for hybrid unit
tested according to the combined method.

Note 2 to entry:  Pdc in point A, B, C and D are referred to as Pa, Ps, Pc and Pp respectively in process cooling.

Note 3 to entry:  Expressed in kW.

3.1.30

degradation coefficient

cd

measure of efficiency loss due to the cycling

Note 1 to entry: If Cd is not determined by measurement then the default degradation coefficient for air-to-
water(brine), water(brine)-to-water(brine) and DX-to-water(brine) units is 0,9.

Note 2 to entry:  If Cd is not determined by measurement then the default degradation coefficient for air-to-air
and water(brine)-to-air units is 0,25.
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3.1.31

design load

Pdesign

space cooling (Pdesignc) Or space heating (Pgesignn) l0ad declared by the manufacturer at Tgesignc O Tdesignh
conditions respectively

Note 1 to entry: It is possible to calculate the SEER/SEERon or SCOP/SCOPon/SCOPnet of a unit for more than one
Pdesign value.

Note 2 to entry:  Expressed in kW.

3.1.32

dry cooler

self-contained system that cools a single-phase liquid by rejecting sensible heat via a heat exchanger to
air that is mechanically circulated by integrated fan(s)

3.1.33

effective power input during compressor-off state

Peot

total power input of the unit when the compressor is switched off in active mode, used for the
determination of the degradation coefficient Cd, including corrections for pumps and fans where
applicable

Note 1 to entry:  Expressed in kW.

3.1.34

effective power input with declared capacity

PCon

total power input when the unit is operating at part load condition, used for the determination of the
degradation coefficient Cd, including corrections for pumps and fans where applicable

Note 1 to entry:  Expressed in kW.

3.1.35

electric supplementary heater

real or assumed electric supplementary heater, with a COP of 1, considered in the calculation of SCOP and
SCOPn

3.1.36

electric supplementary heater capacity

elbu(T))

heating capacity of a real or assumed electric supplementary heater supplementing the declared capacity
for heating when the capacity of the unit is lower than the heat load for a specific bin temperature T;

Note 1 to entry:  Expressed in kW.
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3.1.37

energy efficiency ratio at declared capacity

EERq

declared cooling capacity of the unit divided by the effective power input of a unit at specific temperature
conditions A, B,C, D

Note 1 to entry:  Expressed in KW/kW.

Note 2 to entry:  EERq in point A, B, C and D are referred to as EERa, EERg, EERc and EERp respectively in process
cooling.

3.1.38

energy efficiency ratio at part load

EERbin

energy efficiency ratio EER4 corrected with the degradation coefficient, where applicable

Note 1 to entry:  Expressed in kW /kW.

3.1.39

equivalent active mode hours for cooling

Hce

assumed annual number of hours the unit must provide the design load for space cooling (Pgesignc) in order
to satisfy the reference annual space cooling demand

Note 1 to entry:  Expressed in h.

3.1.40

equivalent active mode hours for heating

Hyg

assumed annual number of hours the unit must provide the design load for heating (Pgesignn) in order to
satisfy the reference annual heating demand

Note 1 to entry:  Expressed in h.

3.1.41

fixed outlet

water(brine) outlet temperature that is used when the control of the unit has no means to automatically
vary the water(brine) outlet temperature with the outdoor temperature

Note 1 to entry:  Expressed in °C.

3.1.42
fuel boiler efficiency

r’s,fb
seasonal space heating energy efficiency of a gas or liquid fuel boiler, used either as a supplementary

heater or as a heat generator of a hybrid unit
Note 1 to entry:  Expressed in %.

3.1.43

fuel supplementary heater

gas or liquid fuel supplementary heater supplied together with the unit and considered in the calculation
of SCOP and SCOP.,
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3.1.44

full load

Pdesignr

process cooling load declared by the manufacturer at reference ambient temperature

Note 1 to entry:  Expressed in kW.

3.1.45

high temperature application

application where the unit delivers its declared heating capacity at an indoor heat exchanger
water(brine) outlet temperature of 65 °C, at standard conditions

3.1.46

high temperature process cooling application

application where the unit delivers its rated cooling capacity at an indoor heat exchanger outlet
temperature of 7 °C, at standard rating conditions

3.1.47

hybrid unit

encased assembly or assemblies designed as a complete unit consisting of the combination of an
electrically driven heat pump and a gas or liquid fuel boiler, managed by a common controller providing
an optimized operation of the unit for space heating

3.1.48

information or status display

continuous function providing information or indicating the status of the equipment on a display,
including clocks

3.1.49

intermediate temperature application

application where the unit delivers its declared heating capacity at an indoor heat exchanger
water(brine) outlet temperature of 45 °C, at standard rating conditions

3.1.50

low temperature application

application where the unit delivers its declared heating capacity at an indoor heat exchanger
water(brine) outlet temperature of 35 °C, at standard rating conditions

3.1.51

low temperature process cooling application

application where the unit delivers its rated cooling capacity at an indoor heat exchanger outlet
temperature of -25 °C, at standard rating conditions

3.1.52

medium temperature application

application where the unit delivers its declared heating capacity at an indoor heat exchanger
water(brine) outlet temperature of 55 °C, at standard rating conditions

3.1.53

medium temperature process cooling application

application where the unit delivers its rated cooling capacity at an indoor heat exchanger outlet
temperature of -8 °C, at standard rating conditions
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3.1.54

net seasonal coefficient of performance

SCOPyet

seasonal coefficient of performance of a unit in active heating mode without supplementary heaters
which is determined from mandatory conditions given in this document

Note 1 to entry:  For calculation of SCOPnet, the energy consumption during active mode is used. This excludes the
energy consumption during thermostat-off mode, standby mode, off mode or that of the crankcase heater. For the
part load conditions where the declared capacity of the unit is lower than the heating load, the energy consumption
of a supplementary heater is not included.

Note 2 to entry:  Expressed in kWh/kWh.
Note 3 to entry: ~ SCOPret does not apply to hybrid units.

3.1.55

off mode

mode wherein the unit is completely switched off and cannot be reactivated by control device, external
signal or by a timer

Note 1 to entry:  Off mode means a condition in which the equipment is connected to the mains and is not
providing any function. The following will also be considered as off mode: conditions providing only an indication
of off mode condition; conditions providing only functionalities intended to ensure electromagnetic compatibility.

3.1.56

off mode operating hours

Horr

annual number of hours the unit is considered to be in off mode, the value of which depends on the
designated season, type of unit and operating mode(s)

Note 1 to entry:  Expressed in h.

3.1.57
off mode power input

Porr
power input of the unit while in off mode

Note 1 to entry:  Expressed in W.

3.1.58

operation limit temperature

TOL

outdoor bin temperature below which the unit will not be able to deliver any capacity and the declared
capacity is equal to zero

Note 1 to entry:  Expressed in °C.

3.1.59

outdoor cooling capacity

PC,outdoor

cooling capacity of the outdoor unit measured as the total cooling capacity of all indoor units

Note 1 to entry:  Expressed in kW.
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3.1.60
outdoor heating capacity

PH,outdoor
heating capacity of the outdoor unit measured as the heating capacity of all indoor units

Note 1 to entry:  Expressed in kW.

3.1.61
outdoor power input

PE,outdoor
effective power input measured on the outdoor unit

Note 1 to entry:  Expressed in kW.

3.1.62

outdoor energy efficiency ratio

EERoutdoor

ratio of the outdoor cooling capacity to the outdoor effective power input

Note 1 to entry:  Expressed in kW /kW.

3.1.63

outdoor coefficient of performance

COPoutdoor

ratio of the outdoor heating capacity to the outdoor effective power input

Note 1 to entry:  Expressed in kW /kW.

3.1.64

part load for cooling

P¢(T))

cooling load at a specific bin temperature Tj, calculated as the design load multiplied by the partload ratio

Note 1 to entry:  Expressed in kW.

3.1.65

part load for heating

Pu(T)

heating load at a specific bin temperature T}, calculated as the design load multiplied by the partload ratio

Note 1 to entry:  Expressed in kW.

3.1.66
part load ratio

pI(T})
bin temperature minus 16 °C divided by the reference design temperature minus 16 °C

3.1.67

part load ratio for process chillers

Pr(T))

value limited between 80 % and 100 % and proportional to the bin temperature T;
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3.1.68

rated heat output of a supplementary heater

Psup

supplementary heating capacity that supplements the declared heating capacity at Tgesignn to meet Pgesignh

Note 1 to entry:  Expressed in kW.

3.1.69

reactivation function

function facilitating the activation of other modes, including active mode, by remote switch including
remote control, internal sensor, timer to a condition providing additional functions, including the main
function, but excluding thermostats

3.1.70
reference annual cooling demand

Qc
reference cooling demand to be used as basis for calculation of SEER and calculated as the product of the
design load for cooling (Pdesignc) and the equivalent active mode hours for cooling (Hcg)

Note 1 to entry:  Expressed in kWh.

3.1.71
reference annual heating demand(s)

Qu

reference heating demand for a designated heating season, to be used as basis for calculation of SCOP and
calculated as the product of the design load for heating (Pgesignn)and the equivalent active mode hours for
heating (Hug)

Note 1 to entry: There are three reference heating demands: “A” average, “C” colder and “W” warmer,
corresponding to the three reference heating seasons.

Note 2 to entry:  Expressed in kWh.

3.1.72

reference cooling season

set of operating conditions describing per bin the combination of outdoor temperatures and the number
of hours these temperatures occur for cooling and for which the unit is declared fit for purpose

3.1.73
reference design conditions for space cooling

Tdesignc
temperature conditions at 35 °C dry bulb (24 °C wet bulb) outdoor temperature and 27 °C dry bulb (19 °C
wet bulb) indoor temperature

3.1.74

reference design conditions for space heating

Tdesignh

temperature conditions for average, colder and warmer climates

Note 1 to entry:  Expressed in °C.
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3.1.75

reference heating season(s)

set of operating conditions describing per bin the combination of outdoor temperatures and the number
of hours these temperatures occur for heating and for which the unit is declared fit for purpose

Note 1 to entry:  There are three reference heating seasons: “A” average, “C” colder and “W” warmer.

3.1.76

seasonal coefficient of performance

scop

overall coefficient of performance of the unit, representative for the whole designated heating season

Note 1 to entry:  The value of SCOP pertains to a designated heating season. SCOP is calculated as the reference
annual heating demand Qu divided by the annual energy consumption for heating Que.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.77

seasonal energy efficiency ratio

SEER

overall energy efficiency ratio of the unit, representative for the whole cooling season

Note 1 to entry: The seasonal energy efficiency ratio is calculated as the reference annual cooling demand Qc
divided by the annual energy consumption for cooling Qce.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.78

seasonal energy performance ratio

SEPR

overall efficiency ratio of a unit for providing process cooling, representative of variations in load and
ambient temperature throughout the year

Note 1 to entry:  The seasonal energy performance ratio is calculated as the ratio between annual process cooling
demand and annual energy consumption.

Note 2 to entry:  Expressed in kWh/kWh.

3.1.79
seasonal space heating energy efficiency

r]s,h
energy efficiency of a space heater while meeting the space heating demand for a designated heating
season

Note 1 to entry:  Expressed in %.

3.1.80

seasonal space cooling energy efficiency

Ns,c

energy efficiency of a space cooling unit while meeting the space cooling demand for the cooling season

Note 1 to entry:  Expressed in %.

Documents
22 Document Sharing Hub

Full document details: BS EN 14825:2022


http://www.avadocuments.com/doc/bs-en-14825-2022
http://www.avadocuments.com/doc/bs-en-14825-2022

EN 14825:2022 (E)

3.1.81

standby mode

mode wherein the unit is switched off partially and can be reactivated by a control device (such as a
remote control), an external signal or a timer

Note 1 to entry:  The unit is connected to the mains, depends on signal input to work as intended and provides
only the following functions, which may persist for an indefinite time: reactivation function, or reactivation function
and only an indication of enabled reactivation function, and/or information or status display.

3.1.82

standby mode operating hours

Hsg

annual number of hours the unit is considered to be in standby mode, the value of which depends on the
designated season and type of unit and operating mode(s)

Note 1 to entry:  Expressed in h.

3.1.83

standby mode power input

Psp

power input of the unit due to standby mode operation

Note 1 to entry:  Expressed in W.

3.1.84

supplementary heater

heater that generates heat in case the heat load is greater than the declared capacity of the heat pump,
using the Joule effect in electric heating elements or the combustion of fuel

3.1.85
supplementary capacity for heating

sup(T})
required capacity of electric or fuel supplementary heater that supplements the declared heating capacity
to meet the part load for heating at a specific bin temperature T;

Note 1 to entry:  Expressed in kW.
Note 2 to entry: ~ When the supplementary heater is or is assumed to be electrical then sup(T)) is equal to elbu(Tj).

3.1.86

switch temperature boiler off

T ot

for a hybrid unit, lowest outdoor air temperature at which the gas or liquid fuel boiler is not providing
any heating capacity as it is switched off by the controls and heat is only provided by the heat pump

Note 1 to entry:  Expressed in °C.

3.1.87

switch temperature heat pump on

Thp,on

for a hybrid unit, lowest outdoor air temperature at which the heat pump starts providing heating
capacity and below which the heat capacity is only provided by the gas or liquid fuel boiler

Note 1 to entry:  Expressed in °C.
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3.1.88

temperature control

equipment that interfaces with the end-user regarding the values and timing of the desired indoor
temperature, and communicates relevant data to an interface of the space heater or the space cooling
unit, such as a central processing unit, thus helping to regulate the indoor temperature(s)

3.1.89

thermostat-off mode

mode corresponding to the hours with no cooling or heating demand of the building, whereby the cooling
or heating function of the unit is switched on, but is not operational, as there is no cooling or heating
demand

Note 1 to entry:  Cycling on/off in active mode is not considered as thermostat-off.

3.1.90

thermostat-off mode operating hours

Hro

annual number of hours the unit is considered to be in thermostat-off mode, the value of which depends
on the designated season, type of unit and operating mode(s)

Note 1 to entry:  Expressed in h.

3.1.91

thermostat-off mode power input

Pro

power input of the unit due to thermostat-off mode operation

Note 1 to entry:  Expressed in W.

3.1.92

variable outlet

water(brine) outlet temperature that is used when the control of the unit has means to automatically
vary the water(brine) outlet temperature with the outdoor temperature

Note 1 to entry:  Expressed in °C.

3.1.93
warmer climate conditions
temperature conditions characteristic for the city of Athens for the heating season

3.2 Symbols, abbreviated terms and units

Table 1 provides the symbols, abbreviated terms and units as used in this document. Deviating symbols
may be defined in the European regulations. The deviating symbols for the different product groups are
specified in the respective columns.

The different product groups in the table are indicated by Roman numbers I to IV. Deviating symbols are
given for:

I: air-to-air units < 12 KW referred to in informative Annex ZA and Annex ZB;

II: air-to-water(brine), water(brine)-to-water(brine) and DX-to-water(brine) units referred to in
informative Annex ZC for units < 400 KW and Annex ZD for units < 70 kW;
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III: process cooling application, medium and low temperature process chillers, air-to-water(brine) and
water(brine)-to-water(brine) units, referred to in the informative Annex ZE;

IV: air heating products, air-to-air >12 kW, water(brine)-to-air; cooling products, air-to-air
units > 12 kW, high temperature process chillers, referred to in the informative Annex ZF.

Table 1 — Symbols, abbreviated terms and units

Sym.bol and Denomination Units Remark
abbreviated terms
Product Deviating
group symbols
cc Coefficient for electricity generation i
efficiency, equal to 2,5
I Cdc, Cdh
cd Degradation coefficient - - Cdh
I Cc
IV Can, Cac
cop Coefficient of performance kW/kW
COPvyin Coefficient of performance at part load kW/kW
. Bin-specific coefficient of performance
COPyin(T}) at the corresponding temperature T; kW/kw
COPcyc Cycling interval efficiency for heating kWh/kWh
I
Coefficient of performance at the _
COP4 declared capacity kw/kw I COP4(T))
I\
COPoutdoor Outdoor coefficient of performance kW /KW
CR Capacity ratio kW /KW
DX Direct exchange as defined in
N 15879-
EER Energy efficiency ratio kW/kW
I EER4(T))
EERnc
for high
temperature
process chiller
Energy efficiency ratio at the declared 1Y only
EERq capacity kW/kw EER4(T))
for air
conditioners and
comfort chillers
EER;
I
EER
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Sym.bol and Denomination Units Remark
abbreviated terms
Product Deviating
group symbols
EERbin Energy efficiency ratio at part load kW/kW v EERpL
I1I EER;
EERvin(T)) Bin-specific Energy Efficiency Ratio at EEReL(T)
the corresponding temperature Tj for high
kW/kW IV temperature
process chiller
only
EERcyc Cycling interval efficiency for cooling kWh/kWh
EERoutdoor Outdoor energy efficiency ratio kW/kW
Required capacity of an electric
elbu(Tj) supplementary heater at the kW
corresponding temperature Tj
F(1) Correction for controls %
F(2) Correction for pumps %
GCV Gross calorific value of the fuel oil k]/kg
hj Bin Hours h 11 H; for heating
Her Equllvalent active mode hours for h
cooling
Hug Equlyalent active mode hours for h
heating
Hex Crankcase heater mode operating h
hours
Horr Off mode operating hours h
H Gross calorific value of dry reference M]/m3;
* test gas at 15 °C and 1013,25 hPa M]/kg
Hsg Standby mode operating hours h
Hro Thermostat-off mode operating hours h
j Bin number -
mi1 Mass of fuel before the test kg
mz Mass of fuel at the end of the test kg
n Total number of bins -
, Part load for cooling at the
Pe(T}) corresponding temperature T; kw
Pck Crankcase heater mode power input w
Peor Effective power input during KW
compressor-off state
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Sym.bol and Denomination Units Remark
abbreviated terms
Product Deviating
group symbols
Peon Effect¥ve power input with declared KW
capacity
Pc,outdoor Outdoor cooling capacity kW
Peyce Cycling interval capacity for cooling kw
Pcych Cycling interval capacity for heating kW
Pdc Declared capacity in cooling mode kW
Pdh Declared capacity in heating mode kW
Pdesign Design load kw
Pdesigne Design cooling load kw v Pesign,c
Padesignh Design heating load kW v Poesign,h
Padesignr Full load value for process cooling kw
PEoutdoor Outdoor power input kw
_ Electrical power input at the
Petee(T)) corresponding temperature Tj kw
, Partload for heating at the
P(T) corresponding temperature T; kw
PHoutdoor Outdoor heating capacity kw
Porr Off mode power input w
Psp Standby mode power input w
Pas Rated heat output of a supplementary KW
heater
Pro Thermostat-off mode power input w
Pa Atmospheric pressure hPa
Pe Excess pressure of dry gas at the hPa
meter
Part load ratio for space heating or
pl(T;) cooling at the corresponding -
temperature Tj
PR(T) Part load ratio for process cooling at i
RE the corresponding temperature T;
Qc Reference annual cooling demand kWh
Oce Anngal energy consumption for KWh
cooling
Qu Reference annual heating demand kWh
Qus Annl.lal energy consumption for KWh
heating
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Sym.bol and Denomination Units Remark
abbreviated terms
Product Deviating
group symbols
_ Gas and liquid fuel power input at the
QOn(T}) corresponding temperature T;j kw
Qnel(T)) Liquid fuel power input at the W
corresponding temperature T;
0, Power.mput of.ggs boiler under KW
operating conditions
scop Seasonal coefficient of performance kWh/kWh
SCOPyer Net seasonal coefficient of KWh/kWh
performance
SCOPs Active mode seasonal coefficient of KWh/KWh
performance
SEER Seasonal energy efficiency ratio kWh/kWh
Active mode seasonal energy
SEERon - . kWh/kWh
efficiency ratio
SEPR Seasonal energy performance ratio kWh/kWh
, Supplementary capacity for heating at
sup(T}) the corresponding temperature T; kw
Toiv Bivalent Temperature °C
Taesgne Refer.e.nce design temper.ature oC v Taesigne
conditions for space cooling
_ Reference design temperature o _
Tatesigah conditions for space heating ¢ v Taesign
Tto,off Switch temperature boiler off °C
Thp,on Switch temperature heat pump on °C
T Bin temperature oC
/ Outdoor temperature
I Tol
TOL Operation limit temperature °C
v Tol
Ty Temperature of gas at the meter °C
v Gas V.o.lume flow under operating m?/h
conditions
S .
De egs.onal space cooling energy %
efficiency
non Se:flslonal space heating energy % 1 ns
efficiency
Dson Se:flslonal space .hea.tmg energy % 1 Dion
efficiency of boiler in active mode
Ns, b Fuel boiler efficiency % I1 s
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4 Partload conditions for space cooling

4.1 General

EN 14825:2022 (E)

For the purpose of calculation of SEER/SEER.. as explained in Clause 5, the part load ratios mentioned
below shall be based on the part load ratio formulas with at least two decimal digits.

For the purpose of SEER/SEER. the different conditions are defined by a reference design temperature

Tdesignc equal tO 35 OC.
4.2 Air-to-air units

For outdoor air-to-recycled air units, the partload conditions for determining the declared capacity (Pdc)
and the declared energy efficiency ratio (EER4) are given in Table 2.

Table 2 — Part load conditions for outdoor air -to- recycled air units

Outdoor heat Indoor heat exchanger
exchanger
Partload ratio Part load ratio
Air dry bulb Air dry bulb
temperature (wet bulb) temperatures
% °C °C

A (35-16)/(Tdesignc — 16) 100,00 35 27(19)

B (30-16)/(Tdesignc — 16) 73,68 30 27(19)

C (25-16)/(Tdesignc — 16) 47,37 25 27(19)

D (20-16)/(Tdesignc — 16) 21,05 20 27(19)

4.3 Water(brine)-to-air units

The part load conditions for determining the declared capacity (Pdc) and the declared energy efficiency

ratio (EERy) are given in Table 3.

If a dry cooler and a water-to-air unit are sold as a matched assembly, they shall be tested as an air-to-air

unit.
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Table 3 — Part load conditions for water(brine)-to-air

Outdoor heat exchanger

Indoor heat

exchanger
o | | Commptoweror| - Cromd | ey cooter
Partload ratio loa_d loop application | a li(l:)ation application Air dry bulb
ratio P abp pp Inlet/outlet (wet bulb)
Inlet/outlet Inlet/outlet .
. . water(brine) | temperatures
water(brine) water(brine)
temperatures
temperatures | temperatures
% °C °C °C °C
A | (35-16)/(Tdesignc — 16) | 100,00 30/35 10/ 15 50/55 27(19)
B | (30-16)/(Tdesignc — 16) 73,68 26/ 10 /a 45 /2 27(19)
C | (25-16)/(Tdesignc — 16) 47,37 22/ 10 /2 40 /2 27(19)
D | (20-16)/(Tdesignc — 16) 21,05 18 /2 10 /2 35/ 27(19)

for this test condition.

a  With the flow rate as determined during “A” test for units with a fixed flow rate or a fixed water temperature
difference of 5 K for units with a variable flow rate. If for any of the test conditions the resulting flow rate is
below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the inlet temperature

4.4 Air-to-water(brine) units

For each application, units either allowing or not allowing a variation of the outlet water(brine)
temperature with the outdoor temperature are considered. The partload conditions for determining the
declared capacity (Pdc) and the declared energy efficiency ratio (EER4) are given in Table 4.

The variable outlet temperature shall only be applied when the control provides an outdoor air
temperature dependant modification of the outlet temperature.

For units with variable outlet that have to cycle on/off to reach the required part load ratio, the inlet and
outlet temperatures of the indoor heat exchanger shall be determined according to Formula (38) in

11.5.1.
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Table 4 — Part load conditions for air-to-water(brine) units

Outdoor heat exchanger Indoor heat exchanger
Fan coil
Part application Cooling floor
Part load ratio load Outdoor air | Exhaust air Inlet/outlet application
ratio dry bulb dry bulb water(brine) Inlet/outlet
temperature | temperature | temperatures water(brine)
Fixed | Variable | temperatures
outlet | outlet®
% °C °C °C °C °C
A | (35-16)/(Tdesignc — 16) | 100,00 35 27 12 /7 12 /7 23/18
B | (30-16)/(Tdesignc — 16) 73,68 30 27 a/7 a/8,5 a/18
C | (25-16)/(Tdesignc - 16) | 47,37 25 27 a/7 a/10 a/18
D | (20-16)/(Tdesignc — 16) 21,05 20 27 a/7 a/11,5 a/18
a  With the flow rate as determined during “A” test for units with a fixed flow rate or with a fixed water
temperature difference of 5 K for units with a variable flow rate. If for any of the test conditions the resulting
flow rate is below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the
outlet temperature for this test condition.
b Ifthe variable outlet temperature is above the maximum of the operating range of the unit, this maximum is
used.

4.5 Water(brine)-to-water(brine) units

For each application, units either allowing or not allowing a variation of the outlet water(brine)
temperature with the outdoor temperature are considered. The part load conditions for determining the
declared capacity (Pdc) and the declared energy efficiency ratio (EERJ) are given in Table 5.

The variable outlet temperature shall only be applied when the control provides an outdoor air
temperature dependant modification of the outlet temperature.

For units with variable outlet that have to cycle on/off to reach the required part load ratio, the inlet and
outlet temperatures of the indoor heat exchanger shall be determined according to Formula (38) in
11.5.1.

If a dry cooler and water(brine)-to-water(brine) unit are sold as a matched assembly, they shall be tested
as an air-to-water(brine) unit.
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Table 5 — Part load conditions for water(brine)-to-water(brine) and DX-to-water units

Outdoor heat exchanger Indoor heat exchanger
@ 2 b Fan coil application @
o & 5 ® Inlet/outlet water(brine) =
§ S| o ® E temperatures E
—~ 5 ) 2 . . c @
£ & = = Fixed Variable S &
e e £ E S £ G- o outlet outletc " s
& g |2_2|/32 | 82 5 =
— — - S < &? 2w = i?
= = 2L e| &g = 5 = o £
S S SSE| TE s & 2 =
< = | 2835|258 | g8 |BE L&
= g E=2Y| =% =i & g =
g s | eS| 28 | S~ S < g
&~ A se®| S L= = o ®
g 2| g s & E ] g =2
£ 558 | F3 = e
£ B| 8% |3 =
= o (- = <
S 3| o |8 =
c 2 = > 2
=
E| E | & E
% °C °C °C °C °C °C °C
(35-16)/
A | (Tdesignc — 100 30/35 | 10/15 | 50/55 30 12 /7 12 /7 23 /18
16)
(30-16)/
B | (Tdesigne— | 73,68 26 /" 10 /® 45 /b 30 a/7 a/8,5 a/18
16)
(25-16)/
C | (Tdesignc— | 47,37 22 /b 10 /b 40 /b 30 a/7 a/10 a/18
16)
(20-16)/
D | (Tdesigne= | 21,05 18 /® 10/®b 35/b 30 a/7 a/11,5 a/18
16)

a  With the flow rate as determined during “A” test for units with a fixed flow rate or with a fixed water
temperature difference of 5 K for units with a variable flow rate. If for any of the test conditions the resulting
flow rate is below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the
outlet temperature for this test condition.

b With the flow rate as determined during “A” test for units with a fixed flow rate or with a fixed water
temperature difference of 5 K for units with a variable flow rate. If for any of the test conditions the resulting
flow rate is below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the
inlet temperature for this test condition.

¢ If the variable outlet temperature is above the maximum of the operating range of the unit, this maximum is
used.

5 Calculation methods for seasonal space cooling efficiency s, SEER and SEER.n
5.1 General

For units, except multi-split air-to-air units > 12 kW cooling capacity at standard rating conditions and
multi-split water (brine)-to-air units, the calculation method as described below shall be used.

Where related to multi-split air-to-air units > 12 kW and multi-split water(brine)-to-air units the
calculations shall be based on the rating of the outdoor unit as described in Annex L.
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5.2 Calculation of the seasonal space cooling efficiency 7s,c

The seasonal space cooling efficiency 1, expressed in %, is defined as given in Formula (1):

1 .
Moo =2 SEER-Y" F (i) (1)
where
cc is the coefficient for electricity generation efficiency;
SEER is the Seasonal Energy Efficiency Ratio (see 5.3);
X F(D) is the correction calculated according to Formula (2):
2F(i) =F(1)+F(2) (2)
where
F(1) is the correction that accounts for a negative contribution to the seasonal energy

efficiency ratio due to adjusted contributions of temperature controls, equal to 3 %;

F(2) is the correction that accounts for the negative contribution to the seasonal energy
efficiency ratio by energy consumption of ground water (brine) pumps. This factor is only
for water(brine)-to-water(brine) and water(brine)-to-air units, used for ground coupled
application and is equal to 5 %.

5.3 General formula for calculation of SEER

The SEER is defined as the reference annual cooling demand Q¢ divided by the annual energy
consumption for cooling Qcg according to Formula (3):

SEER = Qe (3)

Qcg
where

Qc  is the reference annual cooling demand expressed in kWh;

Qce  is the annual energy consumption for cooling expressed in kWh.

NOTE 1 Climate conditions and hours to be used for SEER calculations for air-to-air units < 12 kW can be found
in Annex A.

NOTE 2  Climate conditions and hours to be used for SEER calculations for air-to-air units > 12 KW, water(brine)-
to-air units and comfort chillers can be found in Annex D.
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5.4 Calculation of the reference annual cooling demand Qc

The reference annual cooling demand Q¢ is expressed in kWh and is calculated according to Formula (4):

QC = Pdesignc x Hce (4)
where

Paesigne  is the design cooling load of the building the unit is suitable for as declared by the
manufacturer, expressed in kW;

Hce is the number of equivalent active mode hours for cooling, expressed in hours.
NOTE1  Climate conditions and hours to be used for Hce for air-to-air units < 12 kW can be found in Annex A.

NOTE 2  Climate conditions and hours to be used for Hck for air-to-air units > 12 kW and water(brine)-to-air units
can be found in Annex D.

5.5 Calculation of the reference annual energy consumption for space cooling Qce

The annual energy consumption for cooling Qcg, expressed in kWh, includes the energy consumption
during active mode, thermostat-off mode, standby mode, off mode and that of the crankcase heater and
is calculated according to Formula (5).

The energy consumption during active mode is derived from the calculation of SEER,.. For determination
of SEER;, see 5.6.

Qc
Qe = SEER +Hypg x Pro +Hgp x Pop + Hey x Prye + Hopp * Popp (5)
on
where
Qc is the reference annual cooling demand, expressed in kWh;
SEER.n is the active mode seasonal energy efficiency ratio, expressed in kW/kW;

Hro, Hss, Hck, Horr are the numbers of hours the unit is considered to work in thermostat-off
mode, standby mode, crankcase heater mode and off mode respectively,
expressed in h;

Pro, Psg, Pck, Porr~ are the power inputs during thermostat-off mode, standby mode, crankcase
heater mode and off mode respectively, expressed in kW.

NOTE1  Number of hours to be used for Qct for air-to-air units < 12 KW can be found in Annex A.

NOTE2  Number of hours to be used for Qce for air-to-air units > 12 kW and water(brine)-to-air units can be
found in Annex D.
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5.6 Calculation of SEERon

The SEER,, is determined according to Formula (6):

é”jxpc ()
SEER,, = n" n ) (6)
Zhj _e\i)

j=1 EER;, (Tj)

where
T; is the bin temperature;
j is the bin number;
n is the total number of bins;
P.(T)) is the cooling load for the corresponding bin temperature Tj, in kW;
hj is the number of bin hours occurring at the corresponding bin temperature Tj;
EERuin(T)) is the EER value of the unit for the corresponding bin temperature T;.

The cooling load P(T}) is determined by multiplying the design load value (Pgesignc) with the partload ratio
for each corresponding bin. This part load ratio is calculated according to Formula (7):

pl(T) = (Tj-16) / (35-16) (7)

The EERin(T;) values and capacity values at each bin are determined via linear interpolation of the EERyin
and part load capacity values at part load conditions A, B, C and D. Interpolation of EERyi, and capacities
are done with the two closest part load conditions (as specified in the tables of Clause 4).

For part load conditions above part load condition A, the EER ,in(T;) values are considered equal to the
EER in for condition A.

For part load conditions below part load condition D, the EER 1i(T;) values are considered equal to the
EER pin for condition D.

5.7 Calculation procedure for determination of EERvin values at part load conditions A, B,
CandD

5.7.1 General

In part load condition A (design load), the declared capacity of a unit is considered to be equal to the
cooling load (Pdesignc). The EERyin is then the EER corresponding to Pgesigne- In part load conditions B, C and
D, there are two possibilities:

— if the declared capacity of a unit is matching with the required cooling load, the corresponding EERq4
shall be considered as EERpin.;

— ifthe declared capacity of a unit is higher than the required cooling load, the unit has to cycle on/off.
This may occur with fixed capacity or staged or variable capacity units. In such cases, a degradation
coefficient (Cd) has to be used to calculate the corresponding EERpin value. Such calculation is
explained below.
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In that latter case, the capacity ratio (CR) is required. CR is the ratio of the cooling load over the declared
capacity (Pdc) of the unit at the same temperature conditions (see Formula (8)):

P, .
designc
CR = pl(T.)x —=— 8
PUT ) x— (8)
where

pl(T) is the part load ratio as given in Formula (7);

Pdesigne is the cooling design load, expressed in kW;

Pdc is the declared capacity of the unit at the same temperature conditions as for part

load conditions B, C and D, expressed in kW.

If the calculated value of CR from Formula (8) is higher than 1, then CR shall be set equal to 1.

5.7.2 Calculation procedure for fixed capacity units
5.7.2.1 Air-to-air and water(brine)-to-air units

For each part load condition B, C and D, the EERp, is calculated according to Formula (9):

EERyin = EERq % (1 - Cd x (1 - CR)) 9)
where
EERq is the EER corresponding to the declared capacity (Pdc) of the unit at the same
temperature conditions as for part load conditions B, C and D;
cd is the degradation coefficient for cooling mode;
CR is the capacity ratio.

For determination of the Cd value, see 11.5.2. If Cd is not determined by test then the default degradation
coefficient Cd shall be 0,25.

5.7.2.2 Air-to-water(brine), water(brine)-to-water(brine)

For each part load conditions B, C and D, the EERyi, is calculated according to Formula (10):

CR
EER,, = EER, x (10)
CdxCR+(1-Cd)
where
EERq is the EER corresponding to the declared capacity (Pdc) of the unit at the same
temperature conditions as for part load conditions B, C and D;
cd is the degradation coefficient for cooling mode;
CR is the capacity ratio.

For determination of the Cd value, see 11.5.3. If Cd is not determined by test then the default degradation
coefficient Cd shall be 0,9.
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5.7.3 Calculation procedure for staged and variable capacity units
The capacity, effective power input and EER shall be determined at the closest step or increment of the
capacity control of the unit to reach the required cooling load.

If the resulting capacity is within + 10 % of the required cooling load (e.g. between 9,9 kW and 8,1 kW for
arequired cooling load of 9 kW), the required cooling load is considered achieved. The resulting capacity
and EER are considered as Pdc and EERq4. EERq shall be used as EERbin.

If the resulting capacity is deviating from the required cooling load by more than + 10 %, then another
capacity and effective power input shall be determined at the same part load conditions for the step or
increment of the capacity control on the opposite side of the required cooling load. The partload effective
power input at the required cooling load is determined by linear interpolation between the two effective
power input values obtained at these two steps. The EERyin is determined by dividing the required cooling
load and the interpolated part load effective power input. The declared capacity Pdc is equal to the
required cooling load.

If the resulting capacity achieved with the smallest step of the capacity control exceeds the required
cooling load by more than 10 % then the procedure for the determination of EERyi, described in 5.7.2
shall apply. The resulting capacity is considered as Pdc.

6 Partload conditions for space heating
6.1 General

For the purpose of calculation of SCOP/SCOP,,/SCOPy: as explained in Clause 7, the part load ratios
mentioned below shall be based on the part load ratio formulas with at least two decimal digits.

For the purpose of SCOP/SCOPon/SCOPye, there are three reference design conditions: average (A),
warmer (W) and colder (C).

The relevant Taesignh Values are defined as follows:

— Average climate: dry bulb temperature conditions at -10 °C outdoor temperature for 20 °C indoor
temperature.

— Colder climate: dry bulb temperature conditions at —22 °C outdoor temperature for 20 °C indoor
temperature.

— Warmer climate: dry bulb temperature conditions at +2 °C outdoor temperature for 20 °C indoor
temperature.

For heat pumps, the relevant Ty, is defined as follows:

— Average climate: the dry bulb temperature is +2 °C or lower;
— Colder climate: the dry bulb temperature is -7 °C or lower;
— Warmer climate: the dry bulb temperature is +7 °C or lower.

For heat pumps, the relevant TOL is defined as follows:

— Average climate: the dry bulb temperature is -7 °C or lower;
— Colder climate: the dry bulb temperature is =15 °C or lower;

— Warmer climate: the dry bulb temperature is +2 °C or lower.
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For outdoor air dry bulb temperatures higher or equal to —10 °C the wet bulb temperature equals the dry
bulb temperature minus 1 K. For dry bulb temperatures below -10 °C, the wet bulb temperature is not
defined.

If the declared TOL is lower than the Tgesignn Of the considered climate, then the outdoor dry bulb
temperature for the part load condition E shall be Tyesignn in Tables 6 to 15.

In case of colder climate and if TOL is below -20 °C, an additional part load condition G at =15 °C shall
apply for air-to-air and air-to-water heat pumps.

For hybrid units:
— Tuiv is not applicable but replaced by Tg,ofr, the lowest outdoor air temperature at which the gas or

liquid fuel boiler is not providing any heating capacity. The limitation for Ty does not apply to T,ofr.

— TOL is not applicable but replaced by Thpon, the lowest outdoor air temperature at which the heat
pump starts providing heating capacity. If the declared Thpon is lower than Tgesignn of the considered
climate then Thpon shall be considered equal to Tyesignn. The limitation for TOL does not apply to Thp,on.

Toviv and TOL, or Tty of and Thpon for hybrid units, shall be declared as integer values.

When calculating the outlet water(brine) temperature for these part load conditions the resulting value
to be used shall be given with one decimal.

6.2 Air-to-air units
For outdoor air-to-recycled air units, the partload conditions for determining the declared capacity (Pdh)
and the declared coefficient of performance (COPy) are given in Table 6:

Table 6 — Part load conditions for outdoor air-to-recycled air units
for the reference heating seasons

Partload ratio Outdoor heat Indoor heat

in % exchanger exchanger

Air dry (wet) bulb Air dry bulb

Formula Average | Warmer Colder temperature temperature
°C °C
A (=7 - 16) / (Tdesignh — 16) 88,46 n.a. 60,53 -7(-8) 20
B (+2-16) / (Tdesignh — 16) 53,85 100,00 36,84 2(1) 20
C (+7 - 16) / (Tdesignh — 16) 34,62 64,29 23,68 7(6) 20
D (+12-16) / (Tdesignnh — 16) 15,38 28,57 10,53 12(11) 20
E (TOLa - 16) / (Tdesignh - 16) TOL2 20
F (Tbiv - 16) / (Tdesignh - 16) Toiv 20
G (—15 - 16) / (Tdesignh - 16) n.a. n.a. 81,58 -15 20

a  [f TOL < Tdesignn then TOL shall be replaced by Tdesignh.
n.a. means not applicable
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6.3 Water(brine)-to-air-units

The part load conditions for determining declared capacity (Pdh) and the declared coefficient of
performance (COPq) are given in Table 7:

Table 7 — Part load conditions for water(brine)-to-air units for the reference heating seasons

Part load ratio Outdoor heat exchanger | Indoor heat
in % inlet/outlet temperatures | exchanger
Formula Average | Warmer | Colder W? éer Bzige Watizloop Dryogulb

A (=7 -16) / (Tdesignn — 16) 88,46 n.a. 60,53 | 10/2| 0/~ 20/ 20
B (+2-16) / (Tdesignh — 16) 53,85 100 3684 | 10/2| 0/~ 20/ 20
C (+7 - 16) / (Tdesignh — 16) 34,62 64,29 | 23,68 | 10/2| 0/ 20/ 20
D (+12-16) / (Tdesignh — 16) 15,38 28,57 | 10,53 | 10/2| 0/~ 20/ 20
E (TOL? - 16) / (Tdesignh — 16) 10/2| 0/2 20/ 20
F (Toviv - 16) / (Tdesignnh — 16) 10/2| 0/2 20/ 20

a  With the flow rate as determined at the standard rating conditions given in Table 5 of EN 14511-2:2018 for
units with a fixed flow rate or with a fixed water temperature difference of 3 K for units with a variable flow
rate. If for any of the test conditions the resulting flow rate is below the minimum flow rate then this
minimum flow rate is used as a fixed flow rate with the inlet temperature for this test condition.

b If TOL < Tdesignn then TOL shall be replaced by Tdesignh.

n.a. means not applicable

6.4 Air-to-water(brine) units

6.4.1 General

The part load conditions for determining the declared capacity (Pdh) and the declared coefficient of
performance (COPg) are given in Table 8, Table 9, Table 10 and Table 11.

The variable outlet temperature shall only be applied when the control provides an outdoor air
temperature dependant modification of the outlet temperature.

For units with variable outlet that have to cycle on/off to reach the required part load ratio, the inlet and
outlet temperatures of the indoor heat exchanger shall be determined according to Formula (38) in
11.5.1.

For hybrid units Tyiy and TOL mentioned in Table 8, Table 9, Table 10 and Table 11 of partload conditions
shall be replaced by Tp,or and Thp,on respectively as explained in 6.1. For hybrid units using the combined
test method (see 8.3) in case Thpon is greater than Tgesignh an additional part load condition at Tgesignn iS
required.
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