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Foreword

This document (EN 14861:2004+A1:2009) has been prepared by Technical Committee CEN/TC 144 “Tractors
and machinery for agriculture and forestry”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2010, and conflicting national standards shall be withdrawn at the
latest by April 2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1 approved by CEN on 2009-09-15.
This document supersedes EN 14861:2004.
The start and finish of text introduced or altered by amendment is indicated in the text by tags .

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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0 Introduction
This document is a type C standard as stated in EN 1070.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are
indicated in the scope of this document.

When provisions of this type C standard are different from those, which are stated in type A or B standards,

the provisions of this type C standard take precedence over the provisions of the other standards, for
machines that have been designed and built according to the provisions of this type C standard.
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1 Scope

This document deals with all common significant hazards, hazardous situations and events of the following
forestry machinery: fellers, bunchers, delimbers, forwarders, log loaders, skidders, processors and harvesters
as defined in ISO 6814 and also multi-function versions of these machines, when they are used as intended
and under the conditions foreseen by the manufacturer, see Clause 4.

The machines listed can be of the mobile, ride-on or self-propelled type or a combination of these types.

The following significant hazards are excluded:

— thrown objects, that may occur on a particular machine,

— noise,

— vibration.

NOTE Noise clauses including a noise test code will be developed as an amendment to this document.

The use of this document will therefore not alone be sufficient to cover all significant risks for a majority of
machines covered by this document.

The list of significant hazards dealt with in this document is given in normative Annex A. This Annex is the list
of significant hazards that have been identified as common to the covered mobile, ride-on and self-propelled
forestry machines.

It is not applicable to environmental hazards.

This document is not applicable to machines, which are manufactured before the date of publication of this
document by CEN.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 294:1992, Safety of machinery — Safety distance to prevent danger zones being reached by the upper
limbs.

EN 1070:1998, Safety of machinery — Terminology.

EN 12643:1997, Earth-moving machinery — Rubber-tyred machines — Steering requirements. (1ISO 5010:1992,
modified).

EN 13510:2000, Earth-moving machinery — Roll-over protective structures — Laboratory tests and
performance requirements (1ISO 3471: 1994).

EN ISO 2860:1999, Earth-moving machinery — Minimum access dimensions (ISO 2860:1992).
EN ISO 2867:1998, Earth-moving machinery — Access systems (1ISO 2867:1994).

EN ISO 3411:1999, Earth-moving machinery — Human physical dimensions of operators and minimum
operator space envelope (ISO 3411:1995).
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EN ISO 3450:1996, Earth-moving machinery — Braking systems of rubber-tyred machines — Systems and
performance requirements and test procedures (1ISO 3450:1996).

EN ISO 3457:2003, Earth-moving machinery — Guards — Definitions and requirements (ISO 3457:2003).
EN I1SO 6682:1995, Earth-moving machinery — Zones of comfort and reach for controls. (ISO 6682:1986).
EN I1SO 6683:1999, Earth-moving machinery — Seat belts and seat belt anchorages. (ISO 6683:1981).

EN ISO 12100-1:2003, Safety of machinery - Basic concepts, general principles for design - Part 1: Basic
terminology, methodology (ISO 12100-1:2003).

EN ISO 12100-2:2003, Safety of machinery - Basic concepts, general principles for design - Part 2: Technical
principles (ISO 12100-2:2003).

EN ISO 14982:1998, Agricultural and forestry machinery — Electromagnetic compatibility — Test methods and
acceptance criteria (1ISO 14982:1998).

ISO 3600:1996, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment —
Operator’s manuals — Content and presentation.

ISO 3767-1:1998, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment —
Symbols for operator controls and other displays — Part 1: Common symbols.

ISO 3767-4:1993, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment —
Symbols for operator controls and other displays — Part 4: Symbols for forestry machinery.

ISO 3795:1989, Road vehicles, and tractors and machinery for agriculture and forestry — Determination of
burning behaviour of interior materials.

ISO 4254-4:1990, Tractors and machinery for agriculture and forestry — Technical means for ensuring safety —
Part 4: Forestry winches.

ISO 6405-1:1991, Earth-moving machinery — Symbols for operator controls and other displays — Part 1:
Common symbols.

ISO 6750:1984, Earth-moving machinery — Operation and maintenance — Format and content of manuals.

ISO 6814:2000, Machinery for forestry — Mobile and self-propelled machinery — Terms, definitions and
classification.

ISO 8082:2003, Self-propelled machinery for forestry — Roll-over protective structures — Laboratory tests and
performance requirements.

ISO 8083:1989, Machinery for forestry — Falling-object protective structures — Laboratory tests and
performance requirements.

ISO 8084:2003, Machinery for forestry — Operator protective structures — Laboratory tests and performance
requirements.

ISO 9244:1995, Earth-moving machinery — Safety signs and hazard pictorials — General principles.

ISO 9533:1989, Earth-moving machinery — Machine-mounted forward and reverse audible warning alarm —
Sound test method.

ISO 10263-2:1994, Earth-moving machinery — Operator enclosure environment — Part 2: Air filter test.
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