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National foreword

This British Standard is the UK implementation of EN 14869-1:2011.
It was derived from |SO 11003-1:2001. It supersedes
BS EN 14869-1:2004 and BS 1SO 11003-1:2001, which are withdrawn.

The UK participation in its preparation was entrusted to
Technical Committee PRI/52, Adhesives.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 72246 2
ICS 83.180

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2011.
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Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 14869-1:2011


http://dx.doi.org/10.3403/02520257
http://dx.doi.org/10.3403/03090196
http://dx.doi.org/10.3403/02520257
http://www.avadocuments.com/doc/bs-en-14869-1-2011
http://www.avadocuments.com/doc/bs-en-14869-1-2011

BS EN 14869-1:2011

EUROPEAN STANDARD EN 14869-1
NORME EUROPEENNE
EUROPAISCHE NORM

May 2011

ICS 83.180 Supersedes EN 14869-1:2004

English Version

Structural adhesives - Determination of shear behaviour of
structural bonds - Part 1: Torsion test method using butt-bonded
hollow cylinders (ISO 11003-1:2001|, modified)

Adhésifs structuraux - Détermination du comportement en Strukturklebstoffe - Bestimmung des Scherverhaltens

cisaillement de collages structuraux - Partie 1 : Méthode struktureller Klebungen - Teil 1: Torsionsprufverfahren

d'essai en torsion de cylindres creux collés bout a bout unter Verwendung stumpf verklebter Hohlzylinder (
({50 11003-1:2001, modifie) 1003-1:2001, modifisiert)

This European Standard was approved by CEN on 10 March 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation

under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
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Foreword

This document (EN 14869-1:2011) has been prepared by Technical Committee CEN/TC 193 “Adhesives”, the
secretariat of which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2011, and conflicting national standards shall be withdrawn
at the latest by November 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN _14869-1:2004].

SAFETY STATEMENT — Persons using this document should be familiar with the normal laboratory practice,
if applicable. This document does not purport to address all of the safety problems, if any, associated with its
use. It is the responsibility of the user to establish appropriate safety and health practices and to ensure
compliance with any regulatory conditions.

ENVIRONMENTAL STATEMENT — It is understood that some of the material permitted in this standard may
have negative environmental impact. As technological advantages lead to acceptable alternatives for these
materials, they will be eliminated from this standard to the extent possible.

At the end of the test, the user of the standard should take care to carry out an appropriate disposal of the
wastes, according to local regulation.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies a shear test for the characterization of adhesives in a bond. The shear
stress/strain properties of the adhesive (including the shear modulus) are useful for advanced design work,
e.g. in finite element analysis methods.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 923:2005+A1:2008, Adhesives — Terms and definitions

N 13887, Structural Adhesives — Guidelines for surface preparation of metals and plastics prior to adhesive
bonding

N ISO 291, Plastics — Standard atmospheres for conditioning and testing (ISO 291:200§

N ISO 10368, Adhesives — Designation of main failure patterns (ISO_10365:1992)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 923:2005+A1:2008 apply.

4 Principle

The shear deformation of the adhesive in an annular bond between two hollow cylinders, and the
corresponding torque, are measured and recorded up to failure of the joint.

5 Apparatus
5.1 Torsion-testing machine, with a capacity of at least 300 N-m and preferably of 1 000 N-m.

Alternatively, a suitably adapted tensile-testing machine may be used. The machine shall include equipment
for recording the torque instantaneously with an error of less than 1 %. The gripping heads shall be accurately
aligned and, if no hydraulic gripping mechanism is available, all bolts and holes shall be precisely machined
so that the specimens are mounted in the apparatus and tested free of uncontrolled loads. The machine shall
be equipped with an adequately thermostatted chamber if tests are to be carried out at temperatures different
from the ambient temperature.

5.2 Displacement sensor (see Figure 1), capable of measuring, as near as possible to the bond line, the
displacement of the two adherends relative to each other and hence the deformation of the adhesive.

The sensor and its associated target shall be rigidly mounted on the two adherends as shown in Figure 1. The
range of the displacement-measuring equipment shall be adjustable to permit the full-scale reading to be
varied between 2 um and 1 000 ym. The equipment shall be capable of measuring displacements to an
accuracy of £ 1 ym. The sensor shall be of lightweight and robust construction since it is subjected to high
accelerations on failure of the specimen.
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