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Foreword 
This document (EN 14908-1:2014) has been prepared by Technical Committee CEN/TC 247 “Building 
Automation, Controls and Building Management”, the secretariat of which is held by SNV. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by October 2014 and conflicting national standards shall 
be withdrawn at the latest by October 2014. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such 
patent rights. 

This document supersedes EN 14908-1:2005. 

This European Standard is part of a series of standards for open data transmission in building 
automation, control and in building management systems. The content of this European Standard 
covers the data communications used for management, automation/control and field functions. 

The following is a list of technical changes since the previous edition: 

— EN 14908-5 has been added to the normative references; 

— the normative Annex A has been re-worked for a better understanding. The reference 
implementation of the standard shows in detail which part is normative and hardware 
independent, which one is normative but hardware dependent and which one is not normative 
because it is hardware dependent. This information supports the development of a protocol stack 
and the understanding of the specified communication services. 

EN 14908-1 is part of a series of European Standards under the general title Control Network Protocol 
(CNP), which comprises the following parts: 

Part 1: Protocol stack; 

Part 2: Twisted pair communication; 

Part 3: Power line channel specification; 

Part 4: IP communication; 

Part 5: Implementation; 

Part 6: Application elements. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of 
Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland, Turkey and the United Kingdom. 
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Introduction 

This European Standard has been prepared to provide mechanisms through which various vendors of 
building automation, control, and building management systems may exchange information in a 
standardised way. It defines communication capabilities. 

This European Standard will be used by all involved in design, manufacture, engineering, installation 
and commissioning activities. 
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1 Scope 

This European Standard applies to a communication protocol for networked control systems in 
commercial Building Automation, Controls and Building Management. The protocol provides peer-to-
peer communication for networked control and is suitable for implementing both peer-to-peer and 
master-slave control strategies. This specification describes services in layers 2 to 7. In the layer 2 
(data link layer) specification, it also describes the MAC sub-layer interface to the physical layer. The 
physical layer provides a choice of transmission media. The interface described in this specification 
supports multiple transmission media at the physical layer. In the layer 7 specification, it includes a 
description of the types of messages used by applications to exchange application and network 
management data. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 14908-5, Open Data Communication in Building Automation, Controls and Building Management 
Implementation Guideline - Control Network Protocol - Part 5: Implementation 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

For the purposes of this European Standard, the following subclause introduces the basic terminology 
employed throughout this European Standard. Most of it is commonly used and the terms have the 
same meaning in both the general and the standard context. However, for some terms, there are 
subtle differences. For example, in general, bridges do selective forwarding based on the layer 2 
destination address. There are no layer 2 addresses in this standard protocol, so bridges forward all 
packets, as long as the domain address in the packet matches a domain of which the bridge is a 
member. Routers, in general, perform network address modification so that two protocols with the 
same transport layer but different network layers can be connected to form a single logical network. 
Routers of this standard may perform network address modification, but typically, they only examine 
the network address fields and selectively forward packets based on the network layer address fields. 

3.1 
channel 
physical unit of bandwidth linking one or more communication nodes. 

Note 1 to entry: Refer to Annex E for further explanation of the relationship between a channel and a subnet. 

3.2 
physical repeater 
device that reconditions the incoming physical layer signal on one channel and retransmits it onto 
another channel 

3.3 
store-and-forward repeater 
device that stores and then reproduces data packets onto a second channel 
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3.4 
bridge 
device that connects two channels (x and y); forwards all packets from x to y and vice versa, as long 
as the packets originate on one of the domain(s) that the bridge belongs to 

3.5 
configuration 
non-volatile information used by the device to customise its operation. There is configuration data for 
the correct operation of the protocol in each device, and optionally, for application operation. The 
network configuration data stored in each device has a checksum associated with the data. Examples 
of network configuration data are node addresses, communication media parameters such as priority 
settings, etc. Application configuration information is application specific 

3.6 
domain 
virtual network that is the network unit of management and administration. Group and subnet (see 
below) addresses are assigned by the administrator responsible for the domain, and they have 
meaning only in the context of that domain 

3.7 
flexible domain 
used in conjunction with Unique_Node_ID and broadcast addressing. A node responds to a 
Unique_Node_ID-addressed message if the address matches, regardless of the domain on which the 
message was sent. To respond so that the sender receives it, the response shall be sent on the 
domain in which it was received. Furthermore, this domain shall be remembered for the duration of 
the transaction so that duplicate detection of any retries is possible. This transitory domain entry at a 
node is called the flexible domain. How many flexible domain entries a node supports depends on the 
implementation. However, a minimum of 1 is required 

3.8 
subnet 
set of nodes accessible through the same link layer protocol; a routing abstraction for a channel; in 
this standard subnets are limited to a maximum of 127 nodes 

3.9 
node 
abstraction for a physical node that represents the highest degree of address resolvability on a 
network. A node is identified (addressed) within a subnet by its (logical) node identifier. A physical 
node may belong to more than one subnet; when it does, it is assigned one (logical) node number for 
each subnet to which it belongs. A physical node may belong to at most two subnets; these subnets 
shall be in different domains. A node may also be identified (absolutely) within a network by its 
Unique_Node_ID 

3.10 
group 
uniquely identifiable set of nodes within a domain. Within this set, individual members are identified by 
their member number. Groups facilitate one-to-many communication and are intended to support 
functional addressing 

3.11 
router 
device that routes data packets to their respective destinations by selectively forwarding from subnet 
to subnet; a router always connects two (sets of) subnets; routers may modify network layer address 
fields. Routers may be set to one of four modes: repeater mode, bridge mode, learning mode, and 
configured mode. In repeater mode, packets are forwarded if they are received with no errors. In 
bridge mode, packets are forwarded if they are received with no errors and match a domain that the 
router is a member of. Routers in learning mode learn the topology by examining packet traffic, while 
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routers that are set to configured mode have the network topology stored in their memory and make 
their routing decisions solely upon the contents of their configured tables 

3.12 
(application) gateway 
interconnects networks at their highest protocol layers (often two different protocols). Two domains 
can also be connected through an application gateway 

3.13 
Beta1 
period immediately following the end of a packet cycle. A node attempting to transmit monitors the 
state of the channel, and if it detects no transmission during the Beta1 period, it determines the 
channel to be idle 

3.14 
Beta2 
randomising slot. A node wishing to transmit generates a random delay T. This delay is an integer 
number of randomising slots of duration Beta2 

3.15 
network variable 
variable in an application program whose value is automatically propagated over the network 
whenever a new value is assigned to it 

3.16 
Standard Network Variable Types (SNVTs) 
variables with agreed-upon semantics. These variables are interpreted by all applications in the same 
way, and are the basis for interoperability. Definition of specific SNVTs is beyond the scope of this 
European Standard 

3.17 
manual service request message 
network management message containing a node’s Unique_Node_ID. Used by a network 
management device that receives this message to install and configure the node. May be generated 
by application or system code. May be triggered by external hardware event, e.g., driving a “manual 
service request” input low 

3.18 
transaction 
sequence of messages that are correlated together. For example, a request and the responses to the 
request are all part of a single transaction. A transaction succeeds when all the expected messages 
from every node involved in the transaction are received at least once. A transaction fails in this 
European Standard if any of the expected messages within the transaction are not received. Retries 
of messages within a transaction are used to increase the probability of success of a transaction in 
the presence of transient errors 

4 Symbols and abbreviations 

4.1 Symbols and graphical representations 

Figure 1 shows the basic topology of networks based on this protocol and the symbolic 
representations used in this European Standard. 
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Figure 1 — Network topology & symbols 

The layering of this protocol is described using standard OSI terminology, as shown in Figure 2. 

 

Figure 2 — Protocol terminology 

4.2 Abbreviations 

CNP Control Network Protocol 

The Protocol Data Unit (PDU) abbreviations used throughout this Standard are: 

PPDU Physical Protocol Data Unit, or frame 

MPDU MAC Protocol Data Unit, or frame 

LPDU Link Protocol Data Unit, or frame 

NPDU Network Protocol Data Unit, or packet 

TPDU Transport Protocol Data Unit, or a message/ack 
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SPDU Session Protocol Data Unit, or request/response 

NMPDU Network Management Protocol Data Unit 

DPDU Diagnostic Protocol Data Unit 

APDU Application Protocol Data Unit 

FSM Finite State Machine (diagram) 
Annex D (PDU Summary) contains the details of these PDUs. 

5 Overview of protocol layering 

The protocol specified by this Standard consists of the layers shown in Figure 3. Each layer is 
described below. 

Multiple physical layer protocols and data encoding methods are allowed in systems based on this 
European Standard. Each encoding scheme is medium-dependent. 

The MAC (Medium Access Control) sublayer employs a collision avoidance algorithm called 
Predictive p-persistent CSMA (Carrier Sense, Multiple Access). For a number of reasons, including 
simplicity and compatibility with the multicast protocol, the link layer supports a simple connectionless 
service. Its functions are limited to framing, frame encoding, and error detection, with no error 
recovery by re-transmission. 
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Figure 3 — Protocol layering 

The Network layer handles packet delivery within a single domain, with no provisions for inter-domain 
communication. The Network service is connection-less, unacknowledged, and supports neither 
segmentation nor re-assembly of messages. The routing algorithms employed by the network layer to 
learn the topology assumes a tree-like network topology; routers with configured tables may operate 
on topologies with physical loops, as long as the communication paths are logically tree-like. In this 
topology, a packet may never appear more than once at the router on the side on which the packet 
originated. The unicast routing algorithm uses learning for minimal over-head and no additional 
routing traffic. Use of configured routing tables is supported for both unicast and group addresses, 
although in many applications a simple flooding of group addressed messages is sufficient. 

The heart of the protocol hierarchy is the Transport and Session layers. A common Transaction 
Control Sublayer handles transaction ordering and duplicate detection for both. The Transport layer is 
connection-less and provides reliable message delivery to both single and multiple destinations. 
Authentication of the message sender’s identity is included as a transport layer service, for use when 
the security of sender authentication is required. The authentication server requires only the 
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Transaction Control Sublayer to accomplish its function. Thus Transport and Session layer messages 
may be authenticated using all of the addressing modes other than broadcast. 

The session layer provides a simple Request-Response mechanism for access to remote servers. 
This mechanism provides a platform upon which application specific remote procedure calls can be 
built. The network management protocol, for example, depends upon the Request-Response 
mechanism in the Session layer. 

A transport layer acknowledged message expects indication of message delivery from remote 
destination(s). A session layer request message expects indication that application-specific remote 
task(s) have been completed. A given message uses only one or the other type of service, but not 
both. 

This specification includes the Presentation Layer and the lowest level of the Application Layer. These 
layers provide services for sending and receiving application messages including network variables, 
and other types of messages such as network management and diagnostic messages and foreign 
frames (see Clause 13). For a network variable update, the APDU header provides information on 
how to interpret the APDU. This application-independent interpretation of the data allows data to be 
shared among nodes without prior arrangement. 

6 MAC sublayer 

6.1 General 

In this European Standard the following Media Access Control sublayer is defined. If there is a need 
for other MAC sublayers they are defined in additional parts of this European Standard. 

6.2 Service provided 

The Media Access Control (MAC) sublayer facilitates media access with optional priority and optional 
collision detection/collision resolution. It uses a protocol called Predictive p-persistent CSMA (Carrier 
Sense, Multiple Access), that has some resemblance to the p-persistent CSMA protocol family. 

Predictive p-persistent CSMA is a collision avoidance technique that randomises channel access 
using knowledge of the expected channel load. A node wishing to transmit always accesses the 
channel with a random delay in the range (0..w). To avoid throughput degradation under high load, 
the size of the randomising  window, w, is a function of estimated channel backlog BL: 

1-) W (BL  w base×= , (1) 

where 

Wbase is the base window size. Wbase is measured in time. Its duration, derived from Beta2 (see 6.8), 
equals 16 Beta2 slots. 

6.3 Interface to the link layer 

The MAC sublayer is closely coupled to the Link layer, described in Clause 7. With the MAC sublayer 
being responsible for media access, the Link layer deals with all other layer 2 issues, including 
framing and error detection. For explanatory purposes, the interface between the two layers is 
described in the form shown in Figure 4. 
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Figure 4 — Interface between the MAC and the link layers 

Although the service interface primitives are defined using a syntax similar to programming language 
procedure calls, no implementation technique is implied. Frame reception is handled entirely by the 
Link layer, that notifies the MAC sublayer about the backlog increment via the Frame_OK() primitive. 

The following service interface primitives facilitate the interface between the Link and the MAC layers: 

M_Data_Request (Priority, delta_BL, ALT_Path, LPDU) 

This primitive is used by the Link layer to pass an outbound LPDU/MPDU to the MAC sublayer. 
Priority defines the priority with which the frame is to be transmitted; delta_BL is the backlog 
increment expected as a result of delivering this MPDU. ALT_Path is a binary flag indicating 
whether the LPDU is to be transmitted on the primary or alternate channel, baud rate, etc. See 
6.5 for how ALT_Path is set. 

Frame_OK (delta_BL) 

On receiving a frame and verifying that its CRC is correct, the Link layer invokes this primitive to 
notify the MAC sublayer about the backlog increment associated with the frame just received. 

M_Data_Indication() 

The MAC sublayer provides this indication to the link layer once per incoming LPDU/MPDU. 

6.4 Interface to the physical layer 

The physical layer handles the actual transmission and reception of binary data. Multiple physical 
layer protocols are supported by the control network protocol. The bit error rate presented to the link 
layer shall be equal to or better than 1 in 10-4. For compatibility with the higher layers, all physical 
protocols shall support the defined service interface (see Figure 4): 

P_Data_Indication (Frame) 

Physical layer provides this indication to the MAC sublayer and the link layer once per in-coming 
LPDU/MPDU. 
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P_Data_Request (Frame) 

The MAC sublayer uses this primitive to pass the Frame, the encoded LPDU/MPDU, to the 
physical layer for immediate transmission. The bit transmission order is defined in Annex D. 

P_Data_Confirm (Status) 

The physical layer returns Status as to whether the frame was transmitted. Status has three 
possible values: success—indicating the frame was transmitted, request_denied—indicating that 
activity was detected on the line prior to transmission, and collision—indicating that transmission 
began, but a collision was detected. Whether or not the transmission is aborted depends on 
when the collision is detected (see 6.11). 

P_Channel_Active () 

The physical layer uses this primitive to pass the status of the channel to the MAC sublayer. This 
is an indication of activity, not necessarily of valid data. 

6.5 MPDU format 

The combined MPDU/LPDU format is shown in Figure 5. (Annex D contains the details of the NPDU 
frame). 

 

Figure 5 — MPDU/LPDU format 

The MAC sublayer uses the L2Hdr field, that has the following syntax and semantics: 

Pri 1-bit field specifying the priority of this MPDU: 0 = Normal, 1 = High. 

Alt_Path 1-bit field specifying the channel to use. This is a provision for transceivers that have 
the ability to transmit on two different channels and receive on either one without the 
need to instruct the transceiver to explicitly receive on a specific channel. The 
transport layer sets this bit for the last two attempts (for acknowledged and 
request/response services), unless requested to specify the alternate path for every 
transmission. For any packet received that has the alt_path bit set and that requires 
an acknowledgement, response, challenge, or reply, the alt_path bit shall be set in 
the corresponding acknowledgement, response, challenge, or reply. 

Delta_BL 6-bit unsigned field (≥ 0); specifies channel backlog increment to be generated as a 
result of deliver-ing this MPDU. 

6.6 Predictive p-persistent CSMA — overview description 

Like CSMA, Predictive p-persistent CSMA senses the medium before transmitting. A node attempting 
to transmit monitors the state of the channel (see Figure 6), and determines the channel to be idle if it 
detects no transmission during the Beta1 period. Nodes without a packet to transmit during this Beta1 
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period shall remain in synchronisation for the duration of the priority slots (see 6.11), and at least 
Wbase randomising slots. This maintenance of synchronisation allows a packet that arrives in the 
output queue of the MAC sublayer after the end of the Beta1 time to be transmitted in a valid slot 
according to the other nodes with a packet to transmit. 

Next, the node generates a random delay T (transmit) from the interval (0..(BL x Wbase)-1, where Wbase 
is the number of randomising slots within the basic randomising window and BL is an estimate of the 
current channel backlog. T (transmit) is defined as an integer number of randomising slots of duration 
Beta2 (see 6.8 and 6.9). If the channel is idle when the delay expires, the node transmits; otherwise, 
the node receives the incoming packet, and then repeats the MAC algorithm. In Figure 6, Dmean is the 
average randomisation delay between packets, and, since the random delay T is uniformly distributed, 
Dmean is given as (Wbase-1)/2 for small values of BL. 

 

Figure 6 — Predictive p-persistent CSMA concepts and parameters 

By adjusting the size of the randomising window as a function of the predicted load, the algorithm 
keeps the collision rate constant and independent of the load. Provided that the estimated backlog is 
greater than or equal to the real back-log, the following holds: 

base2W / 1  Cycles Pkt Free Error / Cycles Pkt Error  Rate Collision ≤=  

A base window size of 16 is used. This implies that there are an average of 8 randomising slots of 
width Beta2 and one slot of width Beta1 between each packet. In addition, the width of the Beta2 
period is crucial to efficient utilisation of the channel. 

The algorithm for Predictive CSMA is in A.2. 

6.7 Idle channel detection 

The idle channel condition is asserted whenever the following two conditions are met: 

1) The current channel state reported by the physical layer via the P_Data_Indication () primitive is 
low; and 

2) No transition has been detected during the last period of Beta1. Note that the MAC sublayer may 
be configured to ignore transitions during a portion of the Beta1 period. This portion of time that 
transitions are ignored (the channel is assumed to be idle during this time even in the presence of 
transitions) is called the indeterminate time (see 6.12 for the details). 

The length of the Beta1 period is defined by the following constraint: 

) Tau  Tau  (2  bit time 1    Beta1 mp +×+>  (2) 

The first term assumes a data encoding method that guarantees a transition and/or carrier during 
every bit time. If encoding methods are used that do not meet this constraint, then the first term shall 
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be adjusted to be the longest time that the channel may appear idle without being idle, i.e., the 
longest run in legal data transmission without a transition and/or carrier asserted on the medium. The 
second term takes care of propagation and turnaround delays: 

Taup is the physical propagation delay defined by the media length; 

Taum is the detection and turnaround delay within the MAC sublayer; this is the period from 
the time the idle channel condition is detected, to the point when the first output 
transition appears on the output. On media where there is a carrier, this time shall 
include the time between turning on the carrier, and it being asserted as a valid carrier 
on the medium. 

6.8 Randomising 

At the beginning of the randomising period, a node wishing to transmit generates a random delay T 
(transmit) from the interval (0.. (BL x Wbase)-1. The node then waits for this period, while continuing to 
monitor channel status; if the channel is still idle when the delay expires, the node transmits. 

The transmit delay T (transmit) is an integer number of randomising slots of duration Beta2; the length 
of the randomising slot shall meet the following constraint: 

mp Tau  Tau  2   Beta2 +×>  (3) 

Parameters Taup and Taum are defined in 6.7. 

6.9 Backlog estimation 

The predictive aspect of the MAC algorithm is based on backlog estimation. Each node maintains an 
estimate of the current channel backlog BL, that is incremented as a result of sending or receiving an 
MPDU and decrements periodically — once every packet cycle. The increment to the backlog is 
encoded into the link layer header, and represents the number of messages that the packet shall 
cause to be generated upon reception. The backlog is initially set to one. After sending or receiving a 
packet with a non-zero backlog increment, the node’s backlog estimation is incremented by the 
backlog increment. The maximum backlog value is 63. If the backlog exceeds 63, then the backlog 
overflow statistic is incremented (see 13.7.14 and B.8). 

The backlog decrements under one of the following conditions: 

— On waiting to transmit: If Wbase randomising slots go by without channel activity. 

— On receive: If a packet is received with a backlog increment of ‘0’. 

— On transmit: If a packet is transmitted with a backlog increment of ‘0’. 

— On idle: If a packet cycle time expires without channel activity. 

The packet cycle timer is reset to its initial value whenever the backlog is changed. It is started 
(begins counting down at its current value) whenever the MAC layer becomes idle. An idle MAC layer 
is defined as: 

1) not receiving; 

2) not transmitting; 

3) not waiting to transmit; 
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4) not timing Beta1; 

5) not waiting for priority slots; and 

6) not waiting for the first Wbase randomising window to complete. 

On transition from idle to either transmit or receive, the packet cycle timer is halted. 

The backlog always has a value ≥ 1. The algorithm post-increments rather than pre-increments the 
backlog by the amount associated with the MPDU being transmitted, because the number of expected 
responses is of no importance until after transmitting the MPDU. 

6.10 Optional priority 

On a channel by channel basis, the protocol supports optional priority. Priority slots, if any, follow 
immediately after the Beta1 period that follows the transmission of a packet (Figure 7). The number of 
priority slots per channel ranges from 0 to 127. Priority slots are typically not contended for, but rather 
are uniquely assigned to nodes on the channel. Nodes that have been assigned a priority slot do not 
have to use it with every message; the node decides on a message by message basis whether or not 
to use the assigned priority slot. This determination is made by examining the priority bit within the 
LPDU header (Figure 5). 

It is possible to assign all the nodes on the channel the same priority slot. An example of an 
architecture where this makes sense would be one where there is a background of peer-to-peer 
activity, but a single master that cycles around doing something to each node (such as network 
management, polling, etc.). By giving each node the same slot, and having it used only for this 
purpose, these transactions (from the single master to multiple slaves) would tend to be completed 
ahead of the background traffic. 

An application may decide that a message is high priority and attempt to send it as such. If the node 
does not have a priority slot assigned to it, the message shall go out in the usual way, except that the 
priority bit in the layer 2 header shall be set. If, subsequently, the packet passes through a router that 
has a priority slot on its destination channel, the packet shall be sent using the priority of the router. If 
the router does not have a priority slot, the message shall be for-warded in the usual way, with the 
priority bit in the layer 2 header remaining set. 

 

Figure 7 — Allocation of priority slots within the Busy Channel Packet Cycle 

The protocol provides no synchronisation among the nodes. Therefore, if the channel has been idle 
for longer than the randomising period (Beta1 + number of priority slots + Dmean above), access to the 
link is random without regard to priority. Once the link returns to the busy state, access to the link shall 
be in priority order. 

If a priority message requires: 
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— acknowledgement (acknowledged messaging); 

— response (request/response messaging); 

— challenge (in response to an authenticated acknowledged message or authenticated request); or 

— reply (in response to an authentication challenge); 

the responding node shall attempt to send a priority acknowledgement/response/challenge/reply by 
setting the priority bit in the layer 2 header. If a high priority message is generated within a node, it is 
sent prior to any queued packets of normal priority. Multiple high priority packets are sent in FIFO 
order. If the application attempts to send a high priority message while its node is sending a packet, 
the packet in progress completes first. 

If a channel has priority slots and a node has multiple messages queued within it, it shall not send 
them in consecutive packet cycles. In the case where a node has a packet to send, and it has sent a 
packet in the previous packet cycle, the node does not use its normal medium access algorithm in the 
current cycle. Instead it attempts to access the medium using a slightly modified version of the non-
priority MAC algorithm. The modified version of the algorithm is that the transmitter node waits out the 
Beta1 time after the priority packet it just transmitted, then it waits for all the priority slots to go by, 
then it waits for one window of randomising slots to go by (16 Beta2 slots). At this point it randomises 
its access to the network using the current channel backlog estimate. If the node is not successful in 
the current packet cycle, it may use its priority slot in the subsequent packet cycle. 

6.11 Optional collision detection 

The physical layer may optionally notify the MAC sublayer of a detected collision. The MAC sublayer 
can be configured to check for collision detection notification any time during packet transmission. 

Collision resolution may be implemented by means of collision detection. A bit pattern unique to each 
node on the channel may be inserted before the preamble field to resolve collisions. Such a physical 
layer shall define a sufficiently long preamble after the arbitration pattern so that transmitting nodes 
that lose the arbitration for a packet cycle can turn around and receive the incoming packet from the 
node that just won the arbitration. 

Collision detection, if used, shall only be enabled upon transmission of a packet. When a collision is 
detected in the MAC sublayer, the backlog is incremented. Receivers do not detect collisions, rather 
they see them as packets that are too short, or have incorrect CRCs or sometimes they are seen as 
just spurious transitions for which bit synchronisation cannot be achieved. When a collision is 
detected, the backlog is incremented, and the collision statistic is incremented (see 13.7.14 and B.8). 

The MAC sublayer attempts to re-transmit the packet upon notification of a collision. It obeys the 
following rules: 

1) If a collision is detected on two successive attempts to transmit a priority packet in the node’s 
priority slot, the next attempt to transmit the priority packet shall not use the con-figured priority 
slot, but rather shall be in a slot picked ac-cording to the non-priority MAC algorithm. The priority 
bit in the layer 2 header of the packet shall remain set in this case. 

2) Whenever a collision is detected by a transmitting node, that transmitting node increments its 
estimate of the channel backlog by 1. 

3) Whenever a collision is detected on 256 successive attempts to transmit a packet, the packet is 
discarded. 
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6.12 Beta1, Beta2 and Preamble Timings 

A node may be implemented to support one or more media. If implemented to support multiple media, 
its preamble length and Beta1 and Beta2 times shall be configurable to support the relevant physical 
communication media. Beta2 is the duration in time of a media access time-slot (either randomising or 
priority slot). The MAC layer timers for Beta1 are provided for both the transmitter in the previous 
packet cycle as well as the receiver. This is to correct for differences in the time base for the end of 
the preceding packet between transmitters and receivers. Note that in this family of physical layer 
standards the timings are with reference to the timings observable on the medium itself, while these 
timings are in reference to the protocol processor’s reference. For example, imagine a transceiver that 
added bits of error correction code to the actual packet. From the transmitting protocol processor’s 
reference the end of the packet would be sent before these bits were added to the packet, while the 
receiving protocol processor’s time reference would show packet end at the end of the packet 
including the error correction bits. Thus, the need for the ability to specify a difference in the timing 
depending upon whether a node is a transmitter or a receiver for a given packet. In addition there are 
two communication configurations (comm_type in B.7) with different formula for calculating Beta1 
based on the type. 

A node shall be able to generate one of five base time periods to generate Beta1 and Beta2 slots of 
the right duration. 

The formulae for Beta1, Beta2, and the preamble are shown below. 

CT is a time base used to generate Beta1 and Beta2 slots and the preamble. Depending on the media 
type(s) supported, each node shall support one or more of the following values for CT: 600 ns, 1,2 µs, 
2,4 µs, 4,8 µs, 9,6 µs. 

v, a tuning parameter, is in the range 0 to 255 inclusive. There are 3 tuning parameters. These are 
represented as v1, v2 and v3 in the formula below. 

f(x) is a function that returns a time delay to compensate for other slower nodes on a channel that 
may generate actual values of CT below the nominal for a channel. 

) v 20  (40  CT  Beta2 1×+×=  (4) 

There are four formulae for computing Beta1. The formula to use depends on a bit field in the 
configuration structure, comm_type, listed in B.7, and whether the timing is done immediately 
following the receipt or the transmission of a packet Comm_type can have one of two values: 1 or 2. 
The selection of the comm_type determines the behaviour of the MAC sublayer in the following ways: 

Comm_type = 1: 

1) An indeterminate time is defined during the Beta 1 period in which all transitions on the channel 
are ignored. This period starts following the end of any packet (transmitted or received). Its 
duration is defined below. Following the indeterminate time and before the first Beta2 slot, the 
MAC sublayer repeatedly waits for a period of duration of one Beta2 slot to pass with no 
transitions on the channel before proceeding (note that if a valid preamble is detected during this 
period, an attempt shall be made to receive the incoming packet). This Beta2 slot duration 
accounts for the Beta2 slot duration component of the total Beta1 time. 

2) The transmitted length of the preamble is under the control of the MAC sublayer. 

3) The MAC sublayer ignores collisions occurring during the first 25 % of the transmitted preamble. 
It optionally (according to the cd_tail field described in B.7) ignores collisions reported following 
the transmission of the CRC but prior to the end of transmission. 
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4) If a collision is detected during preamble transmission, the MAC sublayer can terminate the 
packet if so configured. Collisions detected after the preamble has been sent do not terminate 
transmission. 

Comm_type = 2: 

1) No indeterminate time is defined at the MAC sublayer. If there is an indeterminate time, it shall be 
enforced by the physical layer. 

2) The MAC sublayer is configured to either control the transmitted length of the preamble or to 
have the transmitted length of the preamble controlled by the physical layer. 

3) The MAC sublayer shall always terminate the packet upon notification of a collision. 

4) The MAC sublayer reconfigures the physical layer prior to transmission, if necessary, to inform it 
of a change in transmission path selection (alternate path versus no alternate path). 

The formulae for Beta1 for the four cases of transmitting, receiving, comm_type =1 and comm_type = 
2 are as follows: 

2}  comm_type{for  Beta2  rpacket)(recv_inte  602 CT reception)r Beta1(afte
 2}  comm_type{for  Beta2  rpacket))(xmit_inte(624  CT sion)r transmisBeta1(afte

1}  comm_type{for  Beta2  rpacket))(recv_inte  (565  CT  reception)r Beta1(afte
1}  comm_type{for  Beta2  rpacket))(xmit_inte  (583  CT  sion)r transmisBeta1(afte

=++×=
=++×=
=++×=
=++×=

f
f
f
f

 (5 to 8) 

128) - (v  145 : ) v (41 ? 128)(v  (v) 22 ××<=f  (9) 

Parameters xmit_interpacket and recv_interpacket have ranges from 0 to 255 and are parameters 
stored in the Configuration Structure (B.7). 

The two formulae for computing the indeterminate time for the MAC sublayer are as follows: 

1}   comm_type {for rpacket))(recv_inte  (295 * CT ) reception  (after IDT
1}   comm_type {for rpacket))(xmit_inte  (313 * CT on)transmissi IDT(after

=+=
=+=

f
f

 (10 to 11) 

CT, f(x), xmit_interpacket and recv_interpacket are as defined for the Beta1 calculations. Note that in 
all cases the indeterminate time is constrained to be less than the total Beta1 time. 

Preamble length is either controlled by the protocol processor or by the transceiver. When the 
protocol processor controls the preamble, the formula for all possible values of preamble length is 
shown below. For this formula the variable v has a range of from 0 to 253 inclusive. CT is as defined 
above. 

) v 32  (219  CT  Preamble 3×+×=  (12) 

When the transceiver controls the preamble length (an option available when comm_type = 2), the 
minimum preamble length allowed is 181 µs. This is the value corresponding to a protocol processor 
with a 600 ns timer value. This value scales with the time base, CT. When the transceiver controls the 
preamble length, the maximum preamble length is determined by the transceiver. 

Beta1, Beta2 and preamble timings for each transceiver type compatible to this standard are noted in 
the relevant physical layer specification. 
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7 Link layer 

7.1 Assumptions 

The Link layer assumes that CRC errors due to both collisions and transmission errors occur with 
some probability Pe, and that Pe is small enough so that link level error recovery is not needed. 

The above assumption means that successful end-to-end communication is only possible when the 
sum of error probabilities along the communication path is much less than one. 

1  )(P SUM e <<  

In networks where Pe is constant, the maximum communication distance D (network or group 
diameter) shall be: 

eP / 1  D <<  

7.2 Service provided 

The Link layer provides subnet-wide, ordered, unacknowledged LPDU delivery with error detection 
but no error recovery. A corrupted frame is discarded as soon as its CRC check fails. 

7.3 CRC 

The CRC is computed over the entire NPDU including the L2Hdr field. The CRC is generated using 
the polynomial: 

 1  X  X  X 51216 +++ (the CCITT CRC-16 standard). 

For each NPDU, the CRC register is initialised to all ones. Figure 8 shows an example of the time 
behaviour of the CRC shift register that implements the above polynomial. The register bits are 
represented by the columns labelled bit 0 to bit 15. The data, over which the CRC is computed, 
appears in the column labelled crc_in. The register is initialised to all ones. The data is then presented 
serially to the register starting with bit7 of byte 1. Each row of the table shows the register state at a 
particular bit time. The register continues to input data and compute the CRC as long as the compute 
mode is true (mode compute = 1). The compute mode going false signals the end of data and the end 
of the CRC computation. 

Following data input, the sixteen (16) bits of CRC data are shifted out serially as shown by the column 
labelled nrz_out. 

When the link layer receives a packet with a CRC error or a packet that is less than 8 bytes in length, 
a transmission error statistic is incremented (see 13.8.2), and the packet cycle timer is started but not 
reset first, unlike after the reception of a good packet. If a packet is received but is too long for the 
input buffer, or there are no input buffers, the missed packet statistic is incremented (see 13.8.2). 

For a normative description of the CRC-16 computation, refer to the pseudocode example in A.3. 
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Figure 8 — CRC register state behaviour example 

7.4 Transmit algorithm 

The pseudocode Transmit algorithm is in A.3. 

7.5 Receive Algorithm 

A valid frame starts with the channel active state, and terminates with the channel idle state. Upon 
receipt, valid frames are processed as defined below; invalid frames are discarded. The pseudocode 
Receive algorithm is in A.4. 

8 Network layer 

8.1 Assumptions 

This protocol supports a variety of topologies in order that the requirements from many application 
areas can be met. Within a single channel, the topology can be a bus, a ring, a star, or “free” (see 
Figure 9). Free topology is defined as a total wire specification with no other rules, and a single 
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termination placed anywhere on the network. Thus, the set of all free topologies includes a ring, a 
star, a bus and virtually any other combination of these constructs. 

 

Figure 9 — Single channel topologies 

The protocol supports physical layer repeaters as well as store-and-forward repeaters to repeat 
packets from one channel to another. The protocol also supports bridges to repeat all packets on the 
bridge’s domain(s) from one channel to another. Additionally, both learning and configured routers are 
supported to segment traffic and thus increase total system performance. 

In networks where there is a possibility of more than one path from one node to another, there is a 
danger of packets looping indefinitely. In these networks, configured routers shall be used to impose a 
logical tree structured topology on top of the physical looping topology. 

If there is a desire to use repeaters, bridges, and learning routers, then control of the topology shall be 
maintained so that no loops exist. To avoid routing loops within a domain, domain topology shall be 
tree-structured as shown in Figure 10. Store-and-forward repeaters may only be used if they connect 
two different channels together; store-and-forward repeaters that repeat on the same channel are not 
supported. This restriction is necessary for an order-preserving network. 

If any node receives a packet with a protocol version number other than a version number it supports, 
the packet is discarded. 

Full document details: BS EN 14908-1:2014

http://www.avadocuments.com/doc/bs-en-14908-1-2014
http://www.avadocuments.com/doc/bs-en-14908-1-2014


BS EN 14908-1:2014

EN 14908-1:2014 (E) 

25 
 

 

Figure 10 — Typical tree-like domain topology 

8.2 Service provided 

This network layer provides a connection-less network service facilitating domain wide packet delivery 
with the following attributes: 

— Unacknowledged Unicast, Multicast, and Broadcast. Depending on its destination address, the 
packet submitted is delivered to one node, multiple nodes, or all nodes within the domain (or 
optionally all nodes on a specified subnet within the domain). This delivery occurs with some 
probability p ≤ 1; 

— Lossiness. The network layer supports no re-transmissions or acknowledgments. The probability 
of delivery decreases with the number of channels traversed; 

— Order Preserving. Loop-free topology (accomplished logically with configured routers or 
physically via topological control) coupled with the absence of single channel store and forward 
repeaters provides natural ordering; 

— No Segmentation. No message segmentation and/or message re-assembly are performed 
anywhere within the network layer. 

When learning routers are used, the routers discover the topology by examining the network layer 
address fields in the packets. The learning algorithm imposes no additional traffic overhead on the 
network. It assumes that the domain is loop free, and it learns about the location of subnets by 
observing the source addresses of NPDUs being routed. NPDUs addressed to groups are routed by 
flooding, with the NPDU being propagated through the entire domain. 

The network layer suppresses outgoing messages if the node is not in the hard offline state (see 13.4) 
or configured state (e.g. unconfigured), except for manual service request messages, responses, and 
ACKs. These excepted messages can be sent in any state. 

8.3 Service interface 

The Network service interface consists of the Send_Packet () service request and the Rcv_Packet () 
indication, as shown in Figure 11. Again this interface is provided for explanation purposes. Actual 
implementations may, for example, combine this layer with the transport layer and only expose the 
transport layer interface. 
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Figure 11 — Network service interface 

The syntax of these two interface primitives is: 

Send_Packet (address_pair, pduType, PDU, priority, delta_BL, Alt_path) 
Rcv_Packet (address_pair, pduType, PDU, priority) 

8.4 Internal structuring of the network layer 

The network layer performs two functions—address recognition and routing—as shown in Figure 12. 

 

Figure 12 — Network layer—internal structure 

8.5 NPDU format 

NPDU format is shown in Figure 13. An NPDU carries and encapsulates either a TPDU, SPDU, 
AuthPDU or APDU. There are no NPDUs defined for internal network layer use. The numbers above 
each field in Figure 13 specify the field size in bits. The symbolic field values used in the figure are 
assigned in the order shown, as enumerated ranges (0, 1, 2, 3, …, n). For example, a value of 3 in the 
PDU_Fmt field signifies that the enclosed PDU is an APDU. For additional details, including the 
bit/byte transmission order, refer to Annex D. 

 

Figure 13 — NPDU format 
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8.6 Address recognition 

Each node compliant to this European Standard performs address recognition. Address recognition at 
a node depends on the node’s state. In the Unconfigured state, all broadcast messages and 
messages that match a node’s Unique_Node_ID are received. In the Configured state, messages 
shall either match the Unique_Node_ID or match the domain and be either broadcast, group (i.e., 
multicast) or unicast messages. To match the domain both the domain length and the domain address 
shall match. For broadcast messages, the subnet shall match unless the broadcast message is sent 
domain-wide. For a group message, the node shall be a member of the group, i.e., one of the group 
addresses shall match. For a unicast message, subnet as well as node numbers shall match. The 
match of the node number is a comparison of the entire byte even though the node number is defined 
as seven bits. 

In this subclause the information that shall be kept by every node is identified without specifying the 
address-matching algorithm, that is implementation specific. For an example of an actual 
implementation of these data structures, refer to A.14. 

Any packet received by a node with a protocol version number not supported by the node shall be 
discarded. 

A packet whose source subnet/node address matches that in the matching domain is discarded. 

When not in the configured or the hard-offline state, only broadcast (domain-wide or subnet) or 
matching Unique_Node_ID messages are received. The receive transaction source address is saved 
based on the actual domain in which the message was received (the flexible domain). Any responses 
are returned on that domain with a subnet/node number of 0x00/0x80. Either the implementation shall 
support one flexible domain shared among all receive transactions or the implementation shall 
support one flexible domain per receive transaction. 

8.7 Routers 

A router performs the routing function for a specific domain. The routing function is independent of the 
network layer address recognition function. Thus, a router also has its own network addresses and 
can be addressed like any other node for purposes of network management and diagnostics. A router 
connects two sets of subnets. A router is a logical rather than physical entity; more than one router 
may be housed within a single physical package. Routers have four modes that may be set with 
network management messages: repeater, bridge, learning, and configured. Routers with their mode 
set to learning, automatically learn the subnet topology of the network. Routers with their mode set to 
configured have their routing tables statically configured with network management messages to 
enforce a specific topology and to provide information on group address topology. Similarly, a router 
may be set to be a bridge or repeater using the network management messages to set its mode. The 
same subnets may exist on both sides of a bridge or repeater. 

A router uses three routing functions: ROUTEuc(), ROUTEmc(), and ROUTEbc() to forward NPDUs. 
The first function specifies how to forward NPDUs addressed to subnets, the second how to forward 
NPDUs addressed to groups, and the third how to forward NPDUs when they are broadcast. The 
functions are tables, where each entry has the following form: 

 ROUTEuc (DestSubnet) = one of (forward, discard) 
 ROUTEmc(DestGroup) = one of (forward, discard) 
 ROUTEbc (DestSubnet) = one of (forward, discard) 

The entry for an address X specifies whether an NPDU addressed to X should be forwarded or 
discarded. These functions are called from the side of the router on which the packet was received—
that is, the algorithm in A.5 executes independently on each side of the router and makes all routing 
decisions for packets arriving at the side on which it runs. Each side of the router shall have a different 
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set of tables that have the information as to whether the packet should be passed across the router or 
not. For configured routers, these tables are initialised during the network configuration of the router 
and shall be updated if the topology changes. Learning routers discover the contents of their subnet 
tables by observing the source addresses of the packets (see A.6), but cannot learn the topology of a 
group. Therefore, learning routers always pass group messages to the other side. 

8.8 Routing algorithm 

The pseudocode for the routing algorithm is in A.5. 

8.9 Learning algorithm — subnets 

The subnet routing table defining the routing function ROUTEuc() is created by the algorithm in A.6. 
Upon initialisation, forwarding is used for all subnet addresses. The algorithm subsequently learns 
about the location of subnets by observing the source addresses of NPDUs being routed. Again, this 
algorithm executes on each side of the router independently. 

9 Transaction control sublayer 

9.1 Assumptions 

The transaction sequencing protocol described in this clause uses 4-bit transaction numbers that are 
allocated by the sender and used by the receiver to detect duplicate packets. This sublayer provides 
end to end protocol integrity by allowing the receiver to only act upon a packet once, even if several 
retries for the initial packet are correctly received by the receiver. It is assumed that the network is 
either order preserving or, if it is not, that packets are delayed approximately uniformly in the multiple 
paths that they traverse from source to destination. The difference in packet propagation time when 
there are multiple paths from a given source to a destination shall be less than the time it takes for the 
source to complete one transaction (via an acknowledgement on the shortest path) and begin a 
second transaction to the same destination. Stale acknowledgements and responses are detected as 
duplicates, but stale packets that initiate a transaction and arrive after a subsequent transaction has 
started will not be detected as duplicates. 

The transaction control sublayer may pass a transaction to the higher layers for processing. In some 
implementations, it may be possible for the upper layers to never respond to the transaction control 
sublayer. If such a situation exists, the transaction control sublayer can defend itself from such poorly 
behaved upper layers. During the time that the transaction control sublayer is waiting for a response 
from the upper layers, the transaction record can be locked and not be de-allocated even if the 
receive transaction timer expires. Such a transaction is only de-allocated when the upper layers finally 
respond, or when there are no more transaction records available and one is needed. Then, a locked 
transaction record may be used for the new transaction. Use of this mechanism is implementation 
dependent. 

Generally, the number of concurrent outgoing transactions is restricted to a single priority and a single 
non-priority transaction. This restriction is because acknowledgements/responses from either a 
subnet/node addressed message/request or a Unique Node ID addressed message/request are 
indistinguishable. Implementations that restrict the use of one of these addressing modes may 
support multiple, concurrent transactions. Receive transactions are shared among the transport and 
session layers. Transactions at either layer can perform duplicate detection. 

The transaction timer, receive timer, and retry count interact to establish the reliability of the duplicate 
detection mechanism. It is assumed that the receive timer is set to be long enough to cover the 
configured number of retries, yet short enough so that the transaction ID does not wrap around 
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causing a new transaction to be falsely detected as a duplicate transaction. In an implementation, it is 
required to have a transaction space for all priority transactions and a second transaction space for all 
non-priority transactions. If the sender wishes to send a packet to a given destination and the 
transaction ID for the last message sent to that destination is identical to the current transaction ID, 
the transaction ID is incremented. An optional enhancement is to have a separate priority and non-
priority transaction space for every destination address. In this second case, the sender remembers 
the last transaction ID used per destination address. In any case, an implementation shall defend 
against the situation that acknowledgements/responses cannot be differentiated from each other 
when using subnet/node addressing or Unique Node ID addressing. Other implementations are 
permitted as long as the duplicate detection mechanism remains robust in all of the error cases and 
all of the addressing formats in use by the node. 

9.2 Service provided 

The transaction control sublayer is responsible for the common functions related to transaction 
ordering, sequencing, and duplicate detection. It provides the following services: 

— Outgoing Sequencing. To guarantee ordering among outgoing transport messages and session 
layer requests, the transaction control sublayer controls the allocation of send transaction 
numbers. It limits the number of concurrent transactions to any destination to ≤ 1 priority and ≤ 1 
non-priority transactions; 

— Incoming Sequencing and Duplicate Detection. The transaction control sublayer provides 
duplicate detection. 

9.3 Service interface 

Access to transaction control services is facilitated by the interface depicted in Figure 14. 

 

Figure 14 — Transaction control service interface 

The syntax and semantics of the interface primitives are: 

 New_Trans (Priority, Dest_addr) -> (Trans_No) 
is used to obtain a transaction number for a new outgoing 
transaction 
 

 Validate (Priority, Trans_No, Dest_addr) -> (result) 
where result = one of (current, not_current), verifies that Trans_No 
is in the transmit window 
 

 Trans_Done (Priority, Trans_No, Dest_addr) 
  notification of an outgoing transaction completion 
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 Compare (T1, T2) -> (result) 

where result is one of (new, duplicate ); defines the relationship 
of T1 relative to T2, where both T1 and T2 are receive transaction 
numbers 

9.4 State variables 

To support the allocation of transaction numbers, the transaction control sublayer uses a number of 
destination records shown below. 

 Transaction_CTRL_Record = record 
  PriTX     True or False 
  Trans_No:    (0..15); initial value = 0; 
  In_Progress:   boolean; 
  end; 

9.5 Transaction control algorithm 

The pseudocode algorithm in A.7 is a version of the transaction control algorithm that provides only 
two transaction spaces – one for all priority transactions and one for all non-priority transactions. In 
any implementation, the first transaction ID provided by New_Trans() after a reset shall be 0 for every 
transaction space provided by the implementation. New_Trans() shall then increment the transaction 
ID within the space from 1 to 15 and continue again with 1 so that the transaction ID 0 is used 
exclusively by the first transaction per transaction space after a reset. 

In general, any transaction control algorithm shall follow the following basic operation: 

— When a node has a packet to send using the transaction control algorithm, the sender node picks 
a transaction ID and sends the packet. 

— Upon receipt of that packet, the receiver node searches its currently active receive transactions 
for a transaction that matches the source and destination address of the packet, the priority 
attribute, and the transaction ID. 

— If there is no match a new record is allocated. 

— If everything but the transaction ID matches and the existing transaction is not locked, then the 
preceding transaction is assumed to have completed successfully and the receive transaction 
record may be reused with the new transaction ID inserted into it. Processing of the incoming 
packet cannot proceed until a receive transaction is allocated for it. 

— Once the receiver has allocated the transaction record, it starts a receive transaction timer for 
that record. The value of the receive transaction timer is 8 s for a Unique_ID addressed 
message, the value of the non-group receive timer for a subnet/node addressed message, and, 
for group addressed messages, the receive transaction timer configured for the group. The 
record will be de-allocated upon the expiration of this timer unless the transaction record 
becomes locked (see 9.1). 

— Subsequent packets that arrive at the receiver node that match the transaction ID, source 
address, destination address and priority attribute of an existing transaction will be considered 
duplicates by the receiver node. 

— Packets detected as duplicates are responded to according to the protocol service requested, but 
are either not delivered to the application, or if they are delivered to the application, they are 
delivered along with the notification that they are duplicate packets. 
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10 Transport layer 

10.1 Assumptions 

The Transport protocol makes no assumptions apart from relying on the transaction control sublayer 
for correct TPDU sequencing and duplicate detection. 

10.2 Service provided 

The transport layer provides the following services: 

— Reliable Multicast and Unicast. The transport protocol supports both multicast within a group, and 
multicast to a group with the sender not being a member of the group. If the service requires 
acknowledgements or responses, then multicast to a group that the sender is not a member of 
requires the transport layer to be told that the group size is the actual group size plus one. All 
reliable services have the following attributes: 

— (a) reliable delivery with best effort determined by the number of retries; 

— (b) assuming the layer 4 timers are set correctly, duplicate detection is provided in all cases 
except when the sender or receiver just reset. In this case, the reset node shall start 
with transaction number 0. This may result in a transaction in progress between the two 
nodes not to be acted upon at all, but acknowledged/responded to by the receiver; 

— (c) partial ordering—ordering is preserved but a message is not delivered when delivery fails 
within the specified number of retries; and, 

— (d) immediate re-synchronisation—following a network partitioning, the very first message is 
delivered. 

— Unacknowledged-Repeated Multicast and Unicast. These services differ from the reliable ones 
described above only in that no acknowledgement is expected, and that the message is sent 
repeatedly until the number of repetitions is equal to the retry count. When using this service, the 
limit of 64 members in a group does not apply—the only limit on the number of members in a 
group addressed via this service is the number of nodes in a domain. 

Groups in this European Standard are symmetric in that every member of the group can both send 
and receive. 

10.3 Service interface 

The service interface provided to the session and application layers has the form shown in Figure 15. 

 

Figure 15 — Transport interface to upper layers 

The syntax and semantics of the transport layer interface are: 
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Send_Message (Address, APDU, priority, ServiceType, alt_path) -> (TID) 
Trans_Completed (TID, Result) 
Rcv_Message (APDU) 
TID, above, is a unique identifier for the transaction. 

10.4 TPDU types and formats 

TPDU syntax is shown in Figure 16; the number above each field specifies the field size in bits. The 
symbolic field values shown in the picture are mapped onto numeric ranges (0, 1, 2, 3…) in the order 
shown. Additional details, such as the bit/byte transmission order, are defined in Annex D. Timers and 
counters used to transmit retries, count retries, and time out transaction IDs, are described in B.4.11. 

 

Figure 16 — TPDU types and formats 

The Acknowledged Message (ACKD) TPDU (see Figure 34) is used for the first transmission of a 
message. It is used with addressing formats #1, #2a, and to a limited extent #3. Unlike the 
Unacknowledged message TPDU, it shall be acknowledged by all addressed recipients, thus the 
transport layer provides the number of acknowledgements expected to the link layer for encoding into 
the link layer header. This TPDU is used for acknowledged initial TPDUs (both unicast and multicast) 
as well as unicast reminders. Multicast reminders are covered below. Refer to Figure 36 or Figure 34 
to review the addressing formats. 

The Unacknowledged-repeated Message (UnACKD_RPT) TPDU is identical to its acknowledged 
counterpart with one exception: upon receipt, no acknowledgements are returned to the sender. This 
TPDU is used with no modifications for the unacknowledged-repeated service. For this type of 
message the transport layer provides a backlog increment equal to the number of retries on the first 
message and a backlog increment of zero on all subsequent transmissions within the transaction. 
Simple unacknowledged messages are only sent once, have no TPDU header, and thus have no 
duplicate detection. 

The Message-Reminder (REM/MSG) TPDU facilitates selective soliciting of acknowledgements for 
multicast transactions. REM/MSG type 5 is used when the highest numbered group member from 
which the sender has received an acknowledgement is < 16; this TPDU contains both the member list 
(M_List []), that is an array of bits, and the APDU. The Length field specifies (in bytes) the size of the 
M_List field. A value of 0 in the bit field M_List [X] indicates that member X’s acknowledgement has 
not been received by the sender, whereas a value of 1 indicates that the acknowledgement has been 
received. Bit locations within a byte are assigned right to left with bit number zero on the right. When 
Length = 0, the M_List[] field is absent and the meaning is “all members should acknowledge." The 
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backlog increment for this message is the number of acknowledgements that have not yet been 
received. 

Type 4 is a plain reminder, without an APDU (see Figure 16). It is used in cases where the highest 
numbered member that has acknowledged the message is ≥ 16. Acknowledgements are solicited 
using the TPDU pair (REMINDER, ACKD) and this pair is logically equivalent to a single type 5 
REM/MSG TPDU used when the members needing to acknowledge may be encoded within the type 
5 format. (This separate solution is provided for large groups because of the need to limit maximum 
TPDU size.) This message always has a backlog increment of zero. The ACKD message that 
immediately follows its transmission has its backlog increment set to the number of 
acknowledgements that are yet to be received. 

The Acknowledgement (ACK) TPDU is null. It uses addressing format #2a (unicast 
acknowledgement) or #2b (group acknowledgement). The Trans_No field conveys the transaction 
being acknowledged. Acknowledgements always inherit the priority and alt_path attributes of the 
original message. 

Any TPDU that requires an acknowledgement can be flagged as an authenticated packet by setting 
the Auth bit to ‘1’. 

Codes 3, 6, and 7 are reserved. Packets with these codes are discarded. 

10.5 Protocol diagram 

The diagram in Figure 17 augments—but does not replace—the protocol description in 10.7 and 10.8. 
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Figure 17 — Transport protocol diagram for multicast message with a loss of both the 
message and the ACK TPDUs 

10.6 Transport protocol state variables 

The transport protocol consists of two independent functions—Send and Receive. To support the 
send function, the transport layer keeps one Transmit record per transaction in progress. A shared 
pool of Receive records facilitates message reception. The Transmit and Receive data structures are 
described in A.8 and A.9. 

10.7 Send algorithm 

The simplified transmit FSM is shown in Figure 18, with full details in the algorithm in A.9. The 
algorithm resets the re-transmission timer, Xmit_Timer, whenever an acknowledgement or challenge 
is received, as opposed to once per Expiration period. The alternate path bit is set in the packet on 
the last two attempts by this layer notifying the lower layers of the alternate path attribute for each 
attempt. 

 

Figure 18 — Transport protocol—Send FSM 

10.8 Receive algorithm 

Message reception uses the timer-based mechanism. Figure 19 shows the receive FSM for a single 
transaction, while the algorithm in A.9 specifies full details. 

 

Figure 19 — Transport protocol—Receive FSM 

10.9 Receive transaction record pool size and configuration engineering 

10.9.1 General 

Space for the Receive Transaction Record (RTR) pool defined in 9.5 and A.9, may be fixed for an 
implementation, or may be allocated at the time the application program is linked with the protocol 
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code. The size of the RTR pool limits the number of concurrent receive operations on a node 
("concurrent” means concurrent within the context of Rcv_Timer) and should be engineered according 
to the number of concurrent transactions expected within the receive timer interval. If an attempt is 
made to allocate a receive transaction record and none are available, the receive transaction full 
statistic is incremented (see 13.8.2). 

10.9.2  Number of retries 

The number of retries should be large enough to ensure that message delivery is successfully 
completed with acceptable probability, e.g., ≥ 99 %. However, the upper bound of the number of 
retries in this European Standard is 15. 

If the delivery failure probability of a single attempt is p, then the probability that message delivery 
within a group of n succeeds in ≤ k attempts is shown in the following formulae. (It is assumed that the 
single attempt probability p is the same for all destinations.) 

=

P {no retry} = (1–p)
n

p
i
(1–p)

(k–i+1)
1–p

(n–1)Σ
i=0

k
k+1

i( ) (k–i+1)( )
 k ≥ 0, n ≥ 2

P {≤ k retries}

      

NOTE For a single channel p = (1/2w + pe), where w is the size of the MAC layer randomising window and 
pe is the probability of packet loss because of a transmission error. 

The above probabilities are graphed in Figure 20. Given a group size and the error probability p, the 
required number of retries for, say 99,5 % probability of success, can be read off the graph. 
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Figure 20 — Probability of transaction completion in k Retries 

Pragmatic considerations should be respected in any real system design. For example, there is no 
need for a large number of retries with transactions that are repeated periodically. Additionally, when 
the acknowledgements to a multicast message would take up a significant percentage of the 
bandwidth of the channel, it is more likely that a message will be properly delivered using the 
“unacknowledged-repeated” service rather than the acknowledged multicast service. In practice, it is 
expected that a Retry_Count in the (2.to.5) range will cover most situations. 

10.9.3 Transport layer timers 

There are three timers used by the transport layer protocol. They are the: 

— Xmit_Timer    the layer 4 retransmission timer 

— Repeat_Interval_Timer the UNACKD_RPT interval timer 

— Rcv_Timer    the receive record timer (see A.9 and 10.9) 

These timers are active for every transaction. On the sender’s side, either the Repeat_Interval_Timer 
or the Xmit_Timer is active, while on the receive side, the Rcv_Timer is active. Xmit_Timer is reset on 
every ACK TPDU or Authentication challenge reception, while Rcv_Timer is reset whenever a MSG or 
MSG/REM TPDU that has a new transaction number is received for this destination. The 
Repeat_Interval_Timer determines the interval between the UNACKD_RPT packets sent by the 
sender. The recommended methodology for calculating the timer values is shown in Figure 21. These 
recommendations are for unicast transactions across a single channel. For multi-channel networks, 
the calculation depends upon the speed of the router and the number of buffers. Multicast 
transactions need somewhat longer receive transaction values since multicast transactions take 
longer to complete even when there are no retries needed. Since buffering and clock rates are 
adjustable, the system designer shall make some measurements to set the timers and retry counts 
correctly within each node. 
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Figure 21 — Methodology for calculating timer values 

All messages using the Unique_Node_ID use an 8-second receive timer, regardless of the configured 
value of the non-group receive timer. All non-group messages use the non-group receive timer. 

11 Session layer 

11.1 Assumptions 

The session layer makes no assumptions apart from relying on the transaction control sublayer for 
correct SPDU sequencing and duplicate detection. 

11.2 Service Provided 

The session layer provides a single service: 

— Request-Response. This service facilitates application communication similar to a remote 
procedure call. In particular, it allows a client to make a request to a remote server and receive a 
response to this request. 

— Non-idempotent transactions are to be executed “at most once” (i.e., exactly once or not at all). 
Non-idempotent transactions are those where the action depends on a prior state, such as “open 
the valve an additional 10 %.” The protocol considers a transaction to be non-idempotent if and 
only if its response length is ≤ 1 byte. 

— Requests with response length > 1 byte are considered idempotent; such requests may be 
executed “several times” (i.e., zero or more times). Idempotent transactions are those where the 
action may be repeated any number of times, and the effect is the same. An example of an 
idempotent command is “read the first 10 table values”. 

— The distinction between idempotent and non-idempotent transactions is based upon the size of 
the response, in order to limit the amount of storage required for transaction records within a 
node. If a transaction has a response length > 1 byte but may not be executed more than once, it 
is the responsibility of the application to save the response and send it again. The session layer 
facilitates this in that notification that the request is a duplicate is provided to the application layer 
by the session layer. 

— A request-response transaction fails unless the server response is generated within the limit 
imposed by the Request-Response timers and re-transmissions (see 10.8). 
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11.3 Service interface 

The service interface to the application layer has the form shown in Figure 22. 

 

Figure 22 — Session layer interface to application layer 

The syntax of the service interface primitives is given below. TID is a unique identifier for the 
transaction. See A.7 for implementation details. Duplicate is a Boolean that, when true, indicates that 
the client is retrying a previously executed request. Result is a Boolean; true and false denotes 
success and failure respectively. 

Send_Request (Address, APDU, priority) -> (TID)  {client} 

Partial_Response (TID, APDU, priority) 

Trans_Completed (TID, Result) 

Rcv_Request (TID, APDU, duplicate, priority)  {server} 

Send_Response (TID, APDU, priority) 

11.4 Internal structure of the session layer 

The session layer is internally structured as shown in Figure 23. 

 

Figure 23 — Session layer—internal structuring 
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The Request-Response protocol accesses the Authentication server via the following three calls 
(details in 11.11). The transport layer also accesses the Authentication server with the same three 
calls. 

Initiate_Challenge(RR,PDU) -> (null)   { challenger } 

Reply(XR, PDU)-> (null)     { challengee } 

Process_Request(RR,PDU) -> (pass/fail); { challenger } 

11.5 SPDU types and formats 

SPDU formats are shown in Figure 24, where the number above each field specifies the field width in 
bits. The symbolic values shown in the picture are mapped onto numeric ranges (0, 1, 2, 3, ...) in the 
order shown. 

 

Figure 24 — SPDU types and formats 

The Request-Response protocol uses three basic PDU types: Request (REQUEST), Response 
(RESPONSE), and combined Request-Reminder (REM/MSG). The syntax (packet layout) and 
semantics (packet processing) of these three basic SPDU types correspond closely to that of ACKD, 
ACK, and REM/MSG TPDUs. Note that although the session layer makes use of the transport layer 
features internally, no transport layer encoding exists separately in a packet with an SPDU. For 
instance, a packet may have either a TPDU or an SPDU. 

The Request (REQUEST) SPDU is used with the first transmission of the request. It employs 
addressing formats #1, #2a, and to a limited extent #3 and #0 (see Figure 34). Address format #0 is 
used by a special network management command to broadcast a request searching for any nodes 
that have not been configured. Address format #3 is then used to configure those nodes that respond 
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to this special network management command. The session layer provides a backlog increment to the 
lower layers equal to the number of responses expected. 

The Request-Reminder (REM/MSG) SPDU facilitates selective soliciting of responses. REM/MSG 
type 5 is used in groups where the highest member number needing to acknowledge is < 16; this 
SPDU contains both the member list (M_List []), that is an array of bits, and the APDU (i.e., the 
request itself). The Length field specifies (in bytes) the size of the M_List field. A value of 0 in 
M_List [X] indicates that member X’s response has not been received by the requester, whereas a 
value of 1indicates that the response has been received. Bit locations are assigned right to left within 
each byte with bit 0 being the rightmost bit in the byte. The backlog increment encoded with the 
REM/MSG is equal to the number of remaining responses outstanding. 

Type 4 is a plain reminder, without a request (see Figure 24). It is used where the highest member 
number needing to acknowledge the reminder is ≥ 16; in this case, responses are solicited using the 
SPDU pair (REMINDER-type 4, REQUEST-type 0) and this pair is logically equivalent to a single type 
4 REM/MSG SPDU used in small groups. (A separate solution is provided for large groups because of 
the need to limit maximum SPDU size.) Finally, when Length = 0 the M_List[] field is absent and the 
meaning is “all members should acknowledge." The backlog increment for the REMAINDER – type 4 
message is always zero, while the REQUEST that immediately follows it contains the backlog 
increment for the number of responses that are still outstanding. 

The Response (RESPONSE) SPDU uses addressing format #2a (unicast acknowledgement) or #2b 
(group acknowledgement). The Trans_No field conveys the transaction being acknowledged. The 
length of the APDU implicitly defines the type of transaction: if the response can be stored in a single 
byte, the transaction is treated as non-idempotent. Otherwise, the transaction is treated as 
idempotent. Responses inherit the priority and alt_path attributes of the Request packet. 

Authenticated SPDUs (Auth bit set to ‘1’) identify requests that are to be authenticated by the 
recipient. In all other respects, they are identical to the SPDUs that are not authenticated. 

Authentication. The authentication server is a single server contained in Layer 4 and available to the 
transport and session layer protocols. It provides a one-way authentication service. It is the client’s 
responsibility to initiate authenticated transactions when required. Setting the Auth bit in the SPDU or 
TPDU does this. When a TPDU or SPDU is received with the Auth bit set, the server shall challenge 
using the “challenge” AuthPDU. The FMT field in the authentication PDU shall be set to the same 
value as in the address format field of the NPDU header in the message being challenged. The client 
then computes a transformation based upon the server's challenge, the original APDU sent by the 
client, and the client’s authentication key. The result of this transformation is sent to the server using 
the “reply” AuthPDU. The FMT field in the reply shall be set to the same value as the FMT field in the 
corresponding challenge AuthPDU. When the server receives the reply, its contents are compared to 
the transformation computed by the server. If they match, the transaction is authenticated. In all cases 
the SPDU/TPDU is passed to the application layer for processing along with notification as to whether 
the authentication failed or succeeded. Note that if the application layer on the server node has no 
requirement for authentication of the particular transaction, it may choose to honour the request even 
if the authentication failed. If the application layer chooses not to honour the request, it simply 
discards the APDU without further processing. 

11.6 Protocol timing diagrams 

The protocol timing diagrams in Figure 25 and Figure 26 are intended to provide an intuitive feeling for 
the session layer protocols and to augment (but not to replace) the protocol specification in 11.7 to 
11.13. Note again that for needed acknowledgements from group member numbers < 16, the 
REM/MSG SPDU is used and is functionally equivalent to the (REMINDER, REQUEST) pair. 
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Figure 25 — Non-Idempotent request with multiple SPDU losses 
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Figure 26 — Secure idempotent request with multiple SPDU losses 
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11.7 Request-response state variables 

Like the Transport protocol, the Request-Response protocol maintains one Transmit record per 
transaction in progress, and a shared pool of Receive records facilitates message reception. As 
shown in A.9, these records differ in minor details from those used by the Transport protocol. 

11.8 Request-response protocol — client part 

A simplified FSM for the client part of the Request-Response protocol is shown in Figure 27. The 
detailed specification is in A.9. 

 

Figure 27 — Request-response protocol—client FSM 

11.9 Request-response protocol — server part 

A simplified FSM for the server part of the Request-Response protocol is shown in Figure 28, with the 
full description in A.9. The protocol treats all transactions with response size > 1 byte as idempotent, 
implying that it may execute them more than once. Transactions with response size of only 1 byte are 
never executed more than once. 

 

Figure 28 — Request-response protocol—simplified server FSM 
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11.10 Request-response protocol timers 

The two timers - Xmit_Timer and Rcv_timer - used by the Request-Response protocol follow the 
function and the form of Transport timers. The recommended values are identical to those for the 
transport layer as defined in 10.9.3, with the exception that if the request takes a significant amount of 
processing time on the server (relative to the transaction time), that time should be included in the 
calculations. 

11.11 Authentication protocol 

The authentication server is implemented in the transport layer. It is accessible by the session layer 
as well as the transport layer. It is discussed in this subclause to include explanations of the additional 
interactions needed for the session layer. It relies on the duplicate detection mechanism in the 
transaction control sublayer, and no other transport layer services. Authentication allows a server to 
verify the identity of the requester. Use of this service is generally controlled by network management 
commands that specify the messages/network variable exchanges to be authenticated. Only 
transactions using acknowledged or request/response services may be authenticated. Messages 
received on the flex domain are not authenticated. The network management authentication bit is 
honoured only when the node is in the configured or hard offline states. A checksum error over the 
node’s network configuration memory shall cause the node to go to the unconfigured state. 

The Authentication protocol has two asymmetric parts: the challenger and the challengee. The 
authentication process is initiated by the challenger by generating a random number X; next, the 
challengee responds with Y = E(X, msg), an encryption of X and the original message using a private 
key; and finally the challenger compares Y with its own version of E(X, msg), and makes a pass/fail 
decision based on the outcome of the comparison. The Authentication algorithm described in A.9 
defines both the challenger and the challengee functions. All the server calls are synchronous. 

11.12 Encryption algorithm 

The encryption algorithm, described in detail in A.9 facilitates one way encoding rather than real 
encryption. It uses a 48-bit encryption key, K, a variable length APDU, A[len], and a 64-bit input string, 
R, to produce a 64-bit output string, Y. Desirable properties of the random number R are defined in 
11.14. Any 48-bit number is a valid encryption key. 

11.13 Retries and the role of the checksum function 

The checksum function, defined in A.12, is used for validating APDUs in client retries. The client shall 
retry if any of the original message, the challenge, the reply, or the acknowledgement/response is lost. 
Upon receiving a retry, the action taken by the server is a function of the transaction state as follows: 

waiting server is waiting for the authentication record. In this case, server shall 
attempt to allocate the record again. 

authenticating server has issued a challenge and is waiting for a reply. In case, the server 
simply reissues the same challenge (with same random number). 

authenticated authentication exchange has completed, with successful verification. If the 
original message was acknowledged, then the acknowledgement is reissued 
and the retry is discarded. If the original message was a request of an 
unknown type, then it is assumed that the application is still composing the 
response, so the retry is discarded. If the original message was a non-
idempotent request, the response is reissued and the retry is discarded. If the 
original message was an idempotent request, then the retry APDU shall 
either be saved, or a checksum shall be computed over it as an alternative to 
save memory. The result is compared with that saved from the original 
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message (actual message contents or checksum). If they do not match, the 
retry is marked as not authenticated. In any case, the retry is delivered to the 
application. 

not authenticated authentication exchange has completed without successful verification. The 
action taken is identical to that for the “authenticated” state, except no 
encryption/comparison is done for idempotent requests. 

Note that messages received on the flexible domain are not authenticated. 

11.14 Random Number Generation 

The random number generator used by the authentication protocol should have the following 
properties: 

i) R, the number generated is mathematically random and unpredictable; 

ii) generator does not generate predictable values after events such as power failure or rebooting. 

11.15 Using Authentication 

The authentication scheme shall be correctly used to provide maximum security. One problem that 
the user should be aware of is the transportation of authentication keys in the open using a network 
management command. This problem can be overcome by using the increment authentication key 
network management command (see 13.7.6 and A.11) rather than the network management 
command that provides an absolute value for the key (see 13.7.4 and A.30). 

12 Presentation/application layer 

12.1 Assumptions 

The application layer makes no assumptions apart from relying on the transaction control sublayer for 
correct TPDU/SPDU sequencing and duplicate detection. The provided functions of the presentation 
layer are specified as a part of the APDU header. In particular, when the APDU header indicates that 
the APDU is a network variable update, the header has presentation information encoded within it 
because it tells the node how to interpret the APDU data. 

12.2 Service provided 

The presentation/application layer provides six services: 

— Network Variable Propagation. This service sends messages that are interpreted by the 
receiver(s) as network variable updates. A special two-byte header is used to convey the 
presentation layer information that the APDU is to be interpreted as a network variable. Network 
variables are propagated using any of the protocol services. Request/Response is used when 
network variables are polled. 

— Network Variable Aliasing. This service allows multiple network variable inputs or outputs to be 
aliased to a primary network variable. Then when the application updates a primary network 
variable output, additional packets are also sent for the network variable aliases corresponding to 
the primary. When a primary input or an aliased input is updated from the network, the 
application receives an event that the primary variable has changed its value. 
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— Generic Message Passing. An application may construct an arbitrary message, addressed using 
any of the addressing modes; 

— Network Management Messages. These messages are described in detail in 13.7; 

— Network Diagnostic Messages. These messages are typically initiated by a network management 
tool to test that nodes are fully operational, and to take corrective action around problem areas. 
These messages are described in detail in 13.8; 

— Foreign Frame Transmission. These messages originate external to an environment of this 
standard, and are destined for nodes also external to the environment. This function is provided 
as a means to use this protocol as a gateway between two such external nodes, or to tunnel 
other protocols through this protocol. 

12.3 Service interface 

The service interface to the application program has the form shown in Figure 29. 

 

Figure 29 — Application layer interface 

The service primitives at the application layer interface are described in Table 1 below. Most of them 
require no parameters. Instead, they operate on the data structures msg_out, msg_in, resp_out and 
resp_in, described in A.12. 

Table 1 — Application layer primitives 

Service interface 
primitive 

 Description 

msg_alloc () This Boolean primitive allocates a non-priority buffer for an outgoing 
message. It returns TRUE if a msg_out data structure has been allocated. It 
returns FALSE if a msg_out data structure cannot be allocated. If it returns 
FALSE, the application program can continue with other processing if 
necessary rather than waiting for a free message buffer. 

msg_alloc_priority () This Boolean primitive allocates a priority buffer for an outgoing message. It 
returns TRUE if a priority msg_out data structure has been allocated. It 
returns FALSE if a priority msg_out data structure cannot be allocated. If it 
returns FALSE, the application program can continue with other processing if 
necessary rather than waiting for a free priority message buffer. 

msg_send(msg_out) This primitive sends a message in the msg_out data structure. 

msg_cancel() This primitive cancels the message currently being built. It frees the 

Full document details: BS EN 14908-1:2014

http://www.avadocuments.com/doc/bs-en-14908-1-2014
http://www.avadocuments.com/doc/bs-en-14908-1-2014


BS EN 14908-1:2014

EN 14908-1:2014 (E) 

47 
 

associated buffer, allowing another message to be constructed. 

msg_free() This primitive frees the msg_in data structure for an incoming message. 

resp_alloc() This Boolean primitive allocates a buffer for an outgoing response. It returns 
TRUE if a resp_out data structure has been allocated. It returns FALSE if a 
resp_out data structure cannot be allocated. 

resp_send(resp_out) This primitive sends a response in the resp_out data structure. 

resp_cancel() This primitive cancels the response currently being built. It frees the 
associated resp_out data structure, allowing another response to be 
constructed. 

resp_free() This primitive frees the resp_in data structure for an incoming response. 

msg_receive(msg_in) This primitive receives a message in the msg_in data structure. 

resp_receive(resp_in) This primitive receives a response in the resp_in data structure. 

msg_completes() This Boolean primitive evaluates to TRUE when an outgoing message 
completes (that is, either succeeds or fails). 

msg_out and msg_in can have any of the formats described in 12.4. 

12.4 APDU types and formats 

The APDU consists of a header followed by the application data. The header is a single byte, which is 
followed by a second byte only if the header specifies that network variable information is to follow. 
The data structure for the APDU is given below: 

 struct message 
 { 
  byte destin_type; 
  byte data[]; 
 }; 
where data is an open ended array and destin_type is one of the following: 

00xxxxxx generic application message (64 codes) 
1dxxxxxx a network variable message; “d” indicates direction: 1 for 

outgoing, 0 for incoming. The remaining code bits are combined 
with the first data byte to form a 14 bit network variable 
selector. 

011xxxxx a network management message (32 codes) 
0101xxxx a diagnostic message (16 codes) 
0100xxxx foreign frame (16 codes) 
The rest of the APDU is defined with the first byte received as leftmost and the last byte received as 
rightmost. Any 2- or 4-byte quantities stored in the APDU are stored with the most significant byte on 
the left. The leftmost bit in a byte is the most significant bit. Arrays are stored with the lowest 
numbered element on the left. Structure fields are also stored left to right. 

Every node compliant to this standard shall be able to receive, as a minimum, an APDU of 16 bytes of 
data, plus the destin_type. 

The application protocol data unit (APDU) has the format shown in Figure 30: 
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Figure 30 — APDU format 

For description of the network management message codes, see 13.7; for diagnostic message codes, 
see 13.8. 

12.5 Protocol diagrams 

Figure 31 shows a Non-Idempotent multicast transaction with a loss of both the initial APDU and the 
ACK TPDU. 

Full document details: BS EN 14908-1:2014

http://www.avadocuments.com/doc/bs-en-14908-1-2014
http://www.avadocuments.com/doc/bs-en-14908-1-2014

