BRITISH STANDARD BS EN
15015:2007

Plastics piping
systems — Systems for
hot and cold water not
intended for human
consumption —
Performance
characteristics for
pipes, fittings and their
joints

ICS 23.040.01

o
ST AN e
British Standards

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 15015:2007


http://www.avadocuments.com/doc/bs-en-15015-2007
http://www.avadocuments.com/doc/bs-en-15015-2007

BS EN 15015:2007

This British Standard was
published under the authority
of the Standards Policy and
Strategy Committee

on 29 February 2008

© BSI 2008

ISBN 978 0 580 54581 8

National foreword

This British Standard is the UK implementation of EN 15015:2007.

The UK participation in its preparation was entrusted by Technical Committee
PRI/88, Plastics piping systems, to Subcommittee PRI/88/2, Plastic piping for
pressure applications.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This British Standard is intended as a means of demonstrating compliance
with the Construction Products Directive (89/106/EEC) and affixing the
CE mark.

The Essential Requirements contained in this British Standard are concepts
related to the Construction Products Directive and they are not necessarily
indicative of all the performance requirements or suitability for the service
conditions likely to be encountered in a particular pipework application.

The CE mark indicates only that a product may legally be placed on the market
in the EU. It does not indicate or guarantee inherent quality of the CE marked
pipework components.

It should be noted that manufacturers are entitled to declare “No Performance
Determined” against some or all of these Essential Requirements and yet still
affix the CE mark to their products. Users are advised to check the background
details with the manufacturer’s claims for the CE marked products. Such
details may be available on an appropriate Internet website or accompanying
Company documentation.

Compliance with this British Standard does not necessarily mean that
products bearing the CE mark are fit for non potable hot water pipes.

In addition to the above;

1) The normal maximum operating cold water supply pressure in the UK
is 12.5 bar which some categories of pipe in the standards listed in Annex B

(excluding BS 7291-1)) do not meet.

i1) This standard does not specifically describe push fit joints which are the
predominant jointing method in the UK.

ii1) There is a disparity between the malfunction temperature (100 °C)
quoted in the Tables of Service conditions of the standards listed in Annex B
(excluding [BS 7291-1)) and the malfunction temperatures applicable to
boilers (110 °C) conforming to BS EN 297:1994, BS EN 483:2000 and

BS EN 625:1996. Consequently pipe systems not conforming to
could be subjected to temperatures in service for which they have not been
tested.

1v) The unique and traditional practice in the UK is to use products certified
to Class S for all applications, as defined in BS 7291-1. This is

recognized in the National Annex to BS EN 12828 which requires the use of

systems suitable for the maximum temperatures and pressures for their
intended application specified in BS 7291-1l.

Amendments/corrigenda issued since publication

Date Comments

e
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Measures have been taken to address these issues in this Harmonized European
Standard, see clauses 4.2.1 and 5.4.

This Standard does not replace BS 7291 pts 1, 2 & 3 Class “S” which contain
detailed requirements for performance and contact with drinking water for
pipes, fittings and joints manufactured from Polybutylene and PEX materials.

The NOTE in the Scope of this standard states that despite the title, pipes
conforming to this standard can be used for conveying water intended for human
consumption if they conform to local regulatory requirements. The legislation
setting out these requirements for water supply installations in the UK is:

for installations for public water supplies:

* the Water Supply (Water Quality) Regulations 2000, Regulation 31
(England),

* the Water Supply (Water Quality) Regulations 2001, Regulation 31 (Wales),

* the Water Supply (Water Quality) Regulations 2001, Regulation 27
(Scotland); and

* the Water Supply (Water Quality) Regulations 2007, Regulation 30
(Northern Ireland); and

for installations for consumers’ premises:

* the Water Supply (Water Fittings) Regulations 1999 (England and Wales),
the Water Byelaws 2000 (Scotland) and the current requirements for
Northern Ireland.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal
obligations.
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Foreword

This document (EN 15015:2007) has been prepared by Technical Committee CEN/TC 155 "Plastics piping
systems and ducting systems", the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by April 2008, and conflicting national standards shall be withdrawn at the latest by
July 2009.

This document has been prepared under the mandate M/131 “Pipes, tanks and ancillaries not in contact with water
intended for human consumption” given to CEN by the European Commission and the European Free Trade
Association and support essential requirements of EU Directives.

For the relationship with EU Directives, see informative Annex ZA, which is an integral part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, lIreland, lItaly, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden,
Switzerland and United Kingdom.
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Introduction

This European Standard contains only the performance characteristics needed to meet the essential requirements
of EU Directive(s). It does not cover all characteristics of the products. These are specified in the standards listed in
Annex A or in other appropriate product specifications.

This harmonised European Standard is part of a family of cluster standards addressing plastics piping systems.

The relationship is shown below.

M ) This
' aterial harmonised
independent European
Standard
- European [ International
g product product
Specific standard standard Prott]j’ucr:‘ts for
_ which no
solutions standard
exists
A and/or B A and/or B
etc. etc.
— |

For the harmonisation of plastics piping systems for hot and cold water (this European Standard) the following

applies:

For pipes
and fittings

Full document details: BS EN 15015:2007

Harmonisation of pressure
plastics piping products

}

}

Annex ZA
of this
Standard

Harmonised
cluster
standard for
valves

Figure 1

For valves
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1 Scope

This European Standard specifies performance requirements for plastics pipes, fittings and their joints intended for
hot and cold water installations for the conveyance of water and for heating systems with the exception of drinking
water distribution for human consumption, and gives associated test methods for verification and evaluation of
conformity with this European Standard.

NOTE Compliance of pipes, fittings and their joints with this document does not confer a presumption of fithess of the
product for the transport of water intended for human consumption within the meaning of the Directive 89/106/EEC. However,
until the operation of the envisaged European Acceptance Scheme for construction products in contact with water intended for
human consumption and the revision of this standard, products conforming to this standard could be used for the transport of
water intended for human consumption if they conform to the relevant national, regional or local regulatory provisions or
recommendations applicable in the place of use.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including any
amendments) applies.

N 681-1|, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage applications
— Part 1: Vulcanized rubber

N 681-4, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage applications
— Part 2: Thermoplastic elastomers

N 12293, Plastics piping systems — Thermoplastics pipes and fittings for hot and cold water — Test method for
the resistance of mounted assemblies to temperature cycling

N 13501-1|, Fire classification of construction products and building elements — Part 1: Classification using test
data from reaction to fire tests

EN 15012:2007, Plastics piping systems — Soil and waste discharge systems within the building structure —
Performance characteristics for pipes, fittings and their joints

N ISO 1167-1, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of the
resistance to internal pressure — Part 1: General method (SO 1167-1:2006)

N ISO 1167-2, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of the
resistance to internal pressure — Part 2: Preparation of pipe test pieces (|ISO 1167-2:2008)

prEN ISO 1167-3, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of
the resistance to internal pressure — Part 3: Preparation of components (ISO/DIS 1167-3:2005)

prEN ISO 1167-4, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of
the resistance to internal pressure — Part 4: Preparation of assemblies (ISO/DIS 1167-4:2006)

N ISO 3126, Plastics piping systems — Plastics components — Determination of dimensions (SO 3126:2005
EN ISO 9001:2000, Quality management systems — Requirements (iSO 9001:2000

N ISO 9080, Plastics piping and ducting systems — Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation (ISO 9080:200

ISO 10508:2006, Plastics piping systems for hot and cold water installations — Guidance for classification and
design
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ISO 17456, Plastics piping systems — Multilayer pipes — Determination of the long-term strength

BS 7291-1:2006, Thermoplastics pipes and associated fittings for hot and cold water for domestic purposes and
heating installations in buildings — Part 1: General requirements

3 Terms, definitions and symbols
For the purposes of this document, the following terms, definitions and symbols apply.

3.1

nominal outside diameter

dn

specified outside diameter, in millimetres, assigned to a nominal size

3.2

design pressure

Pp

highest pressure related to the circumstances for which the system has been designed and is intended to be used

4 Performance requirements

4.1 Reaction to fire

Where subject to regulatory requirements, the product shall be tested and classified in accordance with 5.1.

4.2 Internal pressure strength and resistance to high temperature

4.21 Determination of design pressure Pp

When determined in accordance with 5.2, the internal pressure strength of the pipe and fitting shall be expressed
as a design pressure Pp of preferably 4 bar, 6 bar, 8 bar or 10 bar for a given class of application according to
ISO 10508:2006 or class S according to BS 7291-1:2006 and declared by the manufacturer.

4.2.2 \Verification of pressure strength

The verification of the internal pressure strength of pipes and fittings shall be done in accordance with 5.2.3.

4.3 Dimensional tolerances

The manufacturer shall declare the dimensional tolerances for the jointing of the components, either by means of:
a) reference to a specific European Standard listed in Clause 2 or in Annex B, or

b) in the absence of a European Standard, reference to a specific European product specification published by a
recognized European organization, or

c) inthe absence of a) and b), reference to an International Standard, or

d) in the absence of a), b) and c), by stating the values of his own specification and associated jointing method.

Dimensions shall be measured in accordance with 5.3 and shall be within the declared tolerances.
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44 Tightness

For products in accordance with this standard leaktightness is required. Products covered by one of the standards
listed in Annex B and having passed the type testing in accordance with the assessment of conformity part, are
deemed to be leaktight (for standards with separate assessment of conformity parts see Annex C). Tests shall be
carried out in accordance with 5.4. No leakage shall occur during the test period.

Sealing rings (and gaskets) shall conform to EN 681-10f EN 681-2, as applicable.

4.5 Durability

4.5.1 Durability of pipes and fittings

Pipes and fittings meeting the requirements of 4.2.1 shall be deemed to have a reasonable economic working life.

NOTE 1 Current extrapolated tests indicate an economic working life time of plastics pipes and fittings covered by this
European Standard to be in the region of 50 years.

NOTE 2 The manufacturer of plastics pipes and fittings should give guidance on type of water treatment required and on
aspects of applications such as oxygen permeation.

4.5.2 Long-term joint tightness

The long-term joint tightness shall be tested in accordance with 5.4. No leakage shall occur during the test period.

4.5.3 Durability of elastomeric sealing joints

Elastomeric sealing joints shall be deemed to be durable if the sealing element conforms to EN 681-1 or EN 681-2,
as applicable.
4.6 Dangerous substances

Attention is drawn to NOTE 1 and NOTE 2 in ZA.1.

NOTE Mandate M/366 “Development of horizontal standardised assessment methods for harmonised approaches relating
to dangerous substances under the Construction Products Directive (CPD)” as issued by the European Commission, will require
specifications relating to dangerous substance once applicable to the covered products.

5 Test methods

5.1 Reaction to fire
Classification shall be done in accordance with EN 13501-1].
Mounting and fixing of pipes shall conform to Annex A of EN 15012:2007.

NOTE In case where e.g. the given dimensions do not exist the choice of dimensions and the mounting and fixing should
be agreed between the manufacturer and the notified body.
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