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Foreword 

This document (EN 15164:2008) has been prepared by Technical Committee CEN/TC 151 “Construction 
equipment and building material machines — Safety”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by November 2008, and conflicting national standards shall be withdrawn 
at the latest by November 2008. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this 
document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Repub-
lic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 
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Introduction 

This document is a type C standard as stated in EN ISO 12100-1. 

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are 
indicated in the scope of this document. 

When provisions of this type C standard are different from those which are stated in type A or B standards, 
the provisions of this type C standard take precedence over the provisions of the other standards for ma-
chines that have been designed and built according to the provisions of this type C standard. 
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1 Scope 

This standard applies to chain- or belt-slotting machines to be used in open or underground quarries. Chain- 
or belt-slotting machines are used for cutting marble, granite and other stones loose or at the face. They can 
be stationary or can be moved on rails during work. 

This standard deals with slotting machines with electric main motor and equipped with one main sawing head. 
This European Standard covers only machines for plain cutting (with one axis) and does not cover the difficul-
ties arising from the geomorphology of the stone to be cut. 

This standard does not deal with noise as a significant hazard. 

This standard deals with all significant hazards, hazardous situations and events relevant to chain- and belt-
slotting machines, when they are used as intended and under conditions of misuse which are reasonably 
foreseeable by the manufacturer (see Clause 4). This European Standard deals with the hazards during 
transport, commissioning, use and maintenance. 

This European Standard does not deal with: 

 operation under extreme ambient conditions (outside the limits defined in EN 60204-1); 

 operation in a potentially explosive atmosphere. 

This document is not applicable to machines which are manufactured before the date of its publication as EN. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated refer-
ences, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies. 

EN 294:1992, Safety of machinery — Safety distances to prevent danger zones being reached by the upper 
limbs 

EN 547-1:1996, Safety of machinery — Human body measurements — Part 1: Principles for determining the 
dimensions required for openings for whole body access into machinery 

EN 547-2:1996, Safety of machinery — Human body measurements — Part 2: Principles for determining the 
dimensions required for access openings 

EN 547-3:1996, Safety of machinery — Human body measurements — Part 3: Anthropometric data 

EN 614-1:2006, Safety of machinery — Ergonomic design principles — Part 1: Terminology and general prin-
ciples 

EN 614-2:2000, Safety of machinery — Ergonomic design principles — Part 2: Interactions between the de-
sign of machinery and work tasks 

EN 953:1997, Safety of machinery — Guards — General requirements for the design and construction of fixed 
and movable guards 

EN 982:1996, Safety of machinery — Safety requirements for fluid power systems and their components — 
Hydraulics 

EN 983:1996, Safety of machinery — Safety requirements for fluid power systems and their components — 
Pneumatics 
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