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Foreword 

This document (EN 15285:2008) has been prepared by Technical Committee CEN/TC 246 “Natural stones”, 
the secretariat of which is held by UNI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by August 2008, and conflicting national standards shall be withdrawn at 
the latest by November 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document. 

This European Standard is one of a series of standards for specifications of agglomerated stone products 
which includes the following: 

 prEN 15286, Agglomerated stones — Slabs and tiles for wall finishes (internal and external), 

 prEN 15388, Agglomerated stones — Slabs and cut to size products for vanity and kitchen tops. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

BS EN 15285:2008

Full document details: BS EN 15285:2008

http://www.avadocuments.com/doc/bs-en-15285-2008
http://www.avadocuments.com/doc/bs-en-15285-2008


EN 15285:2008 (E) 

4 

1 Scope 

This European Standard specifies requirements and appropriate test methods for modular tiles of 
agglomerated stone which are made for use as flooring and stairs for internal and external uses, fixed by 
mortar or adhesives. It also provides for the evaluation of conformity and marking of the products to the 
requirements of this European Standard. 

This European Standard is not applicable to terrazzo tiles covered by EN 13748-1 and EN 13748-2 (see 
Bibliography). 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 12524, Building materials and products — Hygrothermal properties — Tabulated design values 

EN 12664, Thermal performance of building materials and products — Determination of thermal resistance by 
means of guarded hot plate and heat flow meter methods — Dry and moist products of medium and low thermal 
resistance 

EN 13501-1, Fire classification of construction products and building elements — Part 1: Classification using test 
data from reaction to fire tests 

EN 14231, Natural stone test methods — Determination of the slip resistance by means of the pendulum tester 

EN 14617-1, Agglomerated stone — Test methods — Part 1: Determination of apparent density and water 
absorption 

EN 14617-2, Agglomerated stone — Test methods — Part 2: Determination of flexural strength (bending) 

EN 14617-4, Agglomerated stone — Test methods — Part 4: Determination of the abrasion resistance 

EN 14617-5, Agglomerated stone — Test methods — Part 5: Determination of freeze and thaw resistance 

EN 14617-6, Agglomerated stone — Test methods — Part 6: Determination of thermal shock resistance 

EN 14617-9, Agglomerated stone — Test methods — Part 9: Determination of impact resistance 

EN 14617-10, Agglomerated stone — Test methods — Part 10: Determination of chemical resistance 

EN 14617-11, Agglomerated stone — Test methods — Part 11: Determination of linear thermal expansion 
coefficient 

EN 14617-12, Agglomerated stone — Test methods — Part 12: Determination of dimensional stability 

EN 14617-13, Agglomerated stone — Test methods — Part 13: Determination of electrical resistivity 

EN 14617-16, Agglomerated stone — Test methods — Part 16: Determination of dimensions, geometric 
characteristics and surface quality of modular tiles  

EN 14618:2005, Agglomerated stone — Terminology and classification 

EN ISO 9001:2000, Quality management systems — Requirements (ISO 9001:2000) 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 14618:2005 and the following apply. 

3.1 
modular tile 
piece of agglomerated stone in standard sizes, with dimensions (≤ 600 mm) × (≤ 600 mm) and nominal 
thickness from 6 mm to 20 mm 

3.2 
dimensions of modular tiles 
length l, width b and thickness d of a modular tile. The dimensions are given in the stated sequence in 
millimetres (see Figure 1) 

 

Figure 1 — Dimensions of a modular tile 

4 Requirements 

4.1 Requirements for geometric characteristics 

4.1.1 General 

All measurements of geometrical characteristics of modular tiles as given in the following clauses shall be 
carried out in accordance with EN 14617-16. 

4.1.2 Dimensions 

The dimensions of modular tiles shall always be declared (see 3.2). 

4.1.3 Size and shape 

The tolerances for size and shape of modular tiles shall be as given in Table 1. 

Stricter tolerances than those given in Table 1 may be declared by the manufacturer. This is particularly 
important when tiles are to be fixed with adhesive. 
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4.1.4 Surface finish 

4.1.4.1 General 

Surface finishes shall extend uniformly to the edges of the modular tiles. 

Table 1 — Tolerances on dimensions and shape of modular tiles 

Characteristic Tolerances on dimensions or shape 

Dimensions: 

– length and width 

 

± 0,5 mm 

Thickness ± 0,7 mm 

Straightness of sides ± 0,3 mm 

Rectangularity ± 0,9 mm 

Flatness: 

– centre curvature 

– edge curvature 

– warping 

± 0,2 % referred to length 

 

If the tile is required to be bevelled (when no other specification is made), the angle of the bevel shall be 45° 
and the width of the bevel shall be 1,0 mm with a tolerance of ± 0,7 mm. 

4.1.4.2 Surfaces after finishing 

Surfaces of modular tiles shall have a regular appearance as a function of the finishing process and shall be 
worked to meet the finish declared (e.g. by submission of samples beforehand between the manufacturer and 
purchaser). 

Examples of the surface finishes are: 

a) surfaces with texture in relief obtained by copying the design of the mould (e.g. hand-splitted or artistic 
design); 

b) fine ground surfaces, obtained e.g. by means of a grinding disk of grain size F 220; 

c) matt finished surfaces, obtained e.g. by means of a polishing disk with grain size F 400; 

d) highly polished surfaces, obtained e.g. by means of a polishing disk or felt. 

4.2 Requirements for flooring and stairs modular tiles made of agglomerated stones 

4.2.1 General 

The values for the characteristics in 4.2.2 to 4.2.17 shall be declared for flooring and stairs modular tiles made 
of agglomerated stones when subject to regulatory requirements and may be declared otherwise with 
reference to the intended end use conditions. 

The classification of flooring and stairs tiles according to water absorption, flexural strength, abrasion 
resistance and chemical resistance shall be expressed with letters corresponding to their values as indicated 
in Table 2. 

BS EN 15285:2008
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Contractual specifications can be used to establish reference values, e.g. in design or manufacturer's data 
sheet, due account being taken of any regulatory requirements applicable. 

4.2.2 Apparent density and water absorption 

The values for apparent density and water absorption of modular tiles shall be declared and determined using 
the test method in EN 14617-1, and the results expressed accordingly. 

The water absorption of the tile shall be classified in accordance with Table 2. 

Table 2 — Classification of flooring and stairs modular tiles to their characteristics 

Sub-clause Characteristics Values 

4.2.2 Water absorption (%) W1 > 2,0 2,0 ≥ W2 > 0,5 0,5 ≥ W3 > 0,05 W4 ≤ 0,05 

4.2.3 Flexural strength (MPa) F1 < 12,0 12,0 ≤ F2 < 25,0 25,0 ≤ F3 < 40,0 F4 ≥ 40,0 

4.2.4 Abrasion resistance 
(mm)  

A1 > 36,5 36,5 ≥ A2 > 33,0 33,0 ≥ A3 > 29,0 A4 ≤ 29,0 

4.2.5 Chemical resistance C1 C2 C3 C4 

C1: Agglomerated stones which keep below 60 % of the reference reflection values (see EN 14617-10) after 8 h of 
alkali or acid attack. 

C2: Agglomerated stones which keep between 60 % and 80 % of the reference reflection value (see EN 14617-10) 
after 8 h of alkali attack and 1 h of acid attack. 

C3: Agglomerated stones which keep between 60 % and 80 % of the reference reflection value (see EN 14617-10) 
after 8 h of acid attack and 1 h of alkali attack. 

C4: Agglomerated stones which keep at least 80 % of the reference reflection value (see EN 14617-10) after 8 h of 
acid or alkali attack (or in one case, see EN 14617-10, is between 60 % and 80 %). 

 

4.2.3 Flexural strength 

The values for flexural strength of modular tiles shall always be declared. 

The flexural strength shall be determined using the test method in EN 14617-2 and the results expressed 
accordingly. 

The classification of flexural strength of modular tiles is given in Table 2. 

4.2.4 Abrasion resistance 

Where subject to contractual request or where the product is expected to be subject to aggressive abrasion 
actions, the values for abrasion resistance of modular tiles shall be declared. 

The resistance to abrasion shall be determined using the test method in EN 14617-4 and the results 
expressed accordingly. 

The classification of abrasion resistance of modular tiles is given in Table 2. 

4.2.5 Chemical resistance 

Where subject to contractual request or where the product is expected to be subject to aggressive chemical 
actions, chemical resistance of modular tiles shall be declared. 
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