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National foreword
This British Standard is the UK implementation of EN 15416-1:2017.

The UK participation in its preparation was entrusted to Technical
Committee PRI/52, Adhesives.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2017.
Published by BSI Standards Limited 2017

ISBN 978 0 580 85714 0
ICS 83.180

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2017.

Amendments/corrigenda issued since publication
Date Text affected
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EUROPAISCHE NORM January 2017

ICS 83.180

English Version

Adhesives for load bearing timber structures other than
phenolic and aminoplastic - Test methods - Part 1: Long-
term tension load test perpendicular to the bond line at
varying climate conditions with specimens perpendicular
to the glue line (Glass house test)

Adhésifs pour structures portantes en bois de type Klebstoffe fiir tragende Holzbauteile ausgenommen
autre que phénolique et aminoplaste - Méthodes Phenolharzklebstoffe und Aminoplaste - Priifverfahren
d"essais - Partie 1 : Essai de charge soutenue a long - Teil 1: Langzeit-Zugpriifung senkrecht zur Klebfuge
terme dans des conditions climatiques cycliques avec bei verschiedenen Klimabedingungen mit Priifkérpern
des éprouvettes chargées perpendiculairement au joint senkrecht zur Klebstofffuge (Glashaus-Priifung)
de colle (essai de la serre)

This European Standard was approved by CEN on 30 October 2016.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2017 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 15416-1:2017 E
worldwide for CEN national Members.
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European foreword

This document (EN 15416-1:2017) has been prepared by Technical Committee CEN/TC 193
“Adhesives”, the secretariat of which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by July 2017, and conflicting national standards shall be
withdrawn at the latest by July 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document is intended to harmonize the provisions in EN 14080:2013, B.2, EN 15497:201§| and
EN 16254:2013+A1:2016, Annex B and EN 16351|. It differs with respect to the following:

a) consistent specification of the test method for the determination of the long-term performance at
varying climate conditions in one standard;

b) reference to [EN 16254 for EPI adhesives added in the scope;
c) Figure 1 and Figure 2 for connection device added;
d) alternative cutting scheme of the components of the test sticks presented in Figure 4.

This document is one of a series dealing with adhesives for use with timber structures, and is published
in support of product standards for bonded load-bearing timber structures.

The series consists of three classification and performance requirements for adhesives for load-bearing
timber structures, phenolic and aminoplastic adhesives (EN 30 ih, one component polyurethane
adhesives (EN 15425) and emulsion polymerized isocyanate adhesives (EN 16254)), together with 12
test methods (EN 302 Parts 1 to 8 and EN 15416 Parts 1 and 3 to 5).

These European Standards have the following titles:

EN 301|, Adhesives, phenolic and aminoplastic, for load-bearing timber structures — Classification and
performance requirements

EN 15425, Adhesives — One component polyurethane (PUR) for load-bearing timber structures -
Classification and performance requirements

EN 16254, Adhesives — Emulsion polymerized isocyanate (EPI) for load-bearing timber structures —
Classification and performance requirements

EN 302-1, Adhesives for load-bearing timber structures — Test methods — Part 1: Determination of
longitudinal tensile shear strength

EN 302-2, Adhesives for load-bearing timber structures — Test methods — Part 2: Determination of
resistance to delamination

EN 302-3, Adhesives for load-bearing timber structures — Test methods — Part 3: Determination of the
effect of acid damage to wood fibres by temperature and humidity cycling on the transverse tensile
strength
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EN 302-4, Adhesives for load-bearing timber structures — Test methods — Part 4: Determination of the
effects of wood shrinkage on the shear strength

EN 302-5, Adhesives for load-bearing timber structures — Test methods — Part5: Determination of
maximum assembly time under referenced conditions

EN 302-6, Adhesives for load-bearing timber structures — Test methods — Part 6: Determination of the
minimum pressing time under referenced conditions

EN 302-7, Adhesives for load-bearing timber structures — Test methods — Part 7: Determination of the
working life under referenced conditions

EN 302-8, Adhesives for load-bearing timber structures — Test methods — Part 8: Static load test of
multiple bond line specimens in compression shear

EN 15416-1, Adhesives for load bearing timber structures other than phenolic and aminoplastic — Test
methods — Part 1: Long-term tension load test perpendicular to the bond line at varying climate
conditions with specimens perpendicular to the glue line (Glass house test)

N 15416-3, Adhesives for load bearing timber structures other than phenolic and aminoplastic — Test
methods — Part 3: Creep deformation test at cyclic climate conditions with specimens loaded in bending
shear

N 15416-4, Adhesives for load bearing timber structures other than phenolic and aminoplastic — Test
methods — Part 4: Determination of open assembly time under referenced conditions

EN 15416-5, Adhesives for load bearing timber structures other than phenolic and aminoplastic — Test
methods — Part 5: Determination of minimum pressing time under referenced conditions

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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