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National foreword

This British Standard is the UK implementation of EN 15425:2008.

The UK participation in its preparation was entrusted to Technical Committee
PRI/52, Adhesives.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Date Comments

on 31 March 2008
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English Version

Adhesives - One component polyurethane for load bearing
timber structures - Classification and performance requirements

Adhésifs - Adhésifs polyuréthane monocomposants pour Klebstoffe - Einkomponenten-Klebstoffe auf
charpentes en bois portantes - Classification et exigences Polyurethanbasis fur tragende Holzbauteile - Klassifizierung
relatives a la performance und Leistungsanforderungen

This European Standard was approved by CEN on 5 January 2008.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2008 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN 15425:2008: E
worldwide for CEN national Members.
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Foreword

This document (EN 15425:2008) has been prepared by Technical Committee CEN/TC 193 “Adhesives”, the
secretariat of which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by August 2008, and conflicting national standards shall be withdrawn at
the latest by August 2008.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This European Standard is one of a series dealing with one component polyurethane adhesives for use in
prefabricated components for timber structures. It is published in support of Eurocode 5. The series consists
of: classification and performance requirements for polyurethane adhesive for use in different climatic
conditions (), six test methods to assess the performance of adhesives after specified heat and

humidity treatments (EN 302: Part 1 to 4? EN 15416-2 and EN 15416-3), and two test methods to characterize
the working properties of the adhesive (EN 15416-4 and EN 15416-53).

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,

Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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