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Foreword

This document (EN 15426:2007) has been prepared by Technical Committee CEN BT/TF 164 “Candle safety”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2008, and conflicting national standards shall be withdrawn at the
latest by May 2008.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

Candles have accompanied mankind for more than 2 000 years serving above all as a light source. Closely
connected to the development history of the candle are the efforts made to improve its quality and its safety in
use. Discussions in the past and present over possible self-forming, harmful emissions and fires caused by
unsafe candles and/or inappropriate use during the burning of candles have led to consumer concern for
these issues.

This European Standard describes the requirements and a simple method for measuring the sooting
behaviour of candles. The soot index obtained by this procedure may be considered as characteristic of the
sooting behaviour of the type of candle tested.

The soot which is emitted from a candle is collected on a glass plate throughout a defined period. Afterwards
the attenuation of light intensity caused by soot precipitation is quantified in a measuring chamber.

This method helps to ensure a reasonable degree of safety for normal use, thereby improving personal safety.

Documents
4 Document Sharing Hub

Full document details: BS EN 15426:2007


http://www.avadocuments.com/doc/bs-en-15426-2007
http://www.avadocuments.com/doc/bs-en-15426-2007

