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Foreword 

This document (EN 15483:2008) has been prepared by Technical Committee CEN/TC 264 “Air quality”, the 
secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by May 2009, and conflicting national standards shall be withdrawn at the 
latest by May 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Introduction 

Fourier transform infrared spectroscopy (FTIR spectroscopy) has been successfully developed from an 
established laboratory analytical method to a versatile remote sensing method for atmospheric gases. 

In this method, the long-path absorption of IR radiation by gaseous air pollutants is measured over an open 
path between an artificial IR source and an IR spectrometer and used to calculate the integrated concentration 
over the monitoring path. Since IR radiation is used for remote sensing, the measurements can be made 
without contact, that is to say without direct sampling, and can be made in various directions. These 
measurements include monitoring diffuse emissions from large-area sources, for example landfills, road traffic 
routes, sewage treatment plants, areas used for industrial or agricultural purposes, and in addition the 
minimization of production losses by tracing leaks in plant sections or piping systems. FTIR spectroscopy is 
thus suitable for a great number of analytical tasks which cannot adequately be performed using in-situ 
methods that make point measurements. 

Generally, using a suitable measuring arrangement, an overview of the local air pollution may be obtained on 
site in a short time. This also includes measurements in areas to which access is difficult or impossible, or 
where the direct presence of staff or set-up of instruments is dangerous. FTIR spectroscopy can be used to 
determine different compounds at the same time. 

This European Standard presents the function and performance of FTIR analytical systems. At the same time, 
operational notes are given, so that reproducible and valid measurements can be obtained. In addition, 
questions of measurement planning are discussed and the appendices give a selection of typical applications. 

In some circumstances (e. g. CO) the method might be applicable for measurement of air quality as required 
by European legislation [1]. 
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1 Scope 

This European Standard is applicable to open-path absorption measurements of 'concentration × path length' 
product using the Fourier transform infrared (FTIR) technique with an artificial radiation source. It is applicable 
to the continuous measurement of infrared active organic and inorganic compounds in the gaseous state in 
ambient air using fixed tropospheric open paths up to approximately 1 km in length and provides a spatial 
average. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN ISO 6142, Gas analysis - Preparation of calibration gas mixtures - Gravimetric method (ISO 6142:2001) 

EN ISO 6144, Gas analysis - Preparation of calibration gas mixtures - Static volumetric method (ISO 
6144:2003) 

EN ISO 9169, Air quality - Definition and determination of performance characteristics of an automatic 
measuring system (ISO 9169:2006) 

ISO 6145 (all parts), Gas analysis – Preparation of calibration gas mixtures using dynamic volumetric methods 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
absorbance 
the negative logarithm of the transmission, ))(/)(lg()( ννν 0IIA −= , where I(ν) is the spectral transmitted 
intensity of the radiation and )(0 νI  is the incident spectral intensity 

NOTE 10loglg =  

3.2 
apodisation 
application of a weighting function to interferogram data to alter the instrument's response function 

3.3 
background spectrum 
with all other conditions being equal, that spectrum taken in the absence of the particular absorbing species of 
interest 

3.4 
instrument line shape (ILS) 
mathematical function which describes the effect of the instrument's response on a monochromatic line. 

3.5 
intensity 
radiant power per unit solid angle (non-collimated beam) or per unit area (collimated beam) 

3.6 
interferogram 
effects of interference that are detected and recorded by a two-beam interferometer 
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3.7 
interferogram acquisition time 
time to acquire a single interferogram 

3.8 
monitoring path 
actual path in space over which the pollutant concentration is measured and averaged 

3.9 
open-path measurement 
measurement which is performed in the open atmosphere 

3.10 
path length 
distance that the radiation travels in the open atmosphere 

3.11 
reference spectrum 
spectrum of the absorbance versus wavenumber for a pure gaseous sample under defined measurement 
conditions and known and traceable concentrations 

3.12 
signal-to-noise ratio 
ratio between the signal strength and the RMS (root mean square) noise 

3.13 
spectral acquisition time 
time to acquire and co-add interferograms to achieve required signal-to-noise ratio, including the Fourier 
transform processing 

3.14 
spectral intensity 
radiant power per unit solid angle per wave number (non-collimated beam) or per unit area per wave number 
(collimated beam) 

3.15 
synthetic background spectrum 
spectrum that is derived from a field spectrum by choosing points along the baseline and connecting them 
with a high-order polynomial or short, straight lines 

4 Symbols and abbreviations 

a(ν~ ) specific (decadic) absorption coefficient; 

ai(ν~ ) specific (decadic) absorption coefficient of the ith compound; 

a(ν~ )IV specific absorption coefficient of the interfering variable; 

a(ν~ )MV  specific absorption coefficient of the measured variable; 

a'(ν~ ) specific (natural) absorption coefficient (=a(ν~ )/lg(e)); 

c concentration; 

ci concentration of the ith compound; 
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cIV concentration of the interfering variable; 

cMV concentration of the measured variable; 

I(ν~ ) spectral intensity incident on the receiver (also abbreviated I); 

I0(ν~ ) spectral intensity of radiation emitted by the transmitter (also abbreviated to I0); 

IV index for interfering variable; 

l length of the monitoring path; 

MV index for measured variable ; 

n number of measured values; 

ν~  wave number in cm–1; 

∆ν~  unapodised spectral resolution; 

smax maximum optical path difference; 

σ standard deviation; 

t student factor (for a statistical confidence of 95%). 

5 Principle 

5.1 General 

In infrared (IR) absorption spectroscopy, IR radiation is passed through a sample to a detector and the 
detected radiation is analysed to determine the spectral intensity which is received. Comparison of the 
transmitted intensity versus non-attenuated intensity shows at which wavelengths species present in the 
sample have absorbed radiation. Absorption takes place as a result of rotational and vibrational excitation of 
the absorbing species, and the wavelengths at which the radiation is absorbed are therefore characteristic of 
the molecular structure. The infrared absorption spectrum is therefore able to provide a basis for identification 
and quantification of the absorbing species present. For further information on the fundamental principles of IR 
spectroscopy, a number of suitable texts are available [e. g. 2; 3]. 

The FTIR technique measures the interferogram, for example using the Michelson interferometer technique, 
of the broadband IR radiation intensity. By performing a Fourier transform of this interferogram across a wide 
range of wavelengths a spectrum is obtained containing information about the absorption features of gases 
within the monitoring path. In principle it is then possible to analyse these absorption features to determine the 
total concentration of a wide range of species. The FTIR system is capable of making simultaneous 
measurements of multiple species. 

5.2 Configuration of the measurement system 

Open-path techniques measure the 'concentration × path length' product of one or more species in the 
atmosphere within a defined, extended optical path. The total concentration of the species is derived from this 
measurement value. Two of the basic configurations for an open-path monitoring system are given in Figures 
1 and 2 [4]. 
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In the bistatic system (Figure 1) the transmitter and the detector are separated at the two ends of the optical 
beam. The monostatic system (Figure 2) operates by transmitting the optical beam into the atmosphere to a 
passive retroreflector which returns the beam to the detector. 
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Key 
1 FTIR spectrometer 
2 telescope for radiation collection 
3 ambient air 
4 monitoring path 
5 IR radiation source with collimating optics 

Figure 1 – Bistatic arrangement for FTIR remote sensing 

 

Key 
1 FTIR spectrometer 
2 telescope for radiation collection 
3 ambient air 
4 monitoring path 
5 IR radiation source with collimating optics 
6 FTIR spectrometer including radiation source  
7 telescope for transmission and collection of IR radiation 
8 retroreflector 

Figure 2 – Monostatic arrangement for FTIR remote sensing 

In the bistatic measurement set-up, the IR radiation source (5) and the FTIR spectrometer (1) are spatially 
separated from one another. The two instrumental parts are oriented in such a way that the radiation emitted 
from the IR source and collimated by a parabolic mirror is collected by the FTIR spectrometer telescope (2). 
The monitoring path length is defined by the distance between collimating and receiving optics. 

For a monostatic measurement set-up, transmitting and receiving optics are an integral part of the FTIR 
spectrometer (6), which also includes the IR radiation source and a beam splitter serving to separate the 
received and transmitted beams. By means of a retroreflector (8) the IR beam passes twice through the 
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measurement volume. The monitoring path length in this case is defined by twice the distance between the 
transmitter/receiver and the retroreflector optics. Monostatic systems have the advantage that the transmitted 
radiation can be modulated to reduce the effect of background emission interference. 

5.3 The Beer-Lambert law 

The basis for the quantitative evaluation of transmission measurements for the determination of 
concentrations of gases is the Beer-Lambert law. This relates the frequency-specific absorption of the emitted 
infrared radiation by the gases present in the monitoring path between source and FTIR spectrometer and 
their concentrations. 

The Beer-Lambert law, for the special case of only one absorbing gas mixed homogeneously in the monitoring 
path has the following form: 

)lc)~(a(e
)~(I
)~(I ⋅⋅′−= ν

ν
ν

0
   (1) 

With the relationship 

)~(a)e()~(a νν ′⋅= lg  

the following applies 

))~((

0
10

)~(
)~()~( lca

I
IT ⋅⋅−== ν

ν
νν    (2) 

where 

T )~(ν  transmittance; 

I0(ν~ ) intensity of radiation emitted by the transmitter (also abbreviated to I0 below); 

I(ν~ ) intensity incident on the receiver (also termed I below); 

a'(ν~ ) specific (natural) absorption coefficient of the gas, based on Equation (1); 

a(ν~ ) specific (decadic) absorption coefficient of the gas, based on Equation (2), for example in (mg/m3)–

1·m–1 or converted into ppm–1·m–1; 

c gas concentration, e. g. in mg/m3, or converted from concentration into mixing ratio in ppm or ppb; 

l length of the monitoring path, in m. 

NOTE 1 The Beer-Lambert law is commonly used in the form of Equation (2). 

NOTE 2 The Beer-Lambert law is valid for monochromatic radiation. It is an excellent approximation of the measured 
transmittance if high spectral resolution is applied. For low spectral resolutions, an apparent deviation from the law is 
observed (see 8.1.2). However, this deviation is caused by the instrument line shape, which is well characterized in the 
case of a Fourier transform spectrometer. Thus the apparent deviation can be modelled and the effect of the deviation on 
the quantification can be removed (see 8.1.3). 

The transmittance is a direct measure of the attenuation of I0 caused by the gas. 
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6 Measurement planning 

6.1 Definition of the measurement task 

In order to interpret and assess the measurement parameters it is necessary to clearly define the 
measurements to be carried out. This includes the species to be measured, experimental arrangement (field 
setup), likely interfering species, likely spatial distribution of the gases to be measured, required temporal 
information. Such limiting conditions shall be clearly defined in the scope of the measurements. 

6.2 Selection of measurement parameters of the FTIR spectrometer 

6.2.1 General 

Before beginning the measurement it is necessary to define the relevant measurement parameters with 
respect to the objectives of measurement. 

6.2.2 Scan speed 

Where it is possible to select scan speed, the scan speed shall be selected such that it is as fast as possible 
within the limits imposed by the detector hardware. The maximum rate at which the detector system can 
acquire and digitise data points shall not be exceeded in selecting the scan speed. 

6.2.3 Spectral acquisition time 

The spectral acquisition time shall be selected in order to make quantitative measurements with the required 
signal-to-noise ratio using the coaddition of interferograms. In such circumstances the spectral acquisition 
time shall be determined in the field (see Clause 7) as part of the operational setup. 

NOTE 1 The measurement requirements will identify the measurement uncertainty necessary for the purpose of the 
measurement. From this may be derived the signal-to-noise ratio which must be achieved in order for the processing 
which is performed on the spectral data to produce results with the defined measurement uncertainty. 

NOTE 2 The interferogram acquisition time should be shorter than the expected timescales for major concentration 
changes. If fast concentration changes occur significantly during acquisition of a single interferogram, then interferogram 
shape distortion causing loss of spectral resolution will result. Peak height changes will also occur. Use of a faster scan 
speed combined with coaddition of interferograms achieves the same spectral acquisition time in preference to slower 
acquisition of a single interferogram. In this way the same signal-to-noise ratio is obtained however the peak shape 
distortion is avoided. 

6.2.4 Path length 

The path length shall be selected in order to optimise the signal-to-noise of the 'concentration × path length' 
product, taking into account the constraints imposed by the location in which measurements are to be made 
and the measurement requirements. 

NOTE 1 At high 'concentration × path length' products non-linearity (apparent nonlinearity in the absorbance spectrum 
at low spectral resolutions) or even saturation might occur. These apparent nonlinearities are not present if the modeling 
approach as described in 8.1.3 is applied. 

NOTE 2 If the spatial distribution of gases to be measured is non-localized, longer path lengths will give better signal-
to-noise ratios, so long as scattering effects and the efficiency of the optical arrangement allow sufficient radiation to reach 
the detector. Where the spatial distribution of species of interest is localized and interfering species (typical examples H2O 
or CO2) are homogeneous, selecting a shorter path length may give rise to an optimum 'concentration × path length' 
product for the species of interest, relative to the 'concentration × path length' product for the interfering species. 
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6.2.5 Spectral range 

The selected spectral range for the measurement shall include the spectral features to be measured for the 
species of interest. 

NOTE 1 The maximum spectral range of the measured data is related to the data point interval of the interferogram. In 
order to avoid the effect of aliasing, the upper limit of the sampling interval ∆s is given by the sampling theorem: ∆s < 
1/(2⋅σmax), where σmax is the maximum wavenumber that causes a detector signal. For real measurements in the field the 
selected spectral range is a trade-off between storage capacity, data acquisition times and the dynamic range of the 
spectral lines. 

NOTE 2 Spectral filters may be used to improve the signal to noise ratio by limiting the spectral range to the region of 
interest. 

6.2.6 Apodisation 

Where the spectrometer allows selection of apodisation functions, the same apodisation function shall be 
maintained throughout the measurement procedure, applying to all sample, reference or background 
interferograms. 

NOTE 1 Selection of apodisation function will affect the signal-to-noise ratio, spectral resolution and linearity of 
response with respect to concentration. 

NOTE 2 There are various types of weighting functions; the most common are boxcar, triangular, Happ-Genzel, Beer-
Norton and Blackman-Harris functions. 

6.2.7 Spectral resolution 

The spectral resolution is specified by the width of the instrument line shape. For perfectly collimated radiation 
and if no apodisation function is applied, the full width at half maximum of the instrument line shape is 
approximately 1,2/(2⋅smax) where smax is the maximum optical path difference between the two interferometer 
paths. However, due to the finite solid angle subtended by the source of radiation and other effects such as 
misalignment and nonlinear movement of the mirrors, the instrument line shape is broadened. Moreover, the 
application of an apodisation function results in additional broadening. Thus, in order to include these effects, 
the spectral resolution is specified by the reciprocal of the maximum optical path difference (in centimetres) 
between the two interferometer paths if no other specification is explicitly stated. The spectral resolution shall 
be selected so that quantitative measurements of the species of interest can be made. 

NOTE The spectral resolution should be chosen to avoid broadening of the peaks of interest in the spectrum such 
that they are not resolved from other interfering species. Lower resolutions offer a signal-to-noise ratio advantage [5], and 
therefore an optimum is sought. It is recommended to identify and use the lowest spectral resolution which is consistent 
with the measurement requirements (trade-off between scan rate and spectral resolution). It is essential to take into 
account the linewidths of the spectral features to be measured when considering the selection of spectral resolution [6]. 

6.2.8 Concentration range 

The method shall only be used within the range of the 'concentration × path length' product over which the 
system has been calibrated (see 6.2.4, Note 1). 

6.2.9 Source intensity 

The source intensity should have a level that the signal-to-noise ratio enables significant measurement results 
above the limit of detection. Stability of the source intensity over the experimental measurement period shall 
be sufficient to allow measurements in accordance with the measurement requirements. 

6.2.10 Wavelength range of optical components 

Where selection of the detector and the beam splitter is possible these shall be selected so that quantitative 
measurements of the species of interest can be made. 
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NOTE As radiation intensity increases, detectors operate in a linear, then non linear, then saturated regime. 
Operation when saturated is to be avoided. Operating in the non-linear region is possible if suitably corrected. The choice 
of detector type determines the operational wavelength range. The detector should be chosen such that sufficient 
sensitivity to make quantitative measurements exists at the wavelengths of the spectral features of interest. 

7 Measurement procedure 

7.1 Initial set-up 

In addition to the proper selection of the monitoring path and the positioning of the equipment, the following 
requirements shall be met: 

 The path length shall be determined based on the objectives of the measurement, the performance of the 
system and the meteorological conditions. 

 Sufficient heating up times for FTIR spectrometer and IR radiation source must be taken into account. 
Causes of fluctuations in radiation source power shall be minimised. If the detector element requires a 
reduced working temperature (for example an MCT photo-detector), sufficient time for detector cooling is 
required. 

 The atmospheric monitoring path length shall be determined precisely because its uncertainty affects the 
uncertainty of the measured concentration. 

 Obstructions, which block the IR beam for a significant part of the measuring time (more than approx. 
10 %), shall be avoided. Partial obstructions, which affect the signal intensity, shall be taken into account 
when carrying out preliminary measurements. 

 Significant interferences from IR radiation from other sources (e. g. hot gases, ambient black body 
radiation, solar radiation) shall be excluded, either by baffles or by choice of path geometry. 

7.2 Preliminary measurements 

After the system has been set up, and before commencing routine measurements, preliminary measurements 
shall be made with regard to the following requirements; these will provide assurance that the system is 
functioning correctly and enable the optimum selection/ verification of system parameters: 

 The optical components in mono- and bistatic systems shall be optimally aligned to maximise the intensity 
of the returned signal. During the measurement period care shall be taken to minimise influences on the 
stability of the alignment of the transmitting and receiving optics. 

 The FTIR spectrometer measurement time shall be optimised to achieve spectral signal-to-noise ratios 
sufficient for quantitative spectral analysis. 

 Saturation of the detector shall be avoided. 

NOTE 1 Saturation is potentially a problem when operating with short monitoring paths. 

NOTE 2  Non-zero intensities below the detector cut-off wavelength indicate detector non-linearity. Detector saturation 
or ADC overflow will result in deformed single-beam spectra when compared to routine measurements. In such cases 
corrective actions may be e. g. 
• a smaller aperture 
• use of a mesh 
• application of a detector nonlinearity correction method [7] 
• reduce the source intensity 
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7.3 Measurements to be made 

During the measuring period all transmission data and interferograms, if available, should be recorded and 
stored to allow for subsequent re-analysis and quality assurance. 

 Full information on instrument parameters should be recorded as defined in 7.2. 

 Parallel to the spectroscopic measurements, meteorological parameters such as pressure, temperature, 
humidity, wind speed and wind direction shall be monitored close to the measurement site and at a 
similar height to the monitoring path because they might be important for the interpretation of the data. 
The time resolution of wind measurement should be of the same order of magnitude as the FTIR 
spectrometer measuring time. 

 For calculating the absorbance spectra which are the basis for the IR spectroscopic quantitative trace gas 
analysis the following information shall be recorded: 

• a background reference spectrum (see 9.3), which is typical for the measurement site. If humidity 
changes significantly, a new background reference spectrum shall be recorded for compounds which  
show spectroscopic overlap with water vapour spectral features; 

• a spectrum of the ambient black body emission radiation three times per day if the evaluation of 
spectral data is carried out in a range from detector cut-off to approx. 1500 cm–1 (FTIR spectrometer 
with non-modulated IR radiation as found for bistatic FTIR spectrometer systems; see 10.3.6); 

• a spectrum of the internal stray radiation once after turning on the instrument, once per week during 
continuous operation (FTIR spectrometer with modulated IR radiation as found for monostatic FTIR 
spectrometer systems; see 10.3.6). 

 In addition the following information shall be available: 

• reference spectra for the compounds to be measured including compounds which have cross-
sensitivities (see 10.3.2); 

 The user shall ensure that either the components to be measured are free from cross-sensitivities to 
interfering gases or that interfering compounds are known and properly taken into account within the 
evaluation procedure. 

For every measurement with a non-modulated signal, at least at the beginning and the end of a series of 
measurements a background radiation spectrum shall be recorded. For relatively long series of 
measurements the background radiation spectrum may vary greatly. Changes in the background radiation 
spectrum will affect measurement uncertainty. The frequency of measurements of the background shall be 
chosen to meet the required measurement uncertainty. The measured spectra shall then be corrected using 
the recorded spectra of the natural background radiation. This applies particularly with meteorological 
conditions which change rapidly. 

7.4 Information to be recorded 

Documentation of the measurements variables shall include: 

 scan speed; 

 spectral acquisition time and number of co-added interferograms; 

 path length; 

 spectral range; 
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 apodisation and zero-filling factor; 

 spectral resolution; 

 concentration range; 

 source intensity; 

 range of IR detector; 

 definition of the measurement objective; 

 name of the operator; 

 precise measurement location; 

 type and uncertainty of the path length measurement; 

 return intensity (interferogram maximum or detector ADC output in arbitrary units/counts); 

 time of measurements; 

 characterization of additional radiation sources in the background (e. g. hot tubes in refineries, engines, 
motors, hot areas); 

 known blockage of the optical path; 

 details of the calibration and evaluation method; 

 QA/QC checks; 

 spectra and/or interferograms; 

 electronic gains; 

 optical filters; 

 electronic filters; 

 phase correction information; 

 ZPD position; 

 parameters of the detector nonlinearity correction procedure; 

 meteorological parameters (pressure, temperature, moisture and, if necessary, wind speed, wind 
direction and turbulence). 

Optional: 

 position of potential main and minor emitters and any interfering sources of emissions; 

 weather details: cloud, precipitation, fog and sunshine conditions. 
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8 Calibration and quality assurance 

8.1 Primary calibration 

8.1.1 General 

The primary calibration of the 'concentration × path length' product provides the correlation between the 
concentration of a reference material and the measured signal of the measurement method. 

The calibration is only valid over the 'concentration × path length' range which is spanned by the calibration 
points. 

8.1.2 Experimental method 

In this method the calibration function is determined experimentally, that is to say the known concentrations of 
the gas components to be determined are assigned to a value of the measured signal as an expected or 
forecast value [8; 9; 10]. 

An IR gas cell of suitable length is placed in the beam path of the FTIR system and is filled with a calibration 
gas for each component, or an equivalent calibration gas mixture, in at least five concentration levels, which 
are evenly distributed over the measuring range. 

NOTE 1 Use, for example, a gas cell with a length of 10 % of the real monitoring path. Use calibration gas 
concentrations of, for example, 10 times the expected value to determine the ‘concentration × path length’ product. If self-
broadening effects dominate a longer gas cell should be used. However, in many cases small concentrations are 
measured and thus the effect of self-broadening is not the dominating broadening effect. 

The cell should be filled with buffer gas to 1 bar to ensure line shapes are representative. The different 
concentration levels are run through in accordance with EN ISO 9169. The test gases are metered into the IR 
gas cell statically or dynamically in accordance with EN ISO 6142, EN ISO 6144 or ISO 6145. The calibration 
gases shall be traceable to national standards. 

The concentrations c of the test gases used shall be selected so that the product c × l (l is the effective optical 
length of the IR gas cell) is in the FTIR system working range selected for the respective measurement 
depending on the objective. It has to be assured that no pressure broadening of the absorption lines through a 
high partial pressure of the compound occurs. 

At each concentration level, the appropriate interferograms are recorded by the FTIR system and the resultant 
calibration spectra are determined from these. 

The evaluation of these spectra provides measured values corresponding to the concentration levels which 
are used to determine the calibration function with its confidence ranges in accordance with EN ISO 9169. 

Since the calibration function reflects the correlation between the known test gas concentrations and the 
measured values determined using the evaluation method, the calibration function also depends on the 
evaluation method used. This is made clear in the comparison shown in Figure 3 [8]. These diagrams show 
plots of the calibration functions of the same apparatus at identical concentrations, but using different 
evaluation methods. 

The calibration spectra shall be determined in the primary calibration using the same spectrometer type and 
the same evaluation method which will also be used later in the field measurements. The primary calibration 
shall typically be performed at 20 °C. An uncertainty will be introduced if the measurements are not carried out 
at the same temperature as the calibration. 

NOTE 2 Measurements within the range ± 20 K of the calibration temperature are considered permissible. 

Where traceable measurements are required a five point calibration should be carried out for each instrument 
and each species measured. 
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NOTE 3 This is usually the case for regulatory purposes. 

 

Key 
X calibration gas mixing ratio × optical path length in ppm·m 
Y measurement values in ppm·m 

Figure 3a – Plot of a linear calibration function composed of the results of univariate evaluation of 
absorption bands with different absorption coefficients 

 

 

Key 
X calibration gas mixing ratio × optical path length in ppm·m 
Y measurement values in ppm·m 

Figure 3b – Plot of a calibration function from multivariate evaluation (uncorrected, no linearization of 
evaluation results obtained) 

The calibration function is used in all following measurements as a basis for correcting values calculated as 
specified in Clause 9, since otherwise systematic errors, in particular due to apparent nonlinearities (nonlinear 
relationship between absorbance and concentration) at high concentrations that are caused by the application 
of a spectral resolution that is significantly lower (width of the instrument line shape significantly larger) than 
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the width of the absorption lines of the species, would arise (see Figure 3b). 

NOTE 4 These apparent nonlinearities are not present if the modeling approach as described in 8.1.3 is applied. 

The calibration spectra obtained from the primary calibration are stored. This is so that if the evaluation 
method is changed, the entire calibration experiment need not be repeated, and in principle it should be 
necessary to apply the changed evaluation method to the calibration spectra already obtained once. 

Performance characteristics such as repeatability, detection limit, temperature dependence at zero level, 
temperature dependence at reference level, drift at zero level, drift at reference level, mains voltage and 
cross-sensitivity can be addressed in these calibration experiments according to EN ISO 9169. Examples of 
performance characteristics are given in Annex F. 

8.1.3 Calibration with complete spectral modeling 

This method is based on the approximation of the measured spectrum by a spectrum that is calculated using 
a model. The model consists of two sub-models: a radiative transfer model and an instrument line shape 
function. The radiative transfer calculation is performed using reference spectra of the specific absorption 
coefficient. The reference spectra are calculated based on molecular line data (compiled in databases such as 
HITRAN [11] or GEISA [12]) or measured high-resolution spectra are used. The radiative transfer model 
contains the column density (concentration × path length) of the target gas (or gases) as a parameter. Spectra 
at the spectral resolution of the measurement are calculated using the result of the radiative transfer 
calculation and the instrument line shape function. Various methods for the determination of the best-fit 
parameters are applied in different implementations of the method. Various approaches for this method have 
been developed [13; 14; 15]. Annex I gives an example. 

8.2 Quality assurance 

8.2.1 Check of the primary calibration 

The calibration spectra determined during the primary calibration remain constant over time for a defined FTIR 
system and need not be repeated at regular intervals if they have been determined correctly. 

Where traceable measurements are required a single point gas cell shall be used to demonstrate that the 
primary calibration is still valid. 

NOTE This is usually the case for regulatory purposes. 

8.2.2 Check of the proper operation of the FTIR system 

8.2.2.1 Determination of atmospheric N2O and CH4 

A required quality assurance method for checking the proper operation of the FTIR system is, on each day of 
measurement, to determine the N2O and CH4 concentration in the ambient air. The N2O mixing ratio is slightly 
above 300 ppb and the CH4 mixing ratio is only rarely less than 1,7 ppm (see Figure 4 [16] and [17]). If 
relatively high deviations in the N2O mixing ratio occur or if the measured values of the CH4 mixing ratio fall 
below 1,7 ppm, the FTIR system shall be checked. 

NOTE The exceptional methane concentration drop on 26/27 is due to the rapid transport of fresh polar air to the 
measurement site by a thunderstorm. 

8.2.2.2 Determination of atmospheric water vapour 

A recommended quality assurance method is the determination of the atmospheric water vapour content from 
the measured spectra and comparing them with the values from independent air humidity measurements [18] 
(see Figure 5). Note here that the water vapour content, which is determined by evaluating the spectra, 
represents the absolute water vapour concentration, whereas most commercial humidity meters determine the 
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relative humidity. Convert the measurements appropriately using the atmospheric pressure and temperature. 

On each day of measurement check the position of characteristic water lines in the measured spectra, for 
example at wavenumbers 1009 cm–1, 1014 cm–1 and 1017 cm–1 [4; 19] or 1101,5 cm–1 and 2023 cm–1. In the 
event of differences with respect to the reference spectra, shift the measured spectra to their correct 
wavenumber on the wavenumber axis. 

NOTE In principle these water vapour lines serve as transfer standards. 

8.2.2.3 Determination of the baseline noise 

An optional quality assurance measure is the determination of the baseline noise in three spectral regions. A 
precondition of the method described below is that the concentration of the compounds which absorb in the 
specified ranges remains essentially constant over the time taken for two sequential measurements. Carry out 
the method as follows: 

1. Calculate an absorbance spectrum from two spectra measured immediately one after the other. During 
this time, the composition of the atmosphere should not change significantly. 

2. From the wavenumbers e. g. 1
~ν  = 960 cm–1, 2

~ν  = 2480 cm–1 and 3
~ν  = 4380 cm–1 determine the standard 

deviation of the following 98 data points. Use this standard deviation as a measure for the baseline noise. 
The 98 data points correspond to a range of about 47 cm–1 for an instrument with a resolution of 1 cm–1, 
for a system with a resolution of 0,2 cm–1 these data points correspond to a range of 9 cm–1. 

3. Form the ratios of the standard deviations from the ranges at 1
~ν  to 2

~ν  and the ranges 2
~ν  to 3

~ν . 

These ratios are typical of the spectrometer and should not change greatly over the operating time [20]. 
However, if this is the case, common reasons for this may be meteorological effects, for example fog; dirt on 
the optics; blockage of the monitoring path or a degradation of the alignment. In these cases check whether 
the measurement results are adversely affected and whether this can be compensated by appropriate 
measures (for instance appropriate background reference spectra). The baseline noise at 2

~ν  and the two 
ratios shall be determined at suitable time intervals and documented. 
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Key 
1 methane 
2 carbon monoxide 
3 dinitrogen monoxide 
4 ammonia 
X date 
Y mean mixing ratio in ppm 

Figure 4 – Measurement of atmospheric trace gases by FTIR spectrometer over a relatively long 
period 
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Key 
X time 
Y water vapour mixing ratio in ppm 

Figure 5 – Comparison between FTIR spectrometer (continuous line) and standard humidity meter 
(hair hygrometer; dotted line) 

8.3 Control measurements 

For continued operation of the system at a fixed site and line of sight, control measurements shall be recorded 
at a fixed concentration using a gas cell which is representative for the concentration of the pollutant. The gas 
cell should be installed in the measurement beam, internal or external to the measurement system. At a fixed 
installation a control measurement in a weekly period should be performed. The time period of this 
measurement should be based on the experience of the behaviour of the system and this procedure should 
be carried after maintenance, modification of the system or change of position. If there are significant changes 
compared to the primary calibration (see 8.1) and regarding the permissible uncertainty a complete 
recalibration of the system shall be carried out. If a change can be regarded as significant depends on the 
specific measurement task. For example the changes should be not greater than the maximum uncertainties 
for that measurement task according to the relevant EU Directives. 

9 Data processing 

9.1 General 

The knowledge of the specific absorption coefficient a(ν~ ) for the species being measured is a precondition for 
quantitative analysis. It is determined from reference spectra or calibration spectra which were produced from 
measurements made on a sample of a traceable concentration (see Clause 8). 

The specific absorption coefficient is a function of: 

— wavenumber; 
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— gas temperature; 

— absolute pressure of the medium studied. 

The apparent specific absorption coefficient, i.e. the specific absorption coefficient that is calculated by 
dividing a measured absorbance spectrum (known column density) by the column density, is also influenced 
by the FTIR spectrometer parameters (especially the spectral resolution and apodisation function). These 
parameters shall be identical during calibration and measurement. 

By taking logarithms and subsequent transformation, Equation (2) may be solved for c: 

l)~(a
I
Ilg

c
⋅

−
=

ν
0  (3) 

The parameter –lg(I/I0) is the absorbance and is a linear function of concentration, the specific absorption 
coefficient and the length of the monitoring path. The corresponding spectra are called absorption spectra. 

The Lambert-Beer law also applies to the analysis of mixtures. In this case, the law has the following form: 
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where 

ai(ν~ ) specific absorption coefficient of the ith gas; 

ci concentration of the ith gas; 

Σ sum over all gases present. 

Equation (4) implies that the total absorbance at any specific wavelength is composed linearly from the 
absorbances of the individual compounds. When numerous compounds occur in the spectrum, their patterns 
can superimpose. This superposition may cause cross-sensitivities if the interfering species are not taken into 
account. 

NOTE 1 H2O and CO2 are the key cross-interferences in FTIR measurements in the atmosphere. 

NOTE 2 Where the instrument software includes the analysis procedure it should be designed in accordance with the 
requirements of this standard. 

NOTE 3 Equations (3) and (4) and the implications are only valid for high spectral resolutions (i.e. width of the 
instrument line shape smaller than the width of the spectral lines). If lower spectral resolutions are applied, calibration 
procedures (see 8.1.2) or a modelling approach (see 8.1.3) should be applied. 

9.2 The quantities I0(ν~ ) and I(ν~ ) 

To determine concentrations, the two quantities I and I0 are required, see Equation (3). Whereas I can be 
measured directly, this is not possible for I0. Between the transmitter and receiver is the monitoring path along 
which I0 is attenuated by absorptions due to the gases to be analyzed and by additional effects (for example 
interfering gases, particles in the monitoring path or measurement system optics). Equation (2) can therefore 
also be written in the following form: 

lcalca MVMVIVIVII ⋅⋅−⋅⋅− ⋅⋅= )~()~(
0 1010)~()~( νννν  (5) 

where 
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