BSEN 15621:2017

JE——

BSI Standards Publication

Animal feeding stuffs: Methods of sampling
and analysis - Determination of calcium,
sodium, phosphorus, magnesium, potassium,
sulphur, iron, zinc, copper, manganese and
cobalt after pressure digestion by ICP-AES

°
bSl o Documents

Document Sharing Hub

Full document details: BS EN 15621:2017


http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 15621:2017. It
supersedes |BS EN 15621:2012, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee AW/10, Animal feeding stuffs.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017
Published by BSI Standards Limited 2017

ISBN 978 0 580 94543 4
ICS 65.120

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2017.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 15621:2017


http://dx.doi.org/10.3403/30235417
http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

EUROPEAN STANDARD IEN 1562 ll
NORME EUROPEENNE
EUROPAISCHE NORM August 2017

ICS 65.120 Supersedes EN 15621:2012

English Version

Animal feeding stuffs: Methods of sampling and analysis -
Determination of calcium, sodium, phosphorus,
magnesium, potassium, sulphur, iron, zinc, copper,
manganese and cobalt after pressure digestion by ICP-AES

Aliments pour animaux : Méthodes d'échantillonnage Futtermittel - Probenahme- und
et d'analyse - Dosage du calcium, du sodium, du Untersuchungsverfahren - Bestimmung von Calcium,
phosphore, du magnésium, du potassium, du soufre, du Natrium, Phosphor, Magnesium, Kalium, Schwefel,
fer, du zinc, du cuivre, du manganese et du cobalt apres Eisen, Zink, Kupfer, Mangan und Kobalt nach
digestion sous pression par ICP-AES Druckaufschluss mittels ICP-AES

This European Standard was approved by CEN on 6 February 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2017 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 15621:2017 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 15621:2017


http://dx.doi.org/10.3403/30235417U
http://dx.doi.org/10.3403/30235417
http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

EN 15621:2017 (E)

Contents Page
D000 Tt ) 00 a0 ) 4
1 o0 5
2 NOIMATIVE FEfEIEICES ...t AR RS 5
3 Terms and definitions ... ——————————————_—————_————_—_—_—_— 5
4 o0 00 113 ) 1] 3, 5
5 L T 1 6
6 W1 0T T 1 6
7 T 1111 0 10 7
8 Preparation of the test SAMPILe ... ————————————— 7
8.1 LT ) o | 7
8.2 Animal feeding stuffs which can be ground as SUCh ... ————— 8
8.3 Liquid animal feeding StUffs ... —————————— 8
9 PrOCEAUI ...t AR AR E R S 8
9.1 Pressure digestion - Preparation of the blank test solution and the test solution................. 8
9.2 Extractable lead in minerals and feeds containing phyllosilicates (e.g. kaolinite clay)

- extraction with diluted Nitric aCid ... ————————————— 9
9.3 L0 T 110 o 1 ) . 9
9.4 1D T 2) 31010 0T L0 L0 o . 9

Table 1 — Selected emission wavelengths and interferences for determination with ICP-AES ... 10

10 Calculation and expression of the results ... ——————— 11
0 €T 1 1) o Y 11
10.2  External caliDIration ... sssssssssssssssssasasasssssssssssssssssasas 11
10.3 Standard addition method with only one addition.........cuvcinnn———————— 11
10.4 Standard addition method with several additions ..........cccovmnnnnms s ——— 12
10.5 Calculation of the element content in the sample...........cconnnnnn s ———————— 12
11 g T 0 10 o T, 13
11.1  INter-laboratory tESt... . e 13
11.2  RePeatabilify ... s 13
11.3  ReproducCibility ... s s s sssssssasasasasass 13
Table 2 — Precision data - Ca, K, Mg, N, P, S....cisssssssssssssssssssssssssssssss s sssssssssssssases 14
Table 3 — Precision data - Co, Cu, Fe, Mn, Mo, Zn, Cd, AS, PD ....c.cccvcmrimimrissssssssssssssssssssssssssssssssssssssssasans 17
12 B T o o] 0 1) o 21
Annex A (informative) Results of the inter-laboratory test........cm———————— 22
Table A.1 — Statistical results of an inter-laboratory test - Calcium (Ca) ....cccosrsesesmsmsmsssssssssssssssssnens 23
Table A.2 — Statistical results of an inter-laboratory test - Potassium (K) ... 24
Table A.3 — Statistical results of an inter-laboratory test - Magnesium (Mg) .......courvercsmsmsesesssnensas 25
Table A.4 — Statistical results of an inter-laboratory test - Sodium (N@).....cccouummnmnmsmsnsnsnsssssssssssssnas 26
Table A.5 — Statistical results of an inter-laboratory test - Phosphorus (P).....ccu. 27
Documents
2 Document Sharing Hub

Full document details: BS EN 15621:2017


http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

EN 15621:2017 (E)

Table A.6 — Statistical results of an inter-laboratory test - Sulphur (S)....cccoiiinnnnnn. 28
Table A.7 — Statistical results of an inter-laboratory test - Cobalt (C0) ......ossmsmsmsmmmsmsmsmsmsesssssssssssasas 29
Table A.8 — Statistical results of an inter-laboratory test — Copper (Cu) ......ccouvesmnmmsmsmsmssssssssssesesseses 30
Table A.9 — Statistical results of an inter-laboratory test - Iron (Fe).....c.ccmsmsmsnssmmsmssssssssssssnans 31
Table A.10 — Statistical results of an inter-laboratory test - Manganese (MN) ......coosmmsmsssssasanas 32
Table A.11 — Statistical results of an inter-laboratory test - Molybdenum (Mo0)......c.cccoesesrsnsesesenas 33
Table A.12 — Statistical results of an inter-laboratory test — Zinc (Zn)........cumnn. 34
Table A.13 — Statistical results of an inter-laboratory test - Cadmium (Cd) ......ccoeumrermreresesesesnsasasasans 35
Table A.14 — Statistical results of an inter-laboratory test — Arsenic (AS) ... 36
Table A.15 — Statistical results of an inter-laboratory test - Lead (PD) ......cccuvcinnnmsmnmsnssssssnsesesssnans 37
Annex B (informative) Notes on the detection technique, interferences and quantification,
) SRR L0 LT o) 38
B.1 T 1) | . 38
B.2 0 0L 53 Q=) 1 Lo 38
30 T - 1 1) i 38
B.2.2 Spectral line iNterfereNCe ... smsssssss s sesesssssssmsssasasassssssssssssssssssnsnsasasasassssssssess 38
3307 T 0 D2z 00 100 (T 000 cd o =) ) 1 L 38
B.2.4 Physical INtEIfErenCes ... s 38
B.3 Quantification and matriX MAtChING.....ccovm s —————————— 39
320 200 S €< 1 U] o Y 39
B.3.2  CaliDIration CUTVE ... sssssssssssssssssssssssss s st sssssssssssss s s sess s e s s sssssmsmsasasasas 39
B.3.3 MatriX MatChiNg ..o s AR 39
B.3.4 Standard addition.....——————————————————_———_—_—— 39
B.4  Pressure digestion CONAItiONS ... 40
3R s O €< 1 U] Y 40
B.4.2 Initial sample mass and acid vVOIUMES..........ccuvmmrmnnmm s ———————— 40
330 0 D) 1y (0] e 100 00 L 40
330 3 S D ) o 1) 1 o4 40
B.4.5 Digestion SOIULION. ... AR s 40
30 ST 2 P 11 QT4 L1 U0 ) o 40
1 2310) 10 o201 1] 17/ 41
Documents

Document Sharing3Hub

Full document details: BS EN 15621:2017


http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

EN 15621:2017 (E)

European foreword

This document (EN 15621:2017) has been prepared by Technical Committee CEN/TC 327 “Animal
feeding stuffs: Methods of sampling and analysis”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by February 2018, and conflicting national standards
shall be withdrawn at the latest by February 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes [EN 15621:2012,.

WARNING — The method described in this standard implies the use of reagents that pose a hazard to
health. The standard does not claim to address all associated safety problems. It is the responsibility of
the user of this standard to take appropriate measures for the health and safety protection of the
personnel prior to use of the standard and to ensure that regulatory and legal requirements are
complied with.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies a method for the determination of the elements calcium, sodium,
phosphorus, magnesium, potassium, sulphur, iron, zinc, copper, manganese and cobalt in animal
feeding stuffs by inductively coupled plasma atomic emission spectrometry (ICP-AES) after pressure
digestion.

The method was fully statistically tested and evaluated for the elements calcium, sodium, phosphorus,
magnesium, potassium, sulphur, iron, zinc, copper, manganese and cobalt within the following 11
animal feeds: 2 complete feeds (pig feed, sheep feed), 3 complementary feeds (3 mineral feeds), 1
mineral premixture, 3 feed materials (MgO, phosphate, CaCO3) and 2 feed additives (CuSO4, bentonite).

For elements with a HORRAT values higher than 2 (e.g. potassium and sulphur, see Annex A), the
method is more applicable as a screening method and not for confirmatory purposes.

Other elements like molybdenum, lead, cadmium, arsenic were not fully statistically tested and
evaluated within 11 animal feeding stuff samples because these elements did not occur in
concentrations higher than the limit of quantification in most of these samples. A single laboratory
validation is therefore necessary for the use of this multi element method for these elements.

For the determination of extractable lead in minerals and feeds, containing phyllosilicates (e.g. kaolinite
clay) wet digestion with nitric acid should be used.

The method limit of quantification for each element is dependent on the sample matrix as well as on the
instrument. The method is not applicable for determination of low concentrations of elements. A limit of
quantification of 1 mg/kg should normally be obtained.

NOTE1  This method can also be used for the determination of minerals in products with high mineral content
(>5 %). For this purpose the accuracy of the method has to be checked individually. Other more matrix-specific
analytical techniques are also available.

NOTE 2 Results using this European Standard [EN 15621 may be higher than those obtained when applying
EN 15510 as pressure digestion is used in [EN 15621).

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are

indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

N ISO 3696, Water for analytical laboratory use - Specification and test methods (IS0 3696
N ISO 6498, Animal feeding stuffs - Guidelines for sample preparation (ISO 6498

3 Terms and definitions

For the purposes of this document the terms and definitions given in the European legislation apply.

4 Principle

For the determination of calcium, sodium, phosphorus, magnesium, potassium, sulphur, iron, zinc,

copper, manganese, cobalt, molybdenum, lead, cadmium and arsenic a test portion of the sample is
digested under pressure.

The concentration of the elements is determined by inductively coupled plasma atomic emission
spectrometry (ICP-AES) using external calibration or standard addition technique.

Documents
Document SharingbHub

Full document details: BS EN 15621:2017


http://dx.doi.org/10.3403/30235417U
http://dx.doi.org/10.3403/30149269U
http://dx.doi.org/10.3403/30235417U
http://dx.doi.org/10.3403/00631297U
http://dx.doi.org/10.3403/00631297U
http://dx.doi.org/10.3403/30192437U
http://dx.doi.org/10.3403/30192437U
http://www.avadocuments.com/doc/bs-en-15621-2017
http://www.avadocuments.com/doc/bs-en-15621-2017

EN 15621:2017 (E)

5 Reagents

Use only reagents of recognized analytical grade, and water conforming to grade 2 of EN ISO 3698.

WARNING —The use of this European Standard can involve hazardous materials, operations and
equipment. This standard does not purport to address all the safety problems associated with its use. It
is the responsibility of the user of this European Standard to establish appropriate safety and health
practices and determine the applicability of regulatory limitations prior to use.

5.1 Nitric acid, concentrated, not less than 65 % (m/m), c(HNOs) = 14,4 mol/], having a density of
approximately p (HNO3) 1,42 g/ml.

5.2 Nitric acid solution of 2 % (v/v), to be prepared: pipette 20 ml nitric acid concentrated (5.1) in a
1 000 ml volumetric flask (6.4) and fill to the mark with water.

5.3 Hydrogen peroxide, not less than 30 % (m/m).
5.4 Element stock solutions

Ca, Na, P, Mg, K, S, Fe, Zn, Cu, Mn, Co, Mo, Cd, Pb, As
c=1000 mg/l.

The user should choose a suitable stock solution. Both single-element stock solutions and multi-element
stock solutions with adequate specification stating the acid used and the preparation technique are
commercially available. It is advisable to use certified stock solutions.

NOTE Element stock solutions with concentrations different from 1 000 mg/1 are also acceptable.
5.5 Standard solutions

Depending on the scope, different multi-element standard solutions may be necessary. In general, when
combining multi-element standard solutions, their chemical compatibility and the possible hydrolysis of
the components shall be regarded. Spectral interferences from other elements present in multi-element
standards also need to be considered.

Various combinations of elements at different concentrations can be used, provided that the stock
solutions (5.4) are diluted with the same acid and equal concentration as the acid in the test solution to
a range of standards that covers the concentrations of the elements to be determined.

The multi-element standard solutions are considered to be stable for several months, if stored in the
dark.

6 Apparatus

Usual laboratory apparatus and, in particular, the following:

NOTE For the determination of sodium in low concentrations it is advisable not to use glassware since
glassware can be a source of sodium contamination.

6.1 Laboratory grinder

6.1.1 Laboratory grinder, capable of grinding to a particle size of less than or equal to 0,5 mm, e.g. a
knife mill or equivalent.

6.1.2 Laboratory grinder, capable of grinding to a particle size of less than or equal to 0,1 mm, e.g. a
ball mill or equivalent.
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NOTE Elements in the sample (e.g. adsorption, contamination) which have to be analysed.
6.2 Analytical balance, capable of weighing to an accuracy of 1 mg.
6.3 Pressure digestion apparatus, commercially available.

The apparatus shall be tested for safety pressure vessels made of acid-resistant materials and having
holders for the sample of acid-resistant material with low level of contamination by elements to be
determined. Apparatus is available which uses a high-pressure incinerator with or without ambient
autoclave pressure.

Instead of polytetrafluoroethylene (PTFE) holders, it is better to use graduated quartz holders,
fluorinated ethylene propylene (FEP) holders or perfluoroalkoxy (PFA) holders. Quartz is advisable to
be used for decomposition temperatures above 230 °C.

6.4 One-mark volumetric flasks, of capacity 1 000 ml.

6.5 Inductively coupled plasma - Atomic Emission Spectrometer.

The instrument shall be equipped with radial plasma as a minimum requirement; axial plasma is
equally acceptable. Background correction shall also be performed when necessary. Settings of the

working conditions (e.g. viewing height, gas flows, RF or plasma power, sample uptake rate, integration
time, and number of replicates) shall be optimized according the manufacturer’s instructions.

6.6 Freeze drying equipment, capable of freeze-drying liquid animal feeding stuffs.
6.7 Oven for pre-drying, capable to hold a temperature of (70 + 5) °C

6.8 Breaker, of capacity 250ml

6.9 Electric hot plate, with temperature control

7 Sampling

Sampling is not part of the method specified in this International Standard. A recommended sampling

method is given in EN ISO 6497 [1].

It is important that the laboratory receives a sample which is truly representative and has not been
damaged or changed during transport or storage.

8 Preparation of the test sample
8.1 General
Prepare the test sample in accordance with EN ISO 6498;:

— The grinding must be done in conditions such that the substance is not appreciably heated and that
no contamination takes place by the grinding tools;

— The operation is to be repeated as many times as is necessary and it must be effected as quickly as
possible in order to prevent any gain or loss of constituents (water);

— The whole ground product is placed in a flask made of e.g. polypropylene, which can be stoppered
and stored in such way to prevent any change in composition;
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— Before any weighing is carried out for the analysis, the whole test sample must be thoroughly
mixed for reasons of homogeneity. Since a maximum of 0,5 g of sample is used for the digestion it is
of the utmost importance to have a homogeneous sample in order to take a representative sub
sample.

8.2 Animal feeding stuffs which can be ground as such

Grind the laboratory sample (usually 500 g), using a laboratory grinder (6.1.2) or mortar until a particle
size of 0,5 mm or less has been reached.

8.3 Liquid animal feeding stuffs

8.3.1 General

Liquid feeding stuffs shall be pre-dried according to the procedure described in 8.3.2 or freeze-dried
according to the procedure described in 8.3.3.

8.3.2 Pre-drying

Pre-dry the laboratory sample at a temperature of (70 * 5)°C during at least 16 h to reduce the
moisture content using an oven (6.7). The mass of the sample before and after the pre-drying is to be
determined using an analytical balance (6.2). Grind the pre-dried sample in accordance with 8.2.

8.3.3 Freeze-drying

Freeze-dry the laboratory sample following the instructions of the freeze-drying equipment (6.6). The
mass of the sample before and after the freeze-drying is to be determined using an analytical balance
(6.2). Grind the freeze-dried sample in accordance with 8.2.

Mineral, except mineral products containing crystalline water, e.g. MgCl,.6H-0, shall be ground using a
laboratory grinder (6.1.2) or mortar until a particle size of 0,5 mm or less has been reached. Mineral
products containing crystalline water should not be ground.

9 Procedure
9.1 Pressure digestion - Preparation of the blank test solution and the test solution

9.1.1 General

Match the initial sample mass to the capacity of the digestion vessel, with the manufacturer's
instructions being strictly observed for safety reasons. Determine the necessary digestion temperature
and digestion time (EN ISO 138035 [2], see Annex B).

9.1.2 Example of microwave digestion

When using 100 ml vessels, weigh about 0,5 g of the prepared test sample to the nearest 1 mg. Add 3 ml
of nitric acid (5.1) and 0,5 ml of hydrogen peroxide (5.3), seal the digestion vessel and the pressure
holders in the correct manner. Leave to pre-digest outside the microwave for about 30 min. Apply low
microwave energy at the beginning of the digestion and slowly raise the energy to the maximum power,
e.g. start with 100 W, raise up to 600 W within 5 min, hold for 5 min, raise to 1 000 W, hold for 10 min,
cool down for minimum 20 min to 25 min. Treat a blank in the same way.

Dilute the digestion solution accordingly with water. The solution obtained after dilution is called the
test solution. Proceed in accordance with 9.2.
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9.1.3 Example of a high pressure digestion

When using a 100 ml vessel, weigh about 0,5 g of the prepared test sample to the nearest 1 mg. Add
3 ml of nitric acid (5.1), seal the digestion vessel and the pressure vessel in the correct manner and heat
from room temperature to 150 °C in 60 min, then to 300 °C in 40 min and keep 300 °C for 90 min before
cooling down. Treat a blank in the same way.

Dilute the digestion solution accordingly with water. The solution obtained after dilution is called the
test solution. Proceed in accordance with 9.2.

9.2 Extractable lead in minerals and feeds containing phyllosilicates (e.g. kaolinite clay)
- extraction with diluted nitric acid

Weigh about 2 g of the prepared test sample to the nearest 1 mg into a beaker of 250 ml. Add 16 ml
diluted nitric acid (1 volume of concentrated nitric acid, not less than 65 % mass fraction with 1 volume
of water). Add about 70 ml of water. Cover the beaker (6.8) with a watch-glass and boil for 30 min on an
electric hot plate with temperature control (6.9). Allow to cool. Transfer the liquid into a 100 ml
volumetric flask (6.4), rinse the beaker and the watch-glass several times with water. Dilute to the mark
with water. After homogenizing, filter through a dry folded filter paper into a dry conical flask. Use the
first portion of the filtrate to rinse the glassware and discard that part. If the determination is not
carried out immediately, the conical flask with the filtrate shall be stoppered. Treat a blank in the same
way.

9.3 Calibration
9.3.1 General

Calibration shall be performed by means of external calibration or standard addition technique. In
general the calibration curve should be linear. Using a nonlinear calibration function is possible if it is
well-described, except when using the standard addition. Appropriate matrix matching of the
calibration solutions shall be performed if an external calibration method is used (see Annex B).

9.3.2 External calibration
The calibration is performed with at least two calibration solutions, of which, one is a blank calibration

solution. If the working range is not linear, the calibration should be performed with a blank calibration
solution and at least three equidistant calibration solutions.

9.3.3 Standard addition technique
The standard addition curve should consist of at least two points, of which, one is an addition. For those
elements whose concentration is near the limit of quantification, the standard addition curve should

consist of at least four points, of which, three are additions. If three additions are used, the
concentration of the highest standard should be 3 to 5 times the concentration in the sample solution.

9.4 Determination

9.4.1 General

Analytical lines, selectivity, limits of detection and quantification, precision, linear working area, and
interferences have to be established before operating the ICP-AES system.

9.4.2 Determination by inductively coupled plasma - atomic emission spectrometry

9.4.2.1 General

Table 1 gives relevant analytical lines and possible interferences for the determination with ICP-AES.
Other wavelengths than those specified in Table 1 can be used (see also Annex B).
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Table 1 — Selected emission wavelengths and interferences for determination with ICP-AES

Element ‘e/\;?i‘:;lif;g(t:n‘:)f Interference Element Waveleng(t:ncl))f emission Interference
315,887 Co 257,610 Fe, Mo, Cr
Ca 317,933 Fe, V Mo 293,306 Al, Fe
393,366 202,030 Al, Fe
Mo
Co 228,616 Ti 204,598
324,754 Ti, Fe 330,237
o 327,396 Na 588,995
238,200 Co 589,592 Ar
e 259,940 178,287 I
766,490 Mg, Ar 213,618 Cu, Fe, Mo, Zn
: 769,900 k 214,914 Cu, AL, Mg
279,079 177,428 Cu
Mg 279,553 181,972
285,213 Fe : 182,036
188,979 206,200
As Zn
189,042 213,856 P
193,696 Cd 214,438
197,197 226,502
Pb 216,999 228,802
220,353
261,418 Al, Co, Ti

9.4.2.2 External calibration method

Aspirate the blank test solution (9.1), the calibration solutions prepared from the standard solutions
(5.5), and the test solution (9.1) in ascending order separately into the plasma and measure the
emission of the element to be determined using an external calibration (9.4.2.2).

NOTE If the test solution contains residues, decant the solution into the test tube from which the test solution

is aspirated into the ICP. Use the first decanted portion to rinse the test tube.

Perform at least two replicates. Average the values if the values fall within an accepted range. After each
measurement, aspirate water or nitric acid solution (5.2).

9.4.2.3 Standard addition technique
Aspirate the blank test solution (9.1), the test solution (9.1), and the test solution prepared by standard

addition technique (9.4.2.3) in ascending order separately into the plasma, and measure the emission of
the element to be determined.

NOTE If the test solution (9.1) contains residues, decant the solution into the test tube from which the test
solution is aspirated into the ICP. Use the first decanted portion to rinse the test tube.
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Perform at least two replicates. Average the values if the values fall within an accepted range. After each
measurement, aspirate water or nitric acid solution (5.2).

10 Calculation and expression of the results
10.1 General

Net signal is defined as the number of counts per second at the selected wavelength, corrected for
background contributions.

10.2 External calibration

In the case of a linear calibration curve constructed with one blank calibration solution and one
calibration solution, the calibration function can be described as follows:

Sy =cyxbta (1)

where

S

» is the net signal of the calibration solution;

¢, is the concentration, in mg/l, of the calibration
solution;

a is the intersection;

b is the slope.

Calculate the element concentration c,, in mg/l, in the test solution (9.1) using the slope and the

r
intersection a found in (1) as follows:

Ores (2)
c, =
7b
where
S, is the net signal of the test solution.

10.3 Standard addition method with only one addition

In the most simple case of standard addition, where only one addition is made, the element
concentration cf, in mg per |, in the test solution (9.1) is determined as follows:

¢, = Sy XV xc, 3)
T(S=8,)xV,
where
¢, is the concentration, in mg/1, of the standard solution;
4 is the volume, in ], of the standard solution added;
v, is the volume, in |, of the test solution (9.1) used to prepare the solution without addition;
S, is the net signal of the solution without addition;
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S, isthe netsignal after addition.
10.4 Standard addition method with several additions

In case of several additions, regression techniques on the linear model of variable y as a function of
variable x, have to be used to determine the element concentration of the test solution (9.1). Generally,
this model can be written as:

y,=a+bxx, (4)

a  isthe intersection;
b is the slope;

In this particular case of three standard additions,

y, =S, (fori=0,1,2,3); (5)
x,=c,xV, (fori=0,1,2,3); (6)
where

¢, Isthe concentration, in mg/l, of the standard solution;
V. are the various volumes, in litres, of the standard solution added;

S, are the net signals after the various additions.

The values of a and b can then be calculated as follows:
b nxy; _inzyi (7)
= 2
nx le.z — (le. )

a:Zyi—bXin ®)
n

where

" is the number of solutions measured (7 =4 in case of three additions).

The element concentration ¢, , in mg/l, of the test solution (9.1) can then be found using the following

S,
equation:

(9)

V. is the volume, in |, of the test solution (9.1) used to prepare the solution without
addition.

10.5 Calculation of the element content in the sample

The element content for the minerals Ca, Na, P, Mg, K and S in the sample or mass fraction of element
Welem, €Xpressed in percentage, is determined using the following equation:
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