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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN 15654-1:2018+A1:2023.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to CEN text carry
the number of the CEN amendment. For example, text altered by CEN
amendment A1 is indicated by [A) 4]

The UK participation in its preparation was entrusted to Technical
Committee RAE/1/-/8, Railway Applications - Vehicle/Track Interaction.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

The UK committee draws users' attention to the distinction between
normative and informative elements, as defined in Clause 3 of the
CEN/CENELEC Internal Regulations, Part 3.

Normative: Requirements conveying criteria to be fulfilled if compliance
with the document is to be claimed and from which no deviation
is permitted.

Informative: Information intended to assist the understanding or use of
the document. Informative annexes do not contain requirements, except
as optional requirements, and are not mandatory. For example, a test
method may contain requirements, but there is no need to comply with
these requirements to claim compliance with the standard.

When speeds in km/h require unit conversion for use in the UK,
users are advised to use equivalent values rounded to the nearest
whole number. The use of absolute values for converted units should
be avoided in these cases. Please refer to the table below for agreed
conversion figures:

INS, RST and ENE speed conversions
km/h mph

2 1
3 1

5 3
10 5
15 10
20 10
30 20
40 25
50 30
60 40
80 50 Documents
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INS, RST and ENE speed conversions
km/h mph
100 60
120 75
140 90
150 95
160 100
170 105
180 110
190 120
200 125
220 135
225 140
230 145
250 155
280 175
300 190
320 200
350 220
360 225

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the

recipient’s own risk.

The recipient is advised to consider seeking professional guidance with

respect to its use of this publication.

This publication is not intended to constitute a contract. Users are

responsible for its correct application.
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BRITISH STANDARD

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2018.

Amendments/corrigenda issued since publication

Date Text affected

31 July 2023 Implementation of CEN amendment A1:2023
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European foreword

This document (EN 15654-1:2018+A1:2023) has been prepared by Technical Committee CEN/TC 256
“Railway applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2023, and conflicting national standards shall

be withdrawn at the latest by December 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1 approved by CEN on 21 May 2023.

This document supersedes [A) EN 15654-1:2018 (1.

The start and finish of text introduced or altered by amendment is indicated in the text by tags @
Deleted text

This document is the first part of a three part series collectively referred to as “Railway applications —
Measurement of vertical forces on wheels and wheelsets”. The series consists of:

— Part 1: On-track measurement sites for vehicles in service
— Part 2: Test in workshop for new, modified and maintained vehicles
— Part 3: Approval and verification of on track measurement sites for vehicles in service (CEN/TR)

Any feedback and questions on this document should be directed to the users’ national standards body. A
complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

This European Standard has been developed to provide a common procedure for determining the axle
load, wheel force and the mass of rail vehicles operating (in-service) in Europe.

This standard also details the evaluation of derived quantities such as asymmetric loading, overloading,
vehicle mass and train mass. These quantities are obtained while the train is in-service and in motion.

The measuring systems according to this document are not considered to be essential for the safety

of the railway system. However, they have the potential to support the identified essential requirements
of Directive 2016/797 /EU.
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1 Scope

The scope of this European Standard is restricted to the measurement of vertical wheel forces and
calculation of derived quantities on vehicles in service. Measurements of a train in motion are used to
estimate the static forces.

Derived quantities can be:

— axle loads;

— side to side load differences of a wheel set, bogie, vehicle;
— overall mass of vehicle or train set;

— mean axle load of a vehicle or train set.

This standard is not concerned with the evaluation of:

— dynamic wheel force or derived quantities;

— wheel condition (i.e. shape, profile, flats);

— lateral wheel force;

— combination of lateral and vertical wheel forces.

The standard defines accuracy classes for measurements to be made at any speed greater than 5 km/h

within the calibrated range, which may be up to line speed.

The aim of this standard is to obtain measurement results that give representative values for the
distribution of vertical wheel forces of a running vehicle, which under ideal conditions will be similar to
those that can be obtained from a standing vehicle.

This standard does not impose any restrictions on the types of vehicles that can be monitored, or on
which networks or lines the measuring system can be installed.

The standard lays down minimum technical requirements and the metrological characteristics of a
system for measuring and evaluating a range of vehicle loading parameters. Also defined are accuracy
classes for the parameters measured and the procedure for verifying the calibration.

The measuring system proposed in this standard should not be considered as safety critical. If the
measuring system is connected to a train traffic command and control system then requirements that are
not part of this standard may apply.

Measuring systems complying with this standard have the potential to enhance safety in the railway
sector. However, the current operating and maintenance procedures rather than this standard are
mandatory for ensuring safety levels in European rail networks.
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2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

N 50121-4, Railway applications — Electromagnetic compatibility — Part 4: Emission and immunity of
the signalling and telecommunications apparatus

EN 50121-5, Railway applications — Electromagnetic compatibility — Part 5: Emission and immunity of
fixed power supply installations and apparatus

EN 50122-1, Railway applications — Fixed installations — Electrical safety, earthing and the return circuit
- Part 1: Protective provisions against electric shock

EN 50122-2, Railway applications — Fixed installations — Electrical safety, earthing and the return circuit
- Part 2: Provisions against the effects of stray currents caused by d.c. traction systems

EN 50124-1, Railway applications — Insulation coordination — Part 1: Basic requirements — Clearances
and creepage distances for all electrical and electronic equipment

EN 60529, Degrees of protection provided by enclosures (IP Code) (IEC 60529

EN 15273-3, Railway applications - Gauges - Part 3: Infrastructure gauge

3 Terms, definitions, symbols and abbreviations

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

NOTE They are listed in the order in which they appear in the standard.

3.1.1
static vertical wheel force

QFo,j,k
representation of the vertical part of the static wheel force vector obtained from the dynamic
measurement process of a vehicle in motion

Note 1 to entry: ~ Where the symbol QFOjk is used, j is the axle number and k is the vehicle side, k = R denotes the
right hand side in the direction of travel and k = L denotes the left hand side in the direction of travel.

3.1.2

axle load

sum of the static vertical wheel forces exerted on the track through a wheelset or a pair of independent
wheels divided by acceleration of gravity

3.1.3

quantity

property of a phenomenon, body, or substance, where the property has a magnitude that can be
expressed as a number and a reference

[SOURCE: ISO/IEC GUIDE 99]
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3.14
derived quantity
quantity, in a system of quantities, that is calculated from one or more measured parameters

3.1.5

measuring system

aggregation of parts that serve to determine the wheel force and which may also be used to derive other
quantities

3.1.6

load sensor

element of a measuring system that is intended to receive the load and which realizes a change in the
output signal when a load is placed upon it

3.1.7

maximum permissible error

extreme value of measurement error, with respect to a known reference quantity value, permitted by
specifications or regulations for a given measurement, measuring instrument, or measuring system

[SOURCE: ISO/IEC GUIDE 99]

3.1.8

accuracy class

class of measuring instruments or measuring systems that meet stated metrological requirements that
are intended to keep measurement errors or instrumental measurement uncertainties within specified
limits under specified operation conditions

[SOURCE: ISO/IEC GUIDE 99]

Note 1 to entry: A measuring system can have different accuracy classes for different quantities and/or different
operation conditions.

3.1.9
running gear
bogie, or (on non-bogied vehicles) the wheelset including suspension

3.1.10
in service
in operation and not under maintenance or manufacture

3.1.11

line speed

maximum speed at which vehicles are allowed to run on a line or branch, or on sections of a line or
branch

3.1.12
speed band
range of speeds pertaining to a particular accuracy class

3.1.13
instrumented track
section of track where the wheel forces are measured
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3.1.14
lead-on track
section of track that precedes the instrumented track

3.1.15
lead-off track
section of track that follows the instrumented track

3.1.16
approach track
section of track that precedes the lead-on track

3.1.17
exit track
section of track that follows the lead-off track

3.1.18

measurement site

section of track that contains the instrumented track, the lead-on/lead-off tracks and the approach/exit
tracks

Note 1 to entry: A measurement site is shown in Figure B.1.

3.1.19
cross level
difference in height of the adjacent running surfaces

Note 1 to entry:  Refer to EN 13848-1|.

3.1.20

gradient

ratio of the difference in height, of the running surface along the rail, at two successive points, to the
distance between the points

3.1.21
vertical track deflection
amount by which the track deflects under a defined axle load

3.1.22

track twist

algebraic difference between two cross levels divided by the distance between the two points of
measurement

Note 1 to entry:  Refer to EN 13848-1|.

Note 2 to entry:  Twist is usually expressed as a ratio with the units %o or mm/m.
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3.2 Abbreviations

For the purposes of this document, the following abbreviations apply.

CEN

EN

ERA

ISO

TSI

UIC
HRMS

European Committee for Standardization
European Standard

European Railway Agency

International Organization for Standardization

Technical Specification for Interoperability

3.3 Symbols, quantity and dimension

For the purposes of this document the following symbols apply.

Ntrn
Nyeh

nrg

10

vertical wheel force kN
wheel load t
vertical wheelset force kN
axle load t
gross mass t
imbalance

relative deviation

acceleration due to gravity, minimum accuracy of 2 decimal (m/s?)
places

wheelset index (1,23, ..

running gear index (1,23, ..

vehicle side
R for the right hand side in the direction of travel
L for the left hand side in the direction of travel
total number of vehicles in the train
total number of wheelsets of the train
total number of wheelsets of individual vehicle
total number of running gear of individual vehicle
number of wheelsets per running gear i

number of first wheelset in running gear i
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