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Foreword 

This document (EN 15655:2009) has been prepared by Technical Committee CEN/TC 203 “Cast iron pipes, 
fittings and their joints”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by July 2009, and conflicting national standards shall be withdrawn at the 
latest by July 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
 
The CEN orrection otice 4 February 2009 provided a revised English anguage text incorporating the 
following editorial corrections. 
 
In clause 3 the sub clause numbering jumped from 3.7 to 3.9. This is now corrected to include a 3.8.

C N l
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Introduction 

This standard is in conformity with the general requirements already established by CEN/TC 164 in the field of 
water supply (e.g. potable water) and CEN/TC 165 in the field of waste water. 

In respect of potential adverse effects on the quality of water intended for human consumption, caused by the 
product covered by this standard: 

a) no information is provided as to whether the product may be used without restriction in any of the member 
states of the EU or EFTA; 

b) it should be noted that, while awaiting the adoption of verifiable European criteria, existing national 
regulations concerning the use and/or the characteristics of this product remain in force. 
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1 Scope 

This European Standard defines the requirements and test methods applicable to factory applied internal 
polyurethane high duty corrosion protection of buried ductile iron pipes and fittings conforming to EN 545, 
EN 598 and EN 969 for use at permanent operating temperatures up to 45 °C. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 545, Ductile iron pipes, fittings, accessories and their joints for water pipelines — Requirements and test 
methods 

EN 598:2007, Ductile iron pipes, fittings, accessories and their joints for sewerage applications — 
Requirements and test methods 

EN 969, Ductile iron pipes, fittings, accessories and their joints for gas pipelines — Requirements and test 
methods 

EN ISO 4624, Paints and varnishes — Pull-off test for adhesion (ISO 4624:2002) 

ISO 62:2008, Plastics — Determination of water absorption 

ISO 527–3:1995, Plastics — Determination of tensile properties – Part 3: Test conditions for films and sheets 

ISO 868, Plastics and ebonite — Determination of indentation hardness by means of a durometer (Shore 
hardness) 

ISO 8501–1:2007, Representative photographic examples of the change of appearance imparted to steel 
when blast-cleaned with different abrasives 

ISO 8503–1:1988, Preparation of steel substrates before application of paints and related products — Surface 
roughness characteristics of blast-cleaned steel substrates — Part 1: Specifications and definitions for ISO 
surface profile comparators for the assessment of abrasive blast-cleaned surfaces 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
ductile iron 
cast iron used for pipes, fittings and accessories in which graphite is present substantially in spheroidal form 

3.2 
adhesion 
force per unit area, applied perpendicular to the surface, which is necessary to separate the lining from its 
substrate 

3.3 
indirect impact strength 
impact energy applied from outside of the pipe with deformation to which a lining can withstand without 
damage under defined test conditions 
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3.4 
hardness 
resistance of the lining to the penetration of a ball under defined test conditions 

3.5 
minimum lining thickness 
lower limit calculated for the polyurethane lining thickness by the mean value (x) minus two times the standard 
deviation (σ) 

3.6 
non porosity 
absence of holidays in a high voltage test under defined test conditions 

3.7 
polyurethane lining 
factory applied lining which consists of polyurethane on the inside of the pipe or fitting 

 

Key 

1 gasket seat 
2 pipe barrel 
3 spigot end 
4 lining 
5 internal socket profile 

Figure 1 — Location of the defined pipe areas 

 

Key 

1 lining 
2 internal socket profile 

Figure 2 — Location of the defined fitting areas 
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