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Tuyaux de chauffage urbain - Systemes bloqués de bitubes Fernwarmerohre - WerkmaBig gedammte
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Foreword

This document (EN 15698-1:2009) has been prepared by Technical Committee CEN/TC 107 “Prefabricated district
heating pipe systems”, the secretariat of which is held by DS.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by July 2009, and conflicting national standards shall be withdrawn at the latest by
July 2009.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights.
CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, lIreland, lItaly, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden,
Switzerland and the United Kingdom.
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Introduction

This specification is part of the standards for bonded systems using polyurethane foam thermal insulation applied
to bond to two steel service pipes and a polyethylene casing.

This standard has been elaborated as a complement to the standards for bonded systems using polyurethane foam
thermal insulation applied to bond to one steel service pipe and a polyethylene casing.

These standards are:

EN 253, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks — Pipe
assembly of steel service pipe, polyurethane thermal insulation and outer casing of polyethylene;

, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks — Fitting
assemblies of steel service pipes, polyurethane thermal insulation and outer casing of polyethylene;

, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks — Steel
valve assembly for steel service pipes, polyurethane thermal insulation and outer casing of polyethylene;

EN 489, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks — Joint
assembly for steel service pipes, polyurethane thermal insulation and outer casing of polyethylene;

N 13941, Design and installation of preinsulated bonded pipe systems for district heating;

N 14419, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks —
Surveillance systems.

Waste management and recycling of materials is dealt with in Annex C.
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1 Scope

This European Standard for District Heating Twin Pipes, specifies requirements and test methods for straight
lengths of prefabricated thermally insulated pipe-in-pipe assemblies for directly buried hot water networks,
comprising two steel service pipes from DN 15 to DN 250, rigid polyurethane foam insulation and one cylindrical
outer casing of polyethylene. The pipe assembly may also include the following additional elements: Measuring
wires, spacers and diffusion barriers.

This standard applies only to insulated twin pipe assemblies, for continuous operation with hot water at various
temperatures up to 120 °C and occasionally with a peak temperature up to 140 °C.

The estimation of expected thermal life with continuous operation at various temperatures is outlined in Annex B of

EN 253

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including any
amendments) applies.

N 253:2009, District heating pipes — Preinsulated bonded pipe systems for directly buried hot water networks —
Pipe assembly of steel service pipe, polyurethane thermal insulation and outer casing of polyethylene

N ISO 31286, Plastics piping systems - Plastics components - Determination of dimensions (SO 3126:2005

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 253:2009 and the following apply.
31

single pipe assembly

technical solution of district heating pipes with one steel service pipe in one casing

3.2

twin pipe assembly

technical solution of district heating pipes with two steel service pipes in one casing

3.3

twisting of service pipes
tendency of the service pipes of a twin pipe assembly to twist around each other

4 Requirements

4.1 General
Unless otherwise specified, the requirements shall be valid for each single measurement.

For information on suitable guidelines for inspection of manufactured preinsulated twin pipes see Annex A.
4.2 Steel service pipe

Material, dimensions, tolerances and surface condition of the steel service pipes shall be as specified in EN 253.
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