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European foreword

This document (EN 15714-4:2025) has been prepared by Technical Committee CEN/TC 69 “Industrial
valves”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2025, and conflicting national standards
shall be withdrawn at the latest by November 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15714-4:2009.

The main changes compared to EN 15714-4:2009 are:

— new endurance values with wider range were introduced;

— the structure was renewed according to the latest edition of other EN 15714 parts;
— minor changes on marking and testing were made.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.
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1 Scope
This document specifies basic requirements for hydraulic part-turn valve actuators, both double acting
and single acting, used for on-off and modulating control duties.

It includes guidelines, recommendations and methods for enclosure and corrosion protection, control
and testing.

It does not apply to hydraulic actuators which are integral parts of control valves and to hydraulic
actuators designed for permanent immersion in fresh or sea water as well as electro-hydraulic
actuators.

Other requirements, or conditions of use, different from those indicated in this document can vary upon
request.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 5211, Industrial valves — Part-turn actuator attachments (1SO 5211)

, Industrial valves — Method for sizing the operating element

, Industrial valves — Actuators — Part 1: Terminology and definitions
, Degrees of protection provided by enclosures (IP Code)

ISO 4401, Hydraulic fluid power — Four-port directional control valves — Mounting surfaces

ISO 4406, Hydraulic fluid power — Fluids — Method for coding the level of contamination by solid
particles

3 Terms and definition

For the purposes of this document, the terms and definitions given in EN 15714-1| and the following
apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.or

— IEC Electropedia: available at https://www.electropedia.org/

3.1

part-turn actuator

actuator which transmits torque to the valve for less than one revolution and which does not have the
capability of withstanding axial thrust

Note 1 to entry:  Part-turn actuators are classified by action and duty.
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3.2
stroke
single and complete movement from one end of travel to the other

3.3
end stop
mechanical part designed to stop the actuator drive train at an end position

Note 1 to entry:  End stop can be fixed or adjustable.

3.4
torque

34.1

output torque

minimum guaranteed output torque capability of the actuator, in both directions, at specified supply
pressures conditions as provided by the manufacturer/supplier

Note 1 to entry:  Where the output torque varies with the stroke, in a linear or nonlinear relationship with
pressure, tabulated data and/or torque versus stroke diagram shall be provided at significant pressure values for
each direction of movement.

3.4.2

rated torque

characterizing figure, indicated by the actuator manufacturer/supplier, used to specify the maximum
actuator operating torque

Note 1 to entry:  The rated torque corresponds to the maximum torque value developed by the actuator when
powered with maximum allowable pressure.

Note 2 to entry:  The rated torque for the single acting version is the guaranteed output torque of the actuator
with maximum allowable pressure at the beginning of the stroke in the direction to compress the spring.

3.4.3
start torque
actuator output torque at the beginning of the stroke in the direction of movement

3.4.4

maximum operating torque

MOT

for double acting version, output torque of the actuator when the pressure of the power supply
corresponds to the maximum allowable pressure; for single acting version, maximum output torque
among the torque at the beginning of the stroke when the pressure of the power supply corresponds to
the maximum allowable pressure and the torque generated by the spring at the end of specified
compression stroke

3.4.5

fluid starting torque

OST

output torque, at specified pressure value, at the beginning of the stroke in opposition to the spring
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3.4.6

fluid ending torque

OET

output torque, at specified pressure value, at the end of the stroke when spring is at its maximum
compression

3.4.7

fluid running torque

ORT

output torque value between OST and OET at specified pressure value

3.4.8

spring ending torque

SET

output torque generated by the spring at the end of its stroke with no fluid in the cylinder

3.4.9

spring starting torque

SST

output torque generated by the spring at its maximum compression with no fluid in the cylinder

3.4.10
spring running torque

SRT
output torque value between SST and SET

4 C(lassification and designation
4.1 Duty classification

4.1.1 General

According to their intended function, two versions of hydraulic part-turn valve actuators are specified
by this document: on-off duty and modulating duty.

4.1.2 On-off duty

The actuator is required to drive the valve through its entire travel from the fully open position to the
fully closed position or vice-versa.

4.1.3 Modulating duty

The actuator shall continuously drive the valve to any position between fully open and fully closed or
vice.

4.2 Action

4.2.1 Double acting (DA)

This is an actuator which requires the supply of motive energy to operate in both travel directions.
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4.2.2 Single acting (SA)
This is an actuator which requires external power to operate the valve in one direction only, the return
stroke being powered by an alternative form of stored energy (fail-safe actuators).

For the purpose of this document, the stored energy shall be supplied by a mechanical spring.

5 Motive energy

5.1 Operating medium

The operating medium shall be hydraulic fluid.

The fluid used shall be selected to be compatible with the maximal allowable pressure, with internal
actuator components and shall have lubricant properties.

The flashpoint shall be of not less than 93 °C for pressures below or equal to 10 bar and 157 °C for
pressures above 10 bar. The chemical and physical properties of the hydraulic fluid shall be suitable for
use with the materials used in the design of the actuator and its accessories. The hydraulic fluid shall be
suitable for operation of the hydraulic system through the entire temperature range to which it may be
subjected in service.

5.2 Quality

The operating medium shall have a contamination level specified to ISO 4406 class 18/16/13 as a
maximum.

When necessary, the actuator shall be properly flushed to guarantee an internal cleanliness consistent
with the above specified contamination level.

5.3 Pressure

5.3.1 General

As a general information, for each actuator model, the pressure limits, including at least the maximum
allowable pressure and working pressure range shall be indicated for a specific application. Other
pressure values shall be available on demand.

5.3.2 Maximum allowable pressure (MAP)

This is the pressure not to be exceeded for the supply to the hydraulic actuator. Recommended values
for maximum allowable pressure are in Table 1.

Documents
8 Document Sharing Hub

Full document details: BS EN 15714-4:2025


https://doi.org/10.3403/BSEN15714?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-15714-4-2025
http://www.avadocuments.com/doc/bs-en-15714-4-2025

EN 15714-4:2025 (E)

Table 1 — Pressure level

MPa bar psi
PN 50 5,5 55 800
PN 100 10,3 103 1500
PN 200 20,7 207 3000
PN 350 34,5 345 5000

5.3.3 Design pressure

The design pressure shall be at least 1,1 times the maximum allowable pressure.

5.3.4 Working pressure

The working pressure is the pressure applied to the actuator to guarantee the performances on a
specific application.

5.3.5 Structural test pressure

For structural test under pressure, consider a minimum value 1,5 times the design pressure for a
minimum holding period 5 min after pressure stabilization.

Structural test under pressure is carried out to validate the capability of the pressure retaining parts of
the actuator to withstand the pressure without permanent deformations.

5.3.6 Minimum moving pressure

The minimum moving pressure required, at ambient temperature, to complete the specified stroke
without external load, starting from not pressurized conditions, shall be made available upon request.

6 Actuator performance data

6.1 Minimum moving pressure

For double acting actuators, the minimum moving pressure, at no load condition and ambient
temperature, shall be made available upon request.

For single acting actuators, the minimum starting and release pressure in contrast to the spring at the
beginning and ending of the nominal stroke, at no load condition and ambient temperature, shall be
made available upon request.

6.2 Operating time

The minimum operating time in both directions, without external load, at working pressure and
without any significant external restriction on supply nor exhaust flow rates shall be stated.

6.3 Displacement volume

The internal actuator displaced volumes for each direction shall be stated, including the dead volumes,
for the maximum stroke without any external limitation.
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