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European foreword 

This document (EN 15746-1:2020) has been prepared by Technical Committee CEN/TC 256 “Railway 
applications”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2021, and conflicting national standards shall be 
withdrawn at the latest by June 2021. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 15746-1:2010+A1:2011. 

Principal amended clauses compared to EN 15746-1:2010+A1:2011: 

— general   All references updated to latest issue; 

— running, travelling and working modes adopted; 

— requirements solely for running mode moved to new EN 15746-3:2020; 

— 4.3   New clause; 

— 5.5   Clause on safety against derailment enhanced to provide greater clarity and increased options 
for testing; 

— 5.6   Specific requirements for prevention of overturning moved from EN 15746-2:2010+A1:2011, 
5.11 with enhanced requirements for RCI/RCL and data recording; 

— 5.7   Requirements for frame structure simplified; 

— requirements for demountable modules added; 

— 5.8   Requirements for couplings made more specific for road-rail machines; 

— 5.14   Requirements for lighting amended; 

— 5.16   Requirements for pantographs enhanced; 

— 5.24   New clause for environmental protection; 

— Annexes   All annexes reviewed and updated; 

— Annex C   Now informative; 

— Annex D   Now informative and the identification number changed to commence ZZ; 

— Annex E   Now informative. 

EN 15746, Railway applications — Track — Road-rail machines and associated equipment, is currently 
composed with the following parts: 
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— Part 1: Technical requirements for travelling and working; 

— Part 2: General safety requirements; 

— Part 3: Technical requirements for running; 

— Part 4: Technical requirements for running, travelling and working on urban rail. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom. 
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Introduction 

This European Standard was prepared to meet the essential requirements of EU Directives to facilitate 
an open market for goods and services. 

This document is the first of a series of four parts of the European Standard: Railway applications — 
Track — Road-rail machines and associated equipment, dealing with railway specific risks of the road-
rail machines when running, travelling and working on railway infrastructures: 

— Part 1 covers the technical requirements for the machines in travelling and working modes, and is 
applicable for all machines. 

— Part 2 covers the safety requirements for the machines in travelling and working modes; this is a 
document harmonized with the European Machinery Directive 2006/42/EC. 

— Part 3 covers the essential requirements for the machines that have a running mode and run on 
tracks within the scope of the Railway Directive 2007/58/EC; this is a document harmonized with 
the Railway Interoperability Directive 2008/57/EC and its associated Technical Specifications for 
Interoperability (TSI). 

— Part 4 covers the technical requirements for the machines that have a running mode on urban rail 
and/or for machines intended to have running, travelling and/or working mode on urban rail. 

Part 1 defines requirements for approval of the machine for use on the railway. Depending on the 
decision of the Infrastructure Manager or National rules the assessment of conformance could be by the 
Infrastructure Manager concerned, by a third party assessor or declaration of conformity by the 
manufacturer. 

Part 2 defines requirements for the machine to be declared conformant by the manufacturer, except in 
the case of machines classified under Annex 4 of the Machinery Directive, which require a conformity 
check in conjunction with a notified body. 

Part 3 defines requirements for running on the European railway network. Assessment of conformity is 
by a notified body as prescribed in the Railway Interoperability Directive. 

Part 4 defines requirements for approval of the machine for use on urban rail. Depending on the 
decision of the manager of the network or National rules the assessment of conformance could be by 
the Urban Rail Manager concerned, by a third party assessor or declaration of conformity by the 
manufacturer. 

The risks which exist in all mechanical, electrical, hydraulic, pneumatic and other components of 
machines and which are dealt with in the relevant European Standards are not within the scope of this 
European Standard. Where necessary, references are made to appropriate standards of this type. 
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1 Scope 

1.1 General 

This document deals with the technical requirements to minimize the specific railway hazards of self-
propelled road-rail machines – henceforward referred to as machines – and associated equipment, 
which can arise during the commissioning, operation and maintenance of the machines when carried 
out in accordance with the specification given by the manufacturer or his authorized representative. 

These risks are normally common regardless of the track gauge.  However, additional requirements can 
apply for travelling and working on infrastructures with narrow gauge or broad gauge lines, railways 
utilizing other than adhesion between the rail and rail wheels and underground infrastructures. 

This document is also applicable for machines and associated equipment that in working configuration 
are partly supported on the ballast or the formation. Such machines are capable of independent self-
propelled movement on the ground. 

This document does not apply to the following: 

— the requirements for quality of the work or performance of the machine; 

— the specific requirements established by the machine operator for the use of machines, which will 
be the subject of negotiation between the manufacturer and the Infrastructure Manager; 

— moving and working while not on rails; 

— separate machines temporarily mounted on machines and associated equipment; 

— demountable machines as defined in 3.2; 

— trailers as defined in 3.3, including road-rail trailers. 

Vehicles which are not track-guided themselves but have attachments that are track-guided are not 
road-rail machines. 

The requirements within this document are amended and added to by the requirements in EN 15746-4 
for machines designed and intended to use urban rail. 

This document does not establish the additional requirements for the following: 

— operation subject to special rules, e.g. potentially explosive atmospheres; 

— hazards due to natural causes, e.g. earthquake, lightning, flooding; 

— working methods; 

— operation in severe working conditions requiring special measures, e.g. work in tunnels or in 
cuttings, extreme environmental conditions such as: freezing temperatures, high temperatures, 
corrosive environments, tropical environments, contaminating environments, strong magnetic 
fields; 

— hazards due to errors in software; 

— hazards occurring when used to handle suspended loads which may swing freely. 
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For a road-rail machine it is assumed that an EU road permissible host vehicle will offer an accepted 
safety level for its designed basic functions before conversion. Unless explicitly stated otherwise in a 
particular clause this specific aspect is not dealt with in this European Standard. 

Other track construction and maintenance machines used on railway tracks are dealt with in other 
European Standards, see Annex F. 

1.2 Validity of this document 

This document applies to all machines which are ordered one year after the publication date by CEN of 
this document. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 280, Mobile elevating work platforms — Design calculations — Stability criteria — Construction — 
Safety — Examinations and tests 

EN 286-3, Simple unfired pressure vessels designed to contain air or nitrogen — Part 3: Steel pressure 
vessels designed for air braking equipment and auxiliary pneumatic equipment for railway rolling stock 

EN 286-4, Simple unfired pressure vessels designed to contain air or nitrogen — Part 4: Aluminium alloy 
pressure vessels designed for air braking equipment and auxiliary pneumatic equipment for railway 
rolling stock 

EN 13309, Construction machinery — Electromagnetic compatibility of machines with internal power 
supply 

EN 13715, Railway applications — Wheelsets and bogies — Wheels — Tread profile 

EN 14033-1:2017, Railway applications — Track — Railbound construction and maintenance 
machines — Part 1: Technical requirements for running 

EN 14033-2:2017, Railway applications — Track — Railbound construction and maintenance 
machines — Part 2: Technical requirements for travelling and working 

EN 14363:2016+A1:2018, Railway applications — Testing and Simulation for the acceptance of running 
characteristics of railway vehicles — Running Behaviour and stationary tests 

EN 14601, Railway applications — Straight and angled end cocks for brake pipe and main reservoir pipe 

EN 15273-2:2013+A1:2016, Railway applications — Gauges — Part 2: Rolling stock gauge 

EN 15528, Railway applications — Line categories for managing the interface between load limits of 
vehicles and infrastructure 

EN 15566, Railway applications — Railway rolling stock — Draw gear and screw coupling 

EN 15746-2:2020, Railway applications — Track — Road-rail machines and associated equipment — 
Part 2: General safety requirements 
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EN 15746-3:2020, Railway applications — Track — Road-rail machines and associated equipment — 
Part 3: Technical requirements for running 

EN 15746-4:2020, Railway applications — Track — Road-rail machines and associated equipment — 
Part 4: Technical requirements for running, travelling and working on urban rail 

EN 15954-1:2013, Railway applications — Track — Trailers and associated equipment — Part 1: 
Technical requirements for running and working 

EN 15954-2, Railway applications — Track — Trailers and associated equipment — Part 2: General 
safety requirements 

EN 15807, Railway applications — Pneumatic half couplings 

EN 15877-1:2012+A1:2018, Railway applications — Marking on railway vehicles — Part 1: Freight 
wagons 

EN 50121-3-1:2017,1 Railway applications — Electromagnetic compatibility — Part 3-1: Rolling stock — 
Train and complete vehicle 

EN 50121-3-2:2016,2 Railway applications — Electromagnetic compatibility — Part 3-2: Rolling stock - 
Apparatus 

EN 50122-1:2011,3 Railway applications — Fixed installations — Electrical safety, earthing and the 
return circuit — Part 1: Protective provisions against electric shock 

EN 50206-1, Railway applications — Rolling stock — Pantographs: Characteristics and tests — Part 1: 
Pantographs for main line vehicles 

EN 50206-2, Railway applications — Rolling stock — Pantographs: Characteristics and tests — Part 2: 
Pantographs for metros and light rail vehicles 

EN 50317, Railway applications — Current collection systems — Requirements for and validation of 
measurements of the dynamic interaction between pantograph and overhead contact line 

EN 50318, Railway applications — Current collection systems — Validation of simulation of the dynamic 
interaction between pantograph and overhead contact line 

EN 50367, Railway applications — Current collection systems — Technical criteria for the interaction 
between pantograph and overhead line (to achieve free access) 

EN 50405, Railway applications — Current collection systems — Pantographs, testing methods for contact 
strips 

EN 60947 (all parts), Low-voltage switchgear and controlgear (IEC 60947, all parts) 

                                                             

1 As impacted by EN 50121-3-1:2017/A1:2019. 

2 As impacted by EN 50121-3-2:2016/A1:2019. 

3 As impacted by EN 50122-1:2011/A1:2011, EN 50122-1:2011/A2:2016, EN 50122-1:2011/A3:2017 and EN 
50122-1:2011/A4:2017. 
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EN ISO 7731, Ergonomics — Danger signals for public and work areas — Auditory danger signals 
(ISO 7731) 

ISO 16754, Earth moving machinery — Determination of average ground contact pressure for crawler 
machines 

ISO 8755, Commercial road vehicles — 40 mm drawbar eye — Interchangeability 

DIN 74054 (all parts), Mechanical connections between towing vehicles and trailers 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

• IEC Electropedia: available at http://www.electropedia.org/  

• ISO Online browsing platform: available at http://www.iso.org/obp  

3.1 
road-rail machine 
self-propelled machine that can move on rails and ground 

Note 1 to entry It is normally a road vehicle adapted for moving on rail also, but can be a specially designed rail 
vehicle for moving on the ground also. 

Note 2 to entry It does not imply that the machine is suitable for use on the public road. 

3.2 
demountable machine 
machine that can travel and work only on rail and which is not intended to operate track signalling and 
control systems, but is not able to travel on the ground 

Note 1 to entry Such a machine is designed to get on and off track by its own means or with other lifting 
equipment. In the case of demounting by its own means these are not intended for operating on the ground. 

Note 2 to entry Such a machine is permitted to work on the railway only under special operating conditions 
granted by the Infrastructure Manager and travel under special conditions granted by the authorized body and/or 
the Infrastructure Manager. 

3.3 
trailer 
non-self-propelled machine that can be hauled on rail wheels 

Note 1 to entry: Trailers are not intended to operate track signalling and control systems and are not designed 
to be transported between work areas on their rail wheels. 

3.4 
mobile elevating work platform 
MEWP 
mobile machine intended to move persons to working positions where they carry out work from the 
work platform with the intention that persons get on and off the work platform at one defined access 
position, and which consists as a minimum of a work platform with controls, an extending structure and 
a chassis 
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3.5 
lifting accessory 
loose lifting tackle, i.e. components or equipment not attached to the machine and placed between the 
machinery and the load or on the load in order to attach it 

3.6 
host vehicle 
basic road vehicle or machine which is converted to operate additionally on rails; this vehicle is either 
EU road permissible or CE marked 

3.7 
manufacturer 
body that designs and constructs a road-rail machine, or converts the original machine/vehicle to a 
road-rail machine 

3.8 
running mode 
machine configuration that allows movement along the track, all parts stowed and locked with 
everything within the applicable gauge, whilst the machine interrelates with the signalling and control 
systems for normal railway traffic 

Note 1 to entry: The mode only relates to the technical configuration of the machine independent of the 
operational mode (e.g. movements during shunting and regular train running). The operational mode is defined 
by the Infrastructure Manager. 

3.9 
travelling mode 
machine configuration that allows movement along the track, all parts stowed with everything within 
the applicable gauge, whilst the machine does not require to interrelate with the signalling and control 
systems (in this condition there is no need to ensure operation of signalling systems or for cab based 
signalling equipment), and which as a mode also includes shunting 

Note 1 to entry: A machine in travelling mode does not need to meet the operational requirements for the 
movement of trains on the railway network. 

Note 2 to entry: The mode only relates to the technical configuration of the machine independent of the 
operational mode (e.g. movements during shunting and regular train running). The operational mode is defined 
by the Infrastructure Manager. 

3.10 
working mode 
mode by which the machine is used to perform any of its permitted design tasks, as soon as any part of 
the machine is un-stowed it is in working mode 

3.11 
shunting 
movement along the track, controlled by operational signals, or radio, of self-propelled machines, either 
on its own or towing or propelling one or more vehicles or machines 

3.12 
on and off tracking mode 
mode of the machine when it is in a state that enables it to be on or off tracked 
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3.13 
running 
moving the machine in running mode along the track 

3.14 
operating track 
track corresponding to the criteria of the Infrastructure Manager on which vehicles may run under 
normal signalling arrangements (with or without a speed limit) 

3.15 
working track 
track not open for normal traffic 

3.16 
degraded working track 
track being maintained for which the geometrical parameters may reach the limiting values and for 
which special operational restrictions may apply 

Note 1 to entry: The limiting values as specified in EN 14033-2:2017, Annex F. 

3.17 
railway infrastructure 
all installations required for the running of railway vehicles 

EXAMPLE Tracks, level crossings, overhead contact line systems, signals. 

3.18 
machine operator 
private or public undertaking which operates machines for the construction and maintenance of the 
infrastructure 

3.19 
operator 
person who handles the controls of a machine in order to perform the functions of the machine 

3.20 
driver 
person who handles the controls of a machine in order to control the machine when moving along the 
track 

Note 1 to entry: The driver and operator can be the same. 

3.21 
train 
self-propelled machine or assembly of vehicles/machines attached by couplings conforming to the 
relevant regulations of the authorized body and/or Infrastructure Manager 

Note 1 to entry: This is only relevant to Category 8 machines and category 9 machines with a running mode. 

Note 2 to entry: This does not exclude Category 9 machines from shunting conventional rail vehicles, where 
permitted by the Infrastructure Manager 
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3.22 
special train 
assembly of vehicles/machines attached by couplings to a Category 9 machine, and conforming to the 
relevant requirements of the Infrastructure Manager 

3.23 
rail level 
datum point corresponding to the top of the rail 

Note 1 to entry: Further guidance shown in Figure 5. 

3.24 
rated load 
load that the lifting equipment has been designed for normal operation and the manufacturer states can 
be lifted in any specified position 

3.25 
authorized body 
body in a state that, in accordance with the laws and prescriptions in force in that state, is competent to 
approve rail vehicles for the use in public rail traffic 

3.26 
type testing 
examination of the first machine, of a new type, for build conformity to the requirements of this 
standard 

3.27 
type conformance testing 
procedure to verify that the machine conforms to the design of the first machine of the type that has 
been approved 

3.28 
type approval certificate 
document issued after the checking of documents and/or testing of vehicles in which the agreement of 
the use of the machine on the infrastructure is confirmed 

3.29 
railway undertaking 
private or public undertaking whose main business is to provide rail transport services for goods and/ 
or passengers 

Note 1 to entry: Category 8 machines will require a railway undertaking to operate the machine on the 
operating track. 

3.30 
Infrastructure Manager 
public body or undertaking responsible for establishing and maintaining railway infrastructure, as well 
as for operating the railway control and safety systems 

3.31 
access permit 
document issued by the Infrastructure Manager for an approved machine to be used on the railway 
infrastructure, if necessary with special access conditions 
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3.32 
working authorization 
authorization given by an Infrastructure Manager which permits a machine to work on that railway 
infrastructure 

3.33 
visual test 
exam to establish whether all elements on the machine, system or component, e.g. protective devices, 
visual warning device, marking, are present and that documents and drawings correspond to the 
requirements 

3.34 
measurement test 
test to establish whether the stated measurable parameters have met the requirements of this 
document, e.g. geometric dimensions, safety distances, insulation resistance of electric circuits, noise, 
vibration 

3.35 
functional test 
test to establish whether, in unloaded working conditions, the machine, including all safety devices, 
works as intended and all functions comply with the requirements and with the technical 
documentation 

3.36 
load test 
test to establish whether the strength and stability of the equipment under load together with all safety 
devices and adjustments meet the requirements of this document 

3.37 
specific verification/measurement 
verification/measurement to establish whether the stated requirements of this document have been 
met, e.g. calculations, technical documentation and specific documents of this document 

4 Machine categorization 

4.1 Categories 

4.1.1 General 

The machines are divided into four categories as shown in Table 1. As an example for these categories, 
see Figures 1 to 4. 
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Table 1 — Machine categories 

Incorporation into 
train 

Configuration of road and 
rail wheels 

Self-propelled running or 
travelling speed (v) References 

in standard 
v < 100 km/h v ≤ 60 km/h 

Can be incorporated 
into a train with 
v < 100 km/h 

Braking and traction 
directly on the rail wheels, 
load entirely on rail wheels. 

Category 8 See 4.1.2 

Cannot be 
incorporated into a 
train. 
They are permitted to 
tow railway machines 
/ vehicles if designed 
for this purpose and 
approved by the 
authorized body. 

Braking and traction 
directly on the rail wheels, 
load entirely on rail wheels. 

Category 9 A See 4.1.3 

Braking and traction 
indirect, from road wheels 
to rail wheels, load entirely 
on rail wheels. 

  Category 9 B See 4.1.4 

Braking and traction on 
road wheels, load shared 
between road and rail 
wheels. 

  Category 9 C See 4.1.5 

Category 8 machines are designed to operate track signalling and control systems, and will therefore 
also need to comply with EN 15746-3. 
Category 9 machines in general are not required to operate track signalling and control systems and are 
only permitted to travel and work on the railway under special restrictions defined by the Infrastructure 
Manager. 
Category 9 machines designed to operate track signalling and control systems are permitted to be 
approved by the authorized body for running on the national network, and will therefore also need to 
comply with EN 15746-3. 
Category 9 machines designed and intended for operation on urban rail systems will also need to comply 
with EN 15746-4. 
 
4.1.2 Example of Category 8 machine 

Capable of incorporation into train. It is permitted to restrict the position of the machine in the train to 
the front or rear only if required. 

 

Figure 1 — Example of Category 8 machine 
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4.1.3 Examples of Category 9 A machines 

Braking and traction directly on the rail wheels, load entirely on rail wheels. 

 
a) Example of Category 9 A machine 

 
b) Example of Category 9 A machine 

Figure 2 — Examples of Category 9 A machines 

4.1.4 Examples of Category 9 B machines 

Braking and traction indirect, from road wheels to rail wheels, load entirely on rail wheels. 
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a) Example of Category 9 B machine 

 
b) Example of Category 9 B machine 

Figure 3 — Examples of Category 9 B machines 

4.1.5 Examples of Category 9 C machines 

Braking and traction on road wheels, load shared between road and rail wheels. 
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a) Example of Category 9 C machine 

 
b) Example of Category 9 C machine 

 
c) Example of Category 9 C machine 

Figure 4 — Examples of Category 9 C machines 
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4.2 Type approval and categories 

In order to use this European Standard, it is necessary to establish in which Category the machine 
belongs. For corresponding requirements for this Category, see Annex B. 

Machines meeting the requirements for their Category, receive approval for this Category only. 

4.3 Machines of more than one category 

Where machines are designed and intended to be used in more than one category, the manufacturer 
shall state this in the instruction handbook. The machine shall fulfil all the relevant requirements of this 
standard for each category as selected. There shall be a control switch which clearly states the category 
selected, which shall be lockable in each position. 

4.4 Type qualification for running in a train 

Machines designed and intended for running in a train shall comply additionally with EN 15746-3. 

5 Railway specific safety requirements and/or measures 

5.1 General 

Machines shall comply with the safety requirements and/or protective measures set out in Clauses 5 
and 6. Information shall be supplied in accordance with Clause 7. Machines shall be designed to work on 
degraded working track within the geometric limits (see EN 14033-2:2017, Annex F). 

Machines that can only work on operating tracks shall display in each driving cab and on the 
identification plate, if fitted, an indication of that restriction, see EN 14033-2:2017, Annex C. 

5.2 Rolling stock gauge 

5.2.1 Travelling gauge 

Except in the lower area, machines in travelling mode shall meet the dimensional requirements of 
EN 15273-2. The critical points near the limits of the permissible kinematic gauge, see 
EN 14033-1:2017, Annex C, shall be recorded in the technical documentation as shown in Clause 7, b), 
3), i). 

In the lower area deviations are permitted for machines according to Category 9 B and Category 9 C and 
equivalent machines belonging to Category 8 to accommodate road wheels, as shown in Figure 5 for 
1435 nominal track gauge. The requirement is that the machine does not damage the infrastructure. 
NOTE The G1 profile in EN 15273-2:2013+A1:2016, Figure A.4, meets the cross acceptance gauging 
requirements for the majority of European countries. 

National conditions may apply to this exceedance amount; see Annex A. 
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Dimensions in millimetres 

 
Key 
A rail level 
B exceedance of gauge permitted for machines 
C additional exceedance of gauge permitted for Category 9 C machines 
D gauge according to EN 15273-2 

Figure 5 — Limits in lower area for 1435 nominal track gauge 

Machines intended to travel on infrastructures with more restrictive gauges shall conform to the 
specific rules of those infrastructures and the corresponding restrictions shall be indicated in the 
instruction handbook. 

No metallic part of the vehicle shall be permitted, under any circumstance of predictable use and wear, 
to encroach into the area outside the lower vehicle gauge shown in EN 15273-2:2013+A1:2016, 
Figure A.6. 

An assessment shall be made by the manufacturer of the load exerted by any non-metallic part of the 
vehicle on any item of infrastructure located in the area outside the lower vehicle gauge shown in 
EN 15273-2:2013+A1:2016, Figure A.6. The predicted load shall be included in the instruction 
handbook. The manufacturer shall state the permitted tyres and wear limits. 

Where any non-metallic part of the vehicle encroaches into the area outside the lower vehicle gauge 
shown in EN 15273-2:2013+A1:2016, Figure A.6 (including parts of rubber road wheel tyres) the 
instruction handbook shall have limitations to state the exceedance in both vertical and horizontal 
plane as set out in Clause 7, b), 6), xi). 

Where any part of the vehicle is below rail level (including parts of rubber road wheel tyres) the 
instruction handbook shall have limitations to state the exceedance below rail level. 

It is recommended to state in the instruction handbook: ‘A site survey shall be undertaken to assess 
potential damage to infrastructure equipment prior to use’ for any encroachment in the area outside 
the lower vehicle gauge shown in EN 15273-2:2013+A1:2016, Figure A.6. 
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5.2.2 Machine in travelling mode 

When the machine is in travelling mode any moveable equipment which has the capacity to go outside 
the gauge set out in 5.2.1 shall be capable of being stowed in a manner which prevents accidental or 
unintended movement out of the gauge. All such moveable parts and assemblies forming part of the 
machine that are unpacked in order to allow the machine to work in rail and non-rail mode shall, in 
their stowed state, be secured by devices capable of resisting the foreseeable forces encountered during 
travelling.  Consideration shall be given to the consequences of a loss of power on the machine. 
5.2.3 Working limit 

5.2.3.1 General 

Machines and their moveable component parts shall be designed and built to work without 
unintentional interference with the kinematic envelope necessary for the running of machines/vehicles 
admitted by the Infrastructure Manager without running restrictions on the adjacent operating track. 
For the different zones of work and the zone limit between the working track and the adjacent 
operating track in service, see EN 14033-2:2017, 5.3.2. 

Where the clearance, under the worst operating conditions, between the underside of a rotating 
superstructure and rail level, is less than 1 300 mm this shall be recorded in the instruction handbook, 
see Clause 7, a), 3), ii). 

The clearance of 1 300 mm is required to enable the superstructure to slew over adjacent track side 
structures, platforms, etc. Other distances may be required by some Infrastructure Managers. 
5.2.3.2 Movement limiting devices 

5.2.3.2.1 General 

Where operation of the machine exceeds the working limit according to 5.2.3, the accidental intrusion 
into the kinematic envelope of the line open to traffic shall be made impossible by means of lateral and 
height limiting devices. The limiting devices shall provide protection against exceedance of the gauge 
shown in 5.2.1. 

Operation of movement limiting devices shall be by key switch or equivalent lock. 

The movement limiting devices shall be described with indication of their type and their mode of 
operation in the instruction handbook, see Clause 7, a), 2). 
5.2.3.2.2 Design of movement limiting devices 

5.2.3.2.2.1 General 

Movement limiting devices shall permit the height and rotation limit to be variable, to suit each location. 
The movement limiting device shall stop the movement when height and lateral limits are reached, or 
prevent movement commencing in an unsafe direction if the machine is stopped at its limit. All 
movement limiting devices shall comply with 5.2.3.2.2.2 or 5.2.3.2.2.3 or 5.2.3.2.2.4, as appropriate. 

If necessary to ensure that the machine is able to stop at the limit position, the slew rate will need to be 
reduced as the machine approaches the slew limit. 
5.2.3.2.2.2 Mechanical limiting devices 

These devices shall be capable of resisting the foreseeable forces encountered. 
NOTE This includes resisting static forces (start-up force of the motion) where they are in the form of a lock, 
and dynamic forces where they are in the form of a stop. 
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5.2.3.2.2.3 Electric limiting devices 

The design shall be such that there shall be no credible single point failure that would cause the system 
to fail unsafe, i.e. allow the corresponding movement to continue. Any fault, including unacceptable 
differences in signals, shall cause the system to fail to a safe condition. 

Safety switches acting as information-giving components shall fulfil the requirements as specified in the 
EN 60947 series, or, as an alternative, other safety switches, sensors or switches may be used under the 
following conditions, shown in order of preference: 

a) using sensors or other types of switch duplicated. They shall either be self-verifying at start-up or 
shall have continuous monitoring of the signals from the sensors or switches for out-of-range; 

 or 

b) using an arrangement of a single sensor or switch, provided there is a permanent monitoring of the 
plausibility of its signals by means of other sensors or switches not of the same safety device. 

5.2.3.2.2.4 Hydraulic limiting devices 

Hydraulic limiting devices shall be designed and installed to provide safety levels equivalent to those 
for electrical safety devices. 

Any credible hydraulic fault shall cause the system to fail to a safe condition, i.e. stop the corresponding 
movement. 

Pilot-operated control valves in these devices or systems shall be so designed and installed that they fail 
to safety, i.e. stop the corresponding movement, in the event of power failure. 
5.2.3.2.2.5 Operation of movement limiting devices 

The design of the system shall be such that it is necessary for lateral and height limiting devices to be 
opened by an authorized person for a function change. Subsequently, after the device has been 
unlocked, the operator is able to change the lateral and height limits by a different method. This can be 
a mechanical, electrical or electronic device. 

When the working demands necessitate an exceedance of the limit of work, it shall only be made 
possible by means of a deliberate manual action, e.g. actuating an additional switch or releasing a lock. 
When the machine is brought back within its permitted working envelope the design shall be such that 
the device will need to be operated again to exceed the permitted working envelope. 

In the case of exceeding the limit of work, an acoustic warning and a flashing red light at the driver's 
position and operator’s working positions shall indicate this dangerous situation. 
5.2.3.2.2.6 Lateral limiting devices 

This device shall be continuously adjustable or adjustable in steps. 
5.2.3.2.2.7 Height limiting device 

The height at which the height limiting device is set shall be indicated visually to the operator. 
5.2.4 Determination of lateral limit of exceedance allowed on curves in working mode 

If traffic is to be allowed on adjacent track the calculation of the limiting value shall be made in 
accordance with local conditions, see EN 14033-2:2017, D.4, and recorded in the technical information, 
see Clause 7, b), 4), ii). 
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5.2.5 Limits in lower area in working and travelling mode 

5.2.5.1 Working limit in the lower area 

Machines shall be designed and built so as not to damage or interfere with the fixed infrastructure 
during work, e.g. axle counters, hot axle box, switch heaters or dragging brake detector and signalling 
devices. 

A machine or its constituent parts shall not be nearer than a specified safety distance from the 
electrified parts of the conductor rail system given in Table 2. 

Table 2 — Minimum safety distance 

Voltage 
V (DC) 

Minimum safety 
distance between 

machine parts and the 
live conductor rail 

mm 

750 80 
 

Machines are permitted to move over live conductor rails providing that they meet the requirements of 
the minimum safety distance given in Table 2. 

Machines not meeting these clearances are not permitted to move over live conductor rail and the type 
approval certification shall indicate this restriction. 
5.2.5.2 Travelling and working limit in lower area 

Category 9 B and 9 C machines are permitted to encroach into the lower gauge area, 
see EN 14033-2:2017, Annex D. When this is the case there shall be an operating restriction stated on 
the type approval certificate prohibiting the passing of track mounted obstructions, e.g. railway 
signalling and safety devices such as PZB magnets, hot box detectors. 

The restriction for passing over tracks with such obstructions may be relieved if damage to the 
obstructions by the machines' road wheels can reliably be prevented by use of road wheels of an 
appropriate maximum width according to Figure 5. 
NOTE Special national conditions may permit alternative arrangements, such as a lifting system mounted on 
the machine as described in Annex A. 

5.2.6 Working limit in the upper area 

5.2.6.1 Protection for the operator 

All work positions at a height greater than that shown in Annex A (line 9 of Tables A.2 to A.4) shall be 
protected such that it is not possible to make contact with live electric traction equipment. 

This requirement shall be achieved by either: 

a) the provision of an earthed metallic roof without open holes. Where open holes in a metallic roof 
are necessary they shall be a maximum 25 mm aperture and covered by a conducting structure. It is 
permissible for non-conducting material to be used providing that the frame provides an earth path 
in the event of fallen overhead contact line system 

 or 
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b) the machine shall be accepted for use with the restriction that it may only be operated under 
isolated and earthed overhead contact line systems (this means the electrical power switched off 
and the contact cable connected to ground potential). This restriction shall be written in the 
instruction handbook, see 7 a) 3) i), and a notice provided on both sides of the machine. 

A warning notice shall be placed on MEWPs which do not have a roof, which states that use under live 
overhead wires is prohibited. 

All places on the machine which allow access to either platforms or working areas without roofs in 
accordance with a) above shall be marked with a warning pictogram, see EN 15877-1:2012+A1:2018, 
Figure 36. 

When the adjacent track overhead contact line systems are not isolated and earthed, MEWPs or 
working platforms shall have obstacle protection as set out in EN 50122-1:2011 3, 5.3.3. 
5.2.6.2 Prevention of machine contact with the overhead contact line system 

Requirements for prevention of machine contact with the overhead contact line systems are shown in 
EN 15746-2:2020, 5.16.6 and 5.16.7. 
5.2.6.3 Special earthing requirements 

Special devices for earthing of the machine and/or for providing electrical continuity for the rails for 
specific machines is permitted to be provided when required by special national conditions 
(see Annex A). 

5.3 Requirement for clearance of track obstacles 

For Category 9 C machines it shall be possible for the road wheels to negotiate a 60 mm high obstacle 
without the rail wheel treads losing contact with the rail. When a machine cannot be operated at 
maximum speed on such obstruction (e.g. raised check rails) it shall have a speed or use restriction, 
which shall be recorded in the instruction handbook, see Clause 7, a), 3), iii), and prominently displayed 
in the operating cab. 

5.4 Interaction with the infrastructure 

5.4.1 General 

The wheels, supports and working tools shall not generate harmful stresses in the infrastructure 
components, e.g. rail, fastenings, sleepers, ballast and formation. 

Furthermore it is required to take into consideration the maximum rail load, the permissible bending of 
the rail, the transverse forces on the fastening systems, the surface pressure on the ballast as well as the 
load carrying ability of the formation. The manufacturer shall state the line category according to 
EN 15528 of the machine, as shown in 5.10.2 of this standard, and record in the instruction handbook, 
see Clause 7, a), 4). 
NOTE Some Infrastructure Managers could require seeing these calculations. 

If the machines contain devices for levelling and/or lining of the track the maximum stresses generated 
by these devices in the rail shall be stated in the instruction handbook, see Clause 7, a), 1). 
5.4.2 Stress induced into rail by main wheels 

The wheels referred to in this clause are the wheels used for the travelling mode of the machine. 

If the configuration of these wheels in working mode of the machine is different from the travelling 
modes, then the changes shall not cause derailment over the full range of the machine's operational 
conditions. 
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