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National foreword

This British Standard is the UK implementation of EN 15767-1:2009.

The UK participation in its preparation was entrusted to Technical
Committee FSH/17/8, Hydrants, hoses and associated water delivery
equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the

authority of the Standards
Policy and Strategy Date Comments
Committee on 31 July
2009.
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Portable equipment for projecting extinguishing agents supplied
by fire fighting pumps - Portable monitors - Part 1: General
requirements for portable monitor assemblies

Equipement portable de projection d'agents d'extinction Tragbare Gerate zum Ausbringen von Léschmitteln, welche
alimenté par des pompes a usage incendie - Lances-canon mit Feuerléschpumpen geférdert werden - Tragbare Werfer
portables - Partie 1: Prescriptions générales pour les - Teil 1: Allgemeine Anforderungen fir tragbare Werfer

ensembles lances-canons portables

This European Standard was approved by CEN on 23 April 2009.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2009 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN 15767-1:2009: E
worldwide for CEN national Members.
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Foreword

This document (EN 15767-1:2009) has been prepared by Technical Committee CEN/TC 192 “Fire service
equipment”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2009, and conflicting national standards shall be withdrawn
at the latest by December 2009.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

EN 15767 consists of the following parts, under the general title Portable equipment for projecting
extinguishing agents supplied by fire fighting pumps — Portable monitors:

— Part 1: General requirements for portable monitor assemblies;

— Part 2: Water nozzles;

— Part 3: Foam devices?).

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,

Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

1) Under preparation.
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Introduction

This European Standard has been created to provide a minimum level of safety and performance criteria.

Its purpose is not to define a specific monitor design but to help the user in understanding and choosing the
correct equipment.

The manufacturer may be defined as the person or company taking technical responsibility for the supply of
the product.

Documents
4 Document Sharing Hub

Full document details: BS EN 15767-1:2009


http://www.avadocuments.com/doc/bs-en-15767-1-2009
http://www.avadocuments.com/doc/bs-en-15767-1-2009

BS EN 15767-1:2009
EN 15767-1:2009 (E)

1 Scope

11 This European Standard specifies safety requirements, performance requirements, test methods,
instructions for use and maintenance, and marking requirements for portable monitor assembilies.

NOTE 1 Additional requirements for water nozzles and foam devices can be found in EN 15767-2 and prEN 15767-3
respectively.

NOTE 2  Fitting systems are dealt with in national standards or requirements, respectively.

This European Standard is applicable to portable monitor assemblies that can be both permanently installed
(e.g. on a flange, a vehicle, a fire boat, etc.) and can also be used as portable monitor assemblies.

This standard should be read in conjunction with either part 2 or 3.

1.2 This European Standard is not applicable to monitors permanently installed on firefighting and rescue
service vehicles, for which requirements are given in EN 1846-3 [2].

1.3 This European Standard is not applicable to portable monitor assemblies which are manufactured
before its date of publication.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N_15767-2, Portable equipment for projecting extinguishing agents supplied by fire fighting pumps —
Portable monitors — Part 2: Water nozzles

prEN 15767-3, Portable equipment for projecting extinguishing agents supplied by fire fighting pumps —
Portable monitors — Part 3: Foam devices

3 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

31

portable monitor assembly

combination of components for ground operations that connects to a water supply via hose(s) and coupling(s)
and projects extinguishing agents according to the operators requirements

3.2
portable monitor body
portable monitor assembly without nozzle

3.3

nozzle

component connected to the outlet of the monitor body that controls the water or the foam flowrate and/or
pattern

NOTE Water nozzles are defined in EN_15767-4 and foam devices are defined in prEN 15767-3.

3.4
pressures
NOTE 1 The pressures are expressed in bar.
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