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National foreword

This British Standard is the UK implementation of EN 15773:2018. It
supersedes BS EN 15773:2009, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee STI/21, Paint systems and surface preparation for
metallic substrates.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 90160 7
ICS 25.220.60; 25.220.99

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2018.
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EUROPEAN STANDARD EN 15773

NORME EUROPEENNE
EUROPAISCHE NORM January 2018

ICS 25.220.99 Supersedes EN 15773:2009

English Version

Industrial application of powder organic coatings
to hot dip galvanized or sherardized steel articles
[duplex systems] - Specifications, recommendations
and guidelines

Application industrielle de revétements en poudre Industrielle organische Pulverbeschichtung
organiques a des produits en acier galvanisés a chaud von feuerverzinkten und sherardisierten
ou shérardisés [systémes duplex] - Spécifications, Gegenstanden aus Stahl [Duplex-Systeme] -
recommandations et lignes directrices Spezifikationen, Empfehlungen und Leitlinien

This European Standard was approved by CEN on 6 November 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain,
Sweden, Switzerland, Turkey and United Kingdom.
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European foreword
This document (EN 15773:2018) has been prepared by Technical Committee CEN/TC 139 “Paints and
Varnishes”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by July 2018, and conflicting national standards shall be
withdrawn at the latest by July 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15773:2009,
The following changes have been made to the existing standard while developing the draft for enquiry:

— References to the sherardizing standard EN 13811 updated acknowledging the publication of
EN ISO 17668.

— References to EN ISO 14713 were updated acknowledging the publication of Parts 1, 2 and 3.

— Clause 4.2 edited to include the reference to ‘powder organic coating’.

— C(lause 4.2 recommendation added to indicate that requirements for surface smoothness
should be agreed.

— Clause 4.3 edited to reflect sherardizing coating thickness classes in [EN ISO 17668.
— Clause 4.3 edited to reference sherardizer.
— Clause 5.3 edited to reference sherardizing process.

— New Clause 6.3 added to deal with surface preparation and paragraph 4 of existing Clause 6.2
transferred to the new clause.

— Avreference to Annex C included in new Clause 6.3.
— Additional information included in Annex C regarding surface smoothness.
— Clauses 6.3 and 6.4 renumbered accordingly.

— Clause 7.1 edited to refer to Annex D not Annex C.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.
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Introduction

In order to achieve a duplex system which satisfies the many varied aesthetic and performance
requirements currently in existence in the marketplace, the following aspects of the supply and
application of the systems should be controllable:

— fabrication and composition of the material (Clause 5);

— the zinc coating (Clause 6);

— surface smoothing for coating (Clause 6);

— environmental conditions during storage, transport and application (Clause 6);
— the pre-treatment of the zinc surface (Clause 7);

— instructions provided by chemical pre-treatment suppliers (Clause 7) and powder
manufacturers (Clause 8);

— the powder organic coating system (Clause 8);

— packaging, storage and movement of finished products (Clause 9);
— installation (Clause 10);

— inspection (Clause 11).

This European Standard does not incorporate the application of paint coatings according to
ENISO 12944 (parts 1 to 8) [1] when paint systems are specified. This European Standard incorporates
the application of coating powders according to [EN 13438 when powder coatings are specified.

This standard might also be useful when supplying other organic coating systems (excluding wet
paint systems).

Table 1 shows the relationship between this European Standard, EN 13434 and other standards relating

to zinc coated articles.

Table 1 — Standards for powder organic coatings and hot dip galvanized steel or
sherardized steel

Galvanizing or sherardizing Powder organic coatings for Communications and quality
galvanized or sherardized steel issues surrounding supply of
products duplex coated articles
EN IS0 1461| EN 13434 or EN 15773
N 10240 specific product specification
N 10346
N ISO 17668

Good communicationsin placeand| Good communications in place Good communications in place
agreements made between gal-| and agreements made between | and agreements made between
vanizer or sherardizer and client the client and the company client, galvanizer or sherardiz-
regarding general quality require-| applying the powder organic er and applicator of the powder
ments in relation to zinc coating. |coating regarding general quality | organic coating regarding quality

i ts of the powder or- requirements for duplex sys-
gr(g/]izde u?eilslloir:f[t) Z‘:n3atic?r?gn c13egil§g ganic coating. tems in relation to quality of zinc

g - coating, the pre-treatment and
for galvanizing and sherardizing re- . .
: powder organic coating.
spectively.
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European foreword
This document (EN 15773:2018) has been prepared by Technical Committee CEN/TC 139 “Paints and
Varnishes”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by July 2018, and conflicting national standards shall be
withdrawn at the latest by July 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15773:2009
The following changes have been made to the existing standard while developing the draft for enquiry:

— References to the sherardizing standard [EN 13811 updated acknowledging the publication of
N ISO 17668,

— References to EN ISO 14713 were updated acknowledging the publication of Parts 1, 2 and 3.

— Clause 4.2 edited to include the reference to ‘powder organic coating’.

— (lause 4.2 recommendation added to indicate that requirements for surface smoothness
should be agreed.

— Clause 4.3 edited to reflect sherardizing coating thickness classes in [EN ISO 17668.
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— Clause 5.3 edited to reference sherardizing process.
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transferred to the new clause.
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— Additional information included in Annex C regarding surface smoothness.
— (Clauses 6.3 and 6.4 renumbered accordingly.

— Clause 7.1 edited to refer to Annex D not Annex C.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
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Introduction

In order to achieve a duplex system which satisfies the many varied aesthetic and performance
requirements currently in existence in the marketplace, the following aspects of the supply and
application of the systems should be controllable:

— fabrication and composition of the material (Clause 5);

— the zinc coating (Clause 6);

— surface smoothing for coating (Clause 6);

— environmental conditions during storage, transport and application (Clause 6);
— the pre-treatment of the zinc surface (Clause 7);

— instructions provided by chemical pre-treatment suppliers (Clause 7) and powder
manufacturers (Clause 8);

— the powder organic coating system (Clause 8);

— packaging, storage and movement of finished products (Clause 9);
— installation (Clause 10);

— inspection (Clause 11).

This European Standard does not incorporate the application of paint coatings according to
EN ISO 12944 (parts 1 to 8) [1] when paint systems are specified. This European Standard incorporates
the application of coating powders according to [EN 13438 when powder coatings are specified.

This standard might also be useful when supplying other organic coating systems (excluding wet
paint systems).

Table 1 shows the relationship between this European Standard, EN 13438 and other standards relating

to zinc coated articles.

Table 1 — Standards for powder organic coatings and hot dip galvanized steel or
sherardized steel

Galvanizing or sherardizing Powder organic coatings for Communications and quality
galvanized or sherardized steel issues surrounding supply of
products duplex coated articles
EN IS0 1461| EN 13439 or EN 15773
N 10240 specific product specification
N 10346
N ISO 17668

Good communicationsin placeand| Good communications in place Good communications in place
agreements made between gal-| and agreements made between | and agreements made between
vanizer or sherardizer and client the client and the company client, galvanizer or sherardiz-
regarding general quality require-| applying the powder organic er and applicator of the powder
ments in relation to zinc coating. |coatingregarding general quality |organic coating regarding quality
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